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Preface 



This volume contains the final proceedings for the Computer Music Modeling 
and Retrieval Symposium (CMMR 2003). This event was held during 26-27 May 
2003 on the campus of CNRS/Universite de Montpellier II, located in Montpel- 
lier, France. CMMR is a new annual event focusing on important aspects of 
computer music. CMMR 2003 is the first event in this new series. CMMR 2003 
was jointly organized by Aalborg University, Esbjerg in Denmark and LIRMM 
in France. 

The use of computers in music is well established. CMMR 2003 provided a 
unique opportunity to meet and interact with peers concerned with the cross- 
influence of the technological and creative in computer music. The field of com- 
puter music is interdisciplinary by nature and closely related to a number of com- 
puter science and engineering areas such as information retrieval, programming, 
human computer interaction, digital libraries, hypermedia, artificial intelligence, 
acoustics, signal processing, etc. The event gathered several interesting people 
(researchers, educators, composers, performers, and others). There were many 
high-quality keynote and paper presentations that fostered inspiring discussions. 
I hope that you find the work presented in these proceedings as interesting and 
exciting as I have. 

First of all, I would like to thank Marc Nanard, Jocelyne Nanard, and Vi- 
olaine Prince for the very fruitful cooperation that led to the organization of 
this first event in the CMMR series. I would also like to thank my colleague 
Kirstin Lyon for her help in compiling these proceedings. Finally, this volume 
would not have been possible without the help of Springer- Verlag, Heidelberg. 
In particular, I would like to thank the editorial assistant, Anna Kramer, and 
the executive editor of the LNCS series, Alfred Hofmann. 



November 2003 



Uffe Kock Will 
CMMR 2003 Program Chair 
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Abstract. Algorithmic Music Composition with computers (in real and non-real 
time) has had many approaches. It can be viewed from different points of view: 
scientific, technological, artistic or philosophical. In this paper the author intro- 
duces three projects developed between 1990 and 2000 in Havana, during his 
time as a professor, researcher and composer at the University of Arts of Cuba. 
He also exposes some philosophical reflections on algorithmic music systems, de- 
rived from his work at Havana and his current research in the Music Technology 
Group of the Universitat Pompeu Fabra. 

Keywords: Algorithmic Composition, Real-Time Composition, Interactive Mu- 
sic Systems, Virtual Instruments, Computer Aided Composition, Algorithmic 
Music. 



1 Introduction 

In 1989 Cuban composer Carlos Farinas (1934-2002) founded, with some colleagues, 
the Estudio de Musica Electroacustica por Computadom (Studio for Electroacoustic 
and Computer Music) of the Facultad de Musica, at the Instituto Superior de Arte (Uni- 
versity of Arts) in Havana. One year later I started collaborating with the Studio as an 
undergraduate student of Computer Science. 

From the beginning I was assigned a project on Algorithmic Music. Our knowledge 
on the field was almost null, so we started from scratch, provided only with a couple 
of articles, some historical and anecdotal references (Hiller, Xenakis...) and a great 
enthusiasm in doing our best. For one decade I have been working on Algorithmic 
Music composition and software development and experimentation. Now I have some 
experiences and reflections that would like to share with other people interested in the 
held. 

2 Musical Fractals (1990-1994) 

Our first idea was to create a system for generating musical structures automatically, a 
system without a direct connection with any known musical style. Nevertheless, as we 
will see later, we implemented melodic transformations from traditional counterpoint, 
and even new ones. 

Fractal images were very popular at that moment; the musical experience based on 
fractals carried out by American composer Charles Dodge [1] was a starting point for 

U.K. Wiil (Ed.): CMMR 2003, LNCS 2771, pp. 1-12, 2004. 
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our research. Dodge suggested a musical structure based on a metaphoric interpretation 
of the self-similarity concept. He departed from the Koch curve for building parallel 
voices that contain proportional relationships between them, similar to those existing 
between the triangles of the Koch curve. 

We elaborated and implemented an algorithm based on the Dodge’s interpretation of 
self-similarity. Our first system, Musical Fractals, needs as a seed data, a melody, a list 
of melody transformations, and some numerical values such as: number of voices, val- 
ues that will affect the relationships between them, etc. It computes the “piece” in non- 
real time, generating up to four parallel voices. One of the voices is the original melody 
and its variations. We implemented some interesting features that proved, through prac- 
tical experiences, its strength and weaknesses. Some of these features are [2]: 

1 . Scales. The program is able to use up to fifteen different musical scales, even a user 
defined one, for computing the whole “piece”. 

2. Traditional melodic variations. Melodic transformations from classical counter- 
point are algorithmic procedures used along centuries of musical tradition. They 
are powerful tools for developing a melody, so we decided to test their potential 
inside a computer program. 

3. Non-traditional melodic variations. Some non-traditional melodic variations 
were implemented, following very personal approaches. They are: 

- Addition: Randomly adds some notes to the melody without affecting the total 
length. 

- Subtraction: Randomly deletes some notes from the melody without affecting 
the total length. 

- Reverse time: It is like traditional “reverse”, but it only reverses the note du- 
rations of the melody. 

- Reverse pitch: It is like traditional “reverse”, but it only reverses the note 
pitches of the melody. 

- Generation: Uses a 1/f fractal noise generator for changing each pitch of the 
melody. 

- Simulation: Uses a particular approach, based on Markov Chains, for chang- 
ing each pitch of the melody. The resulting melody sounds a little bit like the 
original one. 

- Arpeggio: Changes the notes whose duration is greater than or equal to a 
quarter-note, by an arpeggio of four notes, without affecting the total length 
of the melody. The algorithm uses interval values provided by the user. 

- Logarithmic: Changes every pitch by a new one, computed with a personal al- 
gorithm that uses the logarithmic function, and involves some existing pitches. 

An interesting feature that proved good results is the possibility of applying not 
only isolated melodic variations to the melody, but a set of joined variations that con- 
form a much complex transformation. For instance, think about applying the following 
variations in order: augmentation, arpeggio, simulation and diminution. The resulting 
melody is only one, not four. Of course, it is possible to obtain four different melodies 
too ! A simple command interpreter was implemented for entering coding of complex 
transformations. Composers found this possibility as a new and powerful compositional 
tool [2]. 
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Fig. 1. A screenshot of Musical Fractals 



A particular effort was the creation of an embedded score editor (by Claudio Daniel 
Ash) for entering the melody and for another upcoming projects. The resulting “piece”, 
as well as the original melody and every transformation can be heard through a Roland 
MPU401 MIDI interface and an external sound module. Additionally, they can be saved 
to a Jim Miller’s Personal Composer MIDI file. 

Musical Fractals runs under MS-DOS and never was ported to MS Windows. It 
was awarded with some prizes. This project provided us with our first experiences in 
experimenting computer algorithms for music composition. One electroacoustic music 
piece was composed by Carlos Farinas (Cuarzo: Variaciones Fractales), which was 
premiered in 1991 in Havana, in the frame of the Festival of Contemporary Music [2], 
and has been played abroad. The author made also, in 1994, a short electronic piece 
entitled FT llamando a casa, which demonstrates some of the features of the computer 
music system. 

2.1 Orbis Musicae (1993-1996) 

In 1993 we started another project with new goals in mind. We were faced with the 
problem of creating an interactive music system for real-time performances. The idea 
came about through several ways, but a very influencing one was our personal meeting 
with Dr. Max Mathews in 1991, during the International Festival of Electroacoustic 
Music held in Varadero beach. There I had the opportunity to talk with him. Among 
several questions, I posed this one: How would you use a music made algorithmically? 
Mr. Mathews kindly answered: 

“I would be interested in keeping an interaction with the algorithm; a part from the 
computer and a part from myself. I am interested in algorithms for improvising. With 
these algorithms, the musician and the computer play the music together. The algorithm 
chooses the notes, but the musician can select, among the options given by the program, 
the one he likes [3].” 

With these ideas in mind we gave birth to Orbis Musicae, which acts like an instru- 
ment, where the musician controls different and variable parameters in real-time while 
the music is computed. The algorithm is quite straightforward: 
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Fig. 2. A screenshot of Orbis Musicae 



There are twelve planets around the Sun moving each one on an elliptic trajectory. 
At the beginning each planet is assigned a grade from the chromatic scale. Then one 
or more triangles are placed over the orbital plane. When the planetary system starts 
moving, one or more planets visit the area of the triangles. As soon as a planet goes 
in or out from a triangle, a Note On or Note Off message is triggered, sounding on or 
off a MIDI controlled external sound source. The next time this planet goes inside the 
triangle, the original pitch assigned to it could remain the same, or could be changed to 
a new one, according to the initial choice of the musician. Each triangle has assigned a 
particular MIDI channel, so different MIDI programs (instruments) or sound modules 
can be controlled at the same time [4]. 

The musician can change the position and speed of the planets during the real- 
time performance. The configuration of the system, say: planet positions, planet speeds, 
assigned pitches, triangles and its assigned MIDI channels, can be saved internally at 
any time, and can be restored also whenever the user wants. Orbis Musicae uses ten 
memory banks, and follows the “total recall digital mixers” philosophy. The composer 
can use this feature for creating a scheme of configurations, which would be useful for 
planning the development of his piece in a sort of a score. 

Orbis Musicae runs under MS-DOS and, as well as its predecessor, never was ported 
to MS Windows. An electroacoustic music piece was composed by Carlos Farinas, who 
used its real-time capabilities for recording fragments of music in a sequencer. Later 
he took these fragments for creating a tape composition (Orbitas Eh'pticas). This mu- 
sic work was played in 1994 in the Bourges’s International Festival of Electroacoustic 
Music. Another electroacoustic music work was created by Cuban composer Roberto 
Valera, who used the software for his real-time piece Hie et Nunc, performed for the 
first time in 1996, with the assistance of myself, in the frame of the Havana’s Festival 
of Contemporary Music. 

Orbis Musicae has two essential properties: 

1 . It is a self-regulated system that has a personal behaviour. It can play itself endlessly 
without any human intervention. 
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2. The task of the human player is to influence the behaviour of the system, as if he 
were an instrument player. In fact, he is an instrument player. A player of a new kind 
of instrument, an active instrument. Traditional instruments always play a passive 
role, they react to the human gesture, but they are unable to offer the musician any 
musical idea by itself. At that time we used to name this kind of software active 
instrument, “virtual instrument”. 

In the middle of our investigation, we found previous experiences from other re- 
searchers whose works connect deeply to, and reinforce, the ideas we were working on. 
These experiences come, in one hand, from Louis and Bebe Barron, and on the other 
hand, from John Bischoff and Tim Perkis. 

2.2 Louis and Bebe Barron 

We found very interesting and pioneering the works done by Louis and Bebe Barron 
in New York, during the fifties of the past century. They intended to build new sonic 
models using the spontaneous electric evolution of some electronic circuits coupled 
between themselves, whose oscillation frequencies were placed in the audible range. 

The main idea was to build series of active circuits with specific frequencies and 
transitory regime. By coupling these circuits to each other and influencing the behaviour 
of its neighbour circuits, it is possible to make changes to its own parameters. According 
to a partially predictable process, the union of synchronizing influences coming from 
its neighbour oscillators will modify the state of the oscillations of each circuit, so that 
they modulate their oscillations between themselves [5]. 

The first circuit state is dictated by external conditions, which can be changed at 
will. Leaving it to itself, the system of circuits follows an evolutionary process, which 
can be defined as the behaviour in reaction to external stimuli. This acoustic behaviour 
is modified according to the relationship and order established between the circuits, and 
confers personal characteristics to a particular considered system [5]. 

If we choose and study conveniently the parameters of those circuits, it could be 
possible to obtain an interesting sonic result, which could lead to the creation of an 
electronic music composition. Under this perspective [5], Louis and Bebe Barron made 
music for the cinema, especially for the films Bells for the Atlantis, Electronic Jazz 
and the science fiction film Forbidden Planet (1956). The soundtrack of this film is a 
wonderful example of artistic and avant-garde creation, and a remarkable example of 
the musical use of sound synthesis by modulation. 

In the works by Louis and Bebe Barron we have found the notions of a self-regulated 
sound generation system, which owns a personal and autonomous sonic behaviour that 
can be controlled and changed by external influences in an interactive way. We have 
found also the same principle in the works by John Bischoff and Tim Perkis. 

2.3 John Bischoff and Tim Perkis 

On the CD Artificial Horizon, recorded between 1989 and 1990 by American composers 
John Bischoff and Tim Perkis, is exposed a sample of what they call “Music for New 
Software Instruments”. In the CD booklet they express the philosophy of their music in 
the following terms: 
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“For us, composing a piece of music is building a new instrument, an instrument 
whose behavior makes up the performance. We act at once as performer, composer 
and instrument builder, in some ways working more like sculptors than traditional 
musicians. (...) There is another feature of the computer that attracts us: its ability to 
build systems of interaction with complex dynamics, systems only partially predictable, 
which can develop a unique “body” of their own. These woolly computer instruments 
can also be designed to respond to players’ actions in new ways, creating a music which 
contains the trace of human gesture, in addition to having a degree of autonomy. In fact, 
for us, the distinction between composing a new piece of music and building a new 
instrument is not clear-cut: composing a piece of music for us IS building a new in- 
strument, an instrument whose behavior makes up the performance. We act at once as 
performer, composer and instrument builder, in some ways working more like sculptors 
than traditional musicians. And in each case, the focus is on creating a system as open 
and alive as possible, bearing the precious marks of an individual character.” [6] 

And specifically talking about his 1978-80 piece Audio Wave, John Bischoff says: 
“AUDIO WAVE was written for pianist Rae Imamura (...). My idea was to make a live 
computer piece for Rae where both of her hands would be continually active, as in 
her conventional keyboard playing, but where her actions would serve to influence an 
ongoing musical output rather than have the task of initiating each sound.” [7] 

When we knew about the principles behind the works by the Barrons, Bischoff and 
Perkis, and after looking back to our experiences, we felt that we had found what path 
to travel through. So, we decided to build an interactive algorithmic music system for 
real-time performances, not-based on any known musical style, which could act as an 
active instrument (self-regulated system) “where the user’s actions would serve to influ- 
ence an ongoing musical output rather than have the task of initiating each sound”. We 
were looking for a more flexible Virtual Active Instrument. Then the Fractal Composer 
project was started at the EMEC/ISA. 

3 Fractal Composer (1996-2000) 

Fractal Composer [8] is intended to be a virtual musical instrument for real-time per- 
formances. It plots chaotic attractors, dynamic systems and some related formulas, and 
makes music from these calculations while the musician introduces changes to musical 
parameters and listens to the results, all of this in real-time. 

The system, which runs under MS Windows, features seven different fractal for- 
mulas and related algorithms for tone generation, which combine six ways of mapping 
pixel colors into pitches, and four note-duration or rhythms. Up to four interdependent 
voices may be used, conducted through three different manners or styles. Each voice 
owns its loudness or dynamics, its pitch limits (range) and scale. This program offers 
twenty-four different scales, including nine user defined ones. 

The user may have control over some MIDI functions like: program changes, mod- 
ulation and panning. Each voice can be moved from left to right or vice versa, auto- 
matically, at the speed the user chooses. Although program names are showed in the 
General MIDI convention, of course it is possible to use any non-GM external sound 
module. In addition to this, it is possible to load a digital sound file and play it together 
with the MIDI fractal music. 
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Fig. 3. A screenshot of Fractal Composer 



While Fractal Composer creates music in real-time, it is possible to save the result- 
ing music, with all the changes (performance) the user has done, in a Standard MIDI 
File. This lets him edit his music in any sequencer or music notation software that sup- 
port SMF. 

The musician can store all the settings in a configuration file to be recalled later, in 
another session. This means that the player doesn’t lose his fractal type nor its parame- 
ters, voices selected, patches, dynamics, scales, and even his own scales. A chronometer 
appears in the upper right-hand corner of the display to inform the performer about the 
duration of his piece as time goes by. 

As Xenakis said in 1971 in his book Formalized Music: “With the aid of electronic 
computers, the composer becomes a sort of pilot: pressing buttons, introducing coor- 
dinates, and supervising the controls of a cosmic vessel sailing in the space of sound, 
across sonic constellations and galaxies that could formerly be glimpsed only in a dis- 
tant dream.” [9] 

The author wrote three electroacoustic music pieces with this system: 

1 . Elfin del caos llega quietamente, which is intended to demonstrate that mathemat- 
ics can also be a path to music. It was created entirely in real-time from the calculus 
of the Logistic Function, and recorded in one pass with no overdubbing. 

2. Satelites. Basic sonic material was created in real-time from the calculus of the 
Henon Map. It was premiered in the XII Havana’s Festival of Contemporary Music, 
in 1997. 

3. Oro-ina, a real-time performance for computer, Afrocuban drum set and two 
dancers. It was played for the first time in 1998, in the frame of the International 
Festival of Electroacoustic Music held in Havana. 
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Fig. 4. Picture of the Oro-Ina performance (Photo: Archie) 



4 Some Theoretical Reflections 

4.1 In Search of a Satisfactory Algorithm 

Algorithmic Composition researchers have tried different approaches for handling the 
music elements and for generating musical structures. Traditionally one of the most 
important elements of music has been melody. Many algorithms and models for “com- 
posing” melodies have been developed, from 1/f fractal noise to rule based or constraint 
programming. 

Cuban composer Carlos Farinas (1934-2002) used to say that every melody but 
those from monodic systems, always has an implicitly harmonic context. So, according 
to this idea, every random procedure for creating melodies should take this principle 
into account. It has no sense to look for an algorithm for creating “beautiful” or “in- 
spired” melodies without influencing the random process by a harmonic progression. 

On the other hand, when researchers intend to mimic a known music style, it is often 
known what elements, characteristics or procedures they should model, but what path 
should be follow in order to generate satisfactory musical structures not-based on any 
known musical style? Musicology and music composition tradition have the answer. 
When we were looking for a solution, composer Fernando Rodriguez (Archie) came up 
to us and replied: “you should try to model Analogy and Contrast”. 

“The notions of foreground and background (...) are critical in controlling musical 
flow. If similarity is in the foreground, the listener will perceive the music as continuing 
uninterrupted; if difference is more prominent, then the perception will be one of con- 
trast. (...) When contrast is in the foreground, it is introduced to avoid boredom, and to 
deepen the listener’s experience. Contrast creates emotional breadth, setting off ideas 
and heightening relief and definition of character. (...) Musically, when we hear familiar 
material in new contexts, its meaning is enriched.” [10] 
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These reflections around melody and structure only refer to our western music tra- 
dition. It could be possible that they do not match with music traditions from other 
different cultures. 

4.2 In Search of a Definitive Composition System 

Throughout the music history, composers have developed techniques, most of them 
algorithmic procedures, to handle all the elements of music, say: melody, harmony, 
rhythm, timbre, articulation, form... What a composition system does is to apply these 
techniques, and even new or personal ones, to the material provided by the user, i.e., 
the composer. The ways to handle the elements of music are so many, almost infinite 
so, from our point of view, it is impossible to find a definitive computer composition 
system [11]. 

Every music algorithm leaves its fingerprinting in the sonic result of its execution. It 
has no sense to look for an universal algorithm for composing any known music style. 
Composers use many algorithms or algorithmic procedures everyday, and the doors 
for creating new compositional procedures and new music styles are always opened, 
though it’s no easy to travel it through. Music composition involves creativity, which is 
impossible to lock in a scientific model. It always flies away beyond our imagination. 

4.3 Two Reflections About Authorship 

In [12] I found an interesting question that made me think: “(...) if an algorithm faith- 
fully represents an artist’s creative process, what is the difference between music pro- 
duced by the artist and music produced by the algorithm?” 

Algorithmic composition leads to the following situation: the user gives instructions 
to a computer to conceive an object (music). After a while, the man receives this object 
from the machine. So, what now? He says: “this is my own work”. Has the man stolen 
the object from the machine? Does this object belong to the computer? 

Do not forget who has mentally conceived that object before its physical existence. 
Man has thought about that object, with more or less precision, before giving instruc- 
tions to the machine. So, the computer has the task to give birth to the object dreamed 
by the man. When an artist designs a monumental sculpture, it is built by several (or 
even many) workers, but nobody has doubts about the authorship of the sculpture. Who 
is the author of the Sagrada Familia temple? Who denies it is Antonio Gaudt? Who 
denies the authorship of the Tour Eiffel to Gustave Eiffel? 

Computers only simulate, through very strict instructions from the man, some el- 
ements of the human thinking. During the creative process, they can contribute some 
things to the task commanded by the man, but they only can contribute things that were 
thought before, things that were mentally conceived previously by the man. They can- 
not contribute things unconceived by the man, because they have no will nor awareness. 
That is the difference between music produced by the artist and music produced by the 
algorithm. 

The man conceives and programs creation strategies, which imitate his possibili- 
ties, skills and knowledge. So, his personality will be present in the machine’s results. 
Computers have no special artistic skills or virtuosity. They only have a representation 
of the skills and knowledge from the man. They are only able to mimic those human 
properties. 
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Can a machine express its individuality, its own personality, its own subjectivity? 
These qualities are not properties of a computer, so they cannot be expressed. Only 
the man can express his individuality, personality and subjectivity, from the moment he 
selects and gives instruction to the machine, from the very instant he conceives a music 
program, or when he configures the options of the software. Machines impregnate with 
some logic and formal characteristics the result of its computations, but the man is who 
gives imagination to those calculi, the man is who transmits his human sensibility with 
the help of a computer, and he is who transforms in art the science that could exists in 
automatic creations. 

I have found also in [12] the following interesting statement: “(...) music produced by 
algorithmic composition is considered somehow inferior not because it was produced 
by an algorithm, but because it is someone else’s music-it belongs to the designer of 
the algorithm, and not to the user of the algorithm.” 

If we accept this statement as a valid one, maybe it should be said: Wozzek does not 
belong to Alban Berg (the user of the twelve-tone algorithmic procedures) but to Arnold 
Schoenberg (the designer). Traditional non-computer algorithmic methods are really 
compositional procedures, which are always adapted by the composer to his mental 
scheme, to his personal point of view about music, and to his own experience and skills. 

When the user configures the options of any algorithmic composition system, and 
gives it the seed data, he transmits his own personality, as well as when he uses any 
conventional algorithmic procedure, or even a rule-based music composition formalism 
like traditional counterpoint. So, we firmly believe that music composed with the aid of 
an algorithmic composition system, belongs to the user. 

4.4 Algorithmic Music Composition: Why? 

Due to the wide range of possibilities offered by computers and other electronic mu- 
sic devices, which are sometimes exaggerated, it is often though erroneously that usual 
music knowledge is unnecessary for making music with those equipments. We think 
computers are a powerful tool for the musician. They will help the artist in develop- 
ing his ideas, in stimulating his imagination, in speeding up some technical procedures 
of music composition. Computers enrich the compositional process, but they will not 
provide the user an unexisting talent. Nevertheless, they are able to stimulate the devel- 
opment of an undiscovered talent or innate musical capabilities [13]. 

Finally, 1 would like to point out some general ideas related with algorithmic music 
composition systems I have compiled: 

1. These systems stimulate the composer’s creative imagination in a very new and 
promising way, with lots of possibilities. 

2. Composition programs can handle much more data and much faster than a human 
composer. They let him think in a high level of abstraction, leaving low-level details 
to the computer. 

3. They are a door for searching new aesthetic concepts, new sonic conceptions and 
new ways of organizing sounds. So, they are a path for music development. 

4. These systems allow scientific verification of music theories, when it is intended to 
simulate a known musical style in order to analyse and study it. 

5. They allow to better know how musical processes take place in the human mind, so 
they let us know better the nature of the human being. 
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5 Present and Future Work 

In 2001 1 was granted a scholarship from the Universitat Pompeu Fabra in Barcelona, 
for making my doctor degree in Computer Science and Digital Communication. Now 
I have a good opportunity to learn new things, to work on new projects and to develop 
the ideas I have been working on in Cuba since 1990. 

In December 2002 was created inside the MTG {Music Technology Group) led by 
Dr. Xavier Serra, the 1ST (Interactive Systems Team). Having Sergi Jorda as Project 
Manager, the 1ST is integrated by: Alvaro Barbosa, Gunter Geiger, Martin Kaltenbrun- 
ner, Jose Lozano and myself. Now we work on a new project named reacTable*, which 
puts together most of the research interests and know-how of the 1ST members. 

ReacTable* is a project that activates important interdisciplinary research in the field 
of Computer Music, which significantly departs from the MTG traditional work based 
on signal processing techniques. Some of the areas of research involved are algorithmic 
composition and real-time music creation / composition. For the near future we hope to 
integrate our experiences in the development of this new project. 

6 Conclusions 

Algorithmic music composition with computers (in real and non-real time) has had 
many approaches [9], [14-24]. It can be viewed from several points of view: scientific, 
technological, artistic or philosophical. We have introduced three projects developed 
between 1990 and 2000 at the EMEC/ISA in Havana. The first one generates musical 
structures in non-real time, while the other ones also generate musical structures but in 
real-time, in an interactive way. Neither is based on known musical styles, though they 
use basic musical concepts or technical procedures. To my mind, a concluding idea is 
the development of an interactive algorithmic music system for real-time performances, 
not-inspired (no mimic) on any known musical style, which could act as an active (self- 
regulated) instrument “where the user’s actions would serve to influence an ongoing 
musical output rather than have the task of initiating each sound”. Finally, we have 
exposed some theoretical reflections. I hope this paper be useful for the development of 
discussions and ideas related with the topics discussed here. 
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Abstract. This paper presents a novel method for the estimation of 
beat interval from audio files. As a first step, a feature extracted from 
the waveform is used to identify note onsets. The estimated note onsets 
are used as input to a beat induction algorithm, where the most probable 
beat interval is found. Several enhancements over existing beat estima- 
tion systems are proposed in this work, including methods for identifying 
the optimum audio feature and a novel weighting system in the beat in- 
duction algorithm. The resulting system works in real-time, and is shown 
to work well for a wide variety of contemporary and popular rhythmic 
music. Several real-time music control systems have been made using the 
presented beat estimation method. 



1 Introduction 

Beat estimation is the process of predicting the musical beat from a represen- 
tation of music, symbolic or acoustic. The beat is assumed to represent what 
humans perceive as a binary regular pulse underlying the music. In western mu- 
sic the rhythm is divided into measures, e.g. pop music often has four beats per 
measure. The problem of automatically finding the rhythm include finding the 
time between beats (tempo), finding the time between measures, and finding the 
phase of beats and measures. This work develops a system to find the time be- 
tween beats from a sampled waveform in real-time. The approach adopted here 
consists of identifying promising audio features, and subsequently evaluating the 
quality of the features using error measures. 

The beat in music is often marked by transient sounds, e.g. note onsets of 
drums or other instruments. Some onset positions may correspond to the position 
of a beat, while other onsets fall off beat. By detecting the onsets in the acoustic 
signal, and using this as input to a beat induction model, it is possible to estimate 
the beat. 

Goto and Muraoka [1] presented a beat tracking system, where two features 
were extracted from the audio based on the frequency band of the snare and 
bass drum. The features were matched against pre-stored drum patterns and 
resulted in a very robust system, but only applicable to a specific musical style. 

U.K. Wiil (Ed.): CMMR 2003, LNCS 2771, pp. 13-22, 2004. 

© Springer- Verlag Berlin Heidelberg 2004 
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Later Goto and Muraoka [2] developed a system to perform beat tracking in- 
dependent of drum sounds, based on detection of chord changes. This system 
was not dependent on the drum sounds, but again limited to simple rhythmic 
structures. Scheirer [3] took another approach, by using a non-linear operation 
of the estimated energy of six bandpass filters as feature extraction. The result 
was combined in a discrete frequency analysis to find the underlying beat. The 
system worked well for a number of rhythms but made errors that related to 
a lack of high-level understanding of the music. As opposed to the approaches 
described so far Dixon [4] built a non-causal system, where an amplitude-based 
feature was used as clustering of inter-onset intervals. By evaluating the inter- 
onset intervals, hypotheses are formed and one is selected as the beat interval. 
This system also gives successful results on simpler musical structures. 

The first step of this work consists of selecting an optimal feature. There 
are a very large number of possible features to use in segmentation and beat 
estimation. Many audio features are found to be appropriate in rhythm de- 
tection systems, and one is found to perform significantly better. The second 
step involves the introduction of a high-level model for beat induction from the 
extracted audio feature. The beat induction is done using a running memory 
module, the beat probability vector, which has been inspired by the work of 
Desain [5]. 

The estimation of beat interval is a first step in the temporal music under- 
standing. It can be used in extraction and processing of music or in control of 
music. The beat detection method presented here is in principle robust across 
music styles. One of the uses of the beat estimation is in beat matching, often 
performed by DJs using contemporary electronic and pop music. For this reason, 
these music styles has mainly been used in the evaluation. The system is imple- 
mented in the open source DJ software Mixxx [6] and has been demonstrated 
together with a baton tracking visual system for the use of live conducting of 
audio playback [7]. 

2 Audio Features 

The basis of the beat estimation is an audio feature that responds to the transient 
note onsets. Many features have been introduced in research of audio segmen- 
tation and beat estimation. Most features used here have been recognized to be 
perceptually important in timbre research [8]. The features considered in this 
work are: amplitude, spectral centroid, high frequency energy, high frequency 
content, spectral irregularity, spectral flux and running entropy, all of which 
have been found in the literature, apart from the high frequency energy and the 
running entropy. 

Other features, such as the vector-based bandpass Alter envelopes [3], or mel- 
cepstrum coefficients have not been evaluated. Vector-based features need to be 
combined into one measure to perform optimally, which is a non-trivial task. 
This can be done using for instance artificial neural nets [9] that demands a large 
database for training, or by summation [3] when the vector set is homogeneous. 
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Most features indicate the onsets of notes. There is, however, still noise on 
many of the features, and the note onsets are not always present in all features. 
A method to evaluate and compare the features is presented in section 3, and 
used in the the selection of the optimal feature. In the following paragraphs, a 
number of features are reviewed and a peak detection algorithm is described. 



2.1 Features 



The features are all, except the running entropy, computed on a short time 
Fourier transform with a sliding Kaiser window. The magnitude an,k of block n 
and FFT index k is used. All the features are calculated with a given block and 
step size {Nb and Ns respectively). 

The audio features can be divided into absolute features that react to specific 
information weighted with the absolute level of the audio and relative features 
that only react to specific information. The relative features are more liable to 
give false detection in weak parts of the audio. 

The amplitude has been found to be the only feature necessary in the tracking 
of piano music [10]. This feature is probably useful for percussive instruments, 
such as the piano or guitar. However, the amplitude feature is often very noisy 
for other instruments and for complex music. 

Fundamental frequency is currently too difficult to use in complex music, 
since it is dependent on the estimation method. It has been used [9] in segmen- 
tation of monophonic audio with good results, though. 

One of the most important timbre parameters is the spectral centroid (bright- 
ness) [11], defined as: 



SC„.= 



kan,k 

^Ni/2 



( 1 ) 



EH' 

The spectral centroid is a measure of the relative energy between the low and 
high frequencies. Therefore it seems appropriate in the detection of transients, 
which contain relatively much high frequency energy. 

An absolute measure of the energy in the high frequencies (HFE) is defined 
as the sum of the spectral magnitude above 4kHz, 



= (2) 

where f 4 k is the index corresponding to 4 kHz. 

Another absolute measure, the high frequency content (HFC) [12] is calcu- 
lated as the sum of the amplitudes and weighted by the frequency squared. 



HFCn = 






( 3 ) 



These features are interesting because they indicate both high energy, but also 
relatively much high frequency energy. 

The spectral irregularity (SPI), calculated as the sum of differences of spectral 
magnitude in one block. 



SPIr, = S 
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and the spectral flux (SPF), calculated as the sum of spectral magnitude differ- 
ences between two adjoining blocks, 

= (5) 

are two features known from the timbre perception research. These features give 
indication of the noise level and the transient behavior that are often indicators 
of beats. 

Note onsets can be considered as new information in the audio file. Therefore 
the running entropy, calculated on a running histogram of the 2^® quantization 
steps is considered. First the probability of each sample value is estimated for 
one block, 

H„{s{l)) = Hn{s{l)) + -^,1 = {n- l)Ns -I- 1 • • • (n - l)Ns + Nb, (6) 
tv 6 

then the probability is updated with 1 — Wh, 

H„ = WhH^ + {l-Wh)H^-i, (7) 

and Anally the entropy in bits is calculated, 

Entn = -^l=iHn{k)log2{H„{k)). ( 8 ) 

These are the features evaluated in this work. The note-onsets are considered 
to occur at the start of the attacks, but the features generally peak at the end 
of the attacks. To compensate for this delay the time derivative is taken on the 
features. The second derivative is taken on the running entropy. The maximum of 
the derivative of the amplitude has been shown to be important in the perception 
of the attack [13]. In addition, the negative values of each feature are set to zero. 

An example of the resulting time-varying extracted features can be seen in 
fig. 1 for a contemporary music piece On the figure manually marked note 
onsets are indicated by dashed lines. It is clear that most features peak at the 
note onsets. There is, however, still noise on many of the features, and some of 
the note onsets are not always present in the features. 

2.2 Peak Detection 

The features considered in the previous section all exhibit local maximums at 
most of the perceptual note onsets. To identify a note onset from a given feature 
a peak detection algorithm is needed. The peak detection algorithm used here 
chooses all local maximums, potentially using a threshold, 

P = {Fn-i < Fn> Fn+i) A (F„ > th) (9) 

where F is an arbitrary audio feature. In addition to the peak detection, a 
corresponding weight, Wk is also calculated at each peak k (at the time tk), 

^ Psychodelik. Appearing on LFO - Advance (Warp 039), January 1996. 
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Fig. 1. Audio features from the LEO -Psychodelik piece (excerpt) as function of time. 
The features are shown at arbitrary scales. The vertical dashed lines indicate the man- 
ual marked transients. 



corresponding to the time steps where p is true. This weight is later used in 
the beat probability vector, and in the detection of the phase of the beat. The 
threshold is used in the selection of the optimal feature, but not in the final beat 
estimation system. 



3 Feature Analysis 

To compare features, different musical pieces has been analyzed manually by 
placing marks at every perceptual note onset. The marking consists in identify- 
ing the note onsets that are perceptually important for the rhythmic structure. 
These note onsets are generally generated by the hi-hat and bass drum and any 
instrument with a transient attack. In practice, some parts of the pieces lack 
hi-hat and bass drum, and the rhythmic structure is given by other instruments. 
The manual marking of the note onsets in time has an error estimated to be 
below 10 msec. In all eight musical pieces were used, with an average of 1500 
note onsets per piece. 

These manual marks are used as basis for comparing the performance of the 
various features. In order to select the optimum feature, three different error 
measures are used, based on matched peaks, that is peaks located within a time 
threshold (20 msec) to a manual mark. An unmatched peak is located outside 
the time threshold from a manual mark. 



3.1 Error Measures 

To find the signal to noise the value of a matched (P), or unmatched (P) peak 
is calculated as the sum of the feature at both sides of the peak where the slope 
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Fig. 2. Left: Example of error measures calculated using different block sizes of the 
HFC feature for the piece Train to Barcelona. Right: Average signal to noise for fixed 
threshold, and all music pieces for many block sizes and features. 



is continually descending from the peak center. The signal to noise ratio is then 
calculated as, 



■matched Tt) 

^n=0 



\^^unmatched Tdt 

^n=0 



(10) 



The missed ratio is calculated as the number of manual marks minus the number 
of matched peaks, divided by the number of manual marks, 



Rmissed — 



^marked ^matched 



Nrr 



rked 



( 11 ) 



and the spurious ratio is calculated as the number of unmatched peaks, divided 
by the number of manual marks. 



R 



spurious 



unmatched 

marked 



(12) 



3.2 Analysis and Selection of Feature 

In order to evaluate the features the error measures are now calculated on the 
music material using a varying peak detection threshold. An example of the er- 
ror measures for the piece Train to Barcelona^ is shown in the left part of fig. 
2. For low thresholds, there are few missed beats, and for high peak detection 
threshold, there are many missed beats. The spurious beats (false indications) 
behave in the opposite way, for low thresholds there is up to several hundred 
percents, whereas the spurious ratio is low for high peak detection thresholds. 

^ By Akufen. Appearing on Various - Elektronische Musik - Interkontinental (Traum 
CD07), December 2001. 
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Under these conditions it is difficult to select an optimum peak detection thresh- 
old, since both low missed and spurious ratio is the optimization goal and they 
are mutually exclusive. The signal to noise ratio generally rises with the peak 
detection threshold, which indicates that the few found peaks contain most of 
the energy for the high thresholds. There seem to be no optimum way of selecting 
the threshold. 

An analysis of the error values for all features and music pieces gives no clear 
indication of the best feature. Therefore a different approach has been used. 

Initial tests have shown that the beat estimation method presented in the 
next section need at least 75% of the note onsets to perform well. The threshold 
for 75% matched beats (25% missed) is therefore found for each features/block 
size pair and music piece. The signal to noise ratio is then found for this thresh- 
old. The average signal to noise ratio is calculated for all music pieces. The result 
is shown in the right part of fig. 2. 

Several results can be obtained from the figure. First, it is clear that the ex- 
treme block sizes, 256, 512, and 8192 all perform inadequately. Secondly, several 
features also perform poorly, in particular the amplitude, the spectral irregu- 
larity, and the entropy. The best features are the spectral centroid, the high 
frequency energy, the high frequency content and the spectral flux. The HFC 
performs significantly better than the other features, in particular for the block 
sizes 2048 and 4096, which has the best overall signal to noise ratio. 

4 Beat Estimation 

The analysis of the audio features has permitted the choice of feature and feature 
parameters. There is, however, still errors in the detected peaks of the chosen 
features. As described in other beat estimation systems found in the literature, 
a beat induction system, that is a method for cleaning up spurious beats and 
introducing missing beats, is needed. This could be, for instance, based on ar- 
tificial neural nets, as in [9], but this method demands manual marking of a 
large database, potentially for each music style. Another alternative is the use 
of frequency analysis on the features, as in [3], but this system reacts poorly to 
tempo changes. 

Some of the demands of a beat estimation system are stability and robustness. 
Stability to ensure that the estimation is yielding low errors for music exhibiting 
stationary beats and robustness to ensure that the estimation continues to give 
good results for music breaks without stationary beats. In addition, the system 
should be causal, and instantaneous. Causal to ensure real-time behavior, and 
instantaneous to ensure fast response. 

These demands are fulfilled by the use of a memory-based beat probability 
vector that is based on the model of rhythm perception by Desain [5] . In addition 
a tempo range is needed to avoid the selection of beat intervals that do not occur 
in the music style. The tempo is chosen in this work to lie between 50 and 200 
BPM, which is similar to the constraints used in [3] . 
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4.1 Beat Probability Vector 

The beat probability vector is a dynamic model of the beat intervals that permits 
the identification of the beat intervals from noisy features. The probability vector 
is a histogram of note onset intervals, as measured from the previous note onset. 
For each new note onset the probability vector H{t) is updated (along with 
its neighboring positions) by a Gaussian shape at the intervals corresponding 
to the distance to the previous peak. To maintain a dynamic behavior, the 
probability vector is scaled down at each time step. At every found peak k 
the peak probability vector is updated, 

H{t) = + G{tk - = 0 . . . oo (13) 

where W is the time weight that scale down the probability of the older intervals, 
and G is a Gaussian shape which is non-zero at a limited range centered around 
tk — tk-i- The current beat interval is identified as the index corresponding to 
the maximum in the beat probability vector, or, alternatively, to tk — tk-i if the 
interval is located at the vicinity of the maximum in the beat probability vector. 

The memory of the beat probability vector allows the detection of the beat 
interval in breaks with missing or alternative rhythmic structure. An instanta- 
neous reaction to small tempo changes is obtained if the current beat interval is 
set to the distance between peaks at proximity to the maximum in the vector. 

In [5] multiples of the intervals are also increased. Since the intervals are 
found from the audio file in this work, the erroneous intervals are generally not 
multiples of the beat. Another method must therefore be used to identify the 
important beat interval. 
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Fig. 3. Selection of beats in the beat probability vector. For each new peak (left), a 
number of previous intervals are scaled and added to the vector (right). The maximum 
of the beat probability vector gives the current beat interval. 



4.2 Update with Multiple Intervals 

To avoid a situation where spurious peaks create a maximum in the probability 
vector with an interval that does not match the current beat, the vector is 
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updated in a novel way. By weighting each new note and taking multiple previous 
note onsets into account, the probability vector H{t) is updated with N previous 
weighted intervals that lie within the allowed beat interval, 

H{t) = H{t) + T^f^iWkWk-iG{tk - tk-i,t),t = 0 . . .00 (14) 

For simplicity, the time weight W is omitted in this formula. 

This simple model gives a strong indication of note boundaries at common 
intervals of music, which permits the identification of the current beat interval. 

An illustration of the calculation of the beat probability vector can be seen 
in figure 3. It consists of the estimated audio feature (left), the estimation of 
probable beat and the updating of the running beat probability vector (right) . 
The current beat interval is now found as the interval closest to the maximum 
in the beat probability vector. If no such interval exists, the maximum of the 
beat probability vector is used. 

5 Evaluation 

The beat estimation has been evaluated by comparing the beat per minute 
(BPM) output of the algorithm to a human estimate. The human estimate was 
found by tapping along while the musical piece was playing, and finding the 
mean time difference between taps. 

To evaluate stability of the algorithm 10 pieces of popular and electronic 
music was randomly selected from a large music database. In all cases the algo- 
rithm gave a stable output throughout the piece, after a startup period of 1 to 60 
seconds. The long startup period is due to the nature of the start of these pieces, 
i.e. non rhythmic music. In six of the cases the estimated BPM value matched 
the human estimate, while in the remaining four cases, the algorithm estimate 
was half that of the human estimate. The problem of not estimating the right 
multiple of BPM is reported elsewhere [3], however, it is worth noting that in 
the case of controlling the tempo of the music, it is of primary importance to 
have a stable output. 

In addition, informal use of the system in real-time audio conducting [7], 
DJ beat matching and tempo control [6] has shown that the beat estimation is 
stable for a large variety of music styles. 

6 Conclusions 

This paper presents a complete system for the estimation of beat in music. The 
system consists of the calculation of an audio feature that has been selected 
from a large number of potential features. A number of error measures have 
been calculated, and the best feature has been found, together with the op- 
timum threshold and block size, from the analysis of the error measures. The 
selected feature (high frequency content), is further enhanced in a beat probabil- 
ity vector. This vector, which keeps in memory the previous most likely intervals, 
renders an estimate of the current interval by the maximum of the beat interval 
probabilities. 
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The paper has presented several new features, a novel approach to the feature 

selection, and a versatile beat estimation that is both precise and immediate. 

It has been implemented in the DJ software Mixxx [14] and used in two well 

proven real-time music control systems: Conducting audio files [7] and DJ tempo 

control [6]. 
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Abstract. Musical Archive Information System (MAIS) is an integra- 
tion of many research efforts developed at computer music laboratory of 
University of Milan. It is a system to organize, manage and utilize in- 
formation of a heterogeneous set of music source material. Unstructured 
information is retrieved by non-traditional queries such as humming or 
playing of a melody (content queries). This work is a development of 
the previous information system developed in the context of project for 
Teatro Alla Scala. The improvements regard the use of XML format for 
the representation of Musical Work and the new user inter-faces for the 
navigation of musical source material. 



1 Introduction 

Musical Archive Information System (MAIS) is an integration of many research 
efforts developed at Laboratorio di Informatica Musicale (LIM). It is a system 
to organize, manage and utilize information of an heterogeneous set of music 
source material. 

The main functionalities are database management and content data naviga- 
tion. Database management allows the consultation of structured and unstruc- 
tured multimedia information. Structured information is retrieved by traditional 
queries. Unstructured information is retrieved by non-traditional queries such as 
humming or playing of a melody (content queries). Content data navigation 
allows the non-sequential synchronized rendering of retrieved audio and score 
sources. 

The framework of our information system is composed by three main mod- 
ules: a multimedia database, an archive of musical files and a set of interfaces. 
The multimedia database has been implemented with object relational technol- 
ogy. Meta-data, links to archive material and content indexes are stored as MAIS 
database objects. Content indexes are musical features extracted from the source 
material in preprocessing phase. Furthermore, in this phase all the source ma- 
terial is analyzed for the automatic inclusion into the information system. The 
results are then included into a description XML file that works as an umbrella 
for the entire source files. 

Other projects having similar data source like VARIATIONS project [6] at In- 
diana University and Online Music Recognition and Searching (OMRAS) project 
[17] addresses the need to represent symbolic information. 

U.K. Will (Ed.): CMMR 2003, LNCS 2771, pp. 23-33, 2004. 
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Fig. 1. MAIS overall architecture. 



In the following sections we describe the framework of the system, the con- 
tent data archive, the preprocessing and database architecture and the MAIS 
interfaces. 

2 MAIS Framework 

The framework of our information system is composed by three main modules 
as described in Figure 1. From the user point of view they are organized in 
levels of depth. At the lowest level there is the Content Data Archive that is 
the heterogeneous set of all source material. At the middle level is the database 
system with which the great amount of data actually present in the archive can 
be searched and retrieved. The front end of the system is a set of interfaces 
allowing the traditional and non-traditional queries and navigation of musical 
information. 

2.1 Communication between Modules 

The communication between modules is based on XML approach. We can distin- 
guish among two types of XML messages: Commands and Data. Commands are 
represented with dotted arrow lines. While straight lines represent the passage 
of data between modules. We briefly describe the interaction of the modules. 
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When a new source material about a piece of music is introduced into the 
system it is firstly placed into the Content Data Archive (CDA). From the Musi- 
cal Database Management (MDM) Module some meta-data is manually entered 
and some information is automatically extracted by means of a pre-processing 
phase. All of these data are stored into the database. 

From the MDM module we can perform traditional queries about catalog 
information as well as content-based queries. Intelligent interfaces modalities 
allow whistling or humming a melody of the piece that we would retrieve. 

When we have found the piece that we were searching for we can navigate 
into the source material by means of the Musical Content Navigation (MCM) 
Module. 

3 MAIS: Content Data Archive 

The Content Data Archive is composed of files containing several instances of 
musical information. They are grouped into Audio, Score, Performance and XML 
categories (Figure 1). These categories contain encoding of distinct aspects of 
musical information and constitute a big amount of data. To face the problem of 
information handling we encode descriptive and meta-data information in XML 
syntax. 

The Score, Audio and Performance category contains the Source Material. 
The XML category contains information about a Music Work. A Music Work 
contains information about all its Source Material. The concept of Music Work 
is described in XML section below. 

When new material is inserted into the archive it is analyzed and logged into 
the database and into the relative XML file (Figure 3a). Some of the formats of 
Source Material need a preprocessing phase for the extraction of musical features. 
Methods for elaboration are described in the relative sections. 

A case study in which these concepts are fully used is the La Scala Project 
[10] [13], developed at LIM [23]. In this project, the notion of Spine is the key 
element for the integration of scores (space dimension) with audio files (time 
dimension) [1 1] . 

In the following section, we briefly describe each category. 

3.1 Score 

In this category we group all the possible visual instances of a piece of mu- 
sic. We distinguish between two kinds of representation formats: notational and 
graphical. 

Notational formats represent symbolic information (e.g. NIFF[16] and 
ENIGMA). This kind of information can be seen, from our point of view, as 
self-explaining one since it does not need elaboration to be interpreted but it 
needs only proprietary soft-ware translators. 

Graphical formats are representation of scores images (for example TIFF, 
JPEG image or a PDF file). Before being included in the archive these sources 
must be pre-processed with Optical Music Recognition algorithm. 
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3.2 Audio 

The Audio category contains musical audio information. Formats representing 
audio information can be subdivided in two categories: compressed or not com- 
pressed. Not compressed audio can be PCM/WAV, AIFF and Mu-Law. Com- 
pressed audio can be subdivided in lossy (e.g. MPEG and DOLBY) and lossless 
(ADPCM). Audio information is preprocessed at the moment of insertion into 
the archive. We perform a score-driven audio indexing [4], i.e. starting from sym- 
bolic information we search for event start times into audio file. It is possible to 
search for all musical events of an ensemble score or only for a single instrument 
part. These indexes are then stored in the XML file as meta-data information 
about the audio file. 

3.3 Performance 

Performance category embraces sub-symbolic formats such as MIDI files, Csound 
or SASL/SAOL (MPEG4). These formats can be seen as hybrid because they 
contain neither score nor pure audio information. They essentially encode infor- 
mation of what to play and how the sounds must be created. 

3.4 XML 

The main concepts of our structuring approach are layer-subdivision of musical 
information and space-time constructs (see [12]). 

Each layer models a different degree of abstraction of music information. 
Essentially we distinguish among General, Structural, Music Logic, Graphic and 
Notational, Performance, and Audio layers (Figure 2a). 

Music Logic is the core frame of our view of Symbolic Music Information. This 
information is composed by two fundamental concepts: the Spine and Logical 
Organized Symbols (Figure 2b). 

Spine is a structure that relates time and spatial information. The measure- 
ment units are expressed in relative format. Thus, with such a structure, it is 
possible to move from some point in a Notational instance to the relative point 
in a Performance or Audio instance. Logical Organized Symbols are the common 
ground for the music content. Music symbols are represented in the XML syntax 
making music content explicit to applications and users. 

The General layer is the place where meta-data information about the Music 
Work, Digital Rights and Gopyright management is coded. 

The Structural information layer is about the explicit description of music 
objects and their relationships from both the compositional and musicological 
point of view. The music information content within this layer does not contain 
explicit descriptions of time ordering and absolute time instances of music events. 
Gausal relationships among chunks of music information and related transfor- 
mations within the music score are described like they appear in the frame of 
compositional and analysis processes. 

Notational layer groups the meta-data and relationships about Score Gate- 
gory of the archive. Information contained in this layer is tied to the spatial part 
of Spine structure. 
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Fig. 2. Music work layers (a) and relations between them (b). 



Audio layer groups the meta-data and relationships about Audio Category 
of the archive. This information relates to the time part of Spine structure. 
Note that this information is independent from the format in which the audio 
information is stored. 

Performance layer groups the meta-data and relationships about Performance 
Category of the archive. These formats encode timing information in relative 
coordinates and thus they are naturally related to the Spine structure. 

4 MAIS: Database Architecture 

Multimedia data are inherently different from conventional ones [21], because 
information about their contents is not usually encoded with attributes as in 
traditional structured data -instead- multimedia data as audio items are typi- 
cally unstructured. Specific methods to identify and represent content features 
and semantic structures of multimedia data are therefore needed [3]. Another 
distinguishing feature of multimedia data is their large storage requirements. 
One single image usually requires several Kbytes of storage, and a minute of 
audio can require several Mbytes. Relevant works in this area are the project 
developed by Ghias et al. at Cornell University [8], the one carried out at the 
University of Waikato in New Zealand [15]. 

In the following subsections we will discuss about database schema, musical 
information pre-processing and content-based queries. 
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4.1 Database Schema 

MAIS database schema is based on object relational model. It has been conceived 
and designed around an elementary logic unit called “score” . The structure is 
complex because of the need to describe both alphanumeric information and 
unstructured data. 

Conceptually, for each score, two different types of information have to be 
stored: 

~ alphanumeric information, i.e. conventional data associated with music 

scores, such as authors, title, publisher, year of creation, etc. . . 

— musical information, that is, the audio, graphic and symbolic information 

that represents the musical content of the score. 

Information is inserted in a hierarchical structure (by three or two levels 
according to the kind of score). At the first level the structured information 
relevant to the whole score is stored (title, author, publisher, and so on), whereas 
at the last level, besides storing the structured information relevant to that 
specific part of score, it is possible to link the files containing multimedia data 
(TIFF, NIFF, and so on) and “musical fragments” . 

While encoding alphanumeric information is an easy task, storing musical 
information is a complex activity. Musical information of a score can be repre- 
sented in several ways. 

The scores are divided into their composing logic units, for example, the score 
of an opera is composed of acts and these further are divided in arias. 

Furthermore, relationship is created between the score and the “musical frag- 
ments” extracted from the score itself that represent the fundamental themes, 
or source pat-terns (a sequence of limited number of notes), from which a great 
portion of the piece can be derived by means of musical function such as repe- 
tition, transposition, mirror inversion, retrogradation and other transformations 
and combinations. These notes are described by their pitch and duration. 

These source patterns are needed for content-based query because the search- 
ing process is considerably more efficient on patterns than on a complete score. 
As well, maintaining pitch and duration for each note in a score for each score 
into the database is highly impractical due to the large space requirement. With 
this strategy we can record in the database the pitch and the duration only for 
the notes composing the source patterns [4] . Pitches and durations are extracted 
from the XML files stored into MAIS database during pre-processing phase. 

4.2 Pre-processing Phase 

When a score is acquired by MAIS, it passes through a pre-processing phase 
that consists of several steps to extract source pattern. 

First, the XML file corresponding to the input score is generated. For the 
automatic acquisition of a music score and its conversion into XML files, Optical 
Music Recognition (OMR) is used (denoted as Digitization & Optical Music 
Recognition Module in Figure 3), which consists of three software modules. The 
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first is the Digitizer Module, which transforms score sheets into TIFF files. The 
second is the OMR Pre-processor Module, to remove ambiguities from the TIFF 
files, slopes, bending, graphic noise are removed and other zones are processed 
to reduce or remove ambiguity, while problems due to the variable number of 
staves per page are solved. Thanks to this pre-processing phase, commercially 
available OMR products improve their efficiency by 30-50%. Finally, the OMR 
Recognizer Module extracts XML files from the enhanced TIFF files generated 
by the OMR Preprocessor Module. 




Fig. 3. Musical Data Management module. 



The second step in this pre-processing phase is the extraction of source pat- 
terns. This activity is done by the Score Segmenter and Music Index Generator 
(SS-MIG) Module, shown in Figure 3a, software developed at LIM, capable of 
extracting source module patterns from XML files. Such patterns are extracted 
using a score segmentation algorithm [9] . 

In addition, it is possible to manually refine the output of the SS-MIG by 
adding, removing or modifying some of the patterns found by the SS-MIG. 

4.3 Content Based Queries 

The matching between the input and the scores stored into MAIS is performed 
in several steps, graphically illustrated in Figure 3b. The input can be either 
an audio file or a score fragment, played by the user on a keyboard or sung 
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or whistled into a microphone connected to the computer [14]. From the audio 
files, note-like attributes are extracted by converting the input into a sequence 
of note-numbers, i.e., the concatenation of pitch and duration of each input 
note. Such step is performed by the Symbolic Music Code Extractor Module 
(Figure 3b). The conversion uses a Pitch-Tracking algorithm [19] based on con- 
ventional frequency-domain analysis. If the input is entered from a keyboard or 
it is a score fragment, conversion is not necessary and the sequence can be di- 
rectly built. The Symbolic Music Code Extractor converts acoustic input into a 
score-like representation, using the same notation used to represent music scores 
into the MAIS database. Hence, comparing the input with a given score has 
been reduced to string matching - recall that, for efficiency’s sake, matching is 
not performed on the whole score, but on the source patterns only. 

The Music Content Matcher Module matches an input fragment to the source 
patterns of a given score using three strategies: 

— truncation: the longer one between input fragment and source pattern is 
truncated to the length of the other, to get them of the same length; 

— simple windowing: the shorter between input fragment and source pattern 
slides over the longer one, generating an array of matching results, among 
which the most promising one is chosen; 

— strong accent windowing: this is a special case of windowing, in which only 
strongly accented notes of the longer between input fragment and the source 
pattern are considered as candidates for matching. 

Quantification of the similarity between fragment and source patterns of a 
given score is determined according to a library of six different metrics, based 
on the work by Polansky [18] [20]. Music metrics can be specified with respect 
to the direction - i.e., ascending/descending - and the width of the interval. 
These features can be evaluated either by considering adjacent notes - linear - or 
coupling any note within sequences to each other - combinatorial. By combining 
direction/width, linear/combinatorial, and ordering/non-ordering of sequences, 
eight metrics are obtained. In this library, combinatorial direction metrics are 
not considered, because they do not give any appreciable improvement to the 
search. 

5 MAIS Interfaces 

5.1 Musical Database Management (MDM) Module 

One of modules provided by MAIS, that represents one of the most innovative 
features of the project, provides tools for efficient storage of musical data and 
for performing content-based queries on such data. 

The overall architecture of the Musical Data Management module is illus- 
trated in Figure 3. In the figure, dashed arrows denote features that are not yet 
implemented, but are currently under development. The module consists of two 
main environments: the Musical Storage Environment (Figure 3a) and the Mu- 
sical Query Environment (Figure 3b). The musical storage environment has the 
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purpose of representing musical information in the database, to make query by 
content efficient. The musical query environment provides methods to perform 
query by content on music scores, starting from a score or an audio fragment 
given as input - in the near future, the same functions will be provided for au- 
dio excerpts [7]. In the following subsections, both the above environments are 
discussed. 

Storage Environment. The information is inserted through the forms that 
represent, also visually, the three hierarchical levels. At the first level the struc- 
tured information relevant to the whole score is inserted (title, author, publisher, 
and so on), whereas at the last level, besides inserting the structured information 
relevant to that specific part of score, it is possible to link the files containing 
multimedia data (TIFF, MIDI, and so on) and to use the tools described before 
for their processing. 

In addition, it is possible to manually refine the output of the SS-MIG by 
adding, removing or modifying some of the patterns found by the SS-MIG. To 
this end, the graphical environment is provided, which allows the user to in- 
sert patterns simply by clicking buttons on the keyboard. Once the patterns 
have been identified, either automatically or manually, information on pitch and 
duration of each pattern note is re-corded into the database. 



Query Environment. The environment for querying music scores provides an 
integrated support for both standard and content-based queries. Gontent-based 
queries allow the retrieval of scores based on melodic similarity, a feature defined 
as melody retrieval. Melody retrieval allows a search for scores containing a given 
theme, or a sequence of notes similar to that theme. 

Thanks to the musical query environment, a user can formulate both tradi- 
tional queries such as: “Retrieve all the scores written by Mozart”, or melodic 
queries such as: “Retrieve all the scores containing a particular sequence of notes 
(or a sequence of notes whose melodic content is similar to a given one)” . Tradi- 
tional and advanced selection criteria can be also combined. The user can submit 
queries on music scores by graphical interface. 

Expert users of MAIS can define ad-hoc searching strategies for music re- 
trieval (using the environment with Advanced matching mode), by combining 
metrics with different weights. Furthermore, the weight of pitch vs. duration 
in the matching process can be controlled. A set of operators can be used for 
retrieval to take into account logical closeness of related music fragments, such 
as when a fragment can be obtained from another with pitch transposition, ret- 
rogradation, mirror inversion, or a combination of the three. Non-experts are 
given a default combination of metrics (standard matching mode), so that musi- 
cal contents are matched with a well-balanced combination. The returned music 
scores are then presented to the user, together with their similarity degree with 
the input. The user can then select a music score from the list, observe its graph- 
ical representation, while simultaneously playing the music. 
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5.2 Musical Content Navigation (MCN) Module 

One of the key features of MAIS is the possibility of musical navigation by con- 
tent. Score-driven audio features allow the synchronized audio-notation play- 
out of music. Musical Content Navigation (MCN) module takes an audio file 
(instance of a certain piece of music), a Notation file (for the moment we consider 
only MIDI files) and, using the audio features extracted in the insertion phase, 
renders a synchronized play-out of the music piece. 

In Figure 1 we can see that MCN module is enabled by MDM module that 
carries out the search operations. Once the requested files are identified by MDM 
module, MCN module can access the Content Data Archive, retrieve the files 
and begin the play-out operation. 

6 Conclusion 

We have presented the overall architecture of MAIS. The system allows to or- 
ganize, manage and utilize information of a heterogeneous set of music source 
material. 

This work is a development of the previous information system developed 
in the context of project for Teatro Alla Scala[5]. The improvements regard the 
use of XML format for the representation of Musical Work[12] and the new user 
interfaces for the navigation of Source Material[4]. 

Further work must be done on the preprocessing phase such as symbolic 
feature extraction from complex audio. XML music format representation is still 
under development in the context of standardization process of MAXWG[22]. 
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Abstract. In the oral traditional cultures of Central Africa, the rules which un- 
derline the musical system are rarely verbalised: abstract concepts like “scale”, 
“degree” or “interval”, are not just non-verbalised, they are practically unverbalis- 
able. Thus the study of musical scales requires the use of interactive experimental 
methods. For two years, a research-team leaded by Simha Arom fin collabora- 
tion with acousticians of Ircam-Paris) studies the untempered scales used by the 
Bedzan Pygmies in their contrapuntal songs and the Ouldeme in their hocket in- 
strumental polyphony. The principle of the methods that we have developed is 
to make the musicians actors in the experiment, able to react immediately to the 
proposals of the investigators and to provide modihcations of them, directly or 
indirectly. 



1 Introduction 

In the oral traditional cultures of Central Africa, the rules which underline the musical 
system are rarely verbalised: abstract concepts like “scale”, “degree” or “interval”, are 
not just non-verbalised, they are practically unverbalisable\ there is indeed conception, 
but not conceptualisation. Thus the study of musical scales requires the use of interac- 
tive experimental methods. This seems the only way to catch the principles on which 
they are based on. 

Pioneering work in the held of instrumental music — the tuning of xylophones — 
has been conducted by Simha Arom since 1989, in Central Africa and in Indonesia 
[ [1,2]]. The recent development of most sophisticated acoustical computerised equip- 
ment has enabled us to enlarge the framework of interactive experimentation by adapt- 
ing it also to vocal music, be it monodic or polyphonic. For two years (2000-2002), a 
research-team leaded by Simha Arom studied the untempered scales used by the Bedzan 
Pygmies in their contrapuntal songs and by the Ouldeme in their hocket instrumental 
polyphony ^ 

The scales of these two ethnic groups are not only non-tempered, but also present 
some remarkable properties. In Bedzan Pygmies vocal polyphony for example, the same 

^ This research was supported by French Ministry for Research, Action Concertee Incitative 
Cognitique, project A 108 “Conception and perception of musical scales in traditional oral 
cultures: the case of Ouldeme and Bedzan Pygmies of Cameroon”, and has been conducted in 
a collaboration between LMS (UMR 8099 CNRS/Paris V) and Ircam. 

U.K. Wiil (Ed.): CMMR 2003, LNCS 2771, pp. 34-41, 2004. 
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piece presents a wide mobility of the tuning of the scale degrees from one version to 
another, or it can be sung either with a tetratonic or a pentatonic scale. In Ouldeme 
instrumental polyphony, the pentatonic scale which is observed in the low register is 
not reproduced identically in the higher register, and the octave seems not to be the 
frame which structures the entire scale [5]. 

The principle of the methods that we have developed is to make the musicians actors 
in the experiment, able to react immediately to the proposals of the investigators and to 
provide modifications of them, directly or indirectly. The goal is to progressively arrive 
at a model of the scale system used by the community, in other words, to reveal the 
collective mental representation that the holders of a tradition have of their musical 
scale. 

This paper proposes to describe two methods which have been applied with Bedzan 
and Ouldeme musicians on their own traditional repertoires. 

2 Hocket Instrumental Polyphonies of Ouldeme 

Ouldeme music is composed of several flute orchestras. Only one of them is reserved for 
women who play the azelen flutes. These flutes are a set of ten reed tubes with no finger 
holes. The flutes are grouped in pairs (although the two instruments which make up 
the pair are not tied together) and divided among five instrumentalists. When playing, 
each musician inserts vocal sounds, which generally reproduce the instrumental pitches 
played by the contiguous flutes, between two instrumental sounds. These vocal sounds 
thus add to the complexity of the hocket polyphony already produced by the ensemble 
of ten instruments. The range of the ensemble covers almost two octaves. However, 
the pentatonic scale observed in the lowest register is not reproduced identically in the 
higher register. 

Unlike the study about xylophones scales - in which researchers were working with 
one or almost two instrumentalists - here we had to work with five instrumentalists 
playing each with two flutes. In collaboration with acousticians of Ircam (Paris)^, we 
built a set of electronic flutes managed by a MlDl-system. Each flute was equipped with 
a breath-controller - driving a physical-model synthesis of sound^ - and two buttons - 
pressed by the flutists themselves to change the pitch of the sound. These two buttons 
simulated the addition of water or its pouring off, which is the traditional way to tune 
the flutes. 

The whole process was controlled in real-time with a specific application developed 
by Manuel Poletti with Max/MSP. There were three interfaces to check Midi I/O, to 
control the physical-model synthesis of sound and to drive the experiments. This last 
interface (see below) was divided in three sections: 1/ “Mixing”, to mix the sounds of 
the ten flutes, 2/ “Tuning”, to modify the step of pitch modification for each pressure on 
a button of the flutes, and to check in real-time the changes made by all the instrumen- 
talists to tune their flutes, and 3/ “Midi-sequencer”, to record all the values and to play 
back the sequences of playing. 

^ Rene Causse, Claire Segouffin, Christophe Vergez (Ircam, Paris), Patricio de la Cuadra (Stan- 
ford, USA). 

^ For more informations about the physical-model synthesis of sound, see [3, 4, 6]. 




36 



Fabrice Marandola 




Fig. 1. Bakelite flute with breath-controller and buttons for the tuning of the pitch (photography: 
Rene Causse, Ircam) 
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Fig. 2. Interface for driving the experiments 



During four days, the Ouldeme women took part to the experiments. Very quickly, 
they felt comfortable with these strange flutes in a such manner that, the third day, they 
were discussing like “Push twice” or “Add one more” (i.e. “push twice on this button” 
or “push again on the upper button”). It means that they were able to determine, in an 
abstract manner and with a step of 10 cents for each pressure, the distance between the 
pitch like it was tuned from what it should be for her. Without this experimental method, 
we would never have such precise and convincing results. 

2.1 Vocal Polyphonies of Bedzan Pygmies 

Bedzan music is mostly composed of four-part polyphonic songs, accompanied by one 
or several drums and wicker rattles, and sometimes hand clapping. The performance of 
a song lets all members of an encampment take part; the parts of the song correspond to 
four complementary registers: nkw? b?nkn, the “part of adult (men)”, nkw? by, the “part 
of (adult) women”, nkw? bembeban, the “part of young men” and nkw? bw?s, the “part 
of the little ones (children)”. The songs are started by a soloist, male or female, followed 



The Study of Musical Scales in Central Africa 



37 



nk ti .7 hwrsD 



nkw^ bcyi 



nkw.> 



niws buttkif; 





Fig. 3. Example of Bedzan’ song (extract = one cycle) 



by the four constituent voices of the chorus entering by superposition or juxtaposition 
(all voices together or soloist/chorus alternation), the latter technique apparently linked 
to more recent songs. In most cases, only the solo part which begins the song has words. 
The rest of the song is composed of vowels which allow the singers to freely perform 
different variations. The Bedzan music is cyclical, based on the repetition of a musical 
hgure which is understood by all and which can be varied at the singers’ will as the 
song goes on, without loosing its identity. The participants thus have a degree of flex- 
ibility which is further extended by the possibility of switching parts at certain precise 
moments in the cycle. 

Our research method — used in situ, in Cameroon — requires software for sound 
signal analysis-synthesis, for formalisation and analysis of the musical language, and 
equipment for multi-track digital audio recording. 

The first phase involves recording simultaneously — but also, thanks to a multi- 
track system, separately — all of the parts of a polyphonic song: each singer wears a 
head-worn microphone that records only his/her voice, allowing complete freedom of 
movement Each part, digitised in real time during the recording, can then be analysed 
separately. 

The second step is the spectral analysis (with AudioSculpt software) of each voice 
part in order to measure the fundamental frequencies of the various notes. The dis- 
persion of the degrees is then evaluated based on these fundamental frequencies with 
a specific computer application {Scala ^) developed in the OpenMusic software: var- 
ious curves and graphs allow to visualise the behaviour of each voice in its temporal 



^ In order to facilitate the analysis work done with the computers, the singers are asked to sing 
simple versions. This initially eliminates the problem of accumulation of melodic variations: 
the only variations that interest us at this stage are the interval variations between the same 
degrees of a scale. 

^ To be published in Forum Ircam 10-03 (CD-Rom) [7]. 
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Fig. 4. Visualisation of the pitch dispersion for each degree of one vocal part 




Fig. 5. Visualisation of the pitch dispersion for each degree of one vocal part 



continuity, and to evaluate the field of dispersion of the degrees; these schemata can be 
displayed in both monodic and polyphonic form. The measured observation of the pitch 
fluctuations allow for the formulation of hypotheses concerning the size of the intervals, 
their distribution and the determination of classes of intervals in the musical scale, in 
the form of models applicable to the entire polyphony. 

All of the parts are then modified - as a function of these various hypotheses - to 
reconstitute the polyphony, in accordance with the size of the intervals which have just 
been modelled, without modifying the timbre of the singers’ voices nor the metric and 
rhythmic structure of the polyphony. 

The next step involves submitting these various hypotheses for listening by the mu- 
sicians, who perfectly recognise the piece and also the voices of the singers because 
their timbre remains unchanged; in this way, they are led to focus on the pitch parame- 
ter. They accept or reject each of the models one by one, thereby guiding the investigator 
in the development of new proposals. When one of the hypotheses is refused, the com- 
puter system allows for segmenting of the melodic contour in order to precisely locate 
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the error and to more precisely check with the musicians regarding the reason for their 
refusal. The multi-track recording system offers the possibility of listening to the parts 
either in isolation or in polyphony; according to the musicians’ suggestions, corrections 
can thus be made partially to one of the parts of the polyphony or may be applied to all 
of the parts present. In the same way, it is also possible to record separately the parts of 
one or several musicians while allowing all of them to simultaneously hear (with head- 
phones) all of the complementary “computer’s” parts, in order to verify that singers can 
really use the scale proposed or to correct the parts that have inadequate scale proposals. 

The goal is to progressively arrive at a model of the scale system used by the com- 
munity: the observation of the stability of the intonation behaviour of the singers allow 
us, by delimiting the field of dispersion of the degrees, to get as close as possible to the 
implicit cultural model which underlies their vocal practice. 



3 Results 

We applied these two methods in Paris for Ouldeme flutes, and in the forest of 
Cameroon for the Bedzan Pygmies. 

3.1 Bedzan Music 

The conception of the scales is based on structuring intervals of less than an octave. 
These are trichords (interval that itself contains two linked intervals) or tetrachords 
(interval containing three linked intervals). There can be relatively wide margins of 
realisation for each of these framework-intervals, as for the intervals that make them 
up. These margins are however limited by a triple constraint related to 1) the upper and 
lower limits accepted for the trichords and tetrachords (respectively 500/600 cents and 
600/750 cents), 2) the upper and lower limits of the octave 1100/1250 cents), formed 
by the juxtaposition of the framework-intervals and 3) by the minimum and maximum 
values that the intervals that make up these framework-intervals can take. 

These fundamental rules are supplemented by the possibility, for certain pieces, of a 
specific type of organisation of the framework-intervals with respect to the central core 
formed by the degrees sung by the various parts of the polyphony. 

The Bedzan’s conceptual model is dynamic. Based on a limited number of rules, 
it applies a set of reciprocal constraints, the equilibrium of which must be respected 
in order to ensure the continuity of the system. It is probably the very simplicity of the 
system that makes it simultaneously so free and so complex, ensuring easy transmission 
from generation to generation. 

3.2 Ouldeme Flutes 

The scale system of the Ouldeme flute ensemble has some points in common with that 
of the Bedzan. It is governed by interval relationships subject to reciprocal constraints, 
the trichords and tetrachords playing a leading role in the conception of the system. 
The scale revealed does have many specific features however in that: 
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- there is no complementarity between two consecutive framework-intervals ending 
at the octave; 

- the octave is therefore not the reference interval within which the scale is organised. 
On the contrary, there is a translation of a smaller structure organised according to 
a single tetrachord, this configuration being translated from one pair of flutes to 
another. 

- nor is there a central core. 

The scale system is based on a single type of interval for which the realisation mar- 
gins are extremely wide (ranging from about 120 to 320 cents). This interval is however 
subject to a double constraint involving the limits of the trichord and the tetrachord. It is 
thus a system ruled by a single type of interval size — to determine the space between 
two linked degrees — , and also by the combinatory of three types of intervals (simple, 
trichord, tetrachord intervals) which this single interval contributes to construct — to 
define the global structure. 

It should be noted that while each of them can have quite different realisations, these 
three intervals are clearly in contrast within the sound continuum, because they have no 
common “boundary”; there can be no ambiguity, neither between the simple interval 
and the trichord, because their respective upper and lower limits are 50 cents apart, nor 
between the trichord and the tetrachord, separated by 30 cents. 



A tr- l J 

50 cents 



B 1^ N J B = A-hA 

30 cents 



C r , I r I C = A-l-A-l-A = A+B 



Fig. 6. Stucturing intervals of the Ouldeme scale 



4 Conclusion 

Only such methods allow us to understand how the musicians conceive of their musi- 
cal system, despite the fact that the foundations of the system are rather abstract and 
the result of a long process of music learning, through impregnation and imitation, 
starting from early childhood. By overcoming the absence of verbalisation, they place 
researchers and musicians on an equal footing around the musical material. They give 
to the investigator the opportunity to receive unequivocal answers to his questions, in 
such a manner that he may have gradually an in-depth understanding of how the natives 
conceive of their musical system. 
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Abstract. Fligh-Level music descriptors are key ingredients for music informa- 
tion retrieval systems. Although there is a long tradition in extracting information 
from acoustic signals, the held of music information extraction is largely heuris- 
tic in nature. We present here a heuristic-based generic approach for extracting 
automatically high-level music descriptors from acoustic signals. This approach 
is based on Genetic Programming, that is used to build extraction functions as 
compositions of basic mathematical and signal processing operators. The search 
is guided by specialized heuristics that embody knowledge about the signal pro- 
cessing functions built by the system. Signal processing patterns are used in order 
to control the general function extraction methods. Rewriting rules are introduced 
to simplify overly complex expressions. In addition, a caching system further re- 
duces the computing cost of each cycle. In this paper, we describe the overall 
system and compare its results against traditional approaches in musical feature 
extraction a la Mpeg7. 



1 Introduction and Motivations 

The exploding field of Music Information Retrieval has recently created extra pressure 
to the community of audio signal processing, for extracting automatically high level 
music descriptors. Indeed, current systems propose users with millions of music titles 
(e.g. the peer-to-peer systems such as Kazaa) and query functions limited usually to 
string matching on title names. The natural extension of these systems is content-based 
access, i.e. the possibility to access music titles based on their actual content, rather 
than on hie names. Existing systems today are mostly based on editorial information 
(e.g. Kazaa), or metadata which is entered manually, either by pools of experts (e.g. 
All Music Guide) or in a collaborative manner (e.g. the MoodLogic). Because these 
methods are costly and do not allow scale up, the issue of extracting automatically 
high-level features from the acoustic signals is key to the success of online music access 
systems. 

Extracting automatically content from music titles is a long story. Many attempts 
have been made to identify dimensions of music that are perceptually relevant and can 
be extracted automatically. One of the most known is tempo or beat. Beat is a very 
important dimension of music that makes sense to any listener. Scheirer introduced a 
beat tracking system that successfully computes the beat of music signals with good 
accuracy ( [1]). 

U.K. Wiil (Ed.): CMMR 2003, LNCS 2771, pp. 42-53, 2004. 
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There are, however, many other dimensions of music that are perceptually relevant, 
and that could be extracted from the signal. For instance, the presence of voice in a 
music title, i.e. the distinction between instrumentals and songs is an important charac- 
teristic of a title. Another example is the perceived intensity. It makes sense to extract 
the subjective impression of energy that music titles convey, independently of the RMS 
volume level: with the same volume, a Hard-rock music title conveys more energy than, 
says, an acoustic guitar ballad with a soft voice. There are many such dimensions of 
music that are within reach of signal processing: differentiate between “live” and studio 
recording, recognize typical musical genres such as military music, infer the danceabil- 
ity of a song, etc... Yet these information are difficult to extract automatically, because 
music signals are usually highly complex, polyphonic in nature, and incorporate charac- 
teristics that are still poorly understood and modeled, such as transients, inharmonicity, 
percussive sounds, or effects such as reverberation. 

1.1 Combining Low-Level Descriptors (LLD) 

Feature extraction consists in finding characteristics of acoustic signals that map cor- 
rectly with values obtained from perceptive tests. In this context, the traditional ap- 
proach in designing an extractor for a given descriptor is the following (see, e.g. [1-3]): 

Firstly, perceptive values are associated to a set signal of from a reference database. 
These values can be obvious (Presence of singing voice), or can require to conduct 
perceptive tests (Evaluation of the global energy of music titles): humans are asked to 
enter a value for a given descriptor, and then statistical analysis is applied, to find the 
average values, considered thereafter as a grounded truth. 

Secondly, several characteristics of the associated audio signals are computed. A 
typical reference for audio characteristics is the Mpeg? standardization process ( [5]), 
that proposes a battery of LLD for describing basic characteristics of audio signals. The 
purpose of Mpeg? is not to solve the problem of extracting high level descriptors, but 
rather to propose a basis and a format to design such descriptors. 

Eventually, the most relevant LEDs are combined in order to provide an optimal 
extractor for the descriptor. 

1.2 Two Illustrative Examples 

We illustrate here descriptor extraction, using the standard approach on two music de- 
scription problems, that are relevant for music information retrieval, objective, and dif- 
ficult to extract automatically. 

The first problem consists in assessing the perception of energy in music titles. This 
descriptor yields from the intuitive need for differentiating between energetic music, 
for instance Hard Rock music with screaming voices and saturated guitar, from quiet 
music, such as Folk ballads with acoustic guitar, independently of the actual volume 
of the music. We have conducted a series of perceptive tests on two databases of 200 
titles each. For each title, we asked the listeners to rate the “energy conveyed” from 
“Very Low” to “Very High”. We got 4500 results, corresponding to 10 - 12 answers 
for each title. The analysis showed that for 98% of the titles, the standard deviation of 
the answers was less than the distance between 2 energy categories, so the perception of 
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subjective energy is relatively consensual, and it makes sense to extract this information 
from the signal. The energy is a float number normalized between 0 (no energy) and 
1 (maximum energy). 

The second problem consists in discriminating between instrumental music and 
songs, i.e. to detect singing voice. The technical problem of discriminating singing 
voice with speech in from a complex signal is known to be difficult ( [6,7]) and re- 
mains largely open. No experiment were performed for this descriptor as the values are 
obvious to assess. The presence of voice is a Boolean value 0 (instrumental) or l(song). 



1.3 Results Using Basic LLD 

We present here the results obtained on our two problems, using the standard approach 
sketched above. More precisely, the palette of LLD used for our experiments consisted 
of 30 LLD, obtained as Mean and Variance of: 

Amplitude Signal, Amplitude Fft, High freq content, Max spectral freq. Ratio high 
freq, RMS, Spectral Centroid, Spectral Decrease, Spectral Flatness, Spectral Kurtosis, 
Spectral Roll Off, Spectral Skewness, Spectral Spread, Total Energy, Zero Crossing 
Rate. The method consisted in finding the linear combination of LLD that best matches 
the perceptive results. 

First, the optimal combination is computed on each learning database: for the Global 
Energy problem, the regression consists in minimizing the average model error com- 
pared to the perceptive results; for the Instrumental/Song problem, the classihcation 
consists in maximizing the discrimination and finding a threshold to separate the 2 
classes. 

Then the combination is tested on each test database: for the Global Energy prob- 
lem, the evaluation consists in computing the average model error compared to the per- 
ceptive results; for the Instrumental/Song problem, the evaluation consists in computing 
the recognition rate. 

A cross-validation ensures the consistency of the method. The final results presented 
in Table 1 are the mean results of the cross-validations with their uncertainty: 



Table 1. Results obtained using basic Mpeg? LLD combination on two high-level description 
problems 





Subjective Energy 
(Model Error) 


Presence of Voice 
(Recognition Rate) 


Best Feature 


16.87% -I-- 1.48% 


61.0% -1-10.21% 


Best Combination 


12.13% -t-1.97% 


63.0% -1-11.35% 



The success of the standard approach is dependent on the nature and quality of 
the basic signal extractors in the original palette. Mpeg? provides some interesting de- 
scriptors, in particular in the field of spectral audio, but to extract complex, high-level 
musical descriptors, the features have to be much more specific. The next section gives 
a typical example of the failure of such an approach on a simple problem. 
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Fig. 1. Spectrum of a 650Hz sinus mixed with 1000-2000Hz colored noise 




Fig. 2. Spectrum of a 650Hz sinus mixed with 1000-2000Hz colored noise, pre- filtered hy a 
lOOOHz Low-Pass Filter 



1.4 Limitations of the Traditional Method 

Example: Sinus + Colored Noise. Let us consider the simple problem of detecting 
a sinus wave in a given frequency range (say O-lOOOHz) mixed with a powerful col- 
ored noise in another frequency range (1000-2000Hz). As the colored noise is the most 
predominant characteristic of the signal, traditional features will focus on it and are 
therefore unable to detect our target sinusoid. For instance, when we look at the spec- 
trum of a 650Hz sinus mixed with a 1000-2000Hz colored noise (Fig. 1), the peak of the 
sinus is visible but not predominant, and is thus very hard to extract automatically. 

Of course, this problem is easy to solve by hand, by applying a pre-filtering that cuts 
off the frequencies of the colored noise, so that the sinus emerges from the spectrum. 
As seen on Fig. 2, the sinus peak emerges when the signal is low-pass filtered, and is 
thus very easy to extract automatically. 

Motivations for EDS. This basic example shows that the combination of basic LLD 
does not cover a function space wide enough to find specialized exfractors. It is not the 
case that any high-level descriptor can be obtained by some linear combination of basic 
LLD. So an automatic system that produces extractors should be able to search in a 
larger and more complex function space, as signal processing experts normally do. The 
variations concern not only the actual operators used in the whole process, but also their 
parameters, and the possible “in-between” process such as filters, peak extractors, etc... 
that can be inserted to improve the accuracy of the extractor. 

Although there is no known general paradigm for extracting relevant descriptors, 
the design of high-level extractors usually follow regular patterns. One of them con- 
sists in filtering the signal, splitting it into frames, applying specific freatments to each 
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segments, then aggregating all these results back to produce a single value. This is typ- 
ically the case of the beat tracking system described in [1], that can schematically be 
described as an expansion of the input signal into several frequency bands, followed 
by a treatment of each band, and completed by an aggregation of the resulting coeffi- 
cients using various aggregation operators, to yield eventually a float representing (or 
strongly correlated to) the tempo. The same applies to timbral descriptors proposed in 
the music information retrieval literature ( [8, 9]). Of course, this global scheme of ex- 
pansion/reduction is under specified, and a virfually infinite number of such schemes 
can be searched. Our motivation is to design a system that is able to use a given signal- 
processing knowledge, such as patterns or heuristics, in order to searches automatically 
signal processing functions specialized in feature extraction. The next Section presents 
the design of the system. 



2 EDS: From Low-Level Descriptors Combination 
to Signal Processing Operators Composition 

The key idea of our approach is to substitute the combination of basic LLD by the 
composition of operators. Our Extraction Discovery System (called EDS) aims at com- 
posing automatically operators to discover signal processing functions that are optimal 
for a given descriptor extraction task. 

The core search engine of EDS is based on genetic programming, a well-known 
technique for exploring functions spaces [10]. The genetic programming engine auto- 
matically composes operators to build functions. Each function is given a fitness value 
which represents how well the function performs to extract a given descriptor; this is 
typically the correlation between the function values and the perceptive values. The 
evaluation of a function is therefore very costly, as it involves complex signal process- 
ing on whole audio databases. To guide the search, a set of heuristics are introduced, 
to control the creation of functions, as well as rewriting rules that simplify functions 
before their evaluation. This section presents EDS design principles. 



2.1 Representation of Basic Signal Processing Operators 

Each operator is defined by its name, its output type, and an executable program, which 
evaluate the function once it is instantiated. In EDS, these programs are written and 
compiled in Matlab. EDS functions include constants, mathematical operators such as 
mean or variance, signal processing operators, temporal such as correlation, or spectral 
such as EFT or filters. To account for the specificity of audio extraction, we introduced 
operators to implement the global extraction schemes. For instance, the Split opera- 
tor splits a signal into frames, an operation that is routinely performed when a given 
treatment has to be made on successive portions of the signal. 

Functions are built by composing these operators, each function containing at least 
one argument labeled InSignal, which is instantiated with a real audio signal before 
evaluation. Fig. 3 shows an example of tree representation for a function that is a com- 
position of basic operators (FFT, Derivation, Correlation, Max): 
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Fft(Derivation(InSignal), Max(Correlation (InSignal, 
Constant_Signal) 
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Fig. 3. Tree-like representation of a signal processing function 



2.2 Data and Operators Types 

The need for typing is well-known in Genetic Programming, to ensure that the functions 
generated are at least syntactically correct. Different type systems have been proposed 
for GP, such as strong typing ( [11]), that mainly differentiate between the “program- 
ming” types of the inputs and outputs of functions. 

In our context, the difference between programming such as types floats, vectors, or 
matrix, is superficial. For example, the operator “Abs” (absolute value) can be applied 
on a float, a vector, etc. This homogenous view of values types yields simplicity in the 
programming code, that we need to retain. However, we need to distinguish functions in 
terms of the “physical dimensions” they manipulate. Indeed, audio signals and spectrum 
can be seen both as vectors of floats from the usual typing perspective, but they are 
different in their physical dimensions: a signal is a time to amplitude function, while a 
spectrum associates frequency to amplitude. Our typing system, based on the following 
constructs, has to represent this difference and more generally physical dimensions, to 
ensure that our resulting functions make sense in terms of signal theory. 

Atomic Types, Functions, Vectors. Types can be either atomic dimensions, which are 
of 3 sorts: time, notated “t””, frequency, notated “f”, and amplitudes notated “a”. These 
3 types are the basis to build more complex types: functions and vectors. 

Functions are objects that map one dimension to another. Their type is represented 
using the “:” notation, which differentiates between the x and y-axis of the represen- 
tation. For example, the type of an audio signal (time to amplitude representation) is 
“t:a”, whereas the type of a spectrum (frequency to amplitude) is “f:a”. 

Vectors are special cases of functions, associating an index to a value. Because 
vectors are very frequent, we introduce the shortcut symbol “V + data type” to denote a 
vector. For instance, a list of time onsets in an audio signal is notated “Vt”, or the type 
of a signal split into frames is “Vt:a”. 

Typing Rules. The output types of the operators are computed dynamically in a bottom- 
up fashion and recursively according to specific typing rules depending on the type of 
the input data. For instance, in the case of vectors, the typing rule is: “Type (F(Vx)) = 
VType(F(x))”. 
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For non- vector arguments, each operator defines a specific typing rule. For instance: 

- the output type of Abs is the type of its input: Type (Abs(arg)) = Type(arg) 

- the FFT operator multiplies the x-axis dimension of its input by -1: Type ( FFT ( 
a:b )) = a-l:b, thus transforms “t:a” into “f:a”, and reversely “f:a” into “t:a” 

- splitting some data introduces a vector of the same data type: Type (Split (x)) = V 
Type(x), 

- and so forth. 

This typing system is more complex than the usual typing systems used routinely in 
GP, but has the interest of being able to retain the respective physical dimensions of the 
inputs and outputs values of functions. For instance, given an input signal S, the follow- 
ing complex (but realistic) function has the following type: Type (Min(Max(Sqrt(Split 
(FFT(Split (SIGNAL, 3, 100)), 2, 100)))) = “a” Furthermore, this type can be inferred 
automatically by the typing system using the typing rules. 

Generic Operators Patterns. Besides ensuring the consistency of operators, the typ- 
ing system can be used proactively, to specify function spaces. The idea is to specify 
complex expressions partially, using the type system. More precisely, a we introduce 
the notion of “generic operator”, denoting a set of operator(s) whose output types (and 
also possible arguments) are specified syntactically. Three different generic operators 
(notated “!”, and “?”) have been introduced, with different functionalities: 

- “?_T” stands for 1 operator whose output type is “T” 

- “*_T” stands for a composite operator for which the output types of its constituents 
are all “T” 

- “!_T” stands for a composite operator for which only the final output type is “T” 

These generic operators allow to write functions patterns, that stand for any function 
satisfying a given signal processing method. For instance, the pattern: “?_a (!_Va (Split 
(*.t:a (SIGNAL))))” stands for: 

- “Apply some signal transformations in the temporal domain” (*_t:a) 

- “Split the resulting signal into frames” (Split) 

- “Find a vector of characteristic values - 1 for each frame” (!_Va) 

- “Find one operation to find one relevant characteristic value for the entire signal” 
(?-a) 

This pattern represents in fact the general extraction scheme presented in 1 .4. It can 
be instantiated as: 

- Sum.a (Square.Va (Mean.Va (Split.Vt:a (HpFilter.t:a (SlGNAL_t:a, lOOOHz), 
100)))), or 

- Logl0_a (Variance_a (NPeaks_Va (Split_Vt:a (Autocorrelation_t:a (SIGNAL_t:a), 

100 ), 10 ))) 

Because patterns denote function sets, they can be specified in the EDS algorithm 
to guide the search of functions, to force the system to create only functions satisfying 
a given pattern, as seen below. 
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2.3 EDS Algorithm 

The global architecture of the EDS system consists in 2 steps (see Fig. 4): 

- Learning of relevant features using a genetic search algorithm, 

- Validation of features and synthesis of a descriptor extractor using features combi- 
nation. 




Fig. 4. EDS Global Architecture 



EDS search algorithm is based on genetic programming, i.e. the application of ge- 
netic search to the world of functions, as introduced by Goldberg ( [12]). More precisely, 
the algorithm works as follows, given: 

- A descriptor D for which we seek an extractor, and its type (currently either 
“Boolean” or “Float”), 

- A database DB containing audio signals, 

- A result database containing the result of the perceptive test for the descriptor D for 
each signal in DB. 

Global Algorithm. The algorithm proceeds as follows: 

- Build the first Population PO, by computing N random signal processing functions 
(compositions of operators), whose output type is compatible with the type of D. 

- Begin Loop: 

• Computation of the functions for each audio signal in DB, 

• Computation of the fitness of each function, for instance the correlation be- 
tween its values on DB and the associated perceptive values, 

• if the (fitness >= threshold) or (max number of iterations reached), STOP and 
RETURN the best functions, 

• Selection of the most correlated functions, crossover and mutation, to produce 
a new population P,+i 

• Simplification of the population Pj+i with rewriting rules 

• Return to Begin Loop 
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Creation of Populations. To create initial populations, a random function generator 
creates functions according to a given pattern (as described in 2.2). The generator 
works bottom-up, starting with the audio signal as the main argument, and hnding suc- 
cessively operators that accept the current operator as input. New populations are then 
computed by applying genetic operations to the most relevant functions of the current 
population. The operators used are structural cloning (constants variations), mutation, 
and crossover. 

Structural cloning consists in keeping the tree structure a function and applying 
variations on the constant parameters, such as the cut-off frequencies of hlters. For 
example, “Sum (Square (FFT (LpFilter (Signal, lOOOHz))))” can be cloned as “Sum 
(Square (FFT (LpFilter (Signal, 800Hz))))”. 

Mutation consists in cutting the branch of a function, and replacing it by a compo- 
sition of operators providing the same output type. For example, in the function “Sum 
(Square (FFT (LpFilter (Signal, lOOOHz))))”, “LpFilter (Signal, lOOOHz)” can be mu- 
tated into “MpFilter (Signal, 1 lOOHz, 2200Hz)”, to provide the mutated function “Sum 
(Square (FFT (MpFilter (Signal, 1 lOOHz, 2200Hz))))”. 

Crossover consists in cutting a branch in a function and replacing it by a branch cut 
from another function. For example, “Sum (Square (FFT (LpFilter (Signal, lOOOHz))))” 
and “Sum (Autocorrelation (Signal))” can produce the crossover function “Sum (Square 
(FFT (Autocorrelation (Signal))))”. 

Eventually, to ensure diversity , new populations are completed with a set of new 
random functions. 

2.4 Heuristics 

Heuristics are vital ingredients to guide the search and a central point in the design of 
EDS. They represent the know-how of signal processing experts, about functions seen 
a priori, i.e. before their evaluation. The interest of heuristics is that they both favor a 
priori interesting functions, and rule out obviously non-interesting ones. 

A heuristic in EDS associates a score between 0 and 10 to a potential composition of 
operators. These scores are used by EDS to select candidates at all the function creation 
stages (random, mutation, cloning and crossover). Here are some examples of important 
heuristics: 

- To control the structure of the functions: “HpEilter (Signal, Branch) ^ SCORE = 
Max (0, 5 - Size(Branch))”. This heuristic limits the complexity of computation of 
arguments such as hlters cut-off frequencies. 

- To avoid bad combination of hlters: “HpEilter (HpEilter ^ SCORE = 1”, “Mp 
(Hp=» 3”, “Lp (Hp 5”. 

- To range constant values: “Enveloppe (x, < 50 frames) SCORE = 1”; “HpEilter 
(x, < lOOHz) ^ 1”, etc... 

- To avoid usually useless operations: “X (X (X SCORE = 2” (too many repeti- 
tions of operators), etc... 

2.5 Rewriting Rules 

Rewriting rules are applied to simplify functions before their evaluation, using a hxed 
point mechanism until to obtain a normal form. Unlike heuristics, they are not used by 
the genetic algorithm to favor combinations, but: 
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- Avoid computing several times the same function with different but equivalent 
forms. For example: “Correlation (x, x) Autocorrelation (x)”, or “HpFilter 
(HpFilter (x,a), b) HpFilter (x, max(a, b))”. 

- Reduce the computation cost. For Example: Perseval equality “Mean(Fft(Square 
(x))) =i> Sum(Square (x))” avoids to compute the “Fft” of a signal. 

2.6 Caching 

Finally, to speed up the computation of functions, a caching mechanism is introduced, 
so that any costly function is computed once, and reused when possible. Every time a 
new function is computed, all the intermediate results are stored on separate files. Eor 
instance: “Max (Envelope (Eft (x), 100)” will store “x”, “100”, “Eft(x)”, “Envelope (Fft 
(x), 100)”, and “Max (Envelope (Eft (x), 100)” for each tested title. 

The caching technique consists in keeping in memory the most useful results, de- 
pending on: 

- their computation time: results that require a long computation time are kept in 
memory, 

- their utility: results that are used frequently are kept, 

- their size: the allowable memory being limited, priority is given to small size re- 
sults. 

3 Results 

We present here the results of the 2 steps of EDS: 

- Features computation (learning results): the correlation of the best functions found 
by the system evaluates how our genetic search algorithm is able to build relevant 
functions regarding a given data set. Correlations are computed on the whole fea- 
tures learning database. 

- Descriptor extraction (test results): final model error (regression) or final recogni- 
tion rale (classification) for one or a combination of the N most relevant functions. 
Performances and errors are evaluated using cross-validation on an independent test 
database, so the results are given with an uncertainty that corresponds to the cross- 
validation variations. For each of these descriptor, we compare the results obtained 
by the traditional LED method, the EDS method, and a combination of both. 

3.1 Sinus + Colored Noise (Basic Problem) 

The problem consists in detecting a sinus between 10 and lOOOHz mixed with a strong 
colored noise between 1000-2000Hz (see 1.4) (Of course, the problem must be solved 
only by looking at the test database). 

Best Features and Extractors. As they focus on the most predominant characteristic 
of the signal (the noise), the LEDs have poor results in detecting the sinus. The best 
ELD, Spectral Flatness, has a correlation of 0.63 with the sinus frequencies. 

EDS finds not only a very good extractor, but also an extractor that makes sense, 
given the problem at hand. More precisely, EDS focuses after 10 populations around 
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the function “MaxPos (FFT (LpFilter (Signal, fc Hz)))”, with different values of fc. 
Values between 50 and 700 Hz, that most efficiently remove the colored noise (with 
a Butterworth filter), provide a correlation of 0.99. The correlation does not reach 1 
because of the uncertainty near lOOOHz. For the Spectral Flatness, the mean prediction 
error is 226Hz, whereas it is lOHz for the best EDS function. 

3.2 Perceived Intensity (Regression Problem) 

The problem consists in providing a model of the subjective energy of musical extracts, 
based on the results of perceptive tests (see 1.3). For comparison, note that a random 
feature has typically a correlation of 0.03, and its best combination provides a model 
error of 21% (the extraction function is a constant value, that is the mean value of the 
energies of all the titles in the database). 

Best Features and Extractors. The best LED found has a correlation of 0.53 with the 
perceptive values, and provides a model error 16.9%+-1.5%. The best EDS feature has 
a correlation of 0.68 and provides a model error 14.5%+-1.8%. The best combination 
of LED provides a mean model error of 12.1%+-E9%. Adding the best EDS features 
decreases the mean model error to 1E4%+-E9%. 

Table 2. Model Errors for the Subjective Energy Problem 



method 


Random 


Best LED 
LED 


Best LEDs 
Combination 


Best 

EDS 


Combination 
LEDs -H EDSs 


Perceived Energy 
(Model Error) 


21% 


16.9% 


12.1% 


14.5% 


11.3% 



This shows a clear improvement of EDS over the standard approach on a typical 
high-level extraction problem. 

3.3 Presence of Voice (Classification Problem) 

The problem consists in providing an extractor that detects the presence of singing voice 
(see 1.3). Note that a random feature has typically a correlation of 0.05, and its best 
combination provides a recognition rate of 50% (the extraction function is a constant 
value, that assigns the same result to all the titles in the database). 

Best Features and Extractors. The best EED has a correlation of 0.28 with the per- 
ceptive values, and has a recognition rate of 61.0 %h-- 10.2%. The best EDS feature has 
a correlation of 0.54, and provides a recognition rate of 73.5 %h-- 9.4%. The best com- 
bination of EED provides a recognition rate of 63.0 %h- 1E4%. Adding the best EDS 
features increases the recognition rate to 84.0%-i-7.7%. 

4 Conclusion 

We have introduced a new approach for designing high level audio feature extractors, 
based on genetic programming. The proposed system, EDS, uses for the moment a lim- 
ited palette of signal processing functions. However, EDS produces results that are as 
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Table 3. Recognition Rates for the Presence of Singing Voice Problem. 



method 


Random 


Best LED 
LED 


Best LEDs 
Combination 


Best 

EDS 


Combination 
LEDs - 1 - EDSs 


Presence of 
(Singing Voice) 
(recognition Rate) 


50% 


61% 


63% 


73.5% 


84.5% 



good or best as standard, manual approaches in high level descriptor extraction. Sub- 
stantial increase in performance should be obtained by extending the palette of signal 
operators to more rehned operators. New heuristics will also be found by analyzing 
the application of EDS to other high level descriptor problems, such as the distinction 
between “live” and studio recording, the discrimination between simple and generic 
genres (such as military music, music for children, etc.), the estimation of the danceabil- 
ity, etc. Also, better fitness method can be used, including in particular a fully-fledged 
learning mechanism fo mafch optimally fhe outpufs of the functions to perceptive tests. 
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Abstract. Computer sequencers generally control other digital musical instru- 
ments. This paper discusses our particular interest in playing the sequencers 
themselves as digital musical instruments. We present our ensemble’s approach 
to live sequencer-based performance, supporting multiple musicians coordinat- 
ing activities through one central control system. We then review a number of 
promising software technologies currently available for the purpose of such live 
sequencer-based performances, and finally discuss our consequent future perfor- 
mance goals. 



1 Introduction 

People have gathered together to enjoy musical performances for thousands of years. 
Many of these performances have included groups of musicians who, through improvi- 
sation or interpretation, cooperate to resonate their ideas and mnsical intuition. Modern 
day orchestras and bands combine the talents of their constituent mnsicians to form a 
dynamic and complex higher-order performance entity. 

How does this compare with the music flourishing throughont the night-clubs of 
the world today, however? Many have no respect for this ‘dance’ music, due to its 
prefabricated nature. However, we feel that proliferation of digital musical technology 
is an opportunity rather than an affront to mnsic performance (or it is at least both!). 

Whilst hardly a honse-hold name, ‘Ambiguous Live’, was a duo formed in part by 
the author for the sake of investigating the ease with which we conld design software, 
supported by a hardware rig of synthesisers, to enable live, largely improvised elec- 
tronic music performance. Our approach involved the high-level control of a computer 
sequencer, centrally coordinating the actions of multiple musicians. In the group’s brief 
lifetime, we performed in a number of university-oriented Sydney nightclnbs, and were 
interviewed regarding our live operating environment in the street magazine ‘3DWorld’ 
under its ‘localz’ section in March 2001 [1]. Unfortunately this gronp had to snspend 
activities when the author left Australia to pursue postgraduate education in the UK. 

This paper is organised as follows. We provide some backgronnd discussion relating 
to electronic music performance in section 2. We discuss our performance approach in 
section 3. A number of technologies which support our goals to a greater or lesser 
extent are reviewed in section 4. Section 5 presents onr plans and desires for fnture 
performance environments. Finally we conclnde the paper in section 7. 

U.K. Wiil (Ed.): CMMR 2003, LNCS 2771, pp. 54^63, 2004. 

© Springer- Verlag Berlin Heidelberg 2004 
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2 Background 

Disc Jockeys (DJs) originally had the job of setting up the media to be played in se- 
quence for radio stations. They may have provided voice interludes between the songs, 
and indeed may have had a greater or lesser degree of control in the actual sequence of 
mnsic played. Althongh possibly very mnsically knowledgeable, they were not mnsi- 
cians in any performance sense. 

Nightclubs also need someone to keep music playing when there are no live bands, 
so the role name was transfered to this environment, althongh the job being performed 
varies greatly. Some DJs merely choose an order of tracks to play, reading the mood 
of the crowd but nothing more than that in a performance sense. These DJs are some- 
times bestowed undue credit; the audience members are actually enjoying the work 
of the composers rather than the DJs, bnt the DJs provide a face to which to direct 
appreciation. However, most club DJs interact more directly with their performance 
machinery, controlling the speed and looping of a number of sound sources - they 
simultaneously perform audio mixing and compositing. Compact Disc (CD) players 
(or possibly compnter-based multi-track MP3 players) may be used by comparatively 
unskilled DJs, although most serious DJs use traditional phonograph turntables. Un- 
doubtedly good turntable control is a skilled role, and there is ample space for artistic 
creativity. However, the musical building blocks with which such DJs perform are still 
very coarse in musical granularity (at the level of whole tracks or phrases). 

The most sophisticated DJs in fact render their own musical material, and indeed 
are the artists responsible for making the material other DJs mix and play back to their 
andiences. However, even these DJs have only limited abilities to create live mnsic per- 
formance. Some have taken to including drnm machines, or other simple seqnencers 
into their performance rigs - we feel that is an initial step to acknowledging the rele- 
vance of seqnencer performance discnssed in this paper. 

3 Ambiguous Live 

Our performance goal was to be able to create synthesised music via live collabora- 
tion between performers, with a heavy emphasis on improvisation. Limitations in our 
software sequencer meant that we did need to prerecord a number of musical patterns, 
however for most monophonic parts we divorced the rhythmic control from the tonal 
control. Essentially we programmed the synthesiser to convolve separate rhythmic and 
melodic patterns into MIDI events, in effect creating a simple Control Voltage (a MIDI 
precursor) to MIDI converter. 

Our equipment rig grew in between each of our performances. In our most re- 
cent performance, our inventory included three MIDI-controller keyboards (in the pi- 
ano sense), two general pnrpose MIDI controller knob banks, two samplers, two ana- 
log modelling synthesisers (one monophonic, and one 16-channel multitimbral unit), a 
mnltitimbral digital synthesiser, a drum machine, four effects processors, two mixers, a 
Sony VAIO laptop, and a desk fan. 
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Fig. 1. The ‘Ambiguous Live’ rhythm control environment screen-shot 




Fig. 2. The ‘Ambiguous Live’ stream control environment screen-shot 



3.1 Music Control Structure 

Our top-level control architecture consisted of two main regions. One whole control 
area in our environment was devoted to rhythmic parts (drums and playback of prere- 
corded samples); a screen-shot is shown in Figure 1. 

The other main control area related to numerous ‘streams’. We used this term so 
as not to confuse streams with MIDI channels; any stream could output to any number 
of MIDI channels on any of our devices. Essentially each stream was responsible for a 
section of our music. A screen-shot of the stream environment is shown in Figure 2. We 
generally used the following streams: 

Sub-bass. Used for very low bass used predominantly to keep sub-woofer speakers 
occupied, generally for the sake of shaking the performance venue rather than making 
particularly pitched contributions. 

Bass. Provide audible bass-lines providing low-pitch texture and rhythm. 





‘Ambiguous Live’ - Exploring Collaborative, Dynamic Control of MIDI Sequencers 



57 



Noise. This stream was employed to play signature samples or noises to identify each 
particular part of a musical set. 

Pads. Used for fairly soft-timbred chords providing a harmonic foundation. 

Arps. Arpeggios are often used to produce high-pitch texture and rhythm. 

Lead. Synthesiser lines which stand out well in front of the rest of the music. Usually 
monophonic. 

Note that while we were using a sequencer which provided a piano-roll style view, 
the actual music output did not come directly from the time-line. Some control parts 
from the time-line were used to influence pattern playback however. For example pat- 
terns of different length aligned themselves on specific bar numbers, ensuring that 
changing from an 8 bar to a 1 bar and back to an 8 bar pattern would not cause the 
second 8 bar pattern to be played out of alignment with other 8 bar patterns. 

3.2 Music Control Inputs 

Another experimental aspect of our performances was that the centralised sequencer 
permitted both performers to collaborate, interacting across all the controls. There were 
several ways in which we could exert control over our music sequencing environment: 
Via laptop. The mouse and keyboard of the laptop running our sequencer could be used 
to adjust parameters and override controls. We were only using one physical display 
screen, so needed to use computer keyboard hot-keys to change which virtual screen of 
data within the sequencer we were examining or manipulating. 

Via direct synthesiser controls. All of our audio synthesis equipment was present at 
each performance, so we were able to directly manipulate each device’s controls. 

MIDI dial boxes. We used two banks of assignable MIDI dial boxes to permit us to 
control parameters on the equipment. We programmed the sequencer to provide a num- 
ber of default pages of knob assignments, but included the capacity for knobs to be 
assigned by the laptop during performance. 

MIDI keyboards. In the relative dark, we found it easiest to use three MIDI piano 
keyboards between us for both melodic performance, and for remote control of the se- 
quencer. On the melodic keyboards, upper octaves played notes in various lead streams. 
The lowest octave was used for real-time transposition of streams currently set to have 
non-fixed root notes. Thus if the sequencer was playing some particular bass-line, and 
an introduced chord progression required its transposition to fit harmonically, it was 
sufficient for a performer to tap an appropriate lower octave key once to set a new root 
note. The middle octaves of the keyboard were reserved for muting, routing and assign- 
ment control. The mute controls allowed stream output to be switched on and off easily. 
The routing controls allowed each stream to be moved dynamically to other synthesis- 
ers, and finally the assignment controls allowed any of our prerecorded patterns to be 
assigned to any of the streams. 

Note that to compress so many different functions into limited numbers of keys, 
chording was required (and we add works far better for keyboard-players on musical 
keyboards than on computer keyboards!). So, for example, three stream select notes 
could be played simultaneously with the mute key to affect them all together. 
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Our sequencer environment was created within Emagic’s Logic Audio [4] software 
sequencer. The most remarkable feature of this program is its graphical MIDI program- 
ming environment. The next section discusses why we believe graphical environments 
are so well suited to sequencer programming and our type of application development. 

3.3 Graphical Programming 

Unlike traditional procedural programming in which one considers the computational 
steps sequentially, music performance, and thus sequencer programming, tends to be 
much more event driven. In effect, the performance environment can be thought of as a 
web of interconnected nodes, each of which responds to some sort of message or set of 
messages sent to it on its inputs, by itself generating some number of modified events 
on its outputs. Usually there is only very simple state held within each of these nodes. 
For MIDI sequencer programming, the environment is even more predictable, since the 
structure of the MIDI messages themselves are very well defined. 

Emagic’s Logic Audio package provides for the programming of MIDI ‘environ- 
ments’, which consist of a number of types of nodes connected together visually by 
‘wires’ which indicate where events will flow. The language is reasonably expressive; 
transformer nodes can themselves be modihed by ‘meta-events’; events intended only 
for the internal control of the sequencer. 

Crucial to our programming were the Logic ‘touch-tracks’ node type, which al- 
lowed us to trigger the hundreds of simultaneous sequenced parts we needed as event 
sources under the control of the environment itself (visible on the right hand extreme 
of each stream path in Figure 2). In fact, the conventional sequencer time-line merely 
contained some muted emergency parts, and some parts providing control triggers into 
the environment. 

Apart from some of the limits we reached in using Logic (discussed in section 5), we 
generally feel that graphical programming is particularly suited to live sequencer design 
and operation. By using two-dimensional spatial layout, a great deal of information can 
be compressed into each screen. Also, there is little distinction between design time and 
control-time. Graphical components can be controlled during performances in the same 
manner in which they are built up during sequencer environment programming. 

4 Alternative Tools 

for Developing Live Performance Environments 

We feel our performances merely scratched the surface of this fascinating potential area 
of live music. Due to availability and time limitations, we used the existing Logic se- 
quencer as discussed above. There are a number of other promising current technologies 
which might be employed to perform music in a similar manner, some of the ones we 
experimented with before choosing Logic are described in this section. 

4.1 Collaborative Music Environments 

One of the most wide-spread collaborative music environments offered recently has 
been the Rocket Network [10]. Unfortunately the Rocket Network service providers 
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closed down their service in early 2003. The RocketControl™ software hooks into 
commercial sequencers to allow composers to conveniently exchange musical data, 
both in MIDI and audio forms. Some sequencer versions have been released which 
cater directly to this function, such as Logic Rocket, and Cubase InWired. The Rocket 
Network also provided a centralised storage facility for media. 

There are numerous other musical collaboration sites on the Internet, but they gen- 
erally offer a loose coupling, basically implementing some form of discussion board 
or Internet data storage site through which files can be passed back and forth between 
artists. However web browsers provide a very general interface to such services and 
suffer from not being able to cater specifically for the demands of music media. 

Note that all of the above forms of musical collaboration environment were fun- 
damentally unsuitable for our performances because they introduce a delay in the ex- 
change of data and control. Whilst they provide great opportunities for globally dis- 
tributed artists to work together with relative ease, they do little to help two performers 
standing next to each other to lever their mutual control of musical equipment. 

4.2 Software Studios 

Due to the recent surges in computer multimedia processing speed, it is now practi- 
cal for a computer to do sufficient software synthesis to have prompted a number of 
companies to develop virtual studio packages. 

Reason. Propellerhead Software’s ‘Reason’ [9] is an excellent example of a virtual 
studio package. It provides the user an ability to create as many virtual synthesisers 
as any given computer is capable of producing faster than its audio streaming speed. 
Synthesisers can be linked together via a virtual patching system implemented within 
the software (and again, using a graphical view of signal flow). 

For our purposes this software did not provide enough flexibility in the MIDI pro- 
gramming domain however. It might provide an excellent low-cost substitute for many 
types of MIDI synthesiser, but would really just perform as a target instrument in the 
rigs we have built. 

Orion. Synapse Audio Software’s ‘Orion’ [11] also deserves a mention. It provides the 
same excellent core of software synthesis and effects limited only by the speed of the 
computer on which it runs. However, the ability to experiment with custom MIDI and 
audio control and routing is more limited than that of Reason. So again, although the 
sound quality produced was truly impressive, we could not use this a package for any 
purpose other than as a very low-cost target MIDI instrument. 

Cubase VST. Before designing our final performance environment in Emagic’s Logic 
sequencer as we described above, we also experimented with Steinberg’s Cubase VST 
(Virtual Studio Technology) software [12]. 

Whilst Cubase VST is an excellent package, which we found easy to use and which 
features good audio and MIDI integration, it unfortunately lacked programmability to 
the degree we required for our live sequencer performance. It has some controls which 
play patterns rather than just notes when keys are pressed, but without the ability to 
re-program MIDI event routing and transformations from within the sequencer envi- 
ronment itself, we were unable to live control it sufficiently for our needs. 
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4.3 Off-Line Programming Environments 

We found it particularly convenient to have little distinction between programming and 
performance contexts, since development was an on-going process. However, if the 
design of your desired sequencer performance machines are fairly static, a number of 
tools exist for easing the programming of such applications. 

One notable programming environment is C-Sound [3]. Audio and MIDI based per- 
formance systems can be designed in its programming language, and then compiled to 
make operating machines. As with most programming, the compilation step potentially 
provides a significant performance boost, but at the cost of preventing dynamic adjust- 
ment of the application’s software. 

Naturally general-purpose programming languages could also be employed to de- 
velop performance machines. This was not a viable option for our performances; our 
music machine design was constantly being extended, and our development time was 
severely limited. 

In terms of reducing the programming load (at a speed penalty), the Sun’s Java 
language [6] provides library functions to communicate with MIDI devices. Thus a 
significant amount of the machine-specific programming can be avoided and the pro- 
grammer left to focus on the application. It also has the advantage of portability to other 
machines. As a real-time environment, however, even if we had had the time required 
to develop such custom software, we were sceptical that Java’s timing would have been 
fast or reliable enough for our performance needs. Even so, JavaBeans provide an in- 
teresting potential component framework in which to move the flexibility of Java code 
modules into a live, graphical programming environment. Since it is already embedded 
in an event-driven framework, it is described in the next section. 

4.4 Live Programming Environments 

We noted a number of other potential live, graphical music-oriented programming en- 
vironments described on the Internet. Cycling’ 89’s Max and Max/MSP [13] products 
look extremely promising, but we only had Windows platform computers, for which 
they have not yet released their software. 

The Reaktor software package from Native Instruments [5] is another live, graphical 
musical programming environment, but tends to be more focused in the audio synthesis 
domain, rather than the manipulation of MIDI events. Whilst a very flexible and pow- 
erful transformation tool, Reaktor’s use for us would have been complicated by its lack 
of the musical editing views provided by software sequencers such as Cubase or Logic. 

We have been interested to see many large software vendors recently proposing 
component-based development architectures. Although most developers have not yet 
fully embraced such programming ideals, we feel that the domain of MIDI event pro- 
cessing and performance is particularly suitable to component-based design; indeed the 
environments in Logic employ its internal component-based toolkit. 

As mentioned above, we are concerned that the real-time properties (for example 
its garbage collection strategy) of Java are not particularly desirable for performance. 
Such concerns aside. Sun’s JavaBeans Component architecture for Java [7] may provide 
a useful framework in which to develop dynamic MIDI machines such as our perfor- 
mance environment. At the moment no MIDI-related components are listed in Sun’s 
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JavaBeans on-line directory, but their Bean Builder application may indeed eventually 
surpass the functionality of the Logic environment through extensibility. We feel the 
most likely problems with JavaBeans design will be the Bean Builder interface being 
polluted by unnecessary component details, or possibly that the change in and out of 
the design mode will be too disruptive to allow the MIDI event handling to continue 
while the application is being extended or modified. 

5 Extensions 

This section describes a number of our future plans, based on where we were not able 
to to work around the restrictions imposed on us. 

5.1 Live Recording Elements 

The biggest limitation we faced was that we were not able to record passages for looping 
back during our set. For example, we might improvise an eight bar chord pattern via a 
sequence of piano key presses in an octave we programmed to set the transposition root 
note of certain streams. Ideally, the software environment would support elements with 
memory which would maintain and repeat this eight bar pattern until further input was 
received to override it. Our performances only had the ability to playback prerecorded 
patterns, although as mentioned above these patterns could span granularity from a 
simple rhythm up to a complete musical phrase. 

The Logic environment would potentially permit the programming of a very simple 
step-wise live-recording sequencer, but the amount of extra environment design work 
required would be massive, and rather redundant given the touch-tracks node type is 
already offering a read-only version of the service we want, plus the code to handle 
recording is already implemented to run the conventional Logic sequencer time-line. 

Note that such an element would not merely provide the ability to live-record and 
loop musical patterns; more importantly the control stream events which affect the se- 
quencer environment itself would be able to be recorded. Uses might include record- 
ing a list of chord sequences which can be mapped and unmapped to any stream, as 
mentioned above, or indeed changing the timbre or other parameters of a particular 
synthesiser in a periodic manner. 

5.2 Unified Design and Performance Contexts 

Generally, when we had started a particular performance set, we would not make any 
changes to the design of our environment. Whilst one would not normally expect to 
make modifications, we found that certain changes within the Logic environment would 
unsettle other events passing through the system. Ideally, like many of the other live mu- 
sic or audio programming products discussed above, there would be no distinction be- 
tween design and performance environments. Placing new objects within the sequencer 
programming should not affect the current live function of the sequencer at all. 

A further related area of interest is in optimisation. Because we only had limited 
internal control over the MIDI message patterns being played by the touch-tracks ele- 
ments, we sometimes needed to carry unnecessary information into the sequencer. For 
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example, one of our touch- tracks elements might play a particular stream in all 16 MIDI 
channels, when in fact all but one of these channels would be hltered out before reach- 
ing the sequencer’s MIDI output device. An interesting challenge would be to design 
the sequencer so that it could ‘push-back’ such hlter events as early as possible within 
the sequencer programming, thus reducing unnecessary MIDI message handling. Gen- 
erally due to the cheapness of CPU cycles, this area has not been explored. In computer 
networks, however, packet handling can have very high costs. We are currently working 
with a research group in publish/subscribe middleware (see [8]) with a view to possibly 
employing such technologies as composite event detection and subscription spanning 
trees for live, collaborative performance arts. 

5.3 Integration of Other Performance Media 

Our future plans include performances with greater integration of music, lighting, and 
video media (where present). Most DJs have their music performances enhanced by 
lighting and/or video displays. In the same manner as for our discussion of DJs above, 
however, there is often only a token connection between these different performance 
areas. 

Instead of having three people controlling the music, the lighting and video projec- 
tions separately, we are interested in programming performance environments where, 
in the manner of our collaborative performances, these three separate people together 
control one sequencer, which then itself splits back out to control separate synthesiser, 
lighting and video equipment. This integration is intended to lift the lighting opera- 
tor, say, from the level of control required to get lighting effects basically in time with 
the music, to deciding at a much higher, and more artistic level, how different sections 
of music will relate to the activity of the lighting hxtures. Naturally override controls 
would still be accessible at a device level for emergencies. Normally, however, the tim- 
ing aspects would be left to the centralised event sequencer, since it already needs to un- 
derstand and process the temporal context with respect to notes, beats, bars and phrases 
for the music output. 



6 Our Live Sequencer-Based Collaboration Feature Checklist 

Given that we were not able to satisfy all our needs with the software available, we felt 
we should indicate what our requirements would be: 

Live Performance Speed. Many packages induce delays when incorporating collabo- 
rative input. We require that delays are imperceivable to live performers. 

Unified Design and Performance Control. It is important that the musical collabora- 
tion environment make few distinctions between the performance and design phases. A 
performer should be able to modify the environment while another performer is playing 
it with little or no disruption. 

Graphical Event Flow Views. We found it highly intuitive to program our performance 
machines in a graphical environment where events could be traced through an intercon- 
nected network of processing nodes. 
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Music Specific Interfaces. Many component programming environments do not yet 
provide convenient support for management of musical patterns (or score), audio, and 
the consequent temporal synchronisation and arrangement of these sequence blocks. 
Such interfaces are necessary to facilitate rapid composition. 

Interface Design and Modularisation. It is highly useful to support encapsulation 
of processing networks into higher-level modules. These modules need to have user- 
programmable parameter interfaces. 

7 Conclusion 

This paper discussed modern popular electronic music performance, and suggested that 
developing live control environments around music sequencers is a promising new area 
of ensemble-based musicianship. We presented an overview of the performance en- 
vironment used by the small Sydney group ‘Ambiguous Live’ formed in part by the 
author. A number of alternative current technologies potentially supporting the devel- 
opment of such environments are discussed. Finally, we propose a number of future 
directions in which we want to develop both our performances, and research into the 
music technology that will power them. 
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Abstract. Sound synthesis can be considered as a tool to character- 
ize a musical performance together with the performer himself. Indeed, 
the association of real-time synthesis algorithms based on an accurate 
description of the physical behavior of the instrument and its control pa- 
rameters, and gestures capture devices the output parameters of which 
can be recorded simultaneously with the synthesised sound, can be con- 
sidered as a “spying chain” allowing the study of a musical performance. 
In this paper, we present a clarinet synthesis model the parameters and 
controls of which are fully and explicitely related to the physics, and we 
use this model as a starting point to make a link between the playing 
and the sound. 



1 Introduction 

Self-oscillating musical instruments, such as woodwinds, possess a very rich per- 
formance potential, since several playing parameters are under continuous con- 
trol of the musician. This richness is an advantage in terms of the sound palette, 
but is also a difficulty for the scientist willing at qualifying a performance. In- 
deed, though the sound {i.e the effect) resulting of the interaction between the 
player and the instrument contains all the information required for a subjective 
qualification of a performance, objective measurements of playing parameters 
{i.e the source) provide complementary informations that can help understand- 
ing the musical intention. Unfortunately, recovering physical playing parameters 
from the analysis of a sound sequence is still an open problem, even in the case of 
“simply driven” instruments such as the piano. For this instrument, in order to 
circumvent this problem, electronic capture devices combined with the real in- 
strument have been designed, leading for example to the famous Disklavier from 
Yamaha, used e.^ to study the influence of the room acoustics on the pianist 
playing [Bol]. Capturing gestures in the same way on real woodwind instru- 
ments requires a more complex instrumentation that may changes the feeling 
of play. For example, the blowing pressure is obtained by measurement of the 
static pressure within the mouth of the player, requiring invading techniques. 

In this framework, digital techniques for real-time simulation of musical in- 
struments can be useful. The use of sound synthesis models based on the physics 
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of the instrument becomes necessary in this case since it allows a behavior of 
the digital instrument faithfull with respect to the real one. In the same way, 
digital controllers offering the ability of accurately piloting the synthesis model 
and giving a natural feeling of play to the musician, have to be used. 

Such an association of a suitable controller and a synthesis method, consti- 
tuting an artificial instrument, can be considered as a tool for performance and 
performer classification. Indeed, capturing simultaneously the continuous action 
of the player on the controller and the sound produced by the synthesis model, is 
a way to collect datas representative of the conscious and unconscious feedback 
operated by the player in order to produce the desired sound. Such playing datas 
can then be used as input for statistical processing, in the aim of classification of 
performances and signature of players. In other words, similarity to the artificial 
mouthes developed to study the physical behavior of real woodwind instruments 
under calibrated playing conditions, the main statement of this paper is the op- 
posite, but complementary situation consisting in using an artificial instrument 
in order to study the behavior of a real player. 

To achieve these goals, a real-time synthesis model based on physical mod- 
els is needed, in order to make an explicit link beetween the geometrical and 
physical playing parameters, and the synthesis parameters. In the clarinet case, 
the physical behavior of the instrument is commonly decribed by a set of three 
equations: a linear equation linking the acoustic pressure and flow at the mouth- 
piece; a linear equation linking the reed displacement and the acoustic pressure; 
a nonlinear equation linking the flow, the acoustic pressure and the reed displace- 
ment. In this case, the calculation of the self-oscillations has first been proposed 
by Schumacher [Sch], using a time domain discretization of the equations. Such a 
work that does not attempt to a real-time implementation has been since widely 
developped [Gaz], [Due], [Kerlj. In order to perform the calculations in real- 
time, several methods yielding a time domain formulation of the waves in the 
resonator have been developed. We can mention the so-called digital waveguide 
method (see for example Smith [Smi] or Valimaki [Val]). Digital Wave filters 
have also been applied in this context [Walj. Like the Schumacher method, these 
methods consider the incoming and outgoing waves within each bore section 
and their scattering at the interface between bores of different sections, but the 
problem then lays in the formulation of the non-linearity which, whatever the 
model, can only be expressed physically in terms of acoustic pressure and flow 
at the mouthpiece of the instrument. 

In this paper, a specific and simple nonlinear synthesis model avoiding the 
[p+,p“] decomposition is used [Gui]. It allows the coupling of the bore with the 
non-linear characteristics and the reed displacement as it is physically modelled 
and provides an explicit solution of the coupled nonlinear system of equations 
in the discrete-time case, avoiding the use of numerical schemes such as the 
K-Method [Bor]. 

In section 2, we briefly present the classical physical model for the case of a 
cylindrical bore [Ker2] on which the synthesis model is based, together with its 
real-time implementation and control. In section 3, this artificial instrument is 
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used in a musical context, in order to study the link between the sound and the 
performance parameters. Last part is devoted to the conclusions and perspectives 
of this work. 

2 Simplified Physical Model of a Clarinet 

2.1 Input Impedance of the Bore (Frequency Domain) 

The first linear part of the physical model corresponds to the resonator of the 
instrument, made of a cylindrical bore. For this geometry, assuming that the ra- 
diation losses can be neglected, the impedance relation between acoustic pressure 
Pe and flow Ue is given by: 

^e(w) = = ita,n{k{u;)L) (1) 

in which Ue is normalized with respect to the characteristic impedance of the 
resonator: Ze = In the clarinet case, the radius of the bore is large in 

front of the boundary layers and we define: a = ^^^ 3/2 ~ V^)- 

The wavenumber k{uj) is then expressed by: fc(w) = 7 — R is the 

radius of the bore: R = 7.10“^ in the clarinet case. Typical values of the physical 
constants, in mKs units, are: c = 340, ly = 4.10“®, It = 5.6.10“®, ^ = 1.4. 

The length L of the bore is a playing parameter that will determine the pitch. 
We point out that the internal losses in the bore (dispersion and dissipation) are 
functions of L and R. 

Figure 1 shows the input impedance of the resonator with respect to fre- 
quency and its impulse response computed through an inverse Fourier transform. 
Bore length: L = 0.5m, radius R = 7mm. 




X 10‘ 




Fig. 1. Input impedance of the resonator (f in Hertz) (top), Impulse response of the 
resonator (t in seconds) (bottom). 
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2.2 Simple Reed Model 



We use a classical single mode reed model. It describes the displacement x{t) of 
the reed with respect to its equilibrum point when it is submitted to an acoustic 
pressure Pe{t): 



1 (Px{t) 
uj'^ dt'^ 



qr dx{t) 

UJr dt 



+ x{t)= Pe{t) 



(2) 



where cOr = 2Trfr and Qr are respectively the circular frequency and the quality 
factor of the reed. Typical values for these parameters are: fr = 2500772; and 
Qr = 0.2. Writing this equation in the Fourier domain yields the following transfer 
function of the reed: 



X{lo) _ 

Pe{io) + iujqrUJr 



Figures 2 shows the transfer function and the impulse reponse of this reed 
model {fr = 2500 Hz, qr = 0.2, fe = 44100 Hz). 





Fig. 2. Left: Transfer function of the reed model (in Hertz), Right: Impulse response 
of the reed model(in samples). 



2.3 Non-linear Characteristics 

The acoustic pressure Pe{t), the (dimensionless) acoustic flow Ue{t) and the reed 
displacement are linked in a nonlinear way at the input of the resonator: 

Ue{t) = ^(1 - sign{-!-x{t) - l))sign{'^ - Pe{t)){l - 7 + a^(f))\/l7 ~ Pe{t) \ (4) 

The parameter C characterizes the whole embouchure and takes into account 
the lip position and the section ratio between the mouthpiece opening and the 
resonator. It is proportional to the square root of the reed position at equilibrium. 
Common values lay between 0.2 and 0.6. The parameter 7 is the ratio between 
the pressure inside the mouth of the player and the pressure for which the 
reed closes the embouchure in the static case. For a lossless bore, it evolves 
from i which is the oscillation step, to | which corresponds to the position the 
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reed starts beating. The parameters C and 7 are the two important continuous 
performance parameters since they respectively represent the way the player 
holds the reed and its blowing pressure inside the instrument. 

Figure 3 represents the non linear characteristics of the reed for the limit 
case iVr = 00 (( = 0 . 3,7 = 0.45). In this case, the displacement x(t) of the reed 
reduces to the acoustic pressure Pe{t) itself: the reed activity is a single spring. 




Fig. 3. Nonlinear characteristics of the reed (u as function of p). 



2.4 Coupling of the Reed and the Resonator 



Combining the impedance relation, the reed displacement and the nonlinear 
characteristics, the acoustic pressure at the mouthpiece level can be finally found 
by solving the following set of equations: 



1 d?x{t) ^ qr dx{t) 
dt 



uji. 



dt'^ 



UJr 



X{t) = Pe(t) 



f ijjL \ 

Pe{(jj) = Ze{uj)Ue{(jj) = t tan ( —aCUJ^^^Lj Ue{oj) 

Ue{t) = T{pe{t),x{t)) 



( 5 ) 

(6) 
( 7 ) 



The flow diagram corresponding to this system of three coupled equations is 
shown in figure 4, in which the reed and the non-linearity are introduced as a 
nonlinear loop linking the output Pe to the input Ue of the resonator. From the 
pressure and the flow inside the resonator at the embouchure level, the external 
pressure is calculated by the relation: Pext{t) = -^{Pe{t) + Ue{t)). 

The model is piloted by the length L of the bore and the parameters C and 7 
of the nonlinearity. It does not require any input signal, since 7 is directly pro- 
portional to the static pressure inside the mouth of the player. The nonlinearity 
itself, and its variations imposed by the player plays the role of the source. The 
digital transcription of equations (5,6,7) and the computation scheme to solve 
this coupled system is achieved according to the method described in [Gui]. 

Figure 5 shows the internal acoustic pressure at the embouchure level for a 
bore of length L = 0.5 and radius R = 7.10“^. The values of the parameters are: 
7 = 0.4, ^ = 0.4, fr = 2205, Qr = 0.3. Three phases in the signal are visible: The 
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Fig. 4. Nonlinear Synthesis Model. 



0.4 




Fig. 5. Top: internal acoustic pressure (in seconds), Medium and Bottom: blow-up of 
the attack and decay transients (in samples). 

attack transient corresponding to an abrupt change of 7 and C, the steady state 
oscillations during which 7 and C are constant, the decay during which 7 and C 
decrease slowly linearly towards zero. 

2.5 Real-Time Synthesis Implementation and Control 

The nonlinear synthesis model has been implemented in real time in the C lan- 
guage as an external Max-MSP object, piloted from MIDI commands given by a 
Yamaha WX5 controller. This controller measures the lip pressure, that controls 
the parameter Q, and the blowing pressure that controls the parameter 7 . These 
informations are received in MIDI format (between 0 and 127) in the Max patch 
and are normalized in order to correspond to the range of the physical parame- 
ters (between 0 and 1). The tuning of the model is performed by the use of the 
MIDI Pitch information coming from the fingering which controls the length L 
of the bore by the relation L = where fp is the correspondant playing fre- 
quency. The delays of the waveguides included in the nonlinear synthesis model 
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are implemented through a circular delay line. Like in the real instrument, since 
the pitch changes with respect to physical parameters such as 7, (^, tOr and qr 
and since the real instrument is not perfectly tuned for all the fingerings, it is 
not mandatory to implement a fractional delay line with the help of an all-pass 
filter. The player achieves the correct pitch himself as on a real instrument. 

According to several clarinet players, the feeling of play of this virtual in- 
strument is comparable to the playing of the real one and the sound is realistic, 
which are two important points in the framework of this study. 

3 Characterizing a Performance Using a Synthesis Model 

The virtual clarinet has been used by the same player after a little training, who 
played twice the same piece of music (The “cat” theme of Pierre et le loup by 
Serge Prokofiev). The player was asked to play of two different manners, without 
anymore constraints. The duration of the first sequence is 14s, and the duration 
of the second sequence is 12.5s. The reed resonance frequency ^ and damping 
factor Qr have been set in order to facilitate the raising of squeeks, respectively 
l850Hz and 0.2. During the performances, the sound produced as well as three 
playing parameters made of C, 7 and the note were recorded. 

Figures 6 and 7 represent for each performance, with respect to the time, 
respectively from top to bottom, the signal envelope, the parameter 7 and the 
parameter C (both between 0 and 1), superimposed with the note messages. 









Fig. 6. Sound signal and control parameters of the 1st sequence. 






Fig. 7. Sound signal and control parameters of the 2nd sequence. 
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Fig. 8. Spectrogram of the 1st sequence. 
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Fig. 9. Spectrogram of the 2nd sequence. 

Figures 8 and 9 show the spectrograms (between 0 and 5500Hz) of the two 
sound sequences (horizontal and vertical scales are meaningless). 

For the two performances and for all notes, one can notice that the attack of 
the sound occurs after the player started blowing. In an orchestral context, this 
delay has to be compensated. Morover, the blowing pressure is higher during the 
attack and decreases when the steady state of the self-oscillations is established. 

As it is clearly visible on figure 8, the first sequence shows four different 
squeeks. In this situation, the reed vibrates at a fundamental frequency located 
around the impedance peaks the frequencies of wich are close to the reed reso- 
nance frequency, producing a treble sound with harmonic content. From figure 
9, we can deduce that the second sequence is squeek-free. One can notice that 
the first and last squeeks appear just after instabilities in the way the player 
holds the reed, together with abrupt changes in the blowing pressure. 
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Though the variations of the blowing pressure are similar in the two perfor- 
mances, the variations of the sound level and the brightness between the notes 
played are smaller in the second performance. This seems to be due to more 
stable values of ( in this case. 

Though the player has been asked to play in a different way in each perfor- 
mance, one can notice that legato and detached notes are the same. In the first 
sequence, the establishment of the fingering of legato notes can take place after 
the player starts blowing, but before the previous note starts sounding again, 
while in the second sequence, it occurs at the same time. 

In both sequences, there is an introduction of quick “ghosts” fingerings that 
do not produce sustained notes, but provide specific transitions between sus- 
tained notes. 

In the whole, one can say that the player has been more carefull in his second 
performance. 

4 Conclusion 

In this paper, we have presented preliminary results of an approach consist- 
ing in using artificial instruments in the context of performance and perfomer 
characterization. The instrument associates a controller and a sound synthesis 
algorithm based on physical models, in order to obtain a playing and sounding 
behavior of the instrument close to the real one. 

Though the controller we used is simple (it lacks key velocity for example) 
and far from a real clarinet in terms of touch, aspect, weight, and though the 
synthesis model is also simple (it lacks radiation of toneholes and vocal tract 
volume, for example), we showed on an example that this approach can be 
considered as a light alternative to the instrumentation with sensors of a real 
instrument and player in the context of performance studies. 

Moreover, signal processing techniques aiming at estimating synthesis and 
control parameters, used in the context of performance analysis or sound model- 
ing for data reduction, can benefit the use of the simple digital synthesis model 
we used. Indeed, in the clarinet case, the resonator and the reed are each entirely 
defined with a set of three parameters linked analytically respectively with the 
radius and length of the bore, and the resonance frequency and quality factor. 
Such a small set of synthesis parameters, together with two continuous control 
parameters, might be estimated efficiently using analytic or optimization tech- 
niques. 

On an other side, collecting simultaneously the sound produced and the con- 
trol parameters can provide useful datas for the training step of neural networks 
or other “black box” techniques that can also be used to estimate the playing 
parameters from sound sequences of real musical instruments. 

Further studies in the framework of this article will probably require the 
preliminary calibration of the artificial instrument, which can by done by the 
use of an artificial mouth, in order to adjust its behavior to the one of the real 
instrument the player is used to. 
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Abstract. This paper describes our approach for editing PSID hies. 
PSID is a sound format that allows the original Commodore 64 syn- 
thesizer music to be played on modern computers and thus conserves a 
music subculture of the eighties. So far, editing PSID hies required work- 
ing directly with Commodore 64 machine language. The paper gives a 
small overview of sound synthesis with the Commodore 64, argues why 
this topic is still interesting for both musicians and computer scientists, 
and describes our editing approach. 



1 Motivation 

Many users still remember the Commodore 64 (C64) which took over the market 
in 1982. It was the best-selling single computer model ever [1]. Jointly responsible 
for the success were its, for that time revolutionary, music synthesizing capabili- 
ties. For creating sounds, the C64 was equipped with a coprocessing synthesizer 
chip called Sound Interface Device (SID) [2]. Comparable audio quality on IBM 
compatible PCs has not been offered until years later. Before 1987, when the 
AdLib soundcard came out, PCs only produced beep tones. As a result, the C64 
was used as a standard tool to create sounds for years. Thousands of composi- 
tions produced then are still worth listening to even though their sound is quite 
artificial. Many of todays respectable computer musicians made experiences with 
the C64^, like Rob Hubbard^ who worked from 1988 to 2001 as Audio Technical 
Director at Electronic Arts. The celebrated Chris Hiilsbeck^, who wrote many 
titles for C64 as well as Amiga and Atari games, is now composing music for 
Nintendo Game Cube. SID is a subculture that is still very existing. The High 
Voltage SID Collection"*, for example, is a large collection of music files. SID 
music databases are still well maintained, not only because of the unique sound, 
but also because it reminds people of a culture of their youth [3] . 

From a computer scientist’s point of view, SID files are also interesting be- 
cause they consist of program code for the C64 that has been extracted from 
original software. Players emulate the SID and parts of the C64. In contrast to 

* http:/ /www. c64gg.com/musicians.html 
^ http:/ /www. freenetpages.co.uk/hp/tcworh/ 

® http: / /www. huelsbeck.com 
http://www.hvsc.c64.org 

U.K. Will (Ed.): CMMR 2003, LNCS 2771, pp. 74-81, 2004. 
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Table 1. Comparing SID and MIDI 



Song 


MIDI 


SID 


Smalltown Boy 


51,977 


7,601 


Das Boot 


47,957 


4,222 


Popcorn 


25,486 


6,758 


Giana Sisters Theme 


21,568 (1 song) 


23,517 (8 songs) 



regular multimedia formats, SID files are computational complete. Converting 
the format to a modern sampling format or MIDI results in information loss, e.g. 
endless loops or sounds that depend on random numbers cannot be converted. 
Editing SID files therefore means automatized editing of a computer program. 
Modern techniques like flow analysis need to be applied here. The simple archi- 
tecture of the SID Chip and the C64 makes this kind of music especially suitable 
to teach the basics of music synthesis and computer programming. The C64 did 
not have much memory, it came along with only 38911 free bytes of program 
memory forcing everybody to write economic code®. 

We believe the SID is an important part of computer music history. Our goal 
is to save this knowledge academically by writing about it and make it accessible 
for teaching. Giving comfortable editing facilities allows people to experiment 
with SID sounds. 

2 Comparing SID Files with MIDI 

Because of the memory restrictions of the Commodore64, SID files are very 
small. Table 1 gives a comparison of SID and MIDI file sizes in bytes. 

Of course the tunes do not sound the same. MIDI files sound less artificial 
as they are played back with more sophisticated synthesizers. MIDI players also 
use wave tables to make melodies sound even more natural. A wave table can 
contain high quality recordings of a real instrument at various pitches. SID was 
not designed to play sampled sound and wave tables were not used. A composer 
had to skillfully combine the available waveforms to create the illusion of real 
music instruments. However, SID creates interesting sound effects and melodies 
with only a fraction of the size of a MIDI file. Note, that most of the code 
in SID files shown in the Table has been extracted manually from computer 
games and may contain graphic control as well as game logic. When playing SID 
files, this part of the code is redundant and could be eliminated. So the actual 
code needed to play the sound is even smaller. In both size and quality, SID 
files are comparable to Yamaha’s Synthetic Music Mobile Application Format 
(SMAF)® files used for mobile devices, but SID files are computational complete 
and can also generate sounds based on calculations. This makes the SID format 
an interesting choice for storing sound effects. Theoretically it is also possible to 
create a SID tune that is different every time it is played. 

® Although experienced programmers knew how to get a few bytes more out of it e.g. 

by unconventional use of the video memory. 

® http://www.smaf-yamaha.com 
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Fig. 1. The SID supported the three shown waveforms and noise 



3 Technical View on the SID 

The SID chip (MOS 6581) is a synthesizer. It creates tones by overlapping the 
waveforms sawtooth, triangle, square and noise (Figure 1). The SID is pro- 
grammed by 28 registers using memory mapped I/O [2]. Music is generated 
by a regular C64 program that sets values to the registers. A sound is defined 
by four parameters: pitch, volume, timbre and the volume dynamics. The latter 
two parameters allow us to differentiate various instruments. The SID chip has 
three voices that can be manipulated independently. The pitch is controlled by 
the wave frequency, the volume can be set directly for each voice and the timbre 
results from the selected waveform. In addition one can create absorbing effects 
with the help of programmable filters. SID filters have low pass, band pass and 
high pass filter sections to manipulate frequencies from 30 Hz to 12 kHz. The 
volume dynamics is controlled by an envelope generator. The generator describes 
the speed at which the sound rises to his maximal volume and how fast it dies 
away afterwards. One can also set the volume at which a tone will be held. A 
musician composing a song was forced to define every single sound on its own to 
produce the desired song [4]. The C64 User Manual gives tables for looking up 
the values for waveform and volume dynamics to simulate different instruments 
as well as frequency tables for different notes. Figure 2 shows an excerpt from a 
table of frequency values. A composer’s task was to put everything together into 
a program. See Figure 3 for an example. For efficiency reasons, this was usually 
done in machine code instead of C64 Basic language. 
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Fig. 2. Frequency values for certain notes from [4] 



10 REM MICHAEL ROW THE BOAT ASHORE 

20 SI=54272 : FL=SI+1 : TL=SI+2 : TH=SI+3 : W=SI+4 : A=SI+5 : H=SI+6 : L=SI+24 

30 POKE L,15:P0KE TH,13;PQKE TL,15:PDKE A ,3*16+16 : POKE H,9 

40 READ X:READ Y:READ D 

50 IF X=-l THEN END 

60 POKE FH,X:P0KE FL,Y 

70 POKE W,65 

80 FOR T=1 TO DrNEXT 

90 POKE W,0 

100 GOTO 40 

110 DATA 17,103,250,21,237,250,26,20,400,21,237,100,26,20,250,29,69,250 

120 DATA 26,20,250,0,0,250,21,237,250,26,20,250,29,69,1000,26,20,250,0,0,0,250 

130 DATA -1,-1,0 

Fig. 3. C64 Basic program for the song “Michael row the boat ashore” from [4] 



4 Playing SID Files on Modern Computers 

SID tunes were originally C64 programs executed by the computer’s 6510 CPU. 
To make them playable on a modern PC, one needs to extract the relevant parts 
of the code from the program and transfer it to a PC. This process is called 
ripping and requires knowledge of C64 assembly language. It is hard work for a 
“ripper” to decide what is player code and what belongs to the game. He or she 
only sees assembler code. Because of these required skills there is only a handful 
of people that convert C64 music into SID tunes^. 

The most popular SID format on the PC is the so called PSID format. It 
consists of a header containing copyright information, the name of the song, the 
author, and technical parameters that control different properties like the speed 
of the tune. The header also defines three memory addresses: the load, init and 
play address. The load address tells the player where the SID tune is located in 
the memory of the emulated C64. The init address contains a reference to code 
executed before playing. The play address is frequently called by the SID file 

http: / /www. geocities.com/SiliconValley/Lakes/5147 /sidplay/doc_ripping.html 
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player to simulate a periodically called interrupt handler which, on the original 
machine, was used to play the music in the background. If the SID file relies on 
the init method to play back the music, the call to the play method is omitted. 
There is a variety of standalone SID players available for example SIDPlay2® 
and SIDPlayer®. There are also plug-ins for popular players such as WinAmp^®. 

5 The Supporting Framework: Exymen 

Exymen [5] is an open source editing tool for arbitrary media formats. It offers 
an application programming interface (API) allowing to extend the editor for 
any multimedia format and filtering effect. The extension mechanism is based on 
an implementation of the OSGi standard [6]. This mechanism, which originally 
comes from the field of ubiquitous computing, manages loading, updating, and 
deleting software components from the Internet while the application is running. 
The concept also permits plug-ins to extend other plug-ins. 

Our SID editor is a software component for Exymen, a plug-in that extends 
Exymen to handle SID files. The SID editing plug-in allows to import the PSID 
file format into Exymen. Users can edit the files by deleting or creating wave- 
forms, doing cut and paste operations or merging other PSID files. The main 
advantage of using the Exymen API is that we did not have to implement a new 
graphical user interface for the PSID editor but can integrate it conveniently 
into an existing one. Yet, there is a variety of media formats that can be edited 
with Exymen and hopefully soon to be combined with SID tunes. 

6 Editing PSID files 

As explained above, PSID files contain two addresses required for playback, the 
init address and the play address. The playing environment first calls the code 
located at the init address. It is used to set up the environment by initializing 
certain memory fields needed later in the program. The init method can also 
be used to decompress data. Simple decompression algorithms have been used 
on the C64 already. It is even possible to play back the whole sound in the init 
method. However, the more popular method to play back SID files is to use 
the play address. This address is called at some predefined frequency by the 
SID player. To make editing SID tunes easier, we convert it into a simple event 
format. The conversion is done emulating the 6510 CPU and listening to the 
relevant memory addresses that map SID registers. See Table 2 for an overview. 

The registers 25 to 28 do not manipulate the sound created by the SID 
chip. Instead registers 25 and 26 are used to connect input devices and receive 
their values. Registers 27 and 28 were used by game programmers to get pseudo 
random values, since they represent the current values of the envelope generator 
and the oscillator. 

® http:/ /sidplay2. sourceforge.net/ 

® http:/ /www. uni-mainz.de/~bauec002/SPMain.html 
http:/ /www. labyrinth. net.au/~adsoft/sidamp/ 
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Fig. 4. Screenshot of Exymen editing a SID file 



We have decided to use a very simple internal format for a converted SID 
tune: Every value that has been sent to the SID chip is saved with a time 
component that measures the distance to the next value and an address. Since the 
emulator runs faster than the original C64 we use the emulated C64 interrupts 
to determine the elapsed time between the values. This format allows us to 
manipulate every single value, since it gives complete control on all data that 
has been sent to the SID. 

The size of a SID file is limited by the small C64 main memory and since a 
regular SID player depends on this when playing back a SID tune, we are not 
allowed to exceed this boundary. 

Often SID tunes play endlessly because they loop back. The whole SID tune 
is unrolled by our technique and hence takes more memory to be stored. On the 
other hand we eliminate redundant code resulting from unclean ripping of demos 
or games. At the time being we do not detect loops, so we stop converting when 
38kB of memory are reached. 

The user is now able to edit certain values of the SID file, for example one 
can copy passages from the SID tune to another thus creating a mix. Another 
possibility is to modify the time components, altering the speed of the SID tune. 
One can increase pitch and volume dynamics. Of course, the user is also able 
to edit all header data (except for load, init and play address) enabling him to 
modify name and title information. 

After editing, the data can be exported to a new SID tune containing a player 
method written by us. 
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Table 2. SID Registers 



Registers: 
Voice 1, 2, 3 


Description 


0, 7, 14 


frequency, lo-byte (0..255) 


1, 8, 15 


frequency, hi-byte (0..255) 


2, 9, 16 


duty cycle, squarewave only, lo-byte (0..255) 


3, 10, 17 


duty cycle, squarewave only, hi-byte (0..15) 


4, 11, 18 


waveform: noise = 129, square = 65, sawtooth = 33, tri- 
angle = 17 


5, 12, 19 


attack: 0*16 .. 15*16, decay: 0 .. 15 (hard to soft) 


6, 13, 20 


sustain: 0*16 .. 15*16 (silent to loud) 
release: 0 .. 15 (fast to slow) 


21 


filter cutoff frequency, lo-byte (0..7) 


22 


filter cutoff frequency, hi-byte (0..255) 


23 


resonance: 0 .. 15*16 (none to strong) 

filter: extern = 8, voice 3 = 4, voice 2 = 2, voice 1 = 1 


24 


bitmask: high-pass = 64, band-pass = 32, low-pass = 16 
volume: 0 .. 15 (silent to loud) 


25 


paddle X 


26 


paddle Y 


27 


oscillator 


28 


envelope 



7 Ongoing Work 

The system described here is just the first attempt to make direct and com- 
fortable editing of SID files possible. In order to provide full functionality, SID 
tunes must also be played back in Exymen. We also want to be able to merge 
SID music with modern media formats. Another essential goal is to preserve 
computations in exported tunes. 

We believe that we can detect loops with flow analysis to avoid storing data 
repeatedly. The simplicity of the Commodore 64 is a benefit in this case: Our 
idea is to keep track of all states the C64 passes while playing back a SID file to 
notice repetitions. Tracking all states is possible with a modern machine, since 
C64 programs are small and one state of the 6510 can be stored in 7 bytes^^. 

We also plan to use a simple compression in the init method that decom- 
presses the music data before they are played back. 

At this moment we are limited to SID files that do without calling the routine 
at the play address, but produce sound only through a call to the init method. 
We must adapt our emulator to provide exact timing when calling the play 
method. This will be done by measuring the CPU cycles between packets. 



11 



Of course, using this analysis relies on SID tunes not using self modifying code. 
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8 Summary 

With the system presented here, an interesting piece of computer music history is 
conserved for teaching purposes. The experiences with the SID, the knowledge of 
C64 and the basics of music synthesis is of unpayable value. The SID technology 
introduced many of todays computer music professionals into their field. Music 
on the C64 is still an active sub culture. Not only are there still many fans of 
SID music, there is even a company that sells the SID chip as a PCI card for 
modern PCs^^. 

The topic is interesting for teaching, because it offers opportunities to use 
modern techniques like compression and flow analysis on a simple but real ar- 
chitecture. The size of the tunes compared to their quality is really remarkable. 
We think the technical and artistical achievements of former times should not 
be forgotten. 

The project started in a multimedia course at Freie Universitat Berlin and 
has been released open source^^. 
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Abstract. The GMEM (National Center for Musical Creation) has created an 
integrated microsound synthesis system called GMU (“GMEM Microsound Uni- 
verse”) inside the Max/MSP environment. GMU works in real time and its center 
is made of a few microsound synthesis objects (written in C at GMEM). Around 
these objects, we have elaborated sophisticated sound control strategies, with 
high-level interactive access inputs. They can be deterministics or stochastics. 
The whole system offers many connections with tools for Composition Aided 
by Computers (written in Common Lisp and Java) and tools for sound analysis. 
Before describing our system and its applications, we will show how the syn- 
thesis and transformations of microsound have already been significant in music 
nowadays. 



1 Introduction 



Sound synthesis made by computers to create music has undergone very important de- 
velopments in the late sixties and seventies. Our knowledge about the nature of sound 
has vastly improved during this period 

At the end of the late sixties. Max Mathews had already enounced the essential of 
the sound synthesis techniques known today [4]. Jean-Claude Risset described the way 
to synthesize most musical instrument sounds [8]. 

At the end of the late seventies, Xavier Rodet proved that it was possible to produce 
singing voice synthesis by using a computer. He found out that the main difficulty is 
to develop parameter control convincing rules. In that, synthesis parameters must be 
interconnected [12]. 

During the late nineties, sampling expanded a lot, reducing the use of sound synthe- 
sis in music. Actually, the development of microcomputers and home studios has pro- 
moted the use of traditional sounds (with the General Midi standard). This has slowed 
down research of new sounds. 

Recently, a lot of people have become more and more interested in new sounds. 
Some open environments, like Max/MSP, let the user construct his own synthesis tools. 
He needs to do programming, which is sometimes tricky, because he has to take into 
account many constraints related to “real time” processing. Other environments, like 
Csound, belonging to Max Mathews “Music N” programs, are used to program in- 
struments which can produce sound “out of time”. The user can concentrate only on 
producing sound, without the real time constraints. 

U.K. Wiil (Ed.): CMMR 2003, LNCS 2771, pp. 82-88, 2004. 
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2 Microsound Synthesis 

What we decided to do is consider sound as a particle process rather than as a wave 
process. 

This is not a new idea hut generally it is not used in the main classical sound synthe- 
sis techniques in which harmonic analysis is the cornerstone. Gabor was obviously the 
first to have defined the notion of “sonic quanta”, which is a very short sine wave [3]. 

Then Xenakis has developed a new composition theory in which he takes grains 
as the basic constituent elements. He proposed to create complex sounds with random 
distributions of thousands of grains, that he called a “cloud”. 

“All sound, even all continuous sonic variation, is conceived as an assem- 
blage of a large number of elementary grains adequately disposed in time?. 

In fact within human limits, using all sorts of manipulations with these grain 
clusters, we can hope to produce not only the sounds of classical instruments 
and elastics bodies, and those sounds generally preferred in concrete music, but 
also sonic perturbations with evolutions, unparalleled and unimaginable until 
now. The basis of the timbre structures and transformations will have nothing 
in common with what has been known until now” [16] 

He proposed different stochastic laws about the control of the parameters of grains. 
This allows one to get closer to the natural sounds without having to specify the time 
evolution of each grain. 

Since the end of the seventies, Curtis Roads has built different programs to generate 
artificial sound grains. He tried to create a granular sound system, with some controls 
of the sound parameters, allowing optimal sound quality and the best flexibility for a 
musical use. While studying the shapes of the amplitude envelopes of the grains, he has 
proposed a good compromise for these shapes: he uses Gauss functions for attack and 
release, and a small steady state in the middle [9]. 

In the late eighties, Barry Truax was interested in synthesis techniques that would 
allow him to create sounds similar to environmental sounds. He achieved one of the 
first and most powerful granular sound synthesis real time system (PODX on a PDPl 1 
computer) [14]. 

In 1994, 1 worked with the composer Manuel Rocha. He made many pieces using 
only granular sound synthesis. For him I created many tools inside “Patch Work”, the 
Ircam algorithmic composition program, for the control of granular sound synthesis 
made with Csound [6]. 

Later on, Manuel Rocha built, with the computer programmer Gerhard Eckel, the 
GIST “Granular Synthesis Tool Kit” system on the Ircam Musical Workstation. This 
system generalized the synthesis sound technique of the FOE (“Eonctions d’Ondes Eor- 
mantiques”, used for singing voice sound synthesis) for the micro-fragmentation of 
sampled sounds [1,11]. 

3 The GMU Project 

Considering these different concepts, we have decided at Gmem to create our own mi- 
crosound synthesis tools and to put them into a more general integrated compositional 
system for control. 
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Fig. 1. The GMU microsound synthesis system. 



This system has to take into account the different steps and methods involved in the 
compositional process. At the same time, we propose powerful sound synthesis gener- 
ator units, a multi-speaker holophonic system and models and tools for the parameter 
control. 

This system can be used for real time interactive applications on Max/MSP platform 
and for non real time applications on Csound. In this text, we will discuss only the 
Max/MSP version. 

4 Generator Units 

The base of our environment is made of several microsound generator units (grain mak- 
ers) programmed by Loic Kessous (PhD student - Paris VIII University) and myself. 
These units create polyphonic streams made of grains with which waveforms and am- 
plitude envelopes can be of several types. 

The Envelope. Three types of grains envelopes are available: 

- linear envelopes made of three straight lines of variable relative durations, 

- gaussian envelopes, 

- envelopes with a sinusoidal attack, a sinusoidal decay and a steady state. 

The linear envelope contains some discontinuities making the sound aggressive and 
rough, especially in asynchronous streams. It can be used to produce streams where 
grains overlap and then can generate continuous partials (providing that phases are re- 
spected). 

The gaussian envelope is very soft but most of the time it doesn’t contain enough 
sound signal. It is useful with high-density clouds. 

Lastly, the third envelope, which can be found in the FOF synthesis, is a very good 
compromise to create many types of sounds. It contains both a steady state and soft 
attack and decay. 
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The Waveform. Three situations have been considered: 

- the waveform is artificially synthesized, 

- the waveform is taken inside a memory stored sound, 

- the waveform is taken from a live play sound. 

In the first case, we can use a sine waveform but it is possible to use many wave- 
forms stored in tables. It is possible to apply non-linear distortions to a sine wave (fre- 
quency modulation or another technique) too. Now, only the sine waveform is available 
in our real time system. 

In the second case, the grains are taken from recorded sounds that can be instru- 
mental, environmental or others sounds. The microsound synthesis can then resynthe- 
size the original sound if the grains are played in the right order and if some criterions 
are respected. The grains can be played with different speeds and different rates so we 
can create transpositions or duration variations of the original sound. It allows the user 
to observe the sound as if through a microscope. Barry Truax has sometimes realized 
sound stretches with a factor of 100. 

Other Parameters. Considering one type of envelope and one given waveform, a grain 
is characterised by the following parameters: its duration (typically from 10 to 50 ms), 
the transposition (or the frequency), the attack and decay’s lengths, the position in the 
sampled sound where we take the grain (for sampled waveforms only) and the output 
direction. Inside a grain, the parameters don’t change. 

Start Times. The different grains are triggered by an audio signal. One grain is triggered 
when the audio signal goes from negative values to positive values (zero crossing). 

If we use a sine waveform to trigger the grains, we obtain periodic triggering. 

Several grain makers can be used at the same time and be triggered in a synchronous 
manner (with the same audio signal) or asynchronous. A synchronous triggering can 
produce harmonic sounds. This is the technique used, for example, for a singing voice 
synthesis. Asynchronous triggering can produce complex textures. The timbre of these 
sounds depends on the way we change parameter values. 

The synthesis needs to produce streams composed of thousands of grains each sec- 
ond. The grain makers that we use have to produce up to one hundred grains simulta- 
neously. 

“Grain makers” have a lot of outputs. Panoramic parameter tells us which output 
will be given to each grain. The grains are sent to resonators and reverberations that 
contribute to the timbre of the sound. 

5 Control of the Parameters 

A grain maker can be controlled directly by sending values to it. These values can be 
produced by stored messages or by a gesture input device. 

At a higher level, some functions have been programmed to deliver stochastic values 
(Brownian movement) between a minimum value and a maximum value. 

For sound production to varies in time, the ranges can be modified dynamically. A 
graphical editor allows the user to draw curves describing the evolution of each param- 
eter in relation with time. 
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Fig. 2. The expGranul obejet with its synthesis parameters. Separated outputs is triggered with a 
sine signal. 



Finally, connections were made by Jean-Fran 9 ois Oliver (ATIAM DBA student) and 
myself with programs for algorithmic composition (FIolo-Edit from Gmem or Open- 
Music from iream), which makes it possible to develope the evolution of the various 
parameters with graphics, music notation, sound analysis or many algorithms, 

Some tools were realized in Max/MSP/Jitter to graphically represent the parameters 
of grains. They were made with the Open-GL graphical libraries. They help to control 
results of the synthesis. In future applications, they could be used to build artistic illus- 
trations of sound. 

6 Applications 

Our main goal is to produce tools for musical applications. We wish to remain con- 
nected with musical production and to adapt our tools to artistic demand. 

The first musical experiences I made with microsound synthesis were with Manuel 
Rocha (“Transiciones de fase”: 1995) and Jean-Baptiste Barriere (“Le Messager”: 1996) 
with the GIST synthesizer on the Iream Musical Workstation. 

In Marseille, during the festival “Les Musiques-2002”, we used our system for the 
piece by Eric Abecassis “Straps” for the real time granulation of acoustic instruments 
played live. 
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Fig. 3. Max patch with sliders used for control of range inside which the parameters for grains 
synthesis are calculated. 




At Gmem, composers have always been attracted to environmental sounds more 
than to harmonic sounds. Their main tool is the microphone as a first step and then 
signal manipulations inside a studio. Granular sound synthesis techniques interest them 
more and more because they have the advantages of both synthesis and sound process- 
ing. Primarly, these tools are built for fulfill their needs. 

7 Perspectives 

We are certain that synthesis technology is promising. Contrary to the widespread opin- 
ion observed in the late nineties, we think that all possibilities available with sound 
synthesis have not yet been explored. Sound synthesis is a very new field in music, es- 
pecially with the exploration of micro-time domain, at a scale lower than perception. 
Microacoustic phenomena has been badly understood as yet. We must explore this do- 
main and develop new tools and new expertises. 
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Discovering information is one of the great challenges of our time. Description 
tasks are among the most time consuming activities in our society and we leave 
behind huge swathes of documents, which we will never describe or address due 
to lack of tools and time. At the same time humankind has produced and will 
continue producing unimaginable quantities of organised information through 
different media (photographs, books, music, television, radio, internet) based on 
the hypothesis that there is a potential viewer, listener, reader or navigator that 
will make sense of it through their perception. 

A close relation has developed between scientists and psychologists in order 
to understand and model our mind’s capacity to interpret information and to 
make sense of it under the best and most effective conditions. But the objective 
seems always beyond our grasp; its is not computer power we are lacking, it is 
an understanding of the way we construct meaning in order to build intelligent 
systems capable of improving the automation of many tiresome and repetitive 
activities. 

At the same time However, it is a highway for research. We are working 
on understanding how we function. From there on, we build systems that sim- 
ulate behaviours, then test them in order to measure the gap between reality 
and virtuality to then build on new models and methods. Little by little, our 
understanding advances and we conceive better and faster algorithms to cope 
with this understanding. However, there is always a wide gap between signal 
and concepts -low-level and high-level as they are called. Signal processing is 
at the low-level end, high-level concepts in our brains are at the other. There 
are few shortcuts going from one end to the other, capable of making our sys- 
tems accomplish those high-level tasks that seem so easy for our mind, through 
intelligent choices and general functioning models. Statistical and comparative 
methods are the best tools we have been able to develop up to now, but they 
seem primitive and awkward when it comes to doing tasks that seem easy for 
our mind, such as following a melody in a complex harmonic environment. 

1 Using the Human Being as a Model 

We have always assumed that an intelligent system would have to use the same 
methods used by our brain in order to understand information. This may or may 

U.K. Will (Ed.): CMMR 2003, LNCS 2771, pp. 89-97, 2004. 

© Springer- Verlag Berlin Heidelberg 2004 
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not be true, in any case, it seems the most reasonable precept on which to build 
models of perception and apply them to recognition tasks. So, for quite a long 
time we have being working on signal processing in order to build algorithms 
capable of identifying, recognising, measuring and then extracting conclusions 
from a signal. On the other hand, we have been trying to understand how the 
brain functions and how we make precise and fast perceptual choices in order to 
extract meaning in an economic and effective way. 

The perception process that we actually perform in our everyday life looks 
something like this: 

1. We isolate information from our surrounding environment and concentrate 
our attention on the particular channel or media conveying it, thus focussing 
on a particular perception organ. We identify the fact that there is organised 
information underlying the channel and we concentrate our activity on the 
particular aspects of that organised information, thus separating different 
kinds of information or information from noise. 

2. We apply the most effective method of extracting meaning from the per- 
ceived information using a global approach to establish both a perceptual 
framework and to make a fine analysis of the details. We organise the per- 
ceived information in structures in order to simplify the comprehension and 
deduce possible meanings for it. 

The two main concepts in this model are that we are capable of isolating 
information from a very disorganised context in order to interpret it, and that 
then we use the best-adapted method to guarantee comprehension. 

These tasks may be performed in very simple situations with only one incom- 
ing flow or in extremely complex configurations, in which different and contra- 
dictory information coexists at the same time. This search for information can 
be free or oriented. Free when looking for any kind of information or organisa- 
tion within a media, just being alert; and oriented when we focus the research 
in order to find a particular kind of information. 

The human model is a good one since it is efficient, fast and known to us. 
Making a system function as our minds do has seemed a good approach in the 
past but now we know that the simplest tasks are the most difficult to achieve. 
It seems reasonable to continue investigating the brain model option as well 
as advancing in other paths that may lead to new solutions. This is a general 
artificial intelligence problem, and we should keep this in mind when addressing 
the musical domain with its particular problems and interpretations. 

2 How to Understand Mnsic 

If we analyse the state of Art, we can say that these processes have been quite 
successfully applied to the interpretation of language. The so-called intelligent 
systems can identify morphemes, associate them to words and sentences and 
deduce possible meanings by mapping all the possible meanings of a sentence 
and then proposing the most plausible interpretation, sometimes in relatively 
noisy situations. To arrive at such a result it has taken the cognitive sciences 
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years to develop models that describe the behaviour of our mind in the process of 
constructing meaning. The major assumption in this approach is that there exists 
a general common structure for languages and it can be represented through 
grammar, which is a distant model of how our brain functions. 

If we could have similar systems applied to music, what would we ask them 
to do? It would indeed depend on which music we are talking about. There 
have been in the past more or less well defined organisational rules, which were 
relatively prescriptive in different historical periods. These rules summarised the 
general practices of the time and up to some point assured an acceptable result 
if applied correctly. There were also prohibitions, to guarantee that music would 
not allude to “forbidden” references (the Major second recalling Arab music in 
the Middle Ages for example). 

Music rules, and mainly the rules known as the tonal system, were constantly 
evolving and adapting to the uses composers made of them. In addition, since 
rules were only ways for composing and not objectives, composers kept stretching 
the limits of the rules, thus making the whole system evolve. There was of course 
no relation between the good use of the rules and the quality of music, but some 
composers came to be seen as prototypes for rules of a certain period, while others 
cannot be completely analysed within a rigid set of rules. The main aspect of 
any rule-system in the past, was that they were a consequence of the uses and 
in a certain way tried to summarise the main trends underlying the music of a 
composer and eventually of a period. 

In the twentieth century, there was a remarkable change: sets of rules did not 
preordain music making, and were no more a framework on which the composer 
would work to organise his ideas and intentions. The progressive expansion and 
disaggregation of the traditional tonal model did not open the door to disorder or 
arbitrariness, it opened the way to new rule systems that permitted new sound 
organisations with specific perception frames. While doing this, the new systems 
had to fight against the strength of the major rules of the former tonal system 
and the major tendency for a listener of the time to interpret a “dissonance” as 
an exception within the well known tonal system. 

Little by little ears evolved and acceptance improved. It became a fact that 
music could exist under different and contradictory rule-frames, and that com- 
posers had to organise the sound material before composing since there were no 
more underlying structures shared by the composer and the listener. Listeners 
(when eager to approach new music), learned very quickly that it was possible 
to listen and appreciate music even if the rules were previously unknown and 
that they could build a perception framework for understanding and enjoying 
a new musical experience. This also poses a new aesthetic problem as to how 
beauty can be perceived if we do not know the rules of beauty, but modern art 
has extended this problem to all the arts and it can be conceived that pleasure 
is possible with no previous knowledge of the framework. 

There was a tremendous break with the arrival of Musique Concrete and 
electronic music. Up to then, even if the rule-systems changed, there was a 
continuous and coherent aspect in music making, and this was the sound mate- 
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rial: musical sound had not made major changes during almost three centuries. 
Sound combination had progressively become more complex and instrument per- 
formance had permitted new sounds, but the basics of music making had not 
changed during the first half of the twentieth century (even if attempts to create 
electric instruments existed). Radio and other new media, opened the door to 
the use of any sound in music, thus bringing new perception problems, mainly 
understanding what underlies the act of perceiving a succession of sounds as 
being coherent and homogeneous. 

Musique Concrete began with no well designed rule-system (this is the main 
difference with electronic music and its use of serial techniques in order to at- 
tain a perfect control on all sound parameters). Pierre Schaeffer understood 
quite quickly the limits of a non-ruled system and began to study the possible 
underlying rules that made music be musical with these new techniques. Exper- 
imentation became one of the key aspects in the work done by his Group and 
he would constrain composers to conceive rule-systems, or to apply theoretical 
procedures during composition with the intention of obtaining a general gram- 
mar that would be efficient for any kind of music. His main achievement was the 
Musical Objects Treaty (Traite des Objets Musicaux) published in 1966, in which 
he approaches the understanding of music through an analysis of perception. 

In a certain way, while trying to understand what made music be music, he 
wanted to understand how a composer composed music. Many years later, when 
he had lost interest in the music he had helped develop and gone back to his 
first musical references of the eighteenth century, he would demand that young 
Conservatory composers explain the underlying rule-set before listening to any 
music. 

What happens today, when so much music ranging from ancient to contempo- 
rary, from ethnic to popular, is available for our listening? Composing is an open 
adventure, in which composers organise a set of rules or a framework through 
which they develop their ideas and conceptions. The total world of sounds avail- 
able for music is so wide that it has to be reduced to a selection; the possible 
organisation rules are so varied, that reduced sets are used in order to assure 
coherence and understanding of the functioning. 

Because the main problem remains the listener; music is intended for listening 
and there is a constant concern by composers of any kind that their music 
should be understood and that it will interact with the listener, through pleasure, 
movement or intellectual delight. In the beginning there were few sounds and 
simple rules, today there are millions of possible sounds and rules but only a few 
of them are normally used in a work, in order to keep complexity and diversity 
within the limits of perception. 

3 What Should an Intelligent System Look for Then? 

This is the main question: faced with such a diversity of sounds, rules (grammars) 
and situations, how can we teach a system to make its way through listening? 
Are there common trends to all music, so global and wide that we could model 
them? 
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This short history of rule-systems aims to show that it is very difficult to 
identify a common pattern to all music. There could be a temptation to associate 
musical styles with languages, but if English and Japanese can be considered as 
completely different; they share common structures and common functions for 
the words they use. There are no common rules between plainchant and Techno 
music, except the fact that they both address our senses and induce in us the 
perception of an organised structure. 

Maybe before answering these general questions, we should try to define in 
what way would an intelligent system be useful. Do we want systems to perform 
tasks we find tiresome and repetitive, or do we think that with new tools we will 
be capable of performing new actions and getting new understandings of the 
musical phenomena? Developing tasks in music implies working on two possible 
ways of representing it; through a written interpretation with a score and notes 
(and a MIDI transcription), or through an acoustic description that we address 
through listening or with the signal processing of a recording. 

Several domains can be identified, within which some important research has 
been carried out and very practical tools created. These simplify repetitive tasks 
and are capable of extracting information: 

— Music Identification: one of the major outputs for recognition, how to recog- 
nise an author, a theme or vertical organisation through comparison with a 
reference database, ft has important applications in the domain or rights 
management and for automatic documentation and classification. Sound 
identification can also be used for security applications. 

— Classification and retreival: a major problem in sound production and music 
management due to the huge amounts of material to classify. One of the main 
challenges involves classifying items through content analysis and retrieving 
them through signal defined queries. This domain implies the construction of 
sound an music ontologies to organise the information in coherent description 
systems. Classification and retrieval have strong applications in music and 
cinema production and post-production. 

— Structure extraction: Searching for organisation within a document. Any kind 
of regularity, repetition is tracked in order to identify structures, themes or 
patterns that permit a description of the document as a whole, ft is mainly 
applied to scores and is beginning to be applied to signal. 

— Sound spotting: Looking for specific information within a document or a 
database, it can be speech, sound or note oriented. This implies not only 
the search for identity but also the capacity of identifying sounds or music 
in different contexts as well as variations of the original (pitch, duration, 
spectral or instrumental). 

— Statistic studies: Done mainly on scores, in order to study, compare or extract 
musical patterns through its note description. Difficult to apply to signal 
processing due to the lack of discreet units. Quite efficient for extracting 
style patterns of a composer or eventually for interpolating melodies. 

— Musical analysis: One of the major outputs for future applications, very 
little analysis assistance tools exists. The main problem in analysis is the 
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variety of points of view an analyst may apply while studying music. Existing 
statistic and structure extraction tools may be applied but are not dedicated 
to analysis. A strong effort has to be made to formalise the analysis tools 
and to adapt them to different possible uses. 

^ Sound tracking: Following within a musical pattern a particular instrument, 
melody or sound contour. Applied to signal processing it permits a prede- 
fined line to be followed or to identify polyphonic patterns through spectral 
differences. 

The above is a list of some useful actions that systems can perform on sound 
and music, mainly for practical purposes and to assist us in complicated and 
boring tasks. We are not working with high level concepts, as for example wanting 
to understand if a work is beautiful or why it is boring! Today’s tools help us 
acquire a comprehension of the components that will permit us to infer why 
we find a work beautiful or why it seems so boring. However, we can also have 
these higher ambitions in the future and ask an intelligent system to explain the 
structure, the elements, the beauty, the way the composer develops his ideas, his 
style or to identify his ideas and trends. 

4 What Makes Music Be Music 

An astonishing conclusion for our perception of music is that we accept different 
sound organisations, covering a thousand year span, representing cultures of the 
whole world and with different levels of complexity as all being part of the same 
phenomena. This is maybe an intellectual conclusion, since I am conscious of 
history, geography, society and I can easily identify dozens of examples of music 
that seem radically different one from another. Maybe listening to music is a 
much easier task than what my perception and intellect deduce and there are 
finally strong common trends between any music that make its tracking and 
interpretation easier than what one could imagine. 

In such a search for simplicity and common trends, I would point out sev- 
eral aspects that seem evident to any kind of listening and are associated with 
perception and musical listening practice: 

— Regularity: it is the first clue that may indicate that some kind of organisation 
exists. Traditionally, meter created a framework for regularity but it may 
be completely disguised. Other forms of regularity exist, through sounds, 
intervals or regular patterns. Probably the strongest hint to identifying if a 
sound phenomenon is musical. 

— Homogeneity: whatever the music be, electroacoustic or instrumental, there 
is a certain coherence in the sounds used and in the way they are used. 
Astonishingly enough, in electroacoustic music where extreme diversity is 
very easy to obtain, composers define a relatively limited set of sounds on 
which to work. Listeners try to understand as fast as possible the set of 
sounds underlying a particular music. 
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— Variation within regularity: extreme regularity may be easily associated with 
a machine or a non-human functioning. Detection of irregularities that sug- 
gest a human behaviour or control, even in electroacoustic music, is a very 
strong hint of musicality. 

— Repetition: probably a generic aspect of all music is a strong amount of 
redundancy, in a short period level it deals with metrics and rhythm; in 
longer periods it deals with themes, phrases and structures. 

We could probably add more trends that would suggest musicality, for in- 
stance the formal evolution through time, spectral regularity, harmonic distri- 
bution (several similar sounds happening in the same instant) or complexity 
(neither too many nor too few events). No trend is strong enough to convince us 
that a succession of sounds is music, but the detection of any one of these trends 
allows us to infer that we may be in front of a musical event, so that we can 
then look for other trends that confirm this. Sometimes a sound organisation 
that is called music doesn’t seem to have any particular trend on which to focus 
our perception; if this extreme situation is presented in a musical context (in a 
concert for example) it makes us look for organisation even if we cannot find it. 

These simple trends and patterns give us some hints on how we could “teach” 
a machine to recognise that a sound phenomena is musical. From there on we 
should probably have to specialise the system in regards to certain styles and 
rules in order to obtain a dedicated analyst, capable of working on any period 
of time and detecting the style of the music. The next problem will be what 
particular search are we going to ask the system to perform in order to assist us 
or to uncover characteristics that are not evident through listening. 

These simple conclusions lead us to think that being musical is something 
much simpler than we think; that there are more commonalities than differences 
to be found while listening. Another level appears here, concerning what we 
look for in music and how emotional states are possible through listening. I am 
getting out of the realm of artificial intelligence here to focus on human listening 
and the way pleasure or beauty are sought for and found. Experimentation and 
models are lacking here, so I will address this last point through introspection, 
even if it is a subjective and not reliable research source. I would then like to 
refer to my interests, and expectancies, when listening and making music. 

5 My Personal Aims 

Now, how does a musician live all this? Personally, I find music is one of the most 
fascinating domains to deal with. It is above all a pleasure domain in which I 
am capable — and eager I should say, of extracting knowledge from listening. I 
can experience high-level intellectual pleasure when listening to complexity and 
to structures, and at the same time feel a primitive pleasure when listening to 
some sounds or simple sound combinations. Pleasure is understood here at the 
emotional level generally related to aesthetic considerations (I like this sound, or 
what a beautiful melody), and at the rational level generally related to knowledge 
considerations (I understand what is happening, I perceive the complexity of a 
construction) . 
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I am a listener, who reacts and analyses incoming musical information and I 
am a composer that builds sound structures for other listeners. As a composer, 
I have often analysed and questioned the influences of my listening in my work. 
The pleasure I obtain through music listening is the result of a long and still 
evolving accumulation of repeated experiences in which some patterns (melodic, 
harmonic, rhythmic or timbrical) are selected and memorised becoming strong 
regulators of expectancy. Pleasure comes through repetition of patterns built in 
my memory through time; they function as independent models that I may find 
in any music. The fact that some patterns become predominant has probably 
strong psychological implications and I am quite convinced that we actually look 
for those patterns while listening to any music. 

It is also probable that I transfer in my creation some or all of these patterns 
and that finally composing, in my case, is building a scenario and a strategy 
for presenting and articulating these patterns. A strategy is deciding on which 
patterns I will work on and then building articulations between them or con- 
structing interpolation. Patterns change and evolve, some are strong and have 
always been there, and others are weak and appear for certain periods. What I 
want to stress is that memory patterns are movable and subject to evolution, 
since musical listening is a constant and accumulative experience. 

The differences between a system and myself are that I describe a system 
as being capable through self-learning to identify that a message is musical and 
then try to describe the functioning and the laws of the musical phenomenon I’m 
looking at. Through my perception, the path is quite similar; I look for musical 
organisation, when I decide it is musical, I compare it with previous experiences 
(memory) and classify it very quickly within a (generally) already known musi- 
cal reference. However, my listening is oriented not towards the identification of 
known structures and rules (which I can also do), but to the repetition of mem- 
orised pleasure patterns that will strongly interfere with the way I orient my 
listening. These patterns can be found anywhere, in any music, and sometimes 
even in a non- musical context. 



6 Let Us Keep on Searching 

There is a lot to be found out there, and conferences like this one give us the 
opportunity to see the tendencies that move researchers to new propositions and 
results that confirm or contradict our thoughts. 

High level modelling is one of the great issues for the next years, but as fast 
and effectively as we advance, the great difficulty is still in the transmission of 
high level concepts to signal processing levels. We do not know if linking the high 
and the low-level is the best solution, new models will appear that may allow 
us to simplify the comprehension of events. At the same time I am optimistic 
about our approach, I think there may emerge unexpectedly efficient methods 
that will simplify the tasks. Another solution could be a computer of such power 
that would permit us to do less algorithmic optimisation and would be capable 
of launching huge calculations, which infer results. 
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Two other great difficulties are associated with the task of understanding 
how music works; they are not the main objective of this presentation but they 
are important to mention since they may have strong influences on possible roads 
for the future. 

The first difficulty concerns the making of meaning through time. Meaning 
depends on different time spans and it is built through the relation between our 
perception of the present and the memory of the immediate past that together 
permit an eventual projection towards the future. Joining the past and present 
to build the future is one of the main faculties we develop through listening, it 
implies widening the present so it can capture what has been and infer what 
may be. We have to be continuously looking back in time, in our memory; to 
look for organisation, regularity, homogeneity and try to build in our minds the 
plausible coherency, that will transform a bunch of sounds in music. 

The second difficulty concerns the way we deal with sound in our minds. 
Sound is not only acoustic information that is dealt with as an independent 
media in our minds. Sounds create mental representations that we call images 
and are associated with the mental representations of the causes of the sound. 
When we listen to sounds we look for causes, real or virtual and we are quite 
good at imagining possible origins for all the sounds we listen to without seeing 
the causes (Acousmatics it is called). This is one of the great achievements of 
electroacoustic music, where the composer not only organises sound to create 
meaning but he can also manipulate images that will influence the way the 
listener perceives. 

The creation of meaning and image representation are progressive experi- 
ences; the more I listen the more I accumulate memory patterns and the more 
I expand my capacities of perception through representations. We live in a cen- 
tury of repetition where we not only have access to any information but in the 
case of music, we have a repeated access to information. We can easily repeat 
the pleasure of listening once-again and access the same pleasure, be it intellec- 
tual, emotional or physical; and invent models capable of making our tools more 
effective and our understanding broader. 
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Abstract. A method is presented to extract musical features from melodic ma- 
terial. Various viewpoints are defined to focus on complementary aspects of the 
material. To model the melodic context, two measures of entropy are employed: 
A set of trained probabilistic models capture local structures via the information- 
theoretic notion of unpredictability, and an alternative entropy-measure based on 
adaptive coding is developed to reflect phrasing or motifs. A collection of pop- 
ular music, in the form of MIDI-files, is analysed using the entropy-measures 
and techniques from pattern-recognition. To visualise the topology of the ‘tune- 
space’, a self-organising map is trained with the extracted feature-parameters, 
leading to the Tune Map. 

Keywords: Melodic similarity, musical genre, feature extraction, entropy, self- 
organising feature map, popular music. 



1 Introduction 

Recently, the research area of music information retrieval (MIR) has received a lot of 
attention. Methods for organising and searching through collections of musical mate- 
rial are essential to MIR. Such skills are increasingly relevant, as more and more faith 
is attributed to the Internet as the future medium of music distribution. (Downie [6] 
provides an overview of the challenges and perspectives within MIR.) One type of MIR 
concerns symbolic representations of music. Music scores and Standard MIDI files are 
two common examples of such representations. Arguably, most music exists in sub- 
symbolic representations, like a recording of a performance in the form of an audio 
signal; hut at least in principle the recording could he transcrihed into some suitable 
symbolic form. (This task implies an exercise in abstraction, however, that is not yet 
possible without human assistance, even though polyphonic transcription is a classical 
research problem in music technology.) 

Having a collection of music in symbolic form, one might want to search for a 
specific tune using a melodic query. In this case, when the melody is represented as 
a sequence of notes, the retrieval of the music is related to a string-matching problem 
[24, 10, 15].Moreover, the Multimedia Content Description Interface (or MPEG-7) pro- 
vides a broad standard which includes definitions of certain features of a melody [18]. 
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One example of such an MPEG-7 Descriptor: “the MelodyContourDS is a compact rep- 
resentation for monophonic melodic information, which facilitates efficient and robust 
melodic similarity matching. The MelodyContourDS uses a 5-level contour ( represent- 
ing the interval difference between adjacent notes)” [17]. 

Now suppose that, instead of searching for a specific tune, we were interested in 
retrieving all the tunes in our collection that were similar to the given tune. Here, ‘sim- 
ilar’ ultimately means that we would subjectively judge the synthesis or performance 
of the tunes to sound similar (note that music in symbolic form, as such, is inaudible). 
The tunes that we would consider to be similar might be variations of the same melody, 
in which case MPEG-7 ’s MelodyContour, or similar features computed for each tune, 
would presumably have let us predict the similarity. On the other hand, the tunes per- 
ceived as similar might be different melodies that were similar in style. In order to 
organise a collection of tunes according to stylistic similarity, we would need features 
that were able to capture one or more stylistic aspects of the material. Although the 
structural patterns model several musical characteristics, many aspects of musical style 
are clearly not dealt with; in general, this is partly due to limitations of the symbolic 
representation, and partly due to the overwhelming complexity of music perception. 

The work presented in this paper introduces a method to extract high-level features 
which characterise structural aspects of the melodic material. By comparing these fea- 
tures of a collection of tunes, it is possible to organise the tunes according to a stylistic 
similarity; this corresponds to a cluster analysis within the feature space. In contrast, the 
string-match type of similarity-measures, which do not capture any deeper structures, 
would in general not provide a meaningful way to organise different melodies. 

Musicology has a long tradition of (musicologists) formulating rules for the char- 
acteristics of certain musical genres and styles, in more or less rigid forms. But rather 
than explicitly defining rules that would characterise various stylistic properties, we 
employ a machine learning approach, such that an adaptive model is able to extract the 
relevant structures from a collection of existing melodic material. Thus, the model will 
‘learn’ to recognise structural patterns in the material, simply because these structures 
are characteristic to the stylistic genre of the material. 

In section 2 of this paper the symbolic representation is described, in particular 
which information in retained and which is discarded. Section 2. 1 introduces the feature 
extraction method, and then the structural modelling based on entropy measures. In 
section 3, a collection of popular melodies is analysed and the result is visualised. 
Conclusions are presented in section 4. 

The methods described in the following sections are based on an earlier project by 
this author [25] . 

2 Objectives and Melodic Representation 

Popular music can be reduced to a melody-line with an accompanying chord progres- 
sion. This is the type of musical material that is analysed and modelled in the present 
work. To allow us to analyse existing music collections, a method was developed to 
extract two note-sequences from a Standard MIDI File: melody and harmony. This pair 
of note-sequences is then quantised and transformed into a concise numerical represen- 
tation, while retaining the most basic musical properties. 
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More specifically, the representation of melodic material used here, called the Scale- 
NoteSequence, has the following properties: 

- concise symbolic representation which contains - 

• quantised melody and chords (i.e. a ’song book’ level of detail) 

• no timbre or phrasing 

• no arrangement or form 

• no absolute pitch (notes are relative to a tonality) 

• no non-diatonic notes (only scale-notes) 

- similar sounding melodic material ^ similar numerical representation 

- automatic analysis and re-synthesis (via MIDI files) 

In the case of the melody, the ScaleNoteSequence is simply a vector or string of 
notes, relative to the tune’s diatonic scale. The advantage of a semantic value for each 
scale step (such as the tonic) was preferred to the ability to represent all notes (using the 
chromatic scale). The occasional non-diatonic notes are ‘rounded’ to the nearest scale- 
note. The notes are quantised at sixteenth-note resolution using techniques compara- 
ble to the quantisation functions of sequencer software like Cubase. For the harmony 
track, the quantisation level is quarter-note, and for each time step a cluster of notes is 
formed, to represent the most prevailing chord during that period. A cluster analysis of 
the tonal information, in the form of pitch (histogram) profiles, automatically produces 
the musical concepts of scale and tonality. This information is utilised to map from 
MIDI notes to scale notes and thus obtain a more musically relevant representation. 
Before each MIDI file is analysed, it is edited manually to ensure that the arrangement 
contains both a distinct melody- and harmony-track. Furthermore, the MIDI arrange- 
ment is ‘cropped’ such that the melody is reduced to one verse and one chorus (i.e., 
AB form). The ScaleNoteSequence is a skeletal representation which contains no infor- 
mation about the timbre or the phrasing of the melody-instrument, nor the ’swing’ of 
the accompaniment. Nonetheless, for this project we shall make the following assump- 
tions: 

1. even when reduced to the ScaleNoteSequence representation, a melody retains 
some pertinent aspects of its musicality 

2. this musicality is reflected in characteristic information structures 

3. the specific structures vary according to the style/genre of the music 

With the above assumptions, a collection of popular music as MIDI files, and a 
technique to transform it into ScaleNoteSequences, we can state the objectives for this 
work, being - 

1 . to model the information structures that are characteristic for the musical material 

2. using adaptive modelling so that the specific patferns, characferistic for a genre, 
emerge from a training-sef of music, rafher fhan being explicifly defined 

3. fo exfract high-level feafures (via the model) that can be used to define a sfylisfic 
distance measure 

The developed distance measure may be used to compare and organise the music 
based on some of its stylistic properties, as motivated in the previous section. 
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2.1 Melodic Feature Extraction 

At the surface level, music can be regarded merely as one or more parallel ‘flat’ se- 
quences of tones. But music listeners have constructed a set of intuitions or expecta- 
tions about the structure of music, as a consequence of their life-long experience with 
it. The listeners subconsciously impose their internal structures onto music they listen 
to, whereby musical meaning may be perceived from the sequences of tones. 

In this work an adaptive model is presented to mirror and capture some of these 
intuitive ‘grammars’ of the experienced music listener. The underlying assumption is 
that the structures which are represented in the listener’s internal model of music will 
be characteristic in the music itself. Principles of machine learning, techniques from 
nformation theory and statistical pattern recognition have been employed in our model 
to analyse the musical information and extract the characteristic patterns. 

2.2 Viewpoints and Derivative Forms 

Although the melodic material in the ScaleNoteSequence has been quantised in both 
pitch and time, it still represents a complex language, and would hence require a com- 
plex model and also a large data-set to learn from. So rather than attempting to model 
the melodic material directly, a family of viewpoints transform the ScaleNoteSequence 
into some simpler forms. The notion of music analysis by multiple viewpoints was 
coined by Conklin [4,5]. 

Each viewpoint will - 

- define a transformation of the ScaleNoteSequence - possibly via a parent view- 
point - into a derivative form, focusing on a distinct aspect which is thought to be 
relevant to the perceived quality of the material 

- discard information from the ScaleNoteSequence, thus leading to simpler structures 
in the derivative forms - easier to model 

In total, 18 viewpoints are defined in three overlapping categories: 

- rhythmic viewpoints, related to the structure of the ScaleNoteSequence, when the 
pitch information is discarded 

- tonal viewpoints, related to pitch structure, when the rhythm information is dis- 
carded 

- hierarchical viewpoints, related to the metrical structure 

The 18 implemented viewpoints were essentially inspired from established phe- 
nomena in music theory and music psychology, see for instance [9, 14, 11]. Thus each 
viewpoint implements some domain knowledge about what structures are musically 
relevant, but does not impose rules to define what the (genre-)specific patterns are. 

Many of the viewpoints belong in more than one of the above three categories, 
but they still discard some information; for example, one viewpoint is mapping the 
ScaleNote-values onto a binary chord-tone vs. other-scale-tone value. The harmony 
track, that was extracted together with the melody, is only used indirectly: it provides 
a key-centre that allows the MIDI-notes to be mapped onto ScaleNotes, and is addi- 
tionally used by some of the tonal viewpoints to determine whether each ScaleNote 
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Fig. 1. Illustrates the different types of viewpoints: tonal, rhythmic and hierarchical 



is a chord-tone. Thus, only the melody information is exploited by the present model, 
although it might be advantageous, in future work, to model the underlying chord pro- 
gression as well. 

A number of the derivative forms of each viewpoint type are illustrated in Figure 
1, for a four-measure melody sample. The ScaleNoteSequence is depicted in standard 
music notation, as the two are nearly equivalent melody representations. It is beyond the 
scope of this paper to define and justify each individual viewpoint. But, for example, 
the DeltaScaleNoteOn form represents each adjacent pair of pitches (in the ScaleNote- 
Sequence) by the difference between them, counted in scale-steps. This derivative form 
does not represent any rhythmic, absolute pitch, nor metrical information; it is thus an 
example of a pure tonal viewpoint. The arrows above the score in Figure 1 illustrate 
the MelContour viewpoint, which can be regarded as a tertiary version of the MPEG-7 
descriptor in the Introduction section. 

The horizontal sequence of grey-shaded rectangles in the middle of the figure illus- 
trate several pure rhythmic viewpoints: one of these simply transforms the ScaleNote- 
Sequence into a sequence of note- and rest-durations. The braces, in the bottom of the 
figure, illustrate the hierarchical type of viewpoints, focusing on metrical information. 
For instance, one such derivative form discards all the notes not on ‘strong beats’. The 
numbers 1-7, to the right of the score, represent the scale-degrees: in the example the 
note D = scale degree 1, and so forth. 

The above figure shows how focusing on individual aspects of the melodic material 
will lead to simpler information-streams, easier to model than all properties at once (the 
parent ScaleNoteSequence). 



2.3 Markov Models and Entropy 

Replacing the original ScaleNoteSequence, the viewpoints provide 18 different deriva- 
tive forms which focus on musically relevant aspects of the melodic material. 

Now let’s return to the task of comparing two different melodies. Our viewpoint- 
analysis would for each melody provide a set of 18 symbol-sequences, which would 
leave us with the basic choice of either performing string-match sort of operations on the 
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pairs of derivative forms, or somehow characterising the information in each sequence 
so that it can be quantified and compared as a whole. The latter approach is pursued 
here, as we are after a stylistic comparison rather than a phrase-matching. One way of 
characterising the derivative forms would be to compute and compare the statistics of 
the sequences, like the ‘mean note-duration’ or the ‘pitch-interval spread’. However, 
instead of measuring such surface-features, we use a model-based approach in which 
the models can learn the characteristic patterns of a given style, and thus also capture 
temporal structure. 

With his pioneering work, Claude Shannon [22] presented a novel quantifiable 
measure of information content - its unpredictability or entropy. He describes how we 
may consider sequences of symbols (messages), from a finite alphabet, to be gener- 
ated by a discrete source of information, according to probabilities which depend on 
the preceding choices of symbols. The definition of the entropy measure is based on 
these probabilities. Natural written languages are used as examples of such stochastic 
processes [23]. 

Prior to calculating the entropy of messages, it is necessary to construct a stochas- 
tic model of the information source in order to supply the probabilities of the possible 
events. We clearly cannot accept the assumption that symbols in the derivative forms are 
independent on the previous context. Therefore we must consider the conditional prob- 
abilities of the events. Finite-context models provide more accurate entropy measures 
than the ‘zero-memory model’, when symbols are dependent on the previous context. 
An mth order Markov model contains probabilities which model the dependency of the 
next symbol on the preceding m symbols in the sequence [3]. 

We construct and train (estimate transition probabilities for) a Markov model corre- 
sponding to each of the implemented viewpoints. High model-order may lead to more 
precise estimates of entropies for new messages. But, as the number of model states 
depend exponentially on the order, the curse of dimensionality imposes practical lim- 
itations regarding the size of the transition-matrix. Model orders of 2-4 are used, de- 
pending on the number of states for each model, which again depends on the size of the 
alphabet used by the corresponding viewpoint. 

Once trained, each Markov model can estimate the entropy of any new derivative 
form produced by the same viewpoint. Thereby we obtain a relevant quantifiable mea- 
sure of the ‘musical (dis)order’ that we can use to compare two sequences, and con- 
tribute to a measure of their distance. 

For popular music tunes, the entropy of the ‘raw’ ScaleNoteSequence form - which 
contains enough information to re-synthesize the analysed melody — is about 1.5 
bits/symbol. This is equal to 3 bits per eighth-note duration of melody, which is in- 
teresting because the estimated entropy of written English is around 3 bits/letter [3]. 

Applications of information theory to music started in the early 60’ es, although ex- 
periments were limited by the available computational resources. However, the stand- 
point that music could basically be described as a system of probability relationships, 
the complexity and form of which would depend on the style, has been criticised for 
being simplistic and inappropriate — and rightfully so^ 

^ A somewhat similar situation applied to classical AI, in which the music was modelled instead 
by rule-based systems. 
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According to Krumhansl [14], “Information theory rapidly extended beyond the 
engineering applications for which it was originally developed. It had considerable 
impact on psychology in particular, in which it was applied to both linguistic and per- 
ceptual information. [...] Information theory also had some influence in the area of 
music, in which music was compared to a transmitted message. In this context, the 
question was whether it would be possible to ascertain the level of uncertainty that is 
optimal. Music that is too simple, with too much redundancy, is perceived as uninter- 
esting; however, very complex or random music is perceived as incomprehensible. [...] 
Another question asked in this context was whether the measure of information would 
distinguish between different musical styles or different composers.” 

More recently, similar ideas have been pursued with greater subtlety, see [20, 5, 
26]. The latter paper describes a computational model to predict melody-notes of Bach 
chorales. The model, maintaining both a long-term knowledge base and short-term 
‘transitory constraints’, was trained on different musical aspects of a sample set of 
chorales, and its predictions result in ‘entropy profiles’. Human listeners were given 
the task of guessing the notes of certain chorale-melodies, and the results can be in- 
terpreted as entropy profiles as well. This facilitates a quantitative comparison of the 
performance of the computational model with that of the human listener. Witten and 
colleagues report that the entropy-profiles are similar for the two ‘systems’, and in par- 
ticular that they encountered difficulties at the same points in the chorales, indicating 
“...that it is fundamental musical characteristics that are being measured [by the en- 
tropy ] ”. The humans still outperformed the constructed model, but it is suggested that 
“...it does not seem unlikely that machines will eventually outclass people in predicting 
a restricted and well-defined genre of music.” 

2.4 Motifs and LZ- Coding 

Throughout a composition certain short melodic or rhythmic patterns are typically re- 
peated, and there are many ways in which the composer can modify each instance of 
the pattern, depending on the genre, his style, and the musical context. When such a 
recurring musical pattern is recognised by the listener it is known as a theme or a motif. 
As the listener identifies musical sequences as variations, expectations are generated, 
which the composer can either fulfil, or (ab)use to produce musical surprises. 

Pertinent use of motifs is an essential aspect of melodic material, and several of the 
derivative forms were intended to highlight tonal as well as rhythmic motifs, in order 
to quantify these aspects. However, the Markov models do not capture such recurring 
patterns — once the models are trained, they cannot adapt in any way to the individual 
sequence: a repetition of some phrase is not distinguished from any other phrase with 
the same entropy. Therefore another type of processing, based on adaptive encoding, is 
introduced to supplement the Markov models. 

A technique of adaptive dictionary encoding, named Lempel-Ziv coding, is based 
on replacing repeated phrases in a sequence with a pointer to where they have occurred 
earlier. Each element in the encoded output is called an LZ-piece. The original symbol- 
sequence can be reconstructed left-to-right from the LZ-pieces output by the encoding 
algorithm. Although no dictionary or probabilities are coded explicitly, the encoding 
of any symbol sequence containing regularities in the form of repeated phrases will 
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Fig. 2. The derivative form DeltaScaleNoteOn is shown in this example with 4 measures of the 
tune Desperado( The Eagles, 1973) 



typically be shorter than the sequence itself - hence the algorithm’s called a ‘universal 
compressor’. 

LZ-coding comprises a family of algorithms, generally derived from one of two 
different approaches published by Abraham Lempel and Jacob Ziv in 1977 and 1978, 
labelled LZ77 and LZ78 respectively [3]. The algorithm implemented here is a hybrid 
between the LZSS and the LZR algorithms (both of which are based on LZ77), as this 
leads to the combination of properties most suitable for the task at hand. 

As a complementary feature of certain derivative forms, we use the structure of the 
LZ-pieces resulting from the LZ-encoding of the sequence. On these structural prop- 
erties we base our quantitative measure of to what degree phrases are repeated in a 
sequence. Thereby, the set of trained Markov models can be said to capture local struc- 
ture of a derivative form, while the LZ-encoding captures its global structure. 



2.5 An Example Viewpoint 

In this section, the tonal v'le.'wpomt DeltaScaleNoteOn is used as an example of the tech- 
niques described in the preceding sections. Figure 2 shows the corresponding derivative 
form, calculated for with the first four measures of a well-known popular melody. The 
example melody is shown in common music notation, representing (the information of) 
the parent ScaleNoteSequence. The numbers underneath the melody are the DeltaS- 
caleNoteOn derivative form, which is calculated by subtracting each scale-note value 
by the previous note’s value: DeltaScaleNoteOnSeq(i) = ScaleNoteOn(i+ 1 ) - ScaleNo- 
teOn( i). Note that all rhythmic and metrical information is discarded by this tonal view- 
point. 

The two different measures of entropy, introduced in section 2.3 and 2.4, are 
demonstrated in Figure 3 and Figure 4, respectively. The same four measures of the 
example melody are used again. 

The Markov model, demonstrated in Figure 3, characterises local structures in the 
derivative form; the context length is two symbols because a 2. order model is used. 
Each symbol in the sequence, together with its context, corresponds to a transition in 
the model. The entropy value for each transition is based on the probabilities provided 
by the Markov model. The model’s probability transition matrix is estimated during the 
foregoing training-phase, based on a collection of popular music. 

The example of the Markov model entropy shows how a DeltaScaleNoteOn of -7 
with the context [3,-1] has the relatively high entropy of 5.21 bits. This means that this 
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Fig. 3. The trained 2. order Markov model, corresponding to the example viewpoint, calculates a 
measure of entropy based on the local transitions in the derivative form’s symbol sequence 
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Fig. 4. The adaptive coding of the example derivative form by the LZ-algorithm. The first time a 
new symbol appears in the sequence, it is encoded as a Symbol (underlined). In all other situa- 
tions one or more symbols, already encoded, can be matched and hence constitute an LZ-Piece, 
separated by bars in the figure (the actual pointers to the previous locations are omitted from the 
figure for clarity) 



particular transition - the pitch descending an octave after having gone up three scale- 
notes and down one — is quite unlikely in the style on which the model is trained. 
This way, deviations from what the model has learned are quantified for all the tonal, 
rhythmic and hierarchical viewpoints. If two different tunes would deviate in the same 
manner, this would he reflected in their respective feature-vectors, and they would con- 
sequently he considered (more) similar. 

The Lempel-Ziv algorithm’s encoding of the same symbol sequence is shown in 
Figure 4. In contrast to the Markov model, the LZ-algorithm requires no training, and 
therefore has no /’a priori expectations about the sequence. The example demonstrates 
how the algorithm detects recurring sub-strings in the sequence, using the entire pre- 
ceding part of the sequence as context - hence the term adaptive encoding. 

Note that the viewpoint shown in the example (Figure 2) is based on the change 
in scale-note (the ’delta’), and it is therefore unaffected by the actual scale-note val- 
ues. Thus the LZ-algorithm detects the recurring 4-note motif in the example even 
though it is transposed the second time it occurs. This motif has a DeltaScaleNoteOn 
sub-sequence of [2, -2, 3,-1]. The longest LZ-Piece is 4, for the example, which would 
distinguish this melody from another melody with similar local structures (or surface 
features), but without the tonal motifs. 

2.6 Summary of the Melodic Feature Extraction 

The diagram in Figure 5 shows the overall data flow in the model presented, from the 
music in MIDI file form, to the final feature-parameters. 
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Currently, the MIDI files must fulfil certain conditions: For correct extraction of 
the melody-track leading to the ScaleNoteSequence, the melody must reside on its own 
track inside the MIDI file and must he (close to) monophonic. Similarly, the extraction 
of the harmony requires the chords to appear as ‘clusters’ on their own MIDI track, 
e.g. as opposed to arpeggio-style. Furthermore, the material must have a 4/4 meter, and 
the melody must fit within a sixteenth-note quantisation. These limitations could, in 
principle, be overcome by extending the system’s parser of the MIDI note data. Only 
a few general assumptions were made about the music to be modelled. The most 
severe assumptions are that the melody should fit on a diatonic scale, and the chord 
progression (harmony) should provide a stable key-centre. In practice, these assump- 
tions are not very limiting when the material in question is popular music. For instance, 
the melodies rarely contain non-diatonic notes, and mainly as ‘leading tones’. Also, the 
key-centre requirement easily leaves room for, for instance, a change to a related key 
between the verse and chorus. Within the framework of the assumptions and the im- 
plemented viewpoints, the stylistic rules that the model learns depend entirely on the 
material that it is trained on. Two different techniques from the field of information the- 
ory are applied to characterise the patterns of the melodic material on a local and on a 
global scale, respectively. 

The so-called parameterisation of the entropy-estimates, produced by the 
Markov models and the LZ-encodings, is done using standard techniques from statis- 
tical pattern recognition, like measures of the central tendency and spread [7]. Thus a 
fixed-length vector of parameters may be computed for melodic material of any length. 

Because the raw parameters are based on derivative forms that are overlapping in 
the information they represent, the parameters are correlated. A principal component 
analysis is applied to the parameters with two benefits: the resulting feature-parameters 
have a lower dimensionality, and they are de-correlated [12]. The dimensionality can be 
reduced from 150 to 18, while retaining 85% of the variance in the feature parameters. 

The feature-vectors resulting from the analyses of different input tunes, may be 
compared using a standardised Euclidean distance measure. This facilitates a quantita- 
tive comparison of melodic material, based on structural patterns in the melodies, and 
this constitutes our proposed stylistic distance measure. 

3 Clustering and Visualisation 

The presented model was trained on a data set consisting of popular music. To visualise 
the structure of the feature-space and the resulting relationship between the tunes, a 
self-organising feature map was employed. 

3.1 The Training Set 

A collection of 50 tunes constitute a sample from the established popular music. Tunes 
in this musical genre normally have a strong reliance on the melody, which makes them 
well suited for analysis by the presented method. Standard MIDI-files for these tunes, 
which comply with the format assumptions of the system, have been produced. The 
form of each tune is either verse-chorus or simply verse, and the MIDI files have been 
edited to include only one time through this basic form. 
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Fig. 5. Overview of the analysis and feature extraction 



The tunes in the collection belong to two different musical styles: 

- 33 contemporary international pop-songs. Composed during the past three 
decades, most of these songs are known and recognised by the average music lis- 
tener - they are hits and have become classics. 

- 17 Danish traditional songs. Most of these tunes were composed at least one cen- 
tury ago, and in many cases knowledge of their origin and composer is lost [ 16 ]. 
They have survived until present time mainly by virtue of the memorable quality of 
their melodies (and lyrics). 

Tunes from both stylistic categories of popular music have in common that they are 
characteristic and simple enough to be remembered by musically untrained listeners. 
Yet each tune is easily classified (by the same listeners) according to its style, even when 
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re-synthesized from a ScaleNoteSequence level-of-detail. These qualities qualify the 
selected tunes to constitute the data-set for training the Markov models and thereby the 
principal components, i.e. setting the free parameters of our feature extraction model. 

3.2 The Tune Map 

A Self-Organising feature Map (SOM) is often considered a kind of neural network. The 
SOM consists of nodes which are arranged geometrically according to a topology func- 
tion, usually in a two-dimensional grid. Each node is associated with a reference vector, 
corresponding to a point in the input space. During training, the reference vectors are 
fitted to the samples of the training data set; hut for each sample both the best-matching 
node as well as its neighbours are updated. Thereby the SOM training-algorithm tries 
to organise the feature-map such that any two nodes that are close to each other in the 
grid have reference vectors close to each other in the input space. Thus the trained SOM 
can position input vectors, in the grid, according to their clustering in the input space. 
Further details, including training algorithms, can be found in [13]. The functions in 
this work, for training and visualising the SOM, were based on the ‘SOM Toolbox’ [1]. 

The SOM can be regarded a multi-dimensional scaling method which projects the 
data from the input space to a lower-dimensional output space (the grid). Another com- 
mon explanation is that a SOM tries to embed an ‘elastic’ grid in the input space, such 
that every training sample is close to some suitable reference vector, but the grid is bent 
or stretched as little as possible. In effect, the self-organising map learns both the dis- 
tribution and topology of the input vectors of the training data set. Note that the SOM 
(in the form used here) is a case of unsupervised learning, as no target vectors or class 
information is part of the training set. 

Its capability of visualising a high-dimensional vector space, and discovering both 
clustering and cluster-relationships by unsupervised learning, makes the Self-Organis- 
ing feature Map suitable for investigation of the ‘tune-space’ constructed by our melody 
feature extractor. Therefore a SOM is trained on the feature- vectors resulting from the 
model’s melody analysis, thus producing a Tune Map. Figure 6 shows the Tune Map 
of the tune collection described in section 3.1. This collection is composed of popular 
tunes from two different eras, and it is quite conceivable that the patterns of the mu- 
sical idiom for one group of popular melodies would be somewhat different from the 
patterns of another group of popular melodies, composed over a century earlier. This 
a priori classification of the tunes, as either contemporary international pop or Danish 
traditionals, is shown on the SOM above, by printing tune-labels of the latter group in 
inverse. It is unavoidable to observe that these two groups of tunes have been separated 
in the trained SOM. 

As all the tunes of the collection have been processed identically (except for their 
labels), the observed grouping of the data in the SOM must reflect a similar organisation 
in the feature-space. In other words, the extracted feature-parameters capture certain 
properties of the melodic material which characterise its musical idiom sufficiently to 
distinguish Danish traditionals from contemporary pop. 

It would not be unreasonable to expect that other musical properties, represented in 
the features, are reflected in the topology of the SOM as well. However one must avoid 
the temptation to over-interpret the results, such as the fact that both of Denmark’s 
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Fig. 6. The Tune Map of 50 popular melodies from two different eras: Danish traditional songs 
with inverse titles, and contemporary international pop songs with normal print titles 



national anthems share the very same node (top right). A closer investigation of the 
trained SOM involves inspection of its component planes and reference vectors, but is 
beyond the scope of this paper. 

Projections of a high-dimensional feature space onto a two-dimensional SOM may 
lead to a rather ‘convoluted’ map. As an interesting alternative to increasing the dimen- 
sionality of the SOM (making it harder to visualise), a hierarchical structure of SOMs 
can be used [21]. 

4 Conclusion 

In this paper, we have presented a method to characterise melodic material in symbolic 
form. Features are extracted by which a measure of similarity of different melodies can 
be computed. The features are constructed from a set of viewpoints, to focus on com- 
plementary tonal, rhythmic, and metrical aspects of the melodic material. Inspired from 
information-theory, two measures of entropy are employed, both to capture the unpre- 
dictability on a local scale, and to capture phrasing or motifs on a tune-global scale. By 
methods of statistical pattern recognition, the entropy-measures are transformed into the 
feature-parameters that can be applied to a stylistic comparison of melodic material. 

Unsupervised learning is employed at several stages in the model: The detection 
of tonality is based (only) on pitch-profiles in the training data; also optimised in the 
training-phase are the probabilities inside the 18 Markov models characterising the 
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derivative forms, and the projection of the PCA leading to the final feature vector. In 
this study, the model was trained on a small collection of popular tunes, and the free pa- 
rameters of the overall model were thus optimised towards this genre. But in principle, 
this music collection could be substituted with a set of melodic material from a differ- 
ent genre, and by repeating the unsupervised-learning steps the model could simply be 
re-trained. It must be assumed, however, that the realised viewpoints still focus on the 
relevant properties of the new material. A new genre, in which pitch, rhythm, tonality 
and metrical structures were not the significant properties, would require re-formulation 
of the viewpoints. 

The system was tested using a collection of popular music tunes of two different 
eras. A self-organising feature map, trained on the full set of feature-vectors, demon- 
strated an unsupervised clustering of the tunes in the collection - the Tune Map. This re- 
sultant organisation clearly reflected that two different stylistic genres were represented 
in the collection. Thus the feature-parameters have evidently captured some proper- 
ties of the melodies which characterise their individual musical idiom sufficiently to 
distinguish Danish traditionals from contemporary international pop. Note that the self- 
organising feature map is not a classifier, trained to discriminate between traditional and 
modern popular music; the system was never told that the music collection consisted of 
two groups of material. The fact that the Tune Map reflects this stylistic grouping means 
that a corresponding clustering naturally takes place along certain feature dimensions. 

But what (other) high-level characteristics of the melodies does the organisation by 
the feature map correspond to? And which musical attributes are really captured by the 
developed similarity measure? One problem, in answering these questions, is the gen- 
eral difficulty of ‘extracting knowledge’ from statistical pattern recognition models. But 
perhaps the main obstacle, in the interpretation^ of the developed features in terms of 
musical stylistic properties, might be that no objective and rigorously defined high-level 
musical features, on which to base the interpretation, are currently available! If musicol- 
ogy could provide, for instance, a theory to systematically categorise musical material, 
we could simply train a classifier on the categories, and would then be able to inspect 
which features were useful for which discriminations, and also test the generalisation 
ability of the system. Alas, such musical knowledge is not yet available, although the 
issues are topics of active research. Several existing taxonomies of musical genre, used 
in the music industry, have been studied, and their inadequacies and inconsistencies 
demonstrated [19]. 

The presented melodic similarity measure could possibly find applications within 
the MIR community. Note that the developed melodic features could be used either in a 
supervised learning paradigm, such as classification into known genres; or in unsuper- 
vised organisation, as the clustering demonstrated in this paper. 



^ In the foregoing project (Skovenborg, 2000), a genetic algorithm was designed to evolve popu- 
lations of novel melodic material, with a fitness function based on the same kind of similarity- 
measure as presented here. Via MIDI-files, synthesized from the ‘fittest individuals’, the qual- 
ity of the evolved melodies - and thus the melodic features - could be assessed by listen- 
ing. Unfortunately, due to the evolutionary optimisation procedure, this method of algorithmic 
composition is rather time consuming. (This work is to be described in an upcoming paper.) 
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Systems for content based retrieval have been developed for querying a music data- 
base by presenting a melodic search-phrase. With melodic features characterising the 
style of the material, it might be possible to move beyond the string-matching types of 
query to a stylistic query in a collection of music. 
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Abstract. This paper describes a research work in which we study the possibil- 
ity of applying genetic algorithms to the extraction of musical patterns in mono- 
phonic musical pieces. Each individual in the population represents a possible 
segmentation of the piece being analysed. The goal is to find a segmentation that 
allows the identification of the most significant patterns of the piece. In order to 
calculate an individual’s fitness, all its segments are compared among each other. 
The bigger the area occupied by similar segments the better the quality of the 
segmentation. 



1 Introduction 

In artificial intelligence, it is common to name the process of identifying the most mean- 
ingful patterns occurring in some piece of data as pattern extraction. An important 
branch of this investigation area is dedicated to the problem of identifying the most 
meaningful patterns in data that can be represented as strings of symbols. This is a 
problem of great relevance in areas like molecular biology, finance or music. In the 
particular case of music, the identification of these patterns is crucial for tasks like, for 
example, analysis, interactive on-line composition or music retrieval [1]. 

In previous work done in this area ([2-A]) the musical piece to be analysed can 
be almost exhaustively scanned, so that all the existing patterns are identified. After 
that, some criteria are applied so that the most meaningful patterns can be identified. 
While this may be an effective procedure, we think that it is reasonable to investigate 
the possibility of identifying the most meaningful patterns existing in one musical piece 
without searching the entire space of its segments. 

This paper describes a research work in which we study the application of genetic 
algorithms to the extraction of musical patterns in monophonic musical pieces. The two 
main reasons for choosing genetic algorithms to this type of problems are: the search 
capacity already demonstrated by these algorithms in very complex problems; the possi- 
bility of representing individuals as possible segmentations of the piece being analysed. 
This way, if we guide the search such that segmentations with the most meaningful pat- 
terns are favoured, at the end it will not be necessary to do extra processing. Since until 
now we have been more concerned with the question of “how can this be done?” and 
with “does it solve the problem?” than with “how fast it is”, this paper will not cover 
aspects related to time performance. 

U.K. Wiil (Ed.): CMMR 2003, LNCS 2771, pp. 114-123, 2004. 

© Springer- Verlag Berlin Heidelberg 2004 
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We start, in Section 2 by describing the prototype system we developed, named 
EMPE (Evolutionary Musical Pattern Extractor). In Section 3 we show the results 
obtained in some experiments that we have done. Finally, in Section 4 we draw some 
conclusions and indicate some future steps in our research. 

2 EMPE Description 

EMPE uses a genetic algorithm to discover the most significant patterns existing in a 
musical piece. It receives the piece to be analysed as an argument and returns a segmen- 
tation of that piece. 

2.1 The Genetic Algorithm 

Genetic algorithms are parallel and stochastic search algorithms inspired by the evo- 
lution theory and molecular biology, which allow the evolution of a set of potential 
solutions to a problem. In our approach, we use is a typical genetic algorithm, although 
with some changes. It starts by randomly creating an initial population P(0) of size n of 
potential solutions to the problem (each one represents a segmentation of the piece be- 
ing analysed; see Section 2.2). Then, it evaluates this population using a fitness function 
that returns a value for each individual indicating its quality as a solution to the problem. 

After these two steps it proceeds iteratively while a stop condition is not met. In 
each iteration, the first step consists of the creation of a new population Pl(t), also of 
size n, by stochastically selecting the best individuals from P( t), the current population. 
Among the several existing selection methods, we use the tournament selection method 
[5], with tournament size of 5. After the selection step, a new population P2( t) is created 
by stochastically applying genetic operators to the individuals of Pl(t). The genetic 
operators we use are classical two-point crossover and classical mutation [5] . After the 
application of genetic operators we introduce another step that, while not being a new 
one, doesn’t make part of typical genetic algorithms. It consists of the application of 
another type of operators, usually called learning operators [6], to some individuals of 
P2(t). This step is inspired by the fact that the performance of biological organisms can 
be improved during their lifetime through learning processes. In artificial systems, some 
common differences between genetic and learning operators are: genetic operators have 
a predefined probability of being applied to any individual, while learning operators are 
usually applied only to a small randomly chosen set of individuals; learning operators, 
differently from genetic operators, are usually deterministic and are sequentially and 
repeatedly applied to each chosen individual during a fixed number of iterations or until 
their application stops improving the individual’s fitness. The learning operators used 
in our algorithm will be described in section 2.5. 

In the last step of the cycle, the modified P2(t) becomes P(t-\-l ), whose individuals 
are then evaluated using the already mentioned fitness function. Finally, after the search 
process is terminated the learning operators are applied to the best individual found, so 
that some last improvements can be made. 

2.2 Individual’s Representation 

In EMPE, each individual stands for a segmentation of the piece being analysed, i.e., it 
consists on a sequence of segments in which the piece can be divided. 1 illustrates how 
individuals are represented and how they must be interpreted. 
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Fig. 1. A sequence of chromatic intervals and an individual representing a segmentation of it 



As we can see in this figure, each individual consists of a binary string. All indi- 
viduals of the population have the same length, equal to the number of intervals of the 
piece to be analysed (although in 2 we only show information relative to pitch, we actu- 
ally represent musical pieces as sequences of tuples chromatic -interval, duration _ratio). 
The i-th digit of the binary string corresponds to the i-th interval of the piece. Segments 
simply correspond to “0” sequences, being the “1” s to represent intervals that, being 
between segments, do not belong to any. Following this interpretation, the individual 
of Fig. 1 corresponds to the interval segments sequence “5, 2, -3, 3, 4, -2 5, 2, -3”, 
equivalent to the note segments sequence “C, F, G, E, D, F, A, G, C, F, G, E”. 

Due to practical reasons, before the learning operators application step, we convert 
individuals into a representation of the type “[Ig rg] ... //„ r„7”, where [li r,7 stands 
for the i-th segment of the piece, and 1; and r, represent, respectively, the left and right 
limits of that segment. This type of representation, besides being a more understandable 
one, has the advantage of allowing an easier access to segment limits, which among 
other things, facilitates the evaluation process. Thus, in practice we have two types of 
representation: one we refer to as the genotype, on which genetic operators are applied, 
and another we refer to as the phenotype, into which individuals are converted before 
the learning operators application step. In order to facilitate the reading, in the rest of 
the paper we will use preferably the phenotype representation instead of the genotype 
one. 

In EMPE, as we allow the user to define upper and lower limits to segments’ length 
through, respectively, parameters minsegJen and maxsegJen, it may happen that the 
application of genetic operators generates individuals with segments that violate these 
limits. In order to correct these situations, all individuals resulting from the application 
of genetic operators are submitted to the following correction procedure: if a too small 
segment occurs, concatenate it with the next segment (this is done easily by changing 
the “1” between the two segments by a “0”); if a too big segment occurs, divide it in 
two equal length segments. 

2.3 Fitness Evaluation 

Individuals, as described in the previous section, do not say anything about which seg- 
ments are patterns. This information is attached to each individual during the evaluation 
process in the form of relations between segments, as we will now see. The fitness of an 
individual is calculated by comparing all its segments among each other. If the distance 
between two segments is less than a given value, they are considered similar and a re- 
lation between them is created. If this is not the case, no relation is created and the two 
segments are not considered as similar. Every time a relation is created, the difference 
value between the two segments is attached to it. In Fig. 2 we show an individual and 
the relations that are created as a result of this process (in this case, just one). Each rela- 
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Fig. 2. An individual representing a segmentation of a musical excerpt and the relations created 
as a result of the evaluation process 



tion is represented by a structure {segi^os, seg 2 -pos, dif), where segi^os and seg 2 -pos 
are the ordinal positions of the two segments (we consider that the first segment’s posi- 
tion is 0) and dif is the difference between them. Although, from the genetic algorithm 
point of view, relations aren’t part of individuals, it is obvious that this information is 
essential for the appreciation of the merit each individual has. Thus, whenever possible, 
in the rest of the paper individuals will be followed by the relations existing between 
their segments. 

The goal of the system is to find an individual for which the sum of the length of 
the segments participating in relations is the maximum possible and for which de sum 
of the differences attached to all the created relations is the minimum possible. Stated 
another way, the goal is to find an individual that maximizes the following function 

m m 

f{x) = ax "^d(reli) +bx '^area(si) 

1=1 1=1 



where x is the individual to be evaluated, a is a negative constant, h is a positive 
constant, m is the number of relations created as a consequence of the segment com- 
parison process, d(reli) is the difference attached to relation rek calculated with the 
Wagner-Ficher algorithm [7], n is the number of segments of x, and 



area{si) 



r, = /, -f 1 , if segment s, makes part of at least one relation, 
0, if not 



is the length of each segment participating in at least one relation (the length of each 
segment is summed only once, even if it participates in more than one relation). The 
Wagner-Ficher algorithm measures the distance between two strings by the number of 
operations of insertion, deletion and substitution needed to transform one into the other. 
The difference value between two segments, under which they are considered similar, 
was defined empirically as 5, if the smaller segment has length greater than 20, and 
as l/4th of the smaller segment length, if not. We admit that more work is needed to 
choose the appropriate values. 

Besides the difference between two segments, another aspect that can prevent the 
creation of a relation between them is their length. Actually, we allow the definition 
of a minimum value to the segments length — which we call min^atJen — under 
which a segment cannot be considered similar to any other segment. This doesn’t mean, 
however, that segments with a length less than min^patJen cannot exist (the parameters 
that actually bound segments length are min_segJen and maxsegJen). The existence of 
the min^atJen parameter allows us to define that, for example, in the first segmentation 
of the piece being analysed, only the bigger patterns can be identified, although small 
rests, which are segments that don’t participate in any relation, can coexist with these 
patterns in the segmentation. 
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Fig. 3. First learning operator application example 
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Fig. 4. Second learning operator application example 



A last word about evaluation; in the present version of the system, segments are 
only compared in their original form. This does not mean, however, that they cannot 
be also compared, for example, in their retrograde or inverted form. In fact, this will be 
one of the next steps we will take in improving the system. 

2.4 Learning Operators 

In the learning operators application step, four operators are applied to a small randomly 
chosen set of individuals. These operators are applied iteratively to each chosen individ- 
ual until it is not possible to Improve its fitness. At the end of each cycle the correction 
procedure described above is applied in order to correct possible invalid situations, but 
now at the phenotype level. This operation can, however, deteriorate the individual’s 
fitness to a level worst than it had before the learning process. Consequently, the mod- 
ifications done by the operators and the correction procedure only acquire a definitive 
character if at the end of the process an effective improvement is achieved. If this is 
the case, the individual’s genotype is updated in order to reflect the modifications done 
at the phenotype level. We will now describe the four operators used in the learning 
process. 

The first operator does the same thing to all limits between segments: first, it tries 
to shift the limit to the left the more units it can, which means that it stops once this 
implies a decrease in the individual’s fitness. When this happens, it tries the same thing, 
but now to the right. Figure 3 illustrates the shifting in one unit to the left of the limit 
between the first and the second segments of an individual. 

The second operator consists just in concatenating all the individual’s consecutive 
rests. This operator, as the one we will describe next, was initially conceived with the 
single purpose of simplifying individuals’ structure. However, its application can also 
cause an improvement in the individual’s fitness since it is possible that it leads to the 
creation of new relations in which the new segments participate. Figure 4 illustrates 
this situation. 

The third operator is better described through an example. Consider the musical ex- 
cerpt of figure 5, which has an AXA structure. The individual allows the identification 
of all recurrent existing material, but it has a clearly more complicated structure than 
needed (ABCXABC). The purpose of this operator consists on the detection of these sit- 
uations and on the simplification of individuals if this does not imply a fitness decrease. 
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It can also be viewed as a bias for segmentations with longer patterns. Thus, although 
the htness function does not state any preference for longer patterns this preference 
exists and is expressed through this operator. 

The fourth operator is similar to the first one, but it operates simultaneously on the 
limits of segments that together participate in one relation. Consider, for example, that 
there exists a relation between segments [lx rx] and [ly Vy], This operator starts by trying 
do shift the left limit of both segments to the left, resulting in the new segments [lx - 1 
rx] and [lyl ry] (these modifications imply that the limits of adjacent segments are also 
modified). This procedure is repeafed while it does not decrease the individual’s fitness. 
When this happens, the operator tries to shift left limits to the right the more positions 
it can. After left limits are treated, the same procedure is applied to the segments’ right 
limits, but now, first to the right and then to the left. 

2.5 Further Segmentations 

It is consensual that almost all musical pieces have a hierarchical structure. This means 
that they are composed of bigger related segments that are also decomposable into 
smaller ones. In EMPE, further segmentations are done by first choosing some of the 
segments identified in the previous segmentation and then applying the same segmen- 
tation process to a “new musical piece’’ composed by these segments. 

Although segment classification is not a central goal of our work, the problem of 
deciding which segments must be chosen to make part of the “new piece” to be analysed 
can be seen as the one of choosing the most representative segment - the prototype - 
of each segment class existing in the musical piece being analysed. The classification 
algorithm we used, which we will not describe in this paper due to lack of space, is 
rather rudimentary, being one of the main aspects we must improve in the future. One 
of its characteristics is that similarity relations between segments are considered as 
transitive, which is not true. This means that, if segment si is similar to $2, and ^2 to 
S3, then all the three will belong to the same class, even if si and S3 are not similar. 
However, this was not a problem in all the experiments we have done, since in none of 
them a class was created to which two dissimilar segments belonged. 

After the classification process, we must decide which of the segments of each class 
is its prototype. This decision is taken in the following way: if the class has just one 
segment, then that segment is its prototype; if it has two segments, choose the smaller of 
the two segments; if the class has more than two segments, its prototype is the segment 
to which the sum of the differences between it and the other segments of the class is 
smaller. 
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Fig. 6. “Maria muoter reinu malt” 



The “new piece” to be analysed is created juxtaposing the chosen segments by the 
order they appear in the original piece. Between each two segments a special interval 
is inserted with the purpose of preventing, in the next segmentation, the creation of 
segments that are not sub-segments of the previously identified ones. This is achieved 
by placing a 1 in all individuals’ genotype positions corresponding to special intervals 
and by prohibiting genetic and learning operators from modifying them. 

3 Experimentation 

In this section, we show the results obtained after some experiments done with the 
troubadour songs “Maria muoter reinu mart” (Fig. 6) and “Kalenda Maya”(Fig. 9), 
used by Ruwet in [8] to exemplify his analysis procedure. In these figures, we also 
show what segments this author identified. We have done 30 runs for each piece and, 
in each run, we used populations of 100 individuals evolving during 100 generations 
(the termination criterion is the number of generations since it is impossible to know, in 
advance, what is the fitness value corresponding to the best segmentation). The proba- 
bility of applying crossover and mutation operators was defined, respectively, as 70% 
and 1%. In each generation, only one individual was submitted to the learning process. 
Values used for weights a and b of the fitness function were, respectively, -2 and 1. 
Parameters maxsegJen and miruegJen were defined, respectively, as half the length 
of the piece and 2. Finally, parameter min^atJen was defined as 10% of the length of 
the piece in the first segmentation and 2 in the second. 

3.1 “Maria Muoter Reinu Mait” 

In the first segmentation of this piece, all the best individuals generated in each of the 
30 runs have a structure identical to the one depicted in figure 7, which corresponds to 
the first segmentation done by Ruwet. We can, thus, say that EMPE has no difficulty in 
discovering the higher-level structure of this piece. 

The second segmentation was done using an interval sequence constructed from 
segments identified in the first segmentation. This sequence is composed by segments 
[36 39] and [71 88] (respectively, segments A’ and B) by this order. Individuals equal 
to the one depicted in figure 8, which nearly correspond to the second segmentation 
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Fig. 7. Best individuals generated in the first segmentation of “Maria muoter reinu mait” 
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Fig. 8. Best individuals generated in the second segmentation of “Maria muoter reinu mait” 



done by Ruwet, were generated in 21 of the 30 runs. The only differences are that 
segments c and d are both divided in two. However, it is only possible to identify the 
three occurrences of segment dl by dividing them. 

3.2 Kalenda Maya 

In the first segmentation of this piece, 20 runs resulted in individuals with the same 
structure of the one in figure 10. 

As is possible to confirm in this figure, these individuals’ first four segments cor- 
respond to the first four segments identified by Ruwet. In order to explain the configu- 
ration of these individuals’ last four segments we must first turn our attention into the 
two segments Ruwet identifies as D and D’. The difference between them, calculated 
with the Wagner-Ficher algorithm, is equal to 6, which is greater than ^th of the length 
of segment D, the smaller of the two segments. This means that, even if an individual 
had two segments corresponding to segments D and D’, no relation would be created 
between them during the evaluation process. 

Given the impossibility of associating segment D and D’ through a similarity re- 
lation, what does the genetic algorithm? Following the fitness function, it tries to find 
segments that lead to a higger portion of covered area with the minimum possible dif- 
ferences between related segments. In order to achieve this, after the first four segments, 
it divides the rest of the piece in another four segments, two of which are equal (seg- 
ments 4 and 6 in 10 These two segments, constituted by two occurrences of segment 
c plus the common beginning of segments D and D’, are, after the two occurrences of 
segment A, the two bigger identical segments of the piece. This way of doing things 
is, in fact, consistent with Ruwet’s analysis procedure: “first try to identify the bigger 
identical segments existing in the piece”. 

In the second segmentation of this piece, the interval sequence that was analysed 
was composed by segments [0 20], [44 52], [64 73], [75 77] and [71 88] by this order. 
Figure 1 1 depicts the structure of the 1 8 best individuals generated in the 30 runs done. 
These individuals, besides the two occurrences of segment c, allow the identification of 
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Fig. 9. ‘ ‘Kalenda Maya” 
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Fig. 11. Best individuals generated in the second segmentation of “Kalenda Maya” 



the similarity between the beginning of segments A and B/B ’ (segments 0 and 5 in the 
hgure), and the similarity between two sub-segments of A (segments 2 and 3). 



4 Conclusions and Future Work 

In this paper we have presented a genetic algorithms based approach to musical pattern 
extraction. In the first phase of this research work we have been more engaged with the 
question of how this type of algorithms can be used to effectively solve the problem 
without worrying about complexity issues. The experiments we have done allow us to 
think that, in fact, this approach is a viable one (besides “ Maria muoter reinu mart” and 
“Kalenda Maya”, we have done experiments with some others pieces as, for example, 
Debussy’s “Syrinx”, with also good results). 

Our future work will comprise two types of tasks: some in which the goal will be 
to increase the quality of the generated segmentations, as well as the probability of 
generating them, and some in which the goal will be to study and, if possible, reduce 
the algorithm’s complexity (each run for the hrst segmentation of the two pieces used in 
this paper took approximately 0.4 seconds in a AMD Athlon XP 1.54 GHz). Some ideas 
for the first set of tasks are: the utilization of more music oriented distance measures 
such as the ones described in [2] or [9]; the comparison of segments in their retrograde 
and inverse form; the utilization of a better classification algorithm. In what concerns 
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to complexity, it can be reduced if we avoid the comparison of two segments more than 
once. This may happen because it is almost certain that, during the search process, two 
or more individuals will have some common segments. We think that a data structure 
similar to the one used in [2] may help avoiding this repetition. The challenge with this 
method will be to maintain space complexity to reasonable levels. 
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Abstract. In the context of musical analysis, we propose an algorithm that au- 
tomatically induces patterns from polyphonies. We define patterns as “percepti- 
ble repetitions in a musical piece”. The algorithm that measures the repetitions 
relies on some general perceptive notions: it is non-linear, non-symetric and non- 
transitive. The model can analyse any music of any genre that contains a beat. The 
analysis is performed into three stages. First, we quantize a MIDI sequence and 
we segment the music in “beat segments”. Then, we compute a similarity matrix 
from the segmented sequence. The measure of similarity relies on features such 
as rhythm, contour and pitch intervals. Last, a bottom-up approach is proposed 
for extracting patterns from the similarity matrix. The algorithm was tested on 
several pieces of music, and some examples will be presented in this paper. 



1 Introduction 

Automatic music analysis is an increasingly active research area. Among the main tack- 
led subjects, the search for musical patterns is at a central place. Indeed, most of the 
musical pieces are structured in various components (“phrases”, “motives”, “themes”, 
“generative cells”...) that can naturally be associated with the notion of pattern. Con- 
sidering the only notion of “pattern” simplifies (or postpones) the issue of making the 
distinction between the different natures of the components (theme, motive etc...) of 
a musical piece. However, answering to the question “what is a pattern?” is still rather 
difficult. Often, the notion of pattern can be linked with the notion of repetition: patterns 
emerge from repetition. But a pattern could also be defined by ifs salient boundaries, 
and then patterns would emerge from discontinuities in the music. Last, patterns can 
also be characterized as independent and coherent entities. Providing a definition is all 
the more difficult as we place ourselves in a musical context. Most of the time, patterns 
are linked with perceptive notions, which raises one question: can we consider as “pat- 
terns” the structural (one would say mathematical) regularities of a musical sequence, 
even if theses regularities are not perceived? Inversely, do perceived repetitions only 
correspond to exact repetitions? We think that the notion of similarity between two se- 
quences plays an important role in the perception of patterns and it should be part of a 
pattern extraction system. 

U.K. Wiil (Ed.): CMMR 2003, LNCS 2771, pp. 124-142, 2004. 
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In this article, we have chosen to focus on perceptible musical structures. Moreover, 
we assume that musical structures can be induced from the extraction of repeated se- 
quences (that we call patterns) and thus we address the issue of extracting “perceptible 
repetitions” from a musical piece. 



2 Background 

The literature is quite poor in algorithms that automatically extract patterns (perceptible 
repetitions) from polyphonic music. 

An interesting method, starting from the audio, is proposed by Peeters [1]. It con- 
siders the signal as a succession of “states” (at various scales) corresponding to the 
structure (at various scales) of a piece of music. A similarity matrix is computed from 
feature vectors. The similarity matrix reveals large and fast variations in the signal that 
are analysed as boundaries of potential patterns. The patterns are then grouped accord- 
ing to their similarity. The method is relevant for pieces that contain salient transitions 
(timbre changes, important energy variations etc...), but could reveal less relevant for 
the detection of phrases in piano music. 

Another method in Lartillot [2] starts from MIDI hies and induces patterns by 
analysing the musical sequence in a chronological order. All the possible combina- 
tions of successive events contained in a temporal window of limited size are potential 
candidates for being a pattern. The notions of temporal context and expectation are 
modelized. However, if very promising, this method cannot analyse long sequences 
with too many events because it would require a too high computation cost. Moreover, 
polyphonic context (see 4. 1 for dehnition) is not considered. 

Rolland [3] proposes a model that uses dynamic programming. All pairs of possible 
patterns of a given sequence are compared. Pairs whose similarity value overlaps a 
given threshold are memorized into a similarity graph. An interesting optimisation of 
the computation time is proposed. However, the similarity measure that is used is linear 
which might not be cognitively relevant for us as we consider a pattern as a whole entity 
(see equation 1 in 5.2). Moreover, the algorithm cannot extract patterns from unvoiced 
polyphonic music, such as piano music. 

Meredith et all [4] propose a multidimensionnal representation for polyphonic mu- 
sic. The algorithm searches for different matchings of the geometrical figures of feature 
vectors by translating them in a multidimensionnal space. This approach is interesting 
because it offers a graphical answer to a musical issue. However, only exact repetitions 
can currently be extracted. The way to solve this issue seems to hnd relevant repre- 
sentations that could be identical for musical patterns that are perceptively similar but 
physically different. Otherwise, the repetition detection algorithm should be modified. 

Last, Cambouropoulos [5] proposes to segment a MIDI file and then to catego- 
rize the segments in clusters. The segmentation algorithm uses a boundary detection 
function that computes the similarity between all the possible patterns of the sequence. 
Then, the segments are clustered according to a threshold that depends on the differ- 
ent distances between the segments. Once the clusters are computed, the distances be- 
tween segments are computed again in order to optimize the current clustering, and the 
clustering function is called again until the clusters are found optimal. This method is 
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Fig. 1. Beginning of the Sonata for piano No9 EM from Beethoven. The first note and the three 
chords form a pattern. Transforming the three chords into three independent voices would not be 
perceptively relevant. 



interesting because it analyses whole sequences of polyphonic MIDI music, and the 
notion of context is originally used in one of the two steps of the analysing (the clus- 
tering). However, the segmentation step appears hazardous, and would require a high 
computational cost. 

3 Aims 

The algorithm we present in this article is a new model for extracting patterns from 
polyphonic MIDI sequences. Our aim is that the patterns we extract can be considered 
as components of the musical structure. In order to build a system the more general 
as possible, we do not consider any knowledge based on tonality neither we consider 
particular styles. Several perceptive notions are taken into account in the algorithm. 
However, in a first step, we have chosen to challenge the limits of a system that does not 
modelize temporal context or expectation. Indeed, the integration in the system of all 
the cognitive mechanisms that play a role in our perception of music is far too complex. 
Thus, we have to draw the limits of the model. The consideration of temporal context 
and expectation should be possible in a second step, but we first prefer to explore the 
limited system, and we will rely on the results to show that our method offers promising 
applications. Besides, we will not try to extract all but a set of significant patterns from 
polyphonic music. If our aim is that the extracted patterns are the most relevant of all 
the sequence, we consider as more important the relevance of the pattern itself. 

4 Introduction to the Pattern Extraction Model 

4.1 General Considerations on Patterns 

We have defined patterns as “perceptible repetitions in a musical sequence”. This notion 
has to be refined before we describe in details the model. 

An issue arises when refining the term ‘repetition’ of the definition. How to define 
the similarity between two sequences? An attempt to answer to this question is proposed 
in 5.2. 

Another issue stems from the polyphonic context: is a pattern a single melodic line 
inside a polyphony, or is it itself a polyphonic component of a polyphony? For instance, 
let’s consider the following extract of the 9nth Beethoven’s sonata (Fig. 1). The se- 
quence that is composed by the first four events can be called a pattern as it is repeated 
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Fig. 2. A pattern extracted from the Sacral dance of the Rite of the spring from Stravinsky. A 
monodic voice could hardly he isolated from the polyphonic pattern. 



several times. This sequence is polyphonic (one note followed by three chords). Should 
we consider that the sequence of chords is composed by three different monophonic 
patterns that are superposed, or is it only one polyphonic pattern? Would it be relevant 
to dissociate the chords in as many components as there are notes inside, or should we 
consider them as entities? This also asks the question of the independence of a melodic 
line from its polyphonic context. Can we always isolate one or several monophonic 
lines, or do the superposition of several notes form a unique entity that cannot be de- 
composed? In several musical examples, there would be no reason to extract a single 
monodic line (see also Fig. 2). 

We also claim that considering a single melodic voice without its polyphonic con- 
text is often nonsense, as the polyphonic context often plays an important role in the 
perception of the structure of the piece. For instance, if we consider the beginning of the 
Sonata AM d664 opl21, Irst Part from Schubert (Fig. 3), one can extract the melody 
from the voice at the top. However, the segmentation of the melody in different patterns 
(that correspond in musical analysis to the usual “antecedent-following” repeated one 
time with variation) is not trivial without information on the polyphonic context. Simi- 
larly, if we consider the beginning of the Intermezzo opl 17 nol from Brahms (Fig. 4), 
we could extract the melody by hand with difficulties (it is not at the top of the voices, 
and it is repeated but with big variations), but it would not characterize the excerpt. In- 
deed, one could imagine the same simple melody in very different polyphonic contexts, 
divided in several different voices. 

However, and this raises one of the main issues, the only melodic line should also be 
taken into account, for instance when it follows the model ‘melody + accompaniment’ . 
Indeed, in this case the melodic line could be separated from the accompaniment and 
considered as a monophonic pattern that would be repeated in the following music 
sequence, but with different accompaniment, or with melodic variations. This is mainly 
a perceptive issue that is difficult to solve with only one rule. 

Sometimes, the solution is trivial. For instance, melodic lines are often difficult to 
follow in Bach’s Fugues, but fortunately, they appear at the beginning of the fugue 
one after the other, which let us time to memorize them. In this case, the pattern first 
appears in a monophonic context (the Fugue’s subject) and then is repeated and varied in 
a polyphonic context. The issue is not to extract a pattern (monophonic or polyphonic) 
from polyphony but to recognize a known (or memorized) monophonic pattern inside 
polyphony. However, in some pieces such as canons, only the beginning of the pattern 
appears in a monophonic context. The repetition of the pattern covers a part of it. Thus, 
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Fig. 3. Beginning of the Sonata AM d664 opl21, Irst Part from Schubert. The four patterns 
correspond to the structure antecedentl-followingl-antecedent2-following2. This structure could 
not be extracted from the consideration of the only melodic line. 



in a polyphonic context, music cannot always be segmented in individual successive 
segments (that is often proposed in several musical theories) and possible coverings 
between the structural components must be taken into account. 

Whatever the situation would be, we believe that the polyphonic context plays an 
important role. Even if a single melodic line could be extracted from the polyphony, 
the polyphony should be associated to the melody in most of the cases. One could say 
that when remembering a polyphonic excerpt, we often sing a single melodic line, but 
this is due to our physical impossibility to sing a polyphonic sequence, and often when 
singing the melodic line, we hear (but don’t sing) the polyphonic context (at least the 
harmony) that was associated with it. It means that we have memorized it, and that we 
take it into account in our comparisons with other sequences. In this article, we propose 
to define a pattern as a polyphonic component of a polyphonic sequence. 

4.2 General Architecture of the Model 

Our model analyses a MIDI file that contains the onset (in milliseconds), the pitch (in 
midicents) and the duration features. The dynamic and the channel features are not 
considered. 
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Fig. 4. Beginning of the Intermezzo opll7 nol EM from Brahms. The sequence can be divided 
in four similar patterns (1-6, 7-12, 13-18 and 19-24) Polyphonic context is part of the structure 
of the sequence. The only melody line with another polyphonic context would not be stated as 
similar to this one. 
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Fig. 5. A sequence of beat-segments (b.s) extracted from the “Variations Goldberg” from Bach. 
The vertical lines delimit the beat segments. Horizontal lines are the durations of each event. 

The model is composed of two main algorithms: 

- the first algorithm computes several similarity matrices from a quantized MIDI 
files. 

- the second algorithm extracts patterns from the similarity matrices 5.1. 

In the first algorithm, we first quantize and segment the MIDI sequence with an 
algorithm proposed in Meudic [6] . The boundaries of the segments correspond to the 
downbeats of the music. The initial sequence of MIDI events is thus considered as a 
sequence of beat-segments. Each beat-segment (b.s) is itself a sequence of MIDI events 
(see Fig. 5). Then, given a length L (in number of beats), each sequence of b.s of length 
L is compared with all the other sequences of same length. For each comparison, three 
similarity values are computed (corresponding to three different features: pitch inter- 
vals, pitch contour and rhythm) and associated with the events of the two sequences 
that have been found similar (we call them “templates”). All the similarity measures 
are then stored in similarity matrices. The measures of similarity we use are presented 
in 5.2. 

In the second algorithm ( 5.1), patterns are extracted from the similarity matrices. 
First, the matrix cells (a matrix cell is a couple of two sequences of b.s of same length) 
are filtered and clustered according to their similarity value. Then, patterns are extracted 
in a bottom-up approach that starts from the different clusters of cells and then groups 
them in new (and often smaller) clusters with longer cells. 

5 The Similarity Matrices 

5.1 The Computation of a Matrix 

A similarity matrix (Fig. 6) stores the similarity values between the pairs of b.s 
(beat. segment) sequences of same length L (in number of beats). The units of the ver- 
tical and horizontal axis are expressed in number of beat-segments. We consider the 



130 



Benoit Meudic and Emmanuel St-James 




Fig. 6. Four different similarity matrices from first 30 seconds of (from left to right and top to 
bottom): Sonata AM d664 opl21 2nd Part from Schubert, Irst Gymnopedie from Satie, Irst and 
3rd part of the Sacral dance of the Rite of the Spring from Stravinsky. White areas correspond 
to dissimilar cells. The unit for both vertical and horizontal axis is expressed in number of beat- 
segments (one cell per beat-segment). 

matrix as symmetric (see discussion in 5.2 ). Each cell refers to a pair of b.s sequences. 
The vertical and horizontal positions of each cell are the two beginning positions (in 
number of beats) of the two corresponding b.s sequences. 

Each similarity measure provides a real value between 0 and 1 that states how sim- 
ilar are the compared sequences (1 is for identical). 

In the model, sequences of b.s are of same length (length is expressed in number 
of b.s) so that each position of b.s in a given sequence can be matched with the same 
position of b.s in the other sequence. 

The choice of the length L can appear somewhat arbitrary. The issue is to find the 
“right level” between the maximum length of patterns that cannot be divided in several 
parts and the minimum length of patterns that can be divided. Indeed, we think that 
some patterns must be considered as whole entities (see sub- section 5.2) and not as the 
concatenation of smaller patterns. Two such patterns (sequences of beat- segments) can 
be similar while their components (the beat-segments), if considered individually, are 
different. We think that the maximal length of such patterns could be linked to the limits 
of our short-term memory: when listening to a musical sequence, we compare what we 
are hearing with what we have already listened. If what we are hearing is a variation of 
something already listened, we will match the two sequences. We match the sequences 
because they share common aspects. The question is: what is the minimal number of 
common aspects, and the maximal distance between the aspects, that is required to 
initiate a match between the sequences. In other words, what is the maximal size of 
a pattern (for us, the size is in number of beat-segments) that must be considered for 
matching it with another pattern? 
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Fig. 7. Seql and Seq3 have similar consecutive intervals but are globally different. Seq2 and 
Seq3 have also similar consecutive intervals but are globally more similar. Intervals between not 
consecutive events have to be considered to measure this difference. 



In our tests, we have decided to define a “blurred” length of pattern L: we compute 
the similarity between pairs of sequences of length L, L-1, L-2 and L-3, and we choose 
the best (the higher) similarity value (a decreasing coefficient is applied to the similarity 
value when the length of the sequence decreases, in order to support longer sequences). 



5.2 The Similarity Measures 

In this part, we define several similarity measures between two b.s sequences of given 
length. 

We compute three different similarity values by considering three different sets of 
features; pitches (chords, pitch intervals etc...), pitch contours (contour at the top and 
at the bottom of the polyphony) and rhythm. The similarity values are computed in 
respect with some cognitive aspects (see sub-section 5.2). Each time a similarity value is 
computed between two sequences seql and seq2, it is associated with two “templates”, 
that is to say the events of seql similar to seq2 (template 1) and the events of seq2 similar 
to seql (template2). These templates will be used to refine the kind of similarity relation 
that exists between the two sequences (see sub-section 6.1). 



Similarity in a Polyphonic Context. We assume that the notion of similarity between 
two polyphonic musical sequences makes sense. No information is available on the dif- 
ferent voices of each sequence. Computing the intersection between the two sequences 
would appear as an intuitive way to measure what is common between the two se- 
quences. However, the intersection could be empty while the two sequences would be 
perceived as similar. 

Thus, we state that a sequence x is similar to a sequence x^ if x is approximatively 
included in x*. For instance, when listening to music, we try to associate one sequence 
already heard with the current sequence we are hearing. We do not intersect the two 
sequences, but we evaluate the similarity between one sequence and a reference one. 
Thus, in our model, we understand similarity between two sequences x and x* as the 
distance from x to a certain sequence sub(x^) included in x^ 
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Cognitive Aspects of the Similarity Measure. First, a musical sequence of b.s is con- 
sidered as a whole entity (it may contain an abstract cognitive structure) and not solely 
as the concatenation of smaller entities. Thus, the similarity measure is not linear (see 
equation 1). Indeed, we think that it is necessary to consider the relations between non- 
adjacent events. Theses relations play a role in the cognitive process for recognizing the 
similarity between two sequences. 

For instance, two sequences that are locally similar hut that have different global 
pitch range may not be very similar (see Fig. 7). 

S(x,v')+S(y,y^) ^5'(vy,xV^). 

(S(x, x^) designs the similarity value between sequences x and x^ and xy designs the 
concatenation of sequence x and y) 

Another cognitive aspect is that our similarity measure is not symmetric in a poly- 
phonic context (equal tion 2). 

In our model, a sequence x is similar to a sequence y if x is approximatively included 
in y. However, this do not mean that y is included in x and thus we do not know if y is 
similar to x. Moreover, if the first half of x is included in y, and the second half of y is 
included in x, the similarity cannot he determined. To compute the similarity, we must 
determine either if x is entirely included in y or if y is entirely included in x (see Fig. 8). 

Last, according to Tversky [7], the similarity measure is not transitive, that is to say 
the triangular inequality is not true (equaltion 3). 

5(x,y) -|-S(y,z) <or> S{x,z). 

For instance, z can be a variation of y that is a variation of x. But z can he very 
different from x and thus not judged as a variation of x. 
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Fig. 9. Two similar patterns from Sonata DM d664 opl21 2nd Part from Schubert. A reference 
pattern (the above one) is compared to another pattern (the similarity measure for pitches is 0.8 
on 1). Durations are not represented. The high similarity can partially be explained by the fact 
that: some chords are repeated (Cl is similar to C2, and Cl’ is similar to C2’), C3 is similar to 
C3’, the melodic line ml is similar to ml’, and the melodic line m2 is similar to m2’. 



The three different cognitive aspects have been considered in our model of similar- 
ity. We will now provide more details on the different similarity measures. 



Similarity Measure for Pitches. In this section, we consider the chords and the pitch 
intervals features. A similarity value is computed from two b.s (beat.segments) se- 
quences seql and seq2 of same length. 

The only events falling on the downbeats are considered. This may be arguable, but 
two reasons have conducted this choice: 

- considering all the polyphonic events would require too much running time 

- the downbeats are often perceived as salient temporal position. Two sequences 
whose pitches coincide on the downbeat but differ elsewhere are often recognised 
as very similar (this has been confirmed in our experiments). 

Usually, a downbeat event (dwb.event) is a chord, but it can also be a note or a rest. 
We focus on two musical aspects: the vertical and the horizontal one. 

1 . The vertical aspect concerns the repetition of chords. A chord is represented by the 
intervals between the lower pitch and the other pitches of the chord. The intervals 
are computed modulo 12. 

2. The horizontal aspect concerns the similarity between melodies. A melody is any 
sequence of consecutive pitches. 

5.2.3. 1 The Repetition of Chords. In order to consider all the possible relations between 
non-adjacent chords, the global similarity results from the mean of the similarity values 
between all the pairs of chords in seql and their corresponding pairs in seq2 (see Fig. 9). 

The similarity function between a pair Pl(C.l, C.l’) and a pair P2(C.2, C.2’) is 
provided in the following listing. 
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Fig. 10. Two similar patterns from intermezzo opl 19 n°3 from Brahms. The contours at the top 
are similar (contour D-D and contour E-E). Pitches in the middle of the two sequences are not in 
the contours because the durations (horizontal lines) of the first pitches D and E of each contour 
cover them. 



Listing in Lisp of the similarity function between two pairs of chords C.l, C.l’ and 
C.2,C.2’: 

(defun Sim (C.l C.l' C.2 C.2') 

(max (mean (/ (length (inter C.l C.l')) 

(min (length C.l) (length C.l')))) 

(/ (length (inter C.2 C.2')) 

(min (length C.2) (length C.2'))))) 

(min (/ (length (inter C.l C.2)) 

(min (length C.l) (length C.2))))) 

(/ (length (inter C.l' C.2')) 

(min (length C.2) (length C.2'))))))) 

First, the function computes two values (see fig. 9): the percentage of the common 
notes between the chords in the pair (Cl, Cl’) and the chords in the pair (C2, C2’). If 
Cl and Cl’ have common notes and C2 and C2’ have not, the pairs PI and P2 are still 
perceived as similar. Thus we consider the mean of the two values. 

Then, the function computes another two values: the percentage of the common 
notes between the chords in the pair (Cl, C2) and the chords in the pair (CL, C2’). If 
Cl and C2 have common notes and CL and C2’ have not, the two pairs can still be very 
different. Thus, we consider the min of the two values instead of the mean. 

5.23.2 The Similarity between Melodies. Considering two sequences of beat-segments 
seql and seq2, a function computes the best fitting between seql and different transpo- 
sitions of seq2. The aim is to find melodic lines in seq2 that are included in seql (see 
Fig. 9). To simplify the description of the model, we consider that each down-beat of 
each beat-segment correspond to one chord. Thus, we compare two sequences of chords 
seql and seq2. Seql and seq2 have same number of chords L. 
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Fig. 11. Two similar patterns from Pierrot Lunaire from Schoenberg. Rhythm is very similar. 
Corresponding onsets are marked with an arrow. 



The model contains L-1 iterations. Each iteration i compares sequences seql and 
seq2 whose first i-1 chords have been deleted. The same comparison function is pro- 
cessed for each iteration. This function outputs a similarity value between 0 and 1 . The 
global similarity value between the two sequences seql and seq2 is the mean of L-1 
similarity values that are computed for each iteration. 

We will now describe the comparison function for the first iteration. Considering 
one pitch of the first chord of seql, pitch(i)(chordl(seql)), we try as many transposi- 
tions of seq2 as there are pitches on the first chord of seq2. A transposition consists in 
transposing the pitches of seq2 so that one pitch of (chord l(seq2)) is equal to the pitch 
pitch(i)(chordl(seql)). The length (in number of chords) of the longest intersection of 
seql with the different transpositions of seq2 is memorized. This length is divided by 
the total number of chords L (remind that seql and seq2 have same length L). The itera- 
tion of the process to the N pitches of the first chord of seql provides N values between 
0 and 1. The final result of the comparison function is the mean of the N values. Then, 
the comparison function is applied to the second chord of seql and seq2. 

Similarity Measure for Contours. Our model compares the upper and lower contours 
of two b.s sequences seql and seq2 of same length (see Fig. 10). 

As above, the only events falling on a downbeat (dwb. events) are considered. An 
up (down) contour is the sequence of the upper (lower) pitches of the dwb. events. If the 
duration of a pitch pi covers the duration of the following pitch p2 and if pi is higher 
(lower) than p2, then p2 will not be part of the up (down) contour. 

Each contour of each sequence is compared with the two other contours (up and 
down) of the other sequence. The similarity value between two contours is the mean 
of the similarity values between all possible pairs of intervals between corresponding 
pitches of the two contours. The numerical values we use for comparing two intervals 
inti and int2 are the following: 
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Fig. 12. Three patterns similar to the above pattern in Sonata AM d664 opl21, Irst Part from 
Schubert. The similar patterns are sorted according to their decreasing global similarity value 
S. The square symbols only determined the similarity for rhythm. The oval symbols determined 
similarity for both pitches and contour. 



- 0.7 for down contours if inti = int2 

- 1 for other contours if inti = int2 

- 1 for up contour if sign(intl) = sign(int2) and abs(intl - int2) j4 

- 0.7 for other contours if sign(intl) = sign(int2) and abs(intl - int2) j4 

- 0.4 if sign(intl)*sign(int2) = 0 and if abs(intl - int2) j 3 

- 0 if sign(intl)*sign(int2) = 0 and if abs(intl - int2) i= 3 

- 0.1 if abs(intl - int2) ^ 9 

- 0.3 if abs(intl - int2) ^ 3 

- 0 else 



Similarity Measure for Rhythm. Our model compares the rhythmic structure of two 
sequences of b.s seql and seq2 of same length (see Fig. 11). In a first step, seql and 
seq2 are normalized so that the total duration of the b.s will be the same for seql and 
seq2. Then, for each b.s, onsets (temporal positions) in seql are associated to the corre- 
sponding onsets in seq2. Two onsets of two b.s form a pair if they share similar temporal 
positions in the b.s. If an onset of one sequence does not form a pair with an onset of 
the other sequence, then it is deleted. 

The similarity between two sequences of b.s is the mean of the similarity between 
each corresponding b.s (as seql and seq2 have same length, each b.s of seql correspond 
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Fig. 13. Four similarity matrices from Sonata for piano N°9 EM from Beethoven (from left to 
right and top to bottom): overall similarity measure, similarity for rhythm, similarity for contour 
and similarity for pitches. The three measures are very different (see Fig. 15 for comparison). The 
matrix corresponding to rhythm is less informative than the other matrices because dark diagonals 
do not clearly emerge. 



to one b.s of seq2). The similarity between two corresponding b.s is the mean of the 
the addition of the similarities between each pair of corresponding onsets divided by 
the total number of onsets of the reference b.s. The similarity between corresponding 
onsets is proportional the length of the intersection of the corresponding durations (an 
approximation value of the durations is considered for the intersection). 

Overall Similarity Measure. Each of the three above measures (pitches, contour and 
rhythm) computes a similarity value between each pair of sequences of length L con- 
tained in the musical sequence we analyse. The results can be represented in three 
different similarity-matrices that can be analysed separately. Sometimes, it appears that 
rhythm, pitches and contour play a different role in the similarity measure, and some- 
times the similarity matrices for the different measures are very similar (see Fig. 13 and 
Fig. 15). 

The three measures can also he linearly combined into a global similarity measure 
(see Fig. 12 and Fig. 14 for similarity between sequences and Fig. 13 and Fig. 15 for 
similarity matrices). In this case, different weights can be applied to the different mea- 
sures. An algorithm could be used to determine the best weightings by comparing the 
output of the similarity measures to a set of expected similarity-matrix. In our experi- 
ments, we have chosen to give the same weight to the different measures. 

Due to the non- symmetrical relation (see equation 2), the similarity value between 
two non-ordered sequences seql and seq2 is composed of two different values: S(seql, 
seq2) and S(seq2, seql). In our model, we have chosen not to consider the two different 
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Fig. 14. Detail of one cell of the overall similarity matrix (Fig. 13). Above, the two compared 
sequences of the cell. Below, the similar events of each sequence (the templates). Numbers 1, 
2 and 10 correspond to similar pitches, contour and rhythmical events. As rhythmical similarity 
do not considers pitches, it is represented by the events at the bottom of the sequence with static 
pitch C. 




Fig. 15. Four similarity matrices from Sonata DM d664 opl21 2nd Part from Schubert (from 
left to right and top to bottom): overall similarity measure, similarity for rhythm, similarity for 
contour and similarity for pitches. The matrices of the three different measures are very similar 
(see Fig. 13 for comparison). 



values and thus we only consider the greater value. Doing that, our similarity matrix is 
symmetric and we represent only half of it. 

6 Pattern Extraction from the Similarity Matrix 

Several different types of information can be extracted from the matrices: general evo- 
lution for rhythm, pitch intervals or pitch contours, local repetitions of cells, areas of 
structural changes, etc... 
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Fig. 16. A filtered similarity matrix from Sonata DM d664 opl21 2nd Part from Schubert (the 
initial matrix is in Fig. 15). The most similar patterns appear (diagonal lines). 



All of theses informations could be linked with the notion of pattern. However, in 
this part, we will only focus on the extraction of “the most important” patterns. 

Defining such patterns is quite difficult, as there are no objective criteria to charac- 
terize them. One would agree to say that the “most important” patterns are the ones that 
are perceived as the “most salient” in the musical sequence: thus the attribute “most 
important” is related to perceptive criteria. 

We think that the musical temporal context would play an important role in the def- 
inition of those criteria but once again, we will try not to consider it. Two other criteria 
are often found in the literature: the length of the pattern, and the number of its repe- 
titions. However, it is quite difficult to combine the two criteria: the “most important” 
patterns often appear as a compromise between the two. 

For instance, the same accompaniment can be found all along a musical piece. This 
pattern is very often repeated and thus very important in regards with the second crite- 
rion. However, it rarely appears to us as the ’’most important” pattern. Inversely, musical 
pieces that are exactly repeated two times can be seen as two very long patterns but they 
are not the most relevant for us because the repetition is trivial. 

We will now propose a method for extracting patterns that could be “the most im- 
portant ones”. First, we propose to filter and cluster the cells of the matrix. Then, we 
propose to concatenate the cells in long patterns. 

6.1 The Filtering/Clustering of the Cells of the Similarity Matrices 

As we are looking for repetitions, we focus on the patterns that are very similar. For 
that, we choose a threshold that selects the only cells with the higher similarity values 
(see Fig. 16). 

Then, we cluster the cells: each horizontal line of the similarity matrix represents all 
the similarity values between a reference sequence s(ref) and all the sequences of the 
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Fig. 17. (from top to bottom) The filtered similarity matrix from Sonata DM d664 opl21 2nd Part 
from Schubert, the extracted patterns (each horizontal segment is an instance of the same pattern) 
and the corresponding musical sequence (the graduation of the matrix and the musical sequence 
is in “number of beat-segments”). 



line s(i). The high similarity values reveal high similarity with the reference sequence, 
hut they do not reveal the kind of similarity, which has to be evaluated. For that, we 
compare the templates of the sequences. The template of seql (respectively seq2) con- 
tains the events of seql (resp seq2) similar to seq2 (resp seql) (see Fig. 14). Sequences 
that have very similar templates are considered as sequences that have same kind of 
similarity. 

6.2 The Extraction of Patterns 

We define a bottom-up approach for pattern extraction that starts from the clustered cells 
and builds new patterns by concatenation of the consecutive cells of a same diagonal 
line. 

The algorithm proceeds along the matrix from the lowest horizontal line to the upper 
one. For instance, in Fig. 17, the lowest horizontal line contains 8 cells. Only 6 of theses 
cells are clustered together. If we consider the second horizontal line, 6 cells can be 
concatenated to the 6 clustered cells of the first line. Thus, we have extracted 6 patterns 
of length “2 cells”. As there are no cells in the third line, we stop the process. 

In a second step, we associate to each pattern the corresponding horizontal lines of 
the matrix (see 6.1). Theses lines contain clustered cells that could be concatenated and 
that could form new patterns (see Fig. 17). Theses patterns could then be added to the 
six other ones, depending on their kind of similarity with them. In Fig. 17, we highlight 
the 6 extracted patterns and a pattern that has been added in a second step (the last one 
on the right of the figure). 

We have tested several different musical pieces, and patterns that are part of the 
musical structure were often extracted. All of the musical examples that have been 
presented along the paper have been analysed, and the extracted patterns could always 
be associated with the musical structure of the piece. For other pieces, some patterns 
could be found that do not begin or end at the right temporal position in the sequence. 
Together with this issue, the consideration of all the notes of the polyphonic context 
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was sometimes a constraint for recognizing the repetition of the only melodic line (for 
instance in canons pieces). The relations between the two (polyphony and the melodic 
line) is one of the main issue of pattern extraction. 

7 Conclusion 

We have presented a general system for pattern extraction from polyphonic musical 
sequences. The notion of perceptible pattern has been discussed in the context of poly- 
phonic music. A global similarity measure that takes into account rhythm, pitches and 
contour in a polyphonic context has been proposed. A method for extracting patterns 
from similarity matrices has been described and we have provided several musical ex- 
amples for illustration. The method we propose could be used in several different musi- 
cal applications (extraction of some components of musical structure, motive discovery, 
characterization of different musical pieces from their rhythmical or pitch components, 
search of allusions to a given pattern in a database of Midifiles). The similarity mea- 
sure could also be adapted for applications such as “query by constraints”: instead of 
humming a pattern, one could specify it with constraints on pitches or rhythm. The 
algorithm could then extract several patterns from different musical pieces with same 
rhythmical or pitch profile. 

In future work, we plan to integrate temporal context in the model, in such a way 
that both polyphonic and temporal context are taken into account in the computation of 
the similarity matrices. We also plan to consider all the events of the sequence in the 
similarity measure and not only the events whose onsets correspond to the downbeat. 
Sequences with very different rhythm could then be compared and the quantifying step 
would not be necessary anymore. A prototype model has already been implemented. 
The only modification that we have made to the model concerns the algorithm that 
selects the sequences to compare. The similarity algorithm was not modified. 

We think that our model considers interesting polyphonic aspects of music that are 
rarely taken into account, but several other issues remain to be solved, particularly the 
extraction of relevant patterns from the similarity matrix. However, we believe that so- 
lutions should emerge from such experimentations that come and go between perceptive 
considerations and modelization. 
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Abstract. In this paper, we investigate the derivation of musical struc- 
tures directly from signal analysis with the aim of generating visual and 
audio summaries. From the audio signal, we first derive features - static 
features (MFCC, chromagram) or proposed dynamic features. Two ap- 
proaches are then studied in order to derive automatically the structure 
of a piece of music. The sequence approach considers the audio signal 
as a repetition of sequences of events. Sequences are derived from the 
similarity matrix of the features by a proposed algorithm based on a 
2D structuring hlter and pattern matching. The state approach consid- 
ers the audio signal as a succession of states. Since human segmentation 
and grouping performs better upon subsequent hearings, this natural ap- 
proach is followed here using a proposed multi-pass approach combining 
time segmentation and unsupervised learning methods. Both sequence 
and state representations are used for the creation of an audio summary 
using various techniques. 



1 Introduction 

Analysis of digital media content, such as digital music, has become one of 
the major research fields in the past years, given the increasing amount and 
the increasing facilities for accessing large sets of them. Music identification 
(Audio-ID), music search by acoustic similarities and music structure discovery 
are among the new research areas of what is called Music Information Retrieval. 
Automatic music structure discovery from signal analysis aims specifically at 
satisfying demands for accessing and browsing quickly through digital music 
catalogs by content. Among its potential applications are: 

— Browsing /accessing music catalogs by specific inner- keys (browsing through 
the chorus or theme of a music catalog), 

^ Browsing through music items (browsing a music title forward or backward 
by verse/ chorus/ solo), 

— Audio summary (or audio thumbnails): creating a short audio file represent- 
ing the content of a piece of music 

^ Note that not all audio summary techniques use the music structure in order to 
create an audio summary. 

U.K. Will (Ed.): CMMR 2003, LNCS 2771, pp. 143-166, 2004. 
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— Educational: giving a quick and easily understandable (without requiring 
musical education) insight into temporal organization of a piece of music, 

— Musicology: helping musicologists analyze pieces of music through the anal- 
ysis of performances (rather than scores) and allowing their comparison, 

— Creativity: re-mixing already existing pieces of music using structure^. 

Discovering the musical structure of a piece of music has been based for a long 
time on the analysis of symbolic representations (such as notes, chords, rhythm) 
[6] [17] [8]. It was therefore obvious to attempt deriving this symbolic represen- 
tation directly from the signal [9] (pitch estimation, multiple pitch-estimation, 
beat tracking). Considering the weak results currently obtained for the task of 
deriving symbolic representation from the signal, other approaches have been 
envisioned. Approaches, like score alignment [22], attempt to link a given sym- 
bolic representation (MIDI file) to a digital signal. The signal therefore benefits 
from all the analysis achievable on a symbolic representation. However, since a 
symbolic representation is most of the time unavailable and since its derivation 
from the signal is still difficult to achieve, people started thinking of deriving 
directly the structure from lower-level signal features. 

Music structure discovery from signal analysis takes its sources back from the 
works on signal segmentation first developed for speech applications and later 
used for musical applications. The question was then “what does the actual 
segments of the music represent ?” . 

1.1 Music Structure Discovery 

Similarity Definition: All the techniques proposed so far for music structure 
discovery from signal analysis are based on a search for repetitions of motives 
or of melodies. This kind of approach is, of course, only applicable to certain 
kinds of musical genres based on some kind of repetition. The search of repeti- 
tions is based on measuring the similarity between signal observations or groups 
of observations. This similarity is then used in order to group the observations 
two by two (or into clusters) or oppositely to segment the temporal flows of 
observations into segments. The similarity measure is based on the definition 
of a distance between two observations (or two groups of observations): Eu- 
clidean distance, scalar product, cosine distance, normalized correlation, sym- 
metric Kullback-Leibler distance or the Mahalanobis distance. 

Similarity Matrix: The similarity matrix was first proposed by [11] under the 
name “Recurrence Plots” . It was latter used in [13] for music structures discovery. 
If we note s(ti, ^ 2 ) the similarity between the observations at two instants t\ and 
t 2 , the similarity of the feature vectors over the whole piece of music is defined as 
a similarity matrix S[ = |s(ti, tj) \ i, j = 1, . . . ,I . Since the distance is symmetric, 
the similarity matrix is also symmetric. If a specific segment of music ranging 

^ This remix process is comparable to the re-arrangement of drum-loops allowed in 
Steinberg® Recycle software which allows people to recompose new drum loop pat- 
terns from small slides resulting from the automatic segmentation of the drum loops 
into rhythmical elements. 
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from times ti to ^2 is repeated later in the music from to t 4 , the succession of 
feature vectors in [ti,t 2 ] is supposed to be identical (close to) the ones in [t^, 14 ]. 
This is represented visually by a lower (upper) diagonal in the similarity matrix. 

Signal Observations: The observations derived from the signal, used to com- 
pute the similarity, play an essential role in the obtained results. Various types 
of features have been proposed for the task of music structure discovery: 

— Mel Frequency Cepstral Coefficients (MFCCs): the MFCCs have been first 
proposed in the Automatic Speech Recognition (ASR) community [15]. The 
MFCCs are derived from the DCT of the logarithmic spectrum previously 
grouped into Mel bands (logarithmically spaced frequency bands). The 
MFCCs can be viewed as a sinusoidal decomposition of the Mel spectrum 
and allows representing its global shape with only a few coefficients (usually 
12-13 coefficients). 

— Chromagram: the chromagram was proposed by [3] in order to represent the 
harmonic content of the spectrum. The chromagram is estimated by grouping 
the logarithmic spectrum bins according to their pitch-class, whatever their 
octave-class is. For a western musical scale, 12 coefficients are used. 

^ Scalar features: scalar features derived from the waveform or from the spec- 
trum such as the spectral centroid, spectral rolloff, spectral flux, zero-crossing 
rate, RMS or Energy are often used for the task of signal segmentation [28] 
[14] [29] [25] 

— Mean and standard deviation of MFCCs: in order to reduce the amount 
of observations needed to represent a whole piece of music, [29] propose to 
summarize the observation content over a short period of time by taking the 
statistical moment of the observations. 

In part 2, we present new types of features called dynamic features 

1.2 Sequence and State Approach 

Whatever distance and features used for observing the signal, music structure 
discovery techniques can be mainly divided into two types of approaches: 

— the “sequence” approach: which consider the music audio signal as a repe- 
tition of sequences of events. These methods rely mainly on the analysis of 
the similarity matrix. 

— the “state” approach: which consider the music audio signal as a succession 
of states. These methods rely mainly on clustering algorithms. 



1.3 Related Works 

“Sequence” Approach: Most of the sequence approaches start from Foote’s 
works on the similarity matrix. Foote showed in [13] that a similarity matrix 
applied to well-chosen features allows a visual representation of the structural 
information of a piece of music, especially the detection of a sequence of repe- 
titions through the lower (upper) diagonals of the matrix. The signal’s features 
used in his study are the MFCCs. 
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The similarity matrix can be used for the determination of the direct location 
of the key sequence of a piece of music used then as the audio summary. In 
[3], a similarity matrix is computed using the chromagram parameterization. A 
uniform average filter is then used in order to smooth the matrix. The maximum 
element of the matrix, supposed to be the most representative, is then chosen as 
the audio summary. In [7] , a summary score is defined using the “average of the 
MFCCs’ similarity matrix rows” over a specific interval. For a specific interval 
size, the starting time of the interval having the highest summary score is chosen 
as the starting time of the audio summary. 

The similarity matrix can also be used for discovering the underlying structure 
of a piece of music. In [2], two methods are proposed for diagonal line detection 
in the MFCCs’ similarity matrix: a “Gaussian distribution extruded over the 
diagonal with a reinforced diagonal” filter, and a computationally more expen- 
sive process: the “Hough Transform” . Pattern matching techniques (including 
deletion, insertion and substitution processes) are then used in order to derive 
the structure from the detected diagonals. In [9], several algorithms based on 
dynamic programming are proposed in order to derive the structure using either 
monophonic pitch estimation, polyphonic transcription or chromagram features. 

In part 3, we present a novel method for line detection in the lag-matrix based 
on a 2D structuring filter. It is combined with a pattern matching algorithm 
allowing the description of the music in terms of sequence repetitions. 

“State” Approach: The similarity matrix can be used in order to perform 
simply (i.e. without going into structure description) the segmentation of a piece 
of music. In [12], a measure of novelty is proposed in order to perform music 
segmentation into long structures (such as chorus/ verse), or into short structures 
(such as rhythmic structures) . This measure of novelty is computed by applying 
a “checkerboard” kernel to the MFCCs’ similarity matrix. The novelty is defined 
by the values of the convoluted similarity matrix over the main diagonal. 

Unsupervised algorithms are most of the time used in order to obtain the 
state representation. A study from Compaq [18] uses the MFCC parameteriza- 
tion in order to create “key-phrases”. In this study, the search is not for lower 
(upper) diagonal (sequence of events) but for states (collection of similar and 
contiguous states). The song is first divided into fixed length segments, which 
are then grouped according to a cross-entropy measure. The longest example of 
the most frequent episode constitutes the “key-phrase” used for the audio sum- 
mary. Another method proposed by [18] is based on the direct use of a hidden 
Markov model applied to the MFCCs. While temporal and contiguity notions 
are present in this last method, poor results are reported by the authors. In 
[1], a Hidden Markov Model (with gaussian mixture observation probabilities) 
is also used for the task of music segmentation into states. Several features are 
tested: MFCC, Linear Prediction and Discrete Cepstrum. The authors conclude 
on better results obtained using the MFCCs and reports the limitation of the 
method due to the necessity to fix a priori the number of states of the HMM. 

In part 4, we present a novel multi-pass algorithm combining segmentation 
and HMM which does not require the a priori fixing of the number of states. 
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1.4 Audio Summary or Audio Thumb nailing 

Music summary generation is a recent topic of interest. As a significant factor 
resulting from this interest, the recent MPEG-7 standard (Multimedia Content 
Description Interface) [20] , proposes a set of meta-data in order to store multi- 
media summaries: the Summary Description Scheme (DS). This Summary DS 
provides a complete set of tools allowing the storage of either sequential or hi- 
erarchical summaries. 

However, while the storage of audio summaries has been normalized, few 
techniques exist allowing their automatic generation. This is in contrast with 
video and text where numerous methods and approaches exist for the automatic 
summary generation. Without any knowledge of the audio content, the usual 
strategy is to take a random excerpt from the music signal, or an excerpt in 
the middle of it. In speech, time-compressed signals, or time-skipped signals are 
preferred in order to preserve the message. A similar strategy can be applied in 
music by providing excerpts from meaningful parts of the music derived from its 
structure. 

In part 5, we present a novel approach for audio summary generation based 
on choosing specific excerpt of the signal derived from the sequence/ state repre- 
sentation. 

2 Signal Observation: Dynamic Audio Features 

Signal features, such as MFCCs, chromagram, ... are computed on a frame by 
frame basis, usually every 10 ms. Each of these features represents a specific 
description (description of the spectral shape, of the harmonic content, ...) of 
the signal at ( around ) a given time. Since the amount of features obtained can 
be very large (for a 4 minutes piece of music, 4*60*100= 24000 feature vectors), 
and thus hard to process by computer (the corresponding similarity matrix is 
24000*24000) and hard to understand, the features are often “down-sampled” 
by use of mean (low-pass filter), standard deviation or derivative values (high- 
pass filter) over a short period of time. However this kind of sampling is not 
adequate to represent the temporal behavior of the features (for example to 
represent a regular modulation) . Modeling the temporal evolution along time is 
the goal of the “dynamic” features which are proposed here. On the opposite, 
we call features, such as MFCCs, chromagram, ... “static” features since they 
don’t represent any temporal evolution of a description. 

In dynamic features, the evolution of a feature along time is modeled with 
a Short Time Fourier Transform (STFT) applied to the signal formed by the 
values of the feature along time (in usual signal processing, the STFT is applied 
to the audio signal): around each instant t, the time evolution of the feature 
on a specific duration L is modeled by its Fourier Transform. If the feature is 
multi-dimensional (as it is the case of the MFCCs), the Fourier Transform is 
applied to each dimension of the feature. 

Among the various types of possible dynamic features, the best results were 
obtained by modeling the time evolution of the energy output of an auditory 
filterhank. The audio signal x{t) is first passed through a bank of N Mel filters. 
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Fig. 1. Dynamic features extraction process. From left to right: the signal is passed 
through a hlterbank; the energy over time of the output signals of each filter (band-pass 
signal) is estimated; each signals is modeled with a STFT of size L; at each time, the 
resulting FFT are grouped in a matrix representing the amplitude at each frequency 
of the FFT (w) for each frequency band (n). 



The slow evolution ([0-50] Hz) of the energy of each output signal Xn{t) of the 
n £ N filters is then analyzed by Short Time Fourier Transform (STFT). Since 
the frequencies we are interested in are low, the hop size of the STFT can be large 
(up to Is). The output of this is, at each instant t, a matrix representing 

the amplitude of the variations at several speeds a; of several frequency bands n 
observed with a window of size L. The feature extraction process is represented 
in Fig. 1. 

Dynamic features can represent slow variations (small oj) at low frequencies 
(small n) as well as quick variations (large lo) at high frequencies (large n) or 
any other combination between speed of variation and frequency band. 

Another important parameter of dynamic features is the window size L on 
which the modeling is performed (the length of the analysis window used for 
the STFT analysis). Using large window tends to favor a “state” representation 
of the music. Since the modeling is performed on a long duration, the result- 
ing spectrum of the FFT represents properties which are common to all features 
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evolution on a long duration. Therefore the modeling tends to catch the arrange- 
ment part of the music. On the opposite, using short window tends to favor the 
“sequence” representation. 

When using dynamic features, only the most appropriate combination of sev- 
eral frequency bands n in several speeds of variation oj for a specific application 
is kept. This can be done for example by using the first Principal Components 
of a PCA as has been proposed by [27]. 

In Fig. 2, Fig. 3, Fig. 4 and Fig. 5, we compare the similarity matrices 
obtained using MFCCs, dynamic features with short, middle and long duration 
of the model for the title “Natural Blues” by “Moby” [19]. 

The title “Natural Blues” by “Moby” is used several times in this paper in or- 
der to illustrate our studies. This title has been chosen for several reasons: 1 ) 
the structure of the arrangement of the music (the instruments playing in the 
background) does not follow the structure of the melodic part (usually in popular 
music both arrangement and melody are correlated) . Therefore it provides a good 
illustration of the difference between the sequence and the state representation; 2) 
the various melodic parts are all based on sampled vocals. Therefore there is an 
exact sequence repetitions (usually in popular music, when a chorus is repeated 
it can vary from one repetition to the other, therefore the question appears “is it 
the same melody, a variation of it or a different one ?”). 

In Fig. 2, the similarity matrix using MFCCs is represented for the first 100 s 
of the music. We see the repetition of the sequence 1 “oh lordy” t = [0, 18] at 
t = [18,36], the same is true for the sequence 2 “went down” t = [53,62] which 
is repeated att = [62, 71] . In Fig. 3, the similarity matrix using dynamic features 
with a short duration (L=2.56s) is represented for the whole title duration (252 
s). Compared to the results of Fig. 2, we see that the sequence 1 t=[Q, 18] is in 
fact not only repeated att = [18, 36] but also att = [36, 54], t = [72, 89], [89, 107], 
[160, 178], ... This was not visible using MFCC parameterization because the ar- 
rangement of the music changes at time t = 36 masking the sequence repetition. 
Note that the features’ sampling rate used here is only 4 Hz (compared to 100 Hz 
for the MFCC). In Fig. 4 and Fig. 5 we compare middle and long duration of 
the model (L=5.12s and L=10.24s) for the representation of the structure of the 
arrangement of the song. Fig. 4 and Fig. 5 shows the introduction at t = [0,36], 
the entrance of the first rhythm att = [36, 72], the main rhythm att = [72, 160], 
the repetition of the introduction at t = [160,196], the repetition of the main 
rhythm at t = [196,235], and ending with a third repetition of the introduction 
at t = [235,252]. Fig. 4 shows a more detailed description of the internal struc- 
ture of each part. Note that the features sampling rate used here is only 2 Hz for 
Fig. 4 and only 1 Hz for Fig. 5. 

3 Sequence Approach 

A high value in the similarity matrix S_(ti, tj) represents a high similarity of the 
observations at times C and tj. If a sequence of events at time ti+ 2 , . . . 

is similar to another sequence of events at time tj,tj+i,tj+ 2 , ■ ■ ■ we observe a 
lower (upper) diagonal in the matrix. 
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Fig. 2. Similarity matrix using MFCC 
features for the title “Natural Blues” by 
“Moby”. 
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Fig. 4. Similarity matrix using dynamic 
features with middle duration modeling 
(L=5.12s). 




Fig. 3. Similarity matrix using dynamic 
features with short duration modeling 
(L=2.56s). 
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Fig. 5. Similarity matrix using dynamic 
features with long duration modeling 
(L=10.24s). 



The lag between the repetition (starting at ti) and the original sequences 
(starting at tj) is given by projecting U on the diagonal of the matrix and is 
therefore given by ti — tj. This is represented in the lag-matrix L: L{ti, lagij) = 
S_{ti,ti — tj). The diagonal-sequences in the similarity-matrix become line-se- 
quences in the lag-matrix. This representation is used here since processing on 
lines is easier. 

As an example lag matrix of the title “Natural Blues” by “Moby” is repre- 
sented in Fig. 6. 

There exist many articles about the similarity-matrix or lag-matrix but few of 
them address the problem of deriving from this visual representation the actual 
time pointers to the sequence’s repetitions. This is the goal of this section. 

Our approach for deriving a sequence representation of a piece of music works 
in three stages: 

1. from the feature similarity /lag matrix we first derive a set of lines (a line is 
defined here as a possibly discontinuous set of points in the matrix) (part 
3.1) 



Deriving Musical Structures from Signal Analysis 



151 



2. from the set of lines we then form a set of segments (a segment is defined 
here as a set of continuous times). Since we only observe repetitions in the 
similarity /lag matrix, a segment derived from a line is a repetition of some 
original segment. A segment is therefore defined by the staring time, the 
ending time of its repetition and a lag to its original segment (part 3.2). 

3. from the set of segments (original and repetition segments) we finally derive a 
sequence representation (a sequence is defined by a number and a set of time 
intervals where the sequence occurs; a sequence representation is defined by 
a set of sequences) (part 3.3). 

The global flowchart of the proposed algorithm for sequence representation is 
represented in Fig. 18. 

3.1 Search for Lines in the Matrix 

In order to facilitate the detection of line (or diagonal) in the matrix, usually 
people [3] [2] first apply 2D filtering to the matrix in order to increase the 
contrast between sequences and the so-called “noisy” similarity. For the detection 
of vertical lines in a lag-matrix, a vertical low-pass and horizontal high-pass filter 
can be applied. However, use of kernel based filtering techniques, if it allows one 
to get rid of most of the “noisy” similarity, blurs the values and therefore prevents 
the detection of the exact start and end positions of a segment. Moreover, it 
constitutes a step toward the detection of start and end positions of a segment 
but does not give them (one still needs to find where the sequence starts in 
the continuous set of values of the matrix). For this reason, we studied the 
applicability of a 2D structuring filter. 

Structuring Filters: For a specific data point y, structuring filters use neighboring 
values [y — layy,y + lagy] to decide on keeping the value of y or canceling it. 
This choice is based on the local mean around y. This can be expressed in a 
MATLAB© way as: 

if y < meant [y-lagy:y+lagy] ) 
then y=0 
else y=y 

The 2D structuring filter method we propose for vertical lines detection (see 
Fig. 12) is based on counting the number of values in the neighboring interval 
[y — lagy, y+lagy] which are above a specific threshold tl. If this number is below 
another threshold t2 then y is canceled. This can be expressed in a matlab© 
way as: 

if y < length! find( [y-lagy: y+lagy] ) >tl ) < t2 
then y=0 
else y=y 

The first threshold, tl, allows one to get rid off the low values in the similarity 
matrix. The second threshold, t2, is proportional to the size of the considered 
interval: t2 = fc * (2 * lagy + 1), where k ranges from 0 (no values need to be 
above tl) to 1 (all values must be above tl). 
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Fig. 6. Lag-matrix (X=lag, Y=time) for 
the title “Natural Blues” by “Moby”. 




Fig. 8. Detected segments along time 
(X=lag, Y=time). 
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Fig. 10. Detected sequence repetitions 
along time (X=time, Y=sequence num- 
ber). 




Fig. 7. Result of applying the 2D struc- 
turing filter to the lag matrix (X=lag, 
Y=time). 
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Fig. 9. Original segments (— ) and 
repeated segments (...) along time 
(X=time, Y=segment number). 
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Fig. 11. Real sequence repetitions along 
time (X=time, Y=sequence number). 
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Since a sequence can be repeated at a slower or quicker rate (resulting in 
a departure of the line-sequence from the column x to its neighboring column 
X — lagx or a; -|- lagx), we extend the 2D structuring filter in order to take also 
into account the contribution of the neighboring columns [x — lagx, x -I- lagx]: if, 
for a specific y, at least one of the values on the interval {[x — lagx, x -I- lagx],y) 
is above a specific threshold tl then a new hit is counted (there is no cumulative 
total across y). 

In order to avoid that all the contribution to the counter would come from 
a neighboring column, we add the condition that the main contribution to the 
counter must come from the main column x. 




Fig. 12. Two dimensional structuring filter for vertical lines detection. 

The result of the application of the proposed 2D structuring filter on the lag- 
matrix of Fig. 6 is represented on Fig. 7. 

Avoiding doubled lines: Resulting from the previous stage is a subset of lines 
detected in the lag-matrix. However, because of the extension to the considera- 
tion of the neighboring columns x in our algorithm^, doubled lines detection is 
possible. For an analysis hop size of 0.5 s, and by the definition of a lag-matrix, 
two neighboring lines represent two repetitions of the same sequence separated 
by 0.5 s. We remove doubled lines by defining the minimum delay between two 
sequences’ repetition (fixed to a value of 5 s in our experiment - which means 
that we won’t be able to detect a sequence repeated with a period less than 5 
s). When several sequences are neighboring, only the longest one is kept. 

3.2 From Lines to Segments 

Detected lines can be discontinuous (the line suddenly disappears during some 
values of y). In order to be able to define segments, we need to define the max- 

^ Depending on the value of lagx, a specific value (x, y) can be shared by several 
columns. 
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Fig. 13. Sequences connections in the lag-matrix. 



imum length of a gap, Gmaxi tolerated inside a segment. If the observed gap is 
larger than Gmax, then the line is divided into two separated segments. We also 
define the minimum accepted length of a segment. A detected segment i is now 
defined by 

— its start time s{i), 

— its end time e(i), 

— its lag from the original segment lag(i) 

3.3 Interpreting the Detected Segments 

Connection between the various segments involves 1) finding which segment is 
a repetition of which other one 2) finding which segment can be considered as 
the reference sequence. 

Each segment i is in fact defined by its repetition segment ir (the detected 
line) and its original segment io (the detected line translated by lag). In the 
left part of Fig. 13, we represent the ideal case. The segment a is defined by its 
repetition ar and its original segment ao. The same is true for h. We see that 
bo shares the same period of time as ao. a and b are therefore supposed to be 
identical sequences. This is verified by the presence of the segment c: since ao 
and bo are the same and ar and ao are the same, there must be a segment c 
which repetition cr shares the same period of time as br and which original co 
shares the same period of time as ar. However what we observe in practice is 
closer to the right part of Fig. 13: bo and ao only share a portion of time (hence 
the question “which one is the reference ?”); the segment c can be very short, 
CO is in ar but, since it shares a too short period of time with br, it is not in br. 
This is in contradiction with the transition rule: cr ^ co ^ ar ^ ao ^ bo ^ br. 

A real case example is represented in Fig. 8 and Fig. 9 for the same signal as 
Fig. 6. Fig. 8 represents the detected segments in the lag/time space. Starts and 
ends of segments are indicated by circles (o). Fig. 9 represents each segments 
original (—) and repetition (. . .) along time. X-axis represents the time, Y-axis 
represents the segment’s number. In this case, we need to connect 92 (2*4.6) 
segments with each other. 



Deriving Musical Structures from Signal Analysis 155 

Proposed algorithm for segments connection: In order to perform the connection 
between segments, and form sequences, the following algorithm is proposed. Two 
segments are said to belong to the same sequence if the period of time shared by 
the two segments is larger than a specific amount of their own duration (we have 
chosen a value of 70%). If they share less than this amount they are said to be 
different. The algorithm works by processing segments one by one and adding 
them to a sequence container. We note 

^ jO the original of a new segment and jR the repetition of a new segment 
(the detected line) 

— I the sequence container 

— iO the original of a segment already present in the sequence container. 



Init : define min_shared_time=0 . 7 
Init : add first jO and jR to I 
_while there is non-processed segment j 

take a new segment j (original jO of length jOL) 

if new segment jO shares time with a iO in the 

container 

for each of these i, 

define iOL = length of iO, 
define jOL = length of jO, 

define ijOL= the shared time length of iO and jO, 
define cl = ratios cl=ijDL/jOL, 
define c2 = ratios c2=ijOL/iOL 
select the i with the largest cl+c2 

if cl > min_shared_time I c2 > min_shared_time then repetition 

if cl > min_shared_time & c2 < min_shared_time then jO is in iO 

if cl < min_shared_time & c2 > min_shared_time then iO is in jO 

add jR to I with the same sequence tag as iO 

else 

add jO and jR to I with a new sequence tag 

end 

else 

add jO Euid jR to I with a new sequence tag 

end 

_end 

At this stage, I contains all the segments with an associated “sequence num- 
ber” tag. The second stage of the algorithm decides, for each sequence number, 
which of its segments can be considered as the reference segment^ and which 
of the segments initially supposed to be part of the sequence are in fact poorly 
explained by the other segments of this sequence. In order to do that, for each 
sequence number, each of its segments is in turn considered as the reference seg- 
ment of the sequence. For each candidate reference segment, we estimate how 

The reference segment of a sequence is the one that best explains the other segments 
of the sequence. 
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many and how much of the other segments can be explained by using this ref- 
erence segment. This is done by computing a score defined as the amount of 
time shared by the candidate reference segment - original and repetition - and 
all the other segments®. The reference segment is the candidate segment with 
the highest score. The remaining segments that were highly explained by the 
reference segment are attributed to this sequence. Finally, the reference segment 
and the attributed segments are removed from the container I and the process 
is repeated as long as there are still non attributed segments in I. 



3.4 Results 

The result of the application of our algorithm of segment connection to the 
detected segments of Fig. 8 and Fig. 9 is illustrated in Fig. 10 (title “Natural 
blues” by “Moby”). For comparison, the real structure (manually indexed) is 
represented in Fig. 11. Three different sequences were detected. Sequence 1 is 
the “oh lordy, trouble so hard” melody. Sequence 2 is the “went down the hill” 
melody. Sequence 3 is the “went in the room” melody. Sequence 4 is a melody 
played by the synthesizers appearing twice. Compared to the real sequence struc- 
ture of the song, we can see that two occurrences of sequence 1 have not been 
detected in the last part of the song. 

We also illustrate our sequence representation method in Fig. 14, Fig. 15, 
Fig. 16 and Fig. 17 for title “Love me do” by “The Beatles” [4]. Fig. 14 repre- 
sents the lag matrix. The segments detected in the matrix using the 2D struc- 
turing filters are represented in Fig. 15. The resulting sequence representation 
is represented in Fig. 16. For comparison, the real structure (manually indexed) 
is represented in Fig. 17. Three different sequences were detected. Sequence 1 
is the harmonica melody played several times across the song, sequence 2 is the 
“love me do” melody and sequence 3 is the “someone to love” melody. Note that 
the second occurrence of sequence 3 is in fact the same melody “someone to 
love” but played by the harmonica. The only false detection is the sequence 1 at 
time 450. 



4 State Approach 

The goal of the state representation is to represent a piece of music as a succession 
of states (possibly at different temporal scales) so that each state represents 
(somehow) similar information found in different parts of the piece. 

The states we are looking for are of course specific for each piece of music. 
Therefore no supervised learning is possible. We therefore employ unsupervised 
learning algorithms to find out the states as classes. Several drawbacks of unsu- 
pervised learning algorithms must be considered: 



The score used is the same as in the previous code; it was noted cl -I- c2. 
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Fig. 14. Lag-matrix (X=lag, Y=time) Fig. 15. Detected segments along time 
for the title “Love me do” by “The Bea- (X=lag, Y=time). 
ties” . 
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Fig. 16. Detected sequence repetitions Fig. 17. Real sequence repetitions along 
along time (X=time, Y=segment num- time (X=time, Y=sequence number), 
ber). 



— usually a previous knowledge of the number of classes is required for these 
algorithms, 

— these algorithms depend on a good initialization of the classes, 

— most of the time, these algorithms do not take into account contiguity (spa- 
tial or temporal) of the observations. 

A new trend in video summary is the “multi-pass” approach [31]. As for video, 
human segmentation and grouping performs better when listening (watching in 
video) to something for the second time [10]. The first listening allows the detec- 
tion of variations in the music without knowing if a specific part will be repeated 
later. The second listening allows one to find the structure of the piece by using 
the previous mentally created templates. In [23] we proposed a multi-pass ap- 
proach for music state representation, we review it here briefly. This multi-pass 
approach allows solving most of the unsupervised algorithm’s problems. 

The global flowchart of the multi-pass approach for state representation is 
represented in Fig. 19. 
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4.1 Multi-pass Approach 

First pass: The first pass of the algorithm performs a signal segmentation that 
allows the definition of a set of templates (classes) of the music. 

This segmentation can be either based on a “frame to frame” dissimilarity or 
a “region to region” dissimilarity. In [23] , we used a “frame to frame” dissimilar- 
ity criterion. The upper and lower diagonals of the similarity matrix S_{t) of the 
features f{t) (which represent the frame to frame similarity of the features vec- 
tor) are used to detect large and fast changes in the signal content and segment 
it accordingly. We found that using a “region to region” dissimilarity, such that 
provides by the measure of novelty® proposed by [12] also gives good results. 

In both case, a high threshold^ is used for the segmentation in order to 
reduce the “slow variation” effect and to ensure that all times inside a segment 
are highly similar. 

We use the mean values of f{t) inside each segment to define “potential” 
states Sf.. 

Second pass: The second pass uses the templates (classes) in order to define the 
music structure. The second pass operates in three stages: 

1. Nearly identical (similarity > 0.99) “potential” states are grouped. After 
grouping, the number of states is now K and are called “initial” states. “Po- 
tential” and “initial” states are computed in order to facilitate the initializa- 
tion of the unsupervised learning algorithm since it provides 1) an estimation 
of the number of states and 2) a “better than random” initialization of it. 

2. The reduced set of states (the “initial” states) is used as initialization for a 
Fuzzy K-means (K-means with probabilistic belonging to classes) algorithm 
(knowing the number of states and having a good initialization). We note 
sjj, the states’ definition obtained at the end of the algorithm and call them 
“middle” states. 

3. In order to take music specific nature into account (not just a set of events 
but a specific temporal succession of events), the output states of the Fuzzy 
K-means algorithm are used for the initialization of the learning of a Markov 
model. Since we only observe f{t) and not directly the states of the network, 
we are in the case of a hidden Markov model (HMM) [24] . A state k produces 
observations f{t) represented by a state observation probability p{f\k). The 
state observation probability p{f\k) is chosen as a gaussian pdf g{fik, Cfe). A 
state k is connected to other states j by state transition probabilities p{k,j). 
Since no priori training on a labeled database is possible we are in the case of 
ergodic HMM. The training is initialized using the Fuzzy K-means “middle” 
states s'(fc). The Baum- Welch algorithm is used in order to train the model. 
The outputs of the training are the state observation probabilities, the state 
transition probabilities and the initial state distribution. 

® The measure of novelty is defined by the values over the main diagonal of the simi- 
larity matrix after convolution by a “checkerboard” kernel. 

^ The threshold is automatically determined by exhaustively trying all possible values 
of the threshold and comparing them to the number of segments obtained in each 



case. 
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Fig. 18. Sequences representation Fig. 19. States representation flowchart, 
flowchart. 



4. Finally, the optimal representation of the piece of music as a HMM state 
sequence is obtained by decoding the model using the Viterbi algorithm 
given the signal feature vectors. 



4.2 Results 

The result of the proposed multi-pass approach is represented in Fig. 20, Fig. 21 
and Fig. 24 for three different titles. The left parts of the figures shows the 
similarity matrix, the right parts of the figures shows the various states detected 
along time. 

In Fig. 20, for the title “Natural Blues” by “Moby”, five different states were 
found. Fig. 22 represents the “true” structure (manually indexed) of the title. Let 
us observe the correspondence between the detected states (right part of Fig. 20) 
and the label of the “true” structure (Fig. 22). State 1 represents the label [intro], 
state 2 is a mix between [druml] and [drum2], state 3 is also a mix between 
[druml] and [drum2]. Apparently, the algorithm didn’t succeeded in catching 
the difference in the arrangements between [druml] and [drum2] and rather 
focused on the variation of the melody (state 3 corresponds to the arrangements 
on “oh lordy”, state 2 to the arrangements on the two other melodies). State 4 
is the [synth] part which is correctly identified. State 5 is the [drum2] part which 
was detected as a separate state. 

Fig. 21 represents the title “Smells Like Teen Spirit” by “Nirvana” [21]. Seven 
different states were found. Fig. 23 represents the “true” structure (manually 
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Fig. 20. State approach applied to the title 
matrix, [right] detected states along time. 
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Fig. 21. State approach applied to the title “Smells like teen spirit” by “Nirvana”, 
[left] similarity matrix, [right] detected states along time. 




Fig. 22. “True” states along time of the Fig. 23. “True” states along time of the 
title “Natural Blues” by “Moby”. title “Smells like teen spirit” by “Nir- 

vana” . 



indexed) of the title. Let us observe the correspondence between the detected 
states (right part of Fig. 21) and the label of the “true” structure [(Fig. 23). 
State 1 represents the label [guitar intro], state 2 seems to be a garbage state 
containing most drum rolls, state 3 contains the [intro], state 4 is the [verse]. 
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Fig. 24. State approach applied to the title “Oh so quiet” by “Bjork” , [left] similarity 
matrix, [right] detected states along time. 



state 5 the [transition], state 6 is the [chorus], state 7 represents both the [break] 
and the [guitar solo]. Considering that the most important part of the title is 
the (chorus/ transition/ verse/ solo), the detected representation is successful. 

In Fig. 24 represents the title “Oh so quiet” by “Bjork” [5]. In this case the 
“true” structure of the title is hard to derive since most parts when repeated 
are repeated with large variations of the arrangement. Therefore, we show the 
obtained structure here only to check whether it makes sense. The characteristic 
verse/chorus repetition is very clear. State 3 represents the verse, state 1 the 
transition to the chorus, state 2 the chorus, state 6 the break, ... 

5 Audio Summary Construction 

So far, from the signal analysis we have derived features vectors used to assign 
a sequence number (through line detection in the similarity matrix) or a state 
number (through unsupervised learning) to each time frame. From this repre- 
sentation several possibilities can be taken in order to create an audio summary. 
Let us take as example the following structure: AAB ABC AAB . The generation 
of the audio summary from this sequence/state representation can be done in 
several ways (see Fig. 25): 

— Each: providing a unique audio example of each sequence/state {A,B,C) 

— All: reproducing the sequence/state successions by providing an audio ex- 
ample for each sequence/state apparition (A, B, A, B, C, A, B) 

— Longest/most frequent: providing only an audio example of the most impor- 
tant sequence/state (in terms of global time extension or in term of number 
of occurrences of the sequence/state) (A) 

— Transition: in the case of state representation: providing audio examples of 
state transitions {A ^ B, B ^ A, B ^ C,C ^ A) 

— etc ... 

This choice relies of course on user preferences but also on time constraints on 
the audio summary duration. In each case, the audio summary is generated by 
taking short fragments of the segment /state’s signal. For the summary construc- 
tion, it is obvious that “coherent” or “intelligent” reconstruction is essential. 
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Fig. 25. Various possibilities for Audio Summary construction from sequence/state 
representation. 



Information continuity will help listeners to get a good feeling and a good 
idea of a piece of music when hearing its summary: 

— Overlap-add: The quality of the audio signal can be further improved by 
applying an overlap-add technique of the audio fragment. 

— Tempo/Beat: For highly structured music, beat synchronized reconstruction 
allows improving largely the quality of the audio summary. This can be done 
1) by choosing the size of the fragments as integer multiple of 4 or 3 bars, 2) 
by synchronizing the fragments according to the beat position in the signal. 
In order to do that, we have used the tempo detection and beat alignment 
proposed by [26]. 

The flowchart of the audio summary construction of our algorithm is repre- 
sented in Fig. 26. 




Fig. 26. Audio summary construction from sequence/state representation; details of 
fragments alignment and overlap-add based on tempo detection/ beat alignment. 
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6 Discussion 

6.1 Comparing “Sequence” and “State” Approach 

The “sequence” approach aims at detecting the repetition of sequences in the 
music, i.e. detecting two identical succession of events in the music such that 
each event of the first sequence is similar to its equivalent event in the second 
sequence but not to the other events in the sequence®. An example of sequence 
repetition in the case of popular music is the repetition of the successive notes 
of a melody. 

The “state” approach aims at representing the music as a succession of states, 
such that a state is composed by a set of contiguous times with (somehow) similar 
events, and that two set of contiguous times of the music belonging to the same 
state represent (somehow) similar events. 

In the state approach, all analysis times are attached to a state and it is 
possible that a state appears only once. In the sequence approach, only times 
belonging to a line detected in the similarity matrix belong to a sequence. A 
sequence appears at least twice (original and repetition) . Because of this required 
lines detection step in the sequence approach, the sequence approach is less 
robust than the state approach. It is also computationally more expensive (need 
for a highest temporal resolution, need to compute a similarity matrix, need to 
perform the computationally expensive line detection process). 

6.2 Evaluation 

Evaluating the quality of the results obtained by the two approaches is a difficult 
task. The comparison of the structure obtained with the proposed algorithms 
with the “true” structure involves first deciding on what is the “true” structure. 
This last point is often subject of controversy among people (when is a melody 
repeated exactly, when is it a variation, when does this variation make it a 
different one ?). An example of this occurs in the title “Oh so quiet” from 
“Bjork” . However the results obtained so far were found good by users. 

Among the various types of audio summary, the most reliable one was found 
to be the “each” method. This is due to the fact that the longest /most-frequent 
sequence/state in a piece of music is not necessarily the most important mu- 
sic key for listeners. Moreover, deciding on a unique sequence/state makes the 
summary more sensitive to algorithm errors. The summary provided by the 
“all” method can be long and is redundant; however it is the only one that can 
remind to listeners the overall temporal structure of the piece of music. The 
“each” method, since it provides all important music key, rarely fails to provide 
the listener’s preferred music key. 

6.3 Limitations of Music Structure Discovery from Signal Analysis 

Deriving content information directly from the signal implies a severe limita- 
tion: we do not observe the intention of the piece of music (the score) but (one 

® Therefore a sequence representation cannot be derived from a state representation 
since all events inside a state are supposed to be similar. 
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of) its realization(s). Moreover, we only observe it through what we can actu- 
ally automatically extract from it (considering the current limitations of digital 
signal processing). This implies especially limitations concerning multiple pitch 
estimation (chords estimation) and mixed sources (several instruments playing 
at the same time). Because of that, we will also be limited in deriving a single 
structure for the whole set of instruments (considering current source separation 
algorithm development, it is still difficult to separate the various instruments 
hence to obtain the structure for each instrument independently). Therefore, 
caution must be taken when concluding in the ability of a specific method to 
derive the actual musical structures. Indeed, except for music for which the mu- 
sical arrangements (instruments playing in the background) are correlated with 
the melody part, or when the melody part is mixed in the foreground, there is 
little chance to be able to derive the actual melody repetitions. Moreover, since 
most music structure discovery methods are based on a search for repetitions, 
evolution of motives or of melodies are unlikely to be discovered. 

7 Conclusion 

In this paper we studied a “sequence” and “state” representation for music 
structure detection with the aim of generating visual and audio summaries. We 
introduced dynamic features, which seem to allow deriving powerful informa- 
tion from the signal for both 1) detection of sequences repetition in the music 
(lower/upper diagonals in a similarity matrix) and 2) representation of the music 
in terms of “states” . 

We proposed a 2D structuring filter algorithm for lines detection in the lag 
matrix and an algorithm to derive a sequence representation from these lines. 
We proposed a multi-pass algorithm based on segmentation and unsupervised 
learning (fuzzy-kmeans and HMM) for state representation of the music. We 
finally investigated sequential summaries generation from both sequential and 
state representations. 

8 Perspectives 

Combining both segment and state approach: Further work will concentrate on 
combining both sequence and state approaches (by using for example two dif- 
ferent window length, it is possible to obtain both representation at the same 
time). It is clear that both approaches can help each other since the probabil- 
ity of observing a given sequence at a given time is not independent from the 
probability of observing a given state at the same time. 

Hierarchical summaries: Further works will also concentrate on the develop- 
ment of hierarchical summary [16] . Depending on the type of information desired, 
the user should be able to select the “level” in a tree structure representing the 
piece of music (for example the various sub-melodies composing a melody or the 
various parts of a chorus/ verse). 
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Abstract. In this paper the classification of monophonic melodies from 
two different musical styles (Jazz and classical) is studied using different 
classification methods: Bayesian classifier, a fc-NN classifier, and self- 
organising maps (SOM). From MIDI hies, the monophonic melody track 
is extracted and cut into fragments of equal length. From these sequences, 
A number of melodic, harmonic, and rhythmic numerical descriptors are 
computed and analysed in terms of separability in two music classes, 
obtaining several reduced descriptor sets. Finally, the classihcation re- 
sults for each type of classiher for the different descriptor models are 
compared. This scheme has a number of applications like indexing and 
selecting musical databases or the evaluation of style-specihc automatic 
composition systems. 

Keywords: music information retrieval, self-organising maps, bayesian 
classiher, nearest neighbours (fc-NN), feature selection. 



1 Introduction 

The automatic machine learning and pattern recognition techniques, successfully 
employed in other fields, can be also applied in music analysis. One of the tasks 
that can be posed is the modelization of the music style. Immediate applica- 
tions are the classification, indexation and content-based search in digital music 
libraries, where digitised (MP3), sequenced (MIDI) or structurally represented 
(XML) music can be found. The computer could be trained in the user musical 
taste in order to look for that kind of music over large musical databases. Such a 
model could also be used in cooperation with automatic composition algorithms 
to guide this process according to a stylistic profile provided by the user. 

Our aim is to develop a system able to distinguish musical styles from a sym- 
bolic representation of a melody using musicological features: melodic, harmonic 
and rhytmic ones. Our working hypothesis is that melodies from a same musical 
genre may share some common features that permits to assign a musical style 
to them. For testing our approach, we have initially chosen two music styles, 
jazz and classical, for our experiments. We will also investigate whether such a 
representation by itself has enough information to achieve this goal or, on the 
contrary, also timbric information has to be included for that purpose. 

U.K. Will (Ed.): CMMR 2003, LNCS 2771, pp. 167-178, 2004. 

© Springer- Verlag Berlin Heidelberg 2004 
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In this work we will start with some related works in the area of musical style 
identification. Then our methodology will be presented, describing the musical 
data and the statistical description model we have used. Next, the implementa- 
tion and parametrization for the different classification methods we used, namely 
Bayesian classifier, /c-nearest neigbours (/cNN) and self-organising maps (SOM) 
will be briefly explained. The initial set of descriptors will be statistically anal- 
ized to test their contribut ion to the musical style separability. These procedures 
will lead us to reduced models, discarding not useful descriptors. Then, the SOM 
training and the classification results obtained with each classifier will be pre- 
sented. These results are compared and the advantages and drawbacks of these 
classification methods related to the musical classification task are discussed. 
Finally, conclusions and current and future lines of work are presented. 

1.1 Related Work 

A number of recent papers explore the capabilities of SOM to analyse and classify 
music data. Rauber and Friihwirth [1] pose the problem of organising music 
digital libraries according to sound features of musical themes, in such a way 
that similar themes are clustered, performing a content-based classification of 
the sounds. Whitman and Flake [2] present a system based on neural nets and 
support vector machines, able to classify an audio fragment into a given list of 
sources or artists. Also in [3], the authors describe a neural system to recognise 
music types from sound inputs. In [4] the authors present a hierarchical SOM able 
to analyse time series of musical events and then discriminate those events in a 
different musical context. In the work by Thom [5] pitch histograms (measured in 
semitones relative to the tonal pitch and independent of the octave) are used to 
describe blues fragments of the saxophonist Charlie Parker. The pitch frequencies 
are used to train a SOM. Also pitch histograms and SOM are used in [6] for 
musicological analysis of folk songs. 

These works pose the problem of music analysis and recognition using either 
digital sound files or symbolic representations as input. The approach we propose 
here is to use the symbolic representation of music that will be analysed to 
provide melodic, harmonic and rhythmic descriptors as input to the Bayesian, 
fcNN and SOM classifiers (see Fig. 1) for classification of musical fragments into 
one of two musical styles. We use standard MIDI files as the source of monophonic 
melodies. 

2 Methodology 

2.1 Musical Data 

MIDI files from two styles, jazz and classical music, were collected. Classical 
music was chosen and melodic samples were taken from works by Mozart, Bach, 
Schubert, Chopin, Grieg, Vivaldi, Schumann, Brahms, Beethoven, Dvorak, Haen- 
del, Pagannini and Mendhelson. Jazz music consist of jazz standard tunes from 
a variety of authors like Charlie Parker, Duke Ellington, Bill Evans, Miles Davis, 
etc. The monophonic melodies are isolated from the rest of the musical content 
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Fig. 1. Structure of the system: musical descriptors are computed from a window 8-bar 
wide and provided to a classifier (a SOM in this figure) for training and classification. 
Once trained, a style label is assigned to the units. During classification, the label of the 
winning unit provides the style to which the music fragment belongs to. This example 
is based on the Charlie Parker’s jazz piece ’’Dexterity”. 



in these MIDI files — the track number of the melody been known for each file — . 
This way, we get a sequence of musical events that can be either notes or silences. 
Other kind of MIDI events are filtered out. 

Here we will deal only with melodies written in 4/4. In order to have more 
restricted data, each melody sequence is divided into fragments of 8 bars. We 
assume this length suffices to get a good sense of the melodic phrase in the 
context of a 4/4 signature. Each of these fragments becomes a data sample. No 
segmentation techniques were applied to obtain the samples. You can compare 
this straightforward process as tuning a radio station, hear the music for a while 
and then switching off your radio box. Most people would be able to identify the 
music style they heard (provided they are familiar with that music style). 

Each melodic sample is represented by a number of statistical descriptors 
(see section 2.2). The total number of samples is 1244, and approximately a 
40% are jazz samples and a 60% are classical samples. 

2.2 Feature Extraction 

We have chosen a vector of musical descriptors of the melodic fragments as the 
input for the classifiers, instead of the explicit representation of the melodies. 
Thus, a description model is needed. Firstly, three groups of features are ex- 
tracted: melodic, harmonic and rhythmic properties. 

The melody tracks in the MIDI files are quantised in origin at 480 pulses per 
bar (i.e., real-time quantisation), therefore possibly containing some amount of 
phrasing like swing in jazz tunes, or stacatto/legato parts in classical music. The 
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features are computed using a time resolution of Q = 48 pulses per bar, down- 
quantising the original melody track. This resolution is the minimum common 
multiple of the most common divisors of the whole note: 2,3,4,6,8,12,16, and per- 
mits capturing the most of the rythmic content in binary and ternary form (i.e., 
triplets). We consider this enough for the purpose of music style classification. A 
higher resolution would capture shorter events, particularly very short silences 
between much larger notes that are not real musical silences, but rather short 
gaps between notes due to the particular musical technique of the interpreter. On 
the other hand, a lower resolution would miss 8th triplets or 16th note durations, 
that are undoubtely important to be considered for style characterization. 

The initial set of 22 musical descriptors is: 

— Overall descriptors: 

• Number of notes and number of silences in the fragment. 

— Pitch descriptors: 

• Lowest, highest (provide information about the pitch range of the 
melody), average, and standard deviation (provide information about 
how the notes are distributed in the score). 

— Note duration descriptors (these descriptors are measured in pulses): 

• Minimum, maximum, average, and standard deviation. 

— Silence duration descriptors (in pulses): 

• Minimum, maximum, average, and standard deviation. 

— Interval descriptors (distance in pitch between two consecutive notes) : 

• Minimum, maximum, average, and standard deviation. 

— Harmonic descriptors: 

• Number of non diatonic notes. An indication of frequent excursions out- 
side the song key (extracted from the MIDI file) or modulations. 

• Average degree of non diatonic notes. Describes the kind of excursions. 
Its a number between 0 and 4 that indexes the non diatonic notes of the 
diatonic scale of the tune key, that can be major or minor key^. It can 
take a fractional value. 

• Standard deviation of degrees of non diatonic notes. Indicates a higher 
variety in the non diatonic notes. 

— Rhytmic descriptor: number of syncopations: notes not beginning at the 
rhythm beats but in some places between them (usually in the middle) and 
that extend across beats. This is actually an estimation of the number of 
syncopations. We are not interested in the exact number of them for our 
task. 

In section 2.4 a feature selection procedure is presented in order to obtain 
some reduced description models and to test their classification ability. 

We used the key meta-event present in each MIDI file to compute the har- 
monic descriptors. The correctness of its value was verified for each file prior to 
the feature extraction process. 

1 0: bll, 1: bin ( t]III for minor key), 2: bV, 3: bVI, 4: bVII. 
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With this set of descriptors, we assume the following hypothesis: melodies of 
the same style are closer to each other in the description space than melodies 
from different styles. We will test the performance of different classifiers to verify 
this hypothesis. 

This kind of statistical description of musical content is sometimes referred 
to as shallow structure description [7]. It is similar to histogram-based descrip- 
tions, like the one found in [6], that it tries to model the distribution of musical 
events in a musical fragment. Computing the minimum, maximum, mean and 
standard deviation from the distribution of musical features like pitches, dura- 
tions, intervals and non-diatonic notes we reduce the number of features needed 
(each histogram may be made up of tens of features), while assuming the dis- 
tributions for the mentioned features to be normal within a melodic fragment. 
Other authors have also used some of the descriptors presented here to classify 
music [8] . 

2.3 Classifier Implementation and Tunning 

Three different classifiers are used in this paper to automatic style identifica- 
tion. Two of them are supervised methods: The bayesian classifier and the /cNN 
classifier [9]. The other one is an unsupervised learning neural network, the self- 
organising map (SOM) [10]. SOM are neural methods able to obtain approximate 
projections of high-dimensional data distributions into low-dimensional spaces, 
usually bidimensional. With the map, different clusters in the input data can be 
located. These clusters can be semantically labelled to characterise the training 
data and also hopefully future new inputs. 

For the Bayesian classifier, we assume that individual descriptor probabil- 
ity distributions for each style are normal, with means and variances estimated 
from the training data. This classifier computes the squared Mahalanobis dis- 
tance from test samples to the mean vector of each style in order to obtain a 
classification criterion. The /cNN classifier uses an euclidean metrics to compute 
distance between samples, and we tested a number of odd values for k, ranging 
from 1 to 25. 

For SOM implementation and graphic representations the SOM_PAK soft- 
ware [11] has been used. For the experiments, two different geometries were 
tested: 16 x 8 and 30 x 12 maps. An hexagonal topology for unit connections 
and a bubble neighbourhood for training have been selected. The value for this 
neighbourhood is equal for all the units in it and decreases as a function of time. 
The training was done in two phases. See Table 1 for the different training pa- 
rameters. The metrics used to compute distance between samples was again the 
euclidean distance. 

In the next pages, the maps are presented using the U-map representation, 
where the units are displayed by hexagons with a dot or label in their centre. 
The grey level of unlabelled hexagons represents the distance between neighbour 
units (the clearer the closer they are) . For the labelled units is an average of the 
neighbour distances. This way, clear zones are clusters of units, sharing similar 
weight vectors. The labels are a result of callibrating the map with a series of 
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Table 1. SOM training parameters. 



Map size 


16 X 8 


30 X 12 


First training phase (coarse ordering)! 


Iterations 


3,000 


10,000 


Learning rate 


0.1 


0.1 


Neigbourhood radius 


12 


20 


Second training phase (fine tunning) | 


Iterations 


30,000 


100,000 


Learning rate 


0.05 


0.05 


Neigbourhood radius 


4 


6 



test samples and indicate the class of samples that activates more times each 
unit. 



2.4 Feature Selection Procedure 



We have devised a selection procedure in order to keep those descriptors that 
actually contribute to make the classification. The procedure is based on the 
values for all the features in the weight vectors of five previously trained SOMs. 
The maps are trained and labelled (calibrated) in an unsupervised manner (see 
Fig 2-a for an example). We try to find which descriptors provide more useful 
information for the classification. Some descriptor values for the weight vectors 
correlate better than others with the label distribution in the map. It is rea- 
sonable to consider that these descriptors contribute more to achieve a good 
separation between classes. See Fig. 2-b and 2-c for descriptor planes that cor- 
relate and that do not with the class labels. 

Consider that the N descriptors are random variables {xi}^i that corre- 
sponds to the weight vector components for each of the M units in the map. We 
drop the subindex i for clarity, because all the discussion is related to each de- 
scriptor. We will divide the set of M values for each descriptor into two subsets: 
are the descriptor values for the units labelled with the classical style 
and {xj}^i are those for the jazz units, being Me and Mj the number of units 
labelled with classical and jazz labels, respectively. We want to know whether 
these two set of values follow the same distribution or not. If false, it is an indi- 
cation that there is a clear separation between the values of this descriptor for 
the two classes, so it is a good feature for classification and should be kept in 
the model and otherwise it does not seem to provide separability to the classes. 

We assumed that both sets of values hold normality conditions and the fol- 
lowing statistical for sample separation has been applied: 



\xc - Xj\ 




( 1 ) 



where xc and xj are the means, and and Sj the variances for the descriptor 
values for both classes. The larger the z value is, the higher the separation be- 
tween both sets of values is for that descriptor. This value permits to order the 





Musical Style Classification from Symbolic Data: A Two-Styles Case Study 173 



0 o .0 o X X X X X 

0 O 0 0 0 0 0 0^^ X X X X X X 
OoooooooooTox X X X X 

000000000 V'XXXXXX 
OOOOOOO'OOXXXXXX 
00000000 X X X X X X 

0 0 0 0 0 0 0 oQx X X X X X 

ooooooooMxxxxxx 



•••••• 

•••••• 

.»»»: 






Fig. 2. Contribution to classification: (a:left) callibrated map (’X’ and ’0’ are the labels 
for both styles); (b:center) weight space plane for a feature that correlates with the 
areas; (c:right) plane for a feature that does not correlate. 
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Fig. 3. Left: SOM map after being labeled with jazz (top) and classical (down) 
melodies. Note how both classes are clearly separated. Right: Sammon projection of 
the SOM, a way to display in 3D the organisation of the weight vector space. 



descriptors according to their separation ability and a threshold can be estab- 
lished to determine which descriptors are suitable for the model. This threshold, 
computed from a t-student distribution with infinite degrees of freedom and a 
99.5% confidence interval, is z = 2.81. 

3 Experiments and Results 

As stated above, we have chosen two given music styles: jazz and classical for 
testing our approach. The jazz samples were taken from jazz standards from 
different jazz styles like be-bop, hard-bop, big-band swing, etc., and the melodies 
were sequenced in real time. Classical tunes were collected from a number of 
styles like baroque, romantic, renaissance, impressionism, etc. 

The first step was to train SOMs with the whole set of descriptors. After 
training and labelling, maps like that in figure 3 have been obtained. It is ob- 
served how the labelling process has located the jazz labels mainly on the left 
zone, and those corresponding to classical melodies on the right. Some units can 
be labelled for both music styles if they are activated by fragments from both 
styles. In these cases there is always a winner label (the one displayed) accord- 
ing to the number of activations. The proportion of units with both labels is the 
overlapping degree, that for the presented map was very low (8.0 %), allowing a 
clear distinction between styles. 

In the Sammon projection of the map in figure 3 a knot separates two zones 
in the map. The zone at the left of the knot has a majority presence of units 
labelled with the jazz label and the zone at the right is mainly classical. 
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Table 2. Feature selection results. For each model the descriptors included are shown 
in the right column. 



Model 


Descriptors 


6 


Highest pitch, max. interval, dev. note duration, 
max. note duration, dev. pitch, avg. note duration 


7 


+syncopation 


10 


+avg. pitch, dev. interval, number of notes 


13 


+number of silences, min. interval, num. non-diatonic notes 


22 


All the descriptors computed 



3.1 Feature Selection Results 

Firstly we have trained the maps with the whole set of 22 features. This way a 
reference performance for the system is obtained. In addition, we have trained 
other maps using just melodic descriptors and also melodic and harmonic ones. 
We get a set of five trained maps in order to study the values of the weight space 
planes, using the method described in 2.4. This number of experiments has been 
considered enough due to the repetitivity of the obtained results. For each exper- 
iment we have ordered the descriptors according to their value for Zi (see eq. 1). 
In table 2 the feature selection results are displayed, showing what descriptors 
have been considered for each model according to those results. Each model num- 
ber denotes the number of descriptors included in that model. We have chosen 
four reduced model sizes: 6, 7, 10 and 13 descriptors. The 7-descriptor model in- 
cludes the best rated descriptors. The 6-descriptor model excludes syncopation. 
The other two models include other worse rated descriptors. 



3.2 Classification 

For obtaining reliable results a scheme based on leave-k-out has been carried 
out. In our case k = 10% of the size of the whole database. This way, 10 sub- 
experiments were performed for each experiment and the results have been av- 
eraged. In each experiment the training set was made of a different 90% of the 
total database and the other 10% was kept for testing. 

The results obtained with the Bayesian classifier are presented in table 3. The 
best success rate was obtained with the 13-descriptor model (85.7%). Results 
from fcNN classification can be seen in figure 4, with the error rate in function of 
the k parameter for each descriptor model. The minimum error rate was 0.113 
(88.7% success) with k = 9 and a 7-descriptor model. 



Table 3. Bayesian average success percentages. 



Model 


Jazz 


Classic 


Total 


6 


74.7 


83.9 


80.5 


7 


83.9 


85.5 


84.9 


10 


90.8 


80.7 


84.7 


13 


91.4 


81.9 


85.7 


22 


90.8 


72.7 


79.9 
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K 



Fig. 4. fcNN error rate with different k for each model. 
Table 4. Average success rate percentages for the SOM classifier. 



Model 


Jazz 


Classic 


Total 


6 


79.4 


82.1 


80.8 


7 


81.8 


86.5 


84.2 


10 


78.8 


82.7 


80.7 


13 


72.0 


82.6 


77.3 


22 


72.7 


79.6 


76.1 



Finally the results for the SOM classifier are presented in Table 4. These are 
average successful classification rate for Jazz and Classical samples. Each model 
has been evaluated with the two different SOM size SOM, and the best results 
presented here were consistently obtained with the 16 x 8 map geometry. 

The best average results were obtained for that map when using the 7- 
descriptor model (84.2 %). It is observed that 6-descriptor model performance 
are systematically improved when syncopation is included in the 7-descriptor 
model. In some experiments even a 98.0 % of success (96.0 % for both styles) 
has been achieved. The inclusion of descriptors discarded in the feature selection 
test worsens the results and the worst case is when all of them are used (76.1 %). 
This is also true for the other classifiers presented here. 

3.3 Result Comparison 

The three classifiers give comparable results. The better average results were 
achieved with the fcNN classifier with fc = 9 and the 7-descriptors model (88.7% 
of average success) . The fcNN classifier provided an almost perfect classification 
in some of the leaving-10%-out partitions of the 7-descriptor model data, with 
fc = 7 (99.1% of success, that means that only one melody out 123 was mis- 
classified). The bayesian classifier performed similarly with some data partitions 
for 10 and 13-descriptors models reaching 98.4% of success (only two misclassi- 
fications), having ranked second in the average success rate (85.7%). The best 
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results for SOM were achieved with the 7-descriptors model, with up to a 95.9% 
success (five misclassifications), having the worst average success rate (84.2%, 
7-descriptors model) of the three classifiers. 

All these results are comparable, each of the classifiers presenting advantages 
and drawbacks. The Bayesian classifier is the fastest one, being theoretically the 
optimum classifier, if the data distributions are normal. One secondary result 
we obtained is the reinforcement of the normality assumption we made to select 
descriptors, since normality was a precondition to the Bayesian classifier we 
implemented. 

The /cNN classifier is conceptually simple and easy to implement, but com- 
putationally intensive (in time and space). It gave the best classification results, 
while it remains to be a supervised technique, like the Bayesian classifier. 

Supervised learning can be a problem when you need an high amount of 
training data to be reasonably sure that you are covering the most of the in- 
put space. This is our situation, where the input space, monophonic (or even 
polyphonic) melodies of arbitrary length from many different musical styles dis- 
tribute in a very large input space. So we have focused our attention on the 
SOM, that provides results slightly worse than the other classifiers, but it has 
the advantage of being an unsupervised classification method (you need only a 
very few labelled samples to calibrate the map). Furthermore, SOMs provide 
additional information thanks to their data visualization capabilities. 

As an example of the visualization capabilities of the SOM, Figures 5 and 6 
show how an entire melody is located in the map. One melody of each style is 
shown, the first 64 bars of the Allegro movement from the Divertimento in D by 
Mozart for the classical style, and three choruses of the standard jazz tune Yes- 
terdays. The grey area in each map corresponds to the style the melody belongs 
to. The first map picture for each melody shows the map unit activated by the 
first fragment of the melody. The next pictures show the map unit activated by 
the next fragment of that melody. Consecutively activated units are linked by a 
straight line, displaying the path followed by the melody in the map. 

4 Conclusions and Future Works 

We have shown the ability of three different classifiers to map symbolic rep- 
resentations of melodies into a set of musical styles using melodic, harmonic 
and rhythmic descriptions. The best recognition rate has been found with a 7- 
descriptor model where syncopation, note duration, and pitch have an important 
role. 

Some of the misclassifications can be caused by the lack of a smart method 
for melody segmentation. The music samples have been arbitrarily restricted to 
8 bars, getting just fragments with no relation to musical motives. This fact 
can introduce artifacts in the descriptors leading to less quality mappings. The 
main goal was to test the feasibility of the approach, and average recognition 
rates up to 88.7% have been achieved, that is very encouraging keeping in mind 
these limitations and others like the lack of valuable information for this task 
like timbre. 
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Fig. 5. Trajectory of the winning units for the Divertimento in D (Mozart). 



Fig. 6. Trajectory of the winning units for the jazz standard Yesterdays. 



A number of possibilities are yet to be explored, like the development and 
study of new descriptors. It is very likely that the descriptor subset models are 
highly dependent on the styles to be discriminated. To achieve this goal a large 
music database has to be compiled and tested using our system for multiple 
different style recognition in order to draw significant conclusions. 

The results suggest that the symbolic representation of music contains im- 
plicit information about style and encourage further research. 
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Abstract. As the use of digital music is getting popular, there is an in- 
creasing demand for efficient retrieval of music. To do that, an effective 
music indexing and natural way of querying a music should be incorpo- 
rated. This paper describes the FMF system^ that designed to retrieve 
tunes from a database on the basis of a few notes which are drawn into 
a musical sheet applet or sung into a microphone. FMF system accepts 
both acoustic and visual input from the user, transcribes all the acoustic 
and common music notational inputs into specific strings such as UDR 
and LSR. Then, It searches an index for tunes that contain the sung 
pattern, or patterns similar to it. We implemented a web- based retrieval 
system and report on its performance through various experiments. 



1 Introduction 

Most traditional approaches for retrieving music are based on titles, composers 
or file names. But, due to their incompleteness or subjectiveness, it is hard to find 
music satisfying the particular requirements of applications. Even worse, such 
retrieval techniques cannot support queries such as “find music pieces similar 
to the one being played”. Content-based music retrieval is usually based on a 
set of extracted audio features such as pitch, interval, duration and scale. One 
common approach for developing content-based music retrieval is to represent 
music as a string of characters using three possible values for the pitch change: 
U(p), D(own) and S(ame) or R(epeat). In order to search for the similar melodic 
string from melody sources, information retrieval techniques, especially string 
matching methods are used. 

Some standard string matching algorithms such as Brute-Force, Knuth- 
Morris-Pratt or Boyer-Moore can find a certain sequence of strings in the text. 
Unfortunately, these algorithms find strings that match the input exactly. This 
is not suitable for acoustic input, since people do not sing or hum accurately, es- 
pecially if they are inexperienced; even skilled musicians have difficulty in main- 
taining the correct pitch for the duration of a song. Therefore, it is common 
to use approximate matching algorithms instead of exact matching algorithms 

^ This work was supported by grant No. R05-2002-000-01224-0(2003) from the Basic 
Research Program of the Korea Science & Engineering Foundation. 

U.K. Will (Ed.): CMMR 2003, LNCS 2771, pp. 179-192, 2004. 
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[6, 13, 17, 28, 29]. In general, approximate matching algorithms are far less ef- 
ficient than exact matching algorithms. For that reason, we use both exact and 
approximate matching techniques. Approximate matching can be used where 
inaccuracy can be tolerated and exact matching should be considered where 
searching performance counts. 

In this paper, we propose an enhanced audio retrieval system called FMF 
(Fast Melody Finder) using a set of frequently queried melody segments and 
various other audio features. 

The rest of the paper is organized as follows. Section 2 presents an overview 
of the existing Music Information Retrieval (MIR) systems. In Section 3, we 
describe several music manipulation and comparison techniques used in the sys- 
tem. Section 4 presents our schema design for fast music retrieval using the index. 
Section 5 describes our prototype system and reports some of the experimental 
results and finally the last section concludes this paper. 

2 Related Works 

Introductory survey for indexing and retrieval of audio can be found in [6]. 
Ghias [5] developed a query by humming (QBH) system that is capable of pro- 
cessing an acoustic input in order to extract the necessary query information. 
However, this system used only three types of contour information to repre- 
sent melodies. MELDEX (MELody inDEX) [17] system was designed to retrieve 
melodies from a database using a microphone. It first transforms acoustic query 
melodies into music notations, and then searches the database for tunes contain- 
ing the hummed (or similar) pattern. This web-based system provides several 
match modes including approximate matching for interval, contour and rhythm. 
Melody Hound [27], originally known as “TuneServer,” also used only three types 
of contour information to represent melodies. Tune recognition is based on error- 
resistant encoding and uses only the direction of the melody, ignoring the size 
of intervals or rhythm. 

Foote [3] proposed a method for retrieving audio and music. Music retrieval is 
based on the classification of the music in the database. Classification of a piece 
of music is based on the distribution of the similarities. Blackburn [2] presented 
a new content and time based navigation tool. He extended the navigation to 
allow music-based navigation. Themefinder [10], created by David Huron, pro- 
vides a web-based interface to the Humdrum thema command, which in turn 
allows database search for musical themes. It also allows user to find common 
themes in Western classical music and Folksongs of the 16th century. 

3 Audio Feature Analysis and Representation 

So far, most work has considered only UDR string parsed from pitch informa- 
tion to represent music. However, there are several restrictions in using the UDR 
string. 

First, current UDR string cannot describe sudden pitch transitions. For ex- 
ample, as in Fig. 1, although the pitch contours for both bars are clearly different. 
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Fig. 1. Two different bars with the same pitch contonr 



they have the same string “UDU” . Classifying intervals into five extended types 
could relieve this: up, up a lot, repeat, down and down a lot. The classification for 
up, down, and repeat is same as mentioned previously. The distinction between 
“down” and “down a lot” could depend on a certain threshold value on interval 
size, but a more reliable approach is to compare a note with a previously pitch 
contour. For instance, if the current note is lower pitch than the note before the 
last one, then it is classified as “down a lot.” With this extension, music can now 
be parsed into a single string representation of the five pitch contour types: u, 
U, r, d and D for up, up a lot, repeat, down and down a lot, respectively. The 
first bar of the example can be represented as “udu” while the second bar as 
“UDU.” 

Second, pitch contour cannot represent information about note’s length, 
tempo and scale; therefore, another representation for time contour should be 
considered. Similar to the way a pitch contour is described by the relative pitch 
transition, a time contour can be described by the duration between notes. Time 
in music is classified in one of three ways: R for a repetition of the previous time, 
L for longer than the previous time, or S for shorter than the previous time. For 
instance, in Fig. 2, the pitch contour and time contour of both bars are “udr” 
and “LSR”. Nevertheless, they are actually different melody. It is because we 
did not consider the rhythm of the melody. 
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Fig. 2. Two different bars with the same time contour 



Therefore, third, we have considered the rhythm of the melody using pitch 
name and duration of the note. Usual note pitch names - C, D, E, F, G, A, B 
- correspond to the musical scales “do re mi fa sol la si” and note durations - 
semiquaver, quaver, crotchet, minim and semibreve - are also represented by its 
corresponding weight “1”, “2”, “4”, “8” and “16” respectively. In the case of 
dot note, add “.” after the pitch name and add and in other cases like 
sharp and flat. For example, eight notes of the melody in Fig. 2 are coded by 
the following strings (assuming the basic length “1” is a semiquaver): 
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“F4 B8 G2 G2 F2 B4. G4 G4” 

Suppose we compare this melody with a melody “F4 G4 G4 G4 F2 G4. G4 
G4”, which is stored in the database. However, we fail to identify the similarity 
between the two using an exact matching technique. To solve this problem, we 
use the Longest Gommon Subsequence (LGS) algorithm [1]. The LGS problem 
typically asks for solving on computing the length of some longest common 
subsequence. The LGS of the both melodies is “F4 G2 G2 F2 G4 G4”. 

4 FAI Indexing Scheme 

This section describes a schema for describing music in the database and con- 
struction and maintenance of dynamic index for fast searching from frequently 
queried melody tunes. 



4.1 FAI Indexing Scheme 

Many file formats such as SMDL, NIFF and MIDI are used to store musical 
scores. A graphical format like Notation Interchange File Format (NIFF) is not 
suitable for general interchange, which is one of the main reasons NIFF has 
not been adopted by many applications. Standard Music Description Language 
(SMDL) was designed as a representational architecture for music information; 
however, there is no commercial software supporting it because of its overwhelm- 
ing complexity. MP3 and other digital audio encoding formats represent music 
recordings, not music notation. Except for very simple music, computers cannot 
automatically derive accurate music notation from the music recordings, despite 
many decades of researches. On the other hand, MIDI file contains more score 
information than other formats. Also, it can hold other text data such as titles, 
composers, track names, or other descriptions. Therefore, we will use the Musical 
Instrument Digital Interface (MIDI) format file. 

Fig. 3 shows the schema diagram for musical features mostly derived from 
the MIDI format. In the figure, the Music element has two components: total 
number of music and scores of music. Each MusicScore element has its id, meta- 
information, attributes and part of the scores of the music. The MetaInfo element 
has information such as title, composer and filename. The Attributes element 
describes musical attributes of a score, such as the clef, key and time signature. 
Key signature is represented by the number of sharps or flats. The Time element 
represents Beats and Beat Type elements that are the numerator and denominator 
of the time signature respectively. The Part element contains its id and the 
number of phrases. 

4.2 Dynamic Indexing 

In the content-based applications, indexing and similarity-searching techniques 
are two keys to fast and successful data retrieval. Gurrently, acoustic features are 
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Fig. 3. XML schema for music meta-data 




widely used for indices [3, 30]. In this paper, we use five types of UDR notation 
based on the pitch contour and LSR notation based on the time contour to 
represent music contents in the database. 

Fig. 4 depicts the indexing scheme. As mentioned before, music is usually 
represented or memorized by a few specific melody segments. It means that 
most user queries will concentrate on those segments. If we use them as an 
index into music database, it would give great advantage in terms of response 
time. Those segments can be found from the previous user queries. We have 
organized them into an index structure called FAI. Initially, FAI could be empty 
or initialized with guessed segments for popular music. In this case, whole melody 
strings should be looked up for the query tune. Relying on the user response. 
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matched music and its segment matched with the query tune will be recorded. 
When the frequency that a segment has appeared in the query is high enough, 
that segment will be inserted into the FAI with a pointer to the music in the 
database. Eventually, the FAI will be populated with short representative strings 
for popular music and provide fast access to the music in most cases. 

There may be the case that a match found in the FAI for the query tune is 
not the one looked for. Therefore, just returning the music pointed by the FAI 
entry would not be enough. If the user could not find what he/she wants, then the 
entire melody source should be looked up. However, since user’s interest tends to 
focus on a small number of popular music with a few memorable segments, most 
user requests will be satisfied just by looking up the FAI. Since the matching 
engine carries out linear search for the FAI entries, we organized the FAI such 
that more popular one could be searched sooner. This policy will improve the 
response time further. 

4.3 Index Maintenance 

Even though human beings perceive music by specific segments, there could be 
many cases between the query tune and its corresponding FAI entry. In case 
a tune is totally contained in an FAI entry, there is no problem. However, if 
they overlap, it could be considered a miss from the FAI search and cause the 
whole melody to be searched for. In order to avoid such unnecessary search in 
the future, FAI entries need to be expanded or modified properly according to 
user query tunes. Fig. 5 shows how to (a) expand and (b) modify the FAI entries 
depending on the query tunes. 

Let us suppose that af and bf are FAI entries for music A, and Ug and bg 
are the query tunes, respectively. As you can see, the query tunes and the FAI 
entries are very similar to each other; af and ag are overlapped and 6/ is included 
in bg. In both cases, the query tune cannot be precisely matched with the FAI 
entry, and the whole melodies should be looked up; therefore, we need to include 
some operations that expand and modify the FAI entries. 

Fig. 5-(a) shows how to expand FAI entries by merging them with given 
query tunes. In Fig. 5-(b), however, both the query Ug and bg are not a substring 
but a subsequence of FAI entries af and bf. Therefore, we also need more oper- 
ations such as insertion, deletion and substitution in addition to the operation 
of expansion. To compute the subsequence of the query tune and FAI entry, 
unnecessary characters should be deleted first and then both strings af{bf) and 
aq{bq) are aligned from the first matched character. Strings af{bf) and aq{bq) 
after the deletion and alignment are shown below. 

a/:DRDDRDD &/:DURRRUU 

a,:DRRDRDD &g:DURRRDUU 

In this alignment, R in aq is mismatched with D in af, and all other char- 
acters match to each other; therefore, the operation of substitution is required. 
Pseudo code for processing the query using both exact and approximate match- 
ing functions is shown in the appendix. 
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5 Implementation 

This section describes the overall system architecture of our prototype system 
and briefly shows the interfaces for querying and browsing audio data, and eval- 
uates its performance. 

5.1 System Architecture 

We have implemented a prototype music retrieval system based on the indexing 
scheme. It provides flexible user interface for query formulation and result brows- 
ing. Both client and server side are implemented by Java Applet, JSP. We used 
a set of jMusic[ll] APIs for extracting audio features and the eXcelon database 
system for handling meta-data in XML. We have used approximately 12,000 
MIDI flies for the experiment and the average file size was about lOKbytes. Fig. 

6 depicts the overall system structure and the querying process. 

Given a query either by humming with microphone or CMN-based interface, 
the system interprets audio input as a signal or a sequence of notes respectively 
and extracts features such as pitch and time contour. Then, extracted audio 
features are transcribed into UDR, LSR and pitch duration notation. After the 
transcription, it searches the FAI first before searching into the music database. 
If a match is found, it increments the frequency of the entry and returns it to the 
result set; otherwise, matching engine searches for entire melodies in database. 
If a similar melody is found from the database and the user confirms it, then the 
query tune is inserted into the FAI for that music. 

5.2 Query and Browsing 

Query interfaces for humming and CMN are shown in Fig. 7. The CMN-based 
query is created by mouse using drag and drop on the music sheet applet and 
humming-based query is produced by humming or singing on the microphone. 
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Fig. 6. System architecture and the querying process 



Both queries are stored as a MIDI format and then transcribed into strings as 
described in Section 3. 

In addition, the system allows query by composer, title, file name, and other 
text data with the same indexing scheme. All those text information are collected 
from the MIDI files as described. This enables keyword-based music search. That 
is, FMF can perform full-text search using the appropriate keywords and melody 
matching using the specified index for music. 

Query melody depicts two queries based on the first theme occurrence in 
Christmas song “Silver Bells” and search interface is shown in Fig. 8. 

Fig. 9 shows the number of matched files from the FAI and the music 
database from the queried melody in Fig. 8. User can play the MIDI file by 
clicking the hyperlinks. 



5.3 Experiments 

We used three exact matching algorithms and one approximate matching algo- 
rithm in our experiment. Three exact matching algorithms are Naive, Knuth- 
Morris-Pratt (KMP) and Boyer-Moore (BM). Boyer-Moore is the fastest on-line 
algorithm whose running time is 0(n/m) where n is the length of the entire 
database. Because of its better performance, we have chosen Boyer-Moore al- 
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gorithm for exact matching in the system and edit distance with dynamic pro- 
gramming for approximate string matching. 
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Fig. 9. Result interface and MIDI player 
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Fig. 10. Response time vs of music in FAI and Database 



Fig. 10 shows the average response time for user query. The upper curve rep- 
resents the response time with usual index scheme and the lower curve represents 
the response time with FAI. In both cases, as the number of songs is increased, 
more time has been taken to find out matches from the database, but the FAI 
approach shows much better result even for a larger data set. 

The first graph in Fig. 11 shows that query length does not seem to affect 
retrieval performance. The length of the query plays an important role in a larger 
and more varied collection. More matching files in fewer notes in query suggest 
that fewer patterns of notes in query are common in most music as shown in the 
second graph. 
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Fig. 11. Response time vs of notes in query and of matching melodies vs # of 
notes in query 




Fig. 12. Query response time for Naive, KMP and BM algorithm when p=3 and p=10 



Fig. 12 shows the query response times for Naive, KMP and BM algorithms. 
The two upper curves represent the query response time for Naive and KMP. 
The lower curve represents the query response time for BM, which gives better 
performance than other two algorithms. We compared their performances using 
UDR strings with the length p=3 and p=10 by measuring the average response 
time. 

6 Conclusion 

In this paper, we discussed various features of music contents for content-based 
retrieval and proposed a fast music retrieval system based on frequently accessed 
tunes. A series of experiments performed on a prototype system show that our 
FAI technique gives much better performance to existing indexing approach. 
This is due to the fact user queries are usually concentrated to a small set of 
music and even query tunes for each music are focused on a few segments. For 
this reason, FAI takes only small amount of system resource such as memory and 
can be placed onto arbitrary music retrieval systems to improve the performance. 
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Appendix A 

Query Process Algorithm in FAI 

(1) Get a humming query from input device - microphone, CMN; 

(2) While (any query comes into the system) 

If (Exact Matching is selected) 

Call ExactMatch(); 

Else 

Call ApproxMatch(); 

(3) List up the candidate result melody ordered by the highest ranked melody 
first; 

(4) Play the retrieved melody; 

/* Definition of Functions */ 

Function ExactMatch (query q) 

If (melody q is equal to the melody in FAI) 

Increase access.count value of FAI entry; 

Return matched_melody; 

Else 

ResultSet = search the whole music DB; 

If (same melody is found in ResultSet) 

Add a melody into FAI ; 

End Function 
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Function ApproxMatch(query q) 

Empty Matrix M for query q and string in FAI with i-th row and j-th col- 
umn; 

M[0, j] = 0 and M[i, 0] = i; 

While (No errors found) 

If (melody q is equal to the melody in FAI) 

M[i, j] = M[i-1, j-1]; 

Else 

M[i, j] = 1 + Min(M[i-l, j], M[i, j-1], M[i-1, j-lj); 

If (M[i, j] is less than Threshold) 

Increase access_count value of FAI entry; 

Return matchedunelody; 

Else 

ResultSet = search the whole music DB; 

If (same melody is found in ResultSet) 

Add melody into FAI; 

End Function 




The Representation Levels of Music Information 



Hugues Vinet 
IRCAM 

1, place Igor Stravinsky 
F-75004 Paris, France 
hugues . vinet@ircam . f r 
http : / /www. ircam. fr 



Abstract. The purpose of this article is to characterize the various kinds and 
specificities of music representations in technical systems. It shows that an ap- 
propriate division derived from existing applications relies in four main types, 
which are defined as the physical, signal, symbolic and knowledge levels. This 
fair simple and straightforward division provides a powerful grid for analyzing 
all kinds of musical applications, up to the ones resulting from the most recent 
research advances. Moreover, it is particularly adapted to exhibiting most current 
scientific issues in music technology as problems of conversion between vari- 
ous representation levels. The effectiveness of these concepts is then illustrated 
through an overview of existing applications functionalities, in particular from 
examples of recent research performed at IRCAM. 



1 Introduction 

The growing importance of the music industry as a key economic sector combined with 
the current convergence of computer, audiovisual and telecommunication technologies, 
yields rapid developments in music technologies. These technical evolutions have an 
impact at all levels of the production chain (production, publishing, dissemination and 
consumption), and bring new modalities of presentation, access to, and manipulation of 
the music material. As a result, there is an unprecedented variety of applications result- 
ing from the music technology industry and research. Examples of such applications 
include score editors, MIDI and audio sequencers, real time DSP modules, virtual in- 
struments based on physical modeling, computer-aided composition environments, 3D 
audio rendering systems, title databases with content-based browsing features, etc. 

A question then arises: given the various approaches to the music phenomenon de- 
veloped in these applications, is it possible to derive a global view, which integrates all 
kinds of associated representations in a single, unified scheme? In the context of this 
first issue of CMMR and its focus on music modeling issues, the purpose of this article 
is to answer this question by characterizing the specificities of music representations 
in technical systems. Therefore, the proposed approach relies on the identification of a 
limited number of well-defined representation types, called Representation Levels, or 
RLs, for reasons to be further developed, and to analyze existing applications through 
this RL grid. The effectiveness of these concepts will be then illustrated through an 
overview of existing applications features, in particular from recent research performed 
at IRCAM. 

U.K. Wiil (Ed.): CMMR 2003, LNCS 2771, pp. 193-209, 2004. 

© Springer- Verlag Berlin Heidelberg 2004 
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2 Definitions and Properties of the Representation Levels 

There are multiple ways of representing music information in technical systems, and in 
particular with computers. Such representations are chosen according to relevant view- 
points on the music content in order to match the target system functions. The term 
“Representation” refers here to the way information is represented internally in the sys- 
tem, i.e. essentially data structures. This article, in its aforementioned scope, does not 
handle another complementary aspect of representations in applications, related to man- 
machine interfaces, i.e. the way internal data are mediated to the user and, inversely, the 
way he can access them for manipulation. These issues are handled elsewhere in the 
context of man-machine interfaces for music production [23]. 

2.1 Music Representation Types 

The conception of various kinds of music representation types is motivated by the recent 
history of music technology. There has been for several decades two main distinct and 
complementary ways of representing music content in technical systems: 

- audio signal representations, resulting from the recording of sound sources or from 
direct electronic synthesis, 

- symbolic representations, i.e. representations of discrete musical events such as 
notes, chords, rhythms, etc. 

This distinction has been effective since the very beginning of computer music and 
is respectively exemplified by the pioneering works, almost simultaneous in the 1950s, 
of Max Matthews for the first digital music syntheses [10] and Lejaren Hiller for music 
compositional algorithms [7] . It is still true with current commercial music applica- 
tions such as sequencers, in which digital audio and MIDI formats coexist. 

Fundamental differences between both representations can be expressed as follows: 

- the symbolic representation is content-aware and describes events in relation tofor- 
malized concepts of music (music theory), whereas the signal representation is a 
blind*, content-unaware representation, thus adapted to transmit any, non-musical 
kind of sound, and even non-audible signals^. 

- even digitized through sampling, the signal representation appears as a continuous 
flow of information, both in time and amplitude, whereas the symbolic representa- 
tion accounts for discrete events, both in time and in possible event states (e.g. pitch 
scales). Low bandwidth control parameters, such as MIDI continuous controllers, 
are also part of this category. 

It should also be noted that despite various existing methods for coding audio sig- 
nals, be them analog or digital, even in compressed form, they all refer to and en- 
able the reconstruction of the same representation of audio signals as amplitude func- 
tions of time. On the contrary, symbolic representations gather a variety of descrip- 
tive approaches, including control-based information such as in the MIDI and General 

* One should rather say deaf in this context, but languages provide few auditory metaphors... 

^ For instance, a sinusoidal function at a 1 Hz frequency 
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Fig. 1. Patch example in OpenMusic. The Input materials (chords) are positioned on top of the 
window, and the produced result is displayed in a notation editor at the bottom 



MIDI standards, score descriptions used in score editors, or more sophisticated, object- 
oriented musical structures found in computer-aided composition environments. For 
instance, the OpenMusic environment, developed at IRCAM, is a visual programming 
environment which enables, as illustrated in Figure 1, to design processing functions of 
symbolic information [2]. 

However, these two kinds of representations are not sufficient for characterizing all 
aspects of music contents found in existing technology. In order to take into account 
recent advances in musical applications, it is necessary to integrate two other kinds of 
representations, hereinafter defined as physical and knowledge representations. 

Physical representations result from physical descriptions of musical phenomena, 
in particular through acoustic models. As one of their specificities, these representations 
account for spatial characteristics of sound objects and scenes, in terms of geometrical 
descriptions, but also include other physical properties, e.g. mass, elasticity and viscos- 
ity. The introduction of physical representations is first motivated by the growing im- 
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portance of physical models of sound sources for audio synthesis, in terms of excitation 
and oscillation, hut also through new concerns related to radiation synthesis [13], i.e. 
the reproduction of directivity patterns through multi-excitator systems. Second, these 
representations are also necessary for accounting for new spatialization applications, 
including. 3D audio simulations, which do not rely any more only on fixed multichan- 
nel reproduction setups (stereo, 5.1, etc.), hut also include geometrical descriptions of 
sound scenes. Finally, advanced applications in the context of virtual and augmented re- 
ality, or new instruments, require the explicit modeling of gestural control information 
resulting from motion or gestural capture systems. 

Knowledge representations provide structured formalizations of useful knowledge 
on musical objects for specific applications, such as music multimedia libraries. These 
representations rely on structures extracted from language as a conceptual basis for de- 
scribing musical phenomena, whereas physical and signal representations rely on math- 
ematical formalisms. Knowledge representations are thus essentially made of textual 
descriptions, and are adapted in particular to providing qualitative descriptions, which 
the other representations kinds do not enable. They have been developed in particular 
in the context of digital libraries and are currently the basis of numerous developments 
in the field of music information retrieval [24]. Unlike other music representation cate- 
gories, there is no musical specificity of such representations, which can be considered 
for any knowledge area. Only their content, in the form of various knowledge represen- 
tation structures, is to be designed specifically for particular music applications. 

3 From Representation Types to Levels 

In a scale which goes, from bottom up, from concrete to abstract descriptions, the four 
representation types which have been introduced can be ordered as follows: 



Table 1. Ordering of Music Representation Types 



Knowledge Representations 
Symbolic Representations 
Signal Representations 
Physical Representations 



An analogy could be found between the resulting levels and the various stages of 
musical information processing by the brains, from the auditory system physiology up 
to the highest cognitive levels. In this analogy, which is valid up to a certain extent, the 
signal level would correspond to the binaural signals, i.e. the acoustic pressure signals 
at the level of both eardrums, which characterize information inputted into the auditory 
system. Subsequently, the physical layer would correspond to the spatial body config- 
uration in terms of position, orientation, and morphology, which intervene as the main 
factors of transfer functions between the 3D acoustic space and the binaural signals. 
The Symbolic level would be associated to the listener’s knowledge of music material 
in reference to music theories or cultures, including the way he associates auditory per- 
cepts to categories issued from these theories (e.g. pitch quantization into scales). At 
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Fig. 2. Hypothetic mapping between representation levels and processing stages of auditory in- 
formation 



the highest level, the knowledge representation is hy definition associated to appropri- 
ate language structures for describing musical phenomena. This mapping is illustrated 
in hgure 2. 

However, this analogy presents some limitations, due to its inadequacy to reflect 
the structural complexity of the auditory system, in particular at the intermediary levels 
associated to the spectro-temporal coding of auditory information, and to model the 
way higher-level information is structured, which remains fairly unknown. 

Since these concepts are intended to modeling music representations in technical 
systems, and do not pretend to model music cognition, a more objective viewpoint 
for justifying this ordered organization can actually be found in information theory. 
Increasing levels are obviously associated to a decreasing information quantity and the 
information reduction operated between successive layers takes the following specific 
forms: 

- from physical to signal levels, the information reduction is essentially of spatial 
nature: the physical layer can be characterized by the acoustic pressure as a function 
of space and time, whereas the signal level is a function of time, which corresponds 
to the acoustic pressure signal captured by a microphone at a given space position. 

- from signal to symbolic levels, the information reduction is associated to a dou- 
ble digitization, which concerns both the time axis and the value ranges taken by 
analyzed variables. For instance, in typical signal to MIDI applications, the funda- 
mental frequency is extracted from audio signals as a low bandwidth, slow variation 
signal, then it is again quantized over time into note events, and the frequency val- 
ues are mapped into a discrete semitone pitch scale. 

- from signal and symbolic to knowledge representations, the information reduction 
is generally the result on one side of a global temporal integration at a more or less 
global time scale, up to the whole piece duration, and on the other side the projec- 
tion of appropriate data value combinations to discrete categories. Knowledge rep- 
resentations actually describe global characteristics of the music material, includ- 
ing objective descriptions such as the piece name, the music genre, the performing 
artists, the instruments played, as well as qualitative statements related to perfor- 
mance, sound quality, etc. In specific cases, these characteristics can be inferred 
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from combinations of signal and symbolic information. For instance, if “rock” and 
“baroque” are relevant genre categories, one can consider inferring them from a 
combination of characteristic rhythmic and harmonic patterns extracted from sym- 
bolic information, and of spectral distributions associated to the characteristic tim- 
bres of associated instrument groups. It is also worth mentioning that character- 
izing qualitative aspects of performance will require information present in audio 
recordings, even if experiments have shown that interesting features can already be 
extracted from MIDI performance recordings , only through onset note positions 
and velocities [4]. 

3.1 Mapping of Existing Mnsic Standards into the RL Scale 

In order to further specify the RL definitions, let us examine how various music data 
standards map to the RL scale. 

- Audio signal formats. Among mono- or stereophonic signals, the most complete 
representation, i.e. the one with the biggest information quantity, corresponds to 
analog signals. Digital audio signal are positioned higher in the RL scale, since they 
result from a double digitization, in time and amplitude, whose translation in terms 
of information reduction corresponds to a limitation of bandwidth and dynamics 
(or signal on noise ratio). The various digital audio formats (e.g. AES-EBU) are 
ranked in the RL scale according to their information quantity per time unit, i.e. as 
a function of sampling frequency and entropy of single word coding. Multichannel 
audio coding formats, such as MADI or AD AT, enable the coding of N independent 
signals, and it is easy to show that their entropy adds a constant log2N offset to the 
one of single coded signals. Audio compression formats, such as the ones found 
in MPEGl (including the popular mp3 format), MPEG2 and MPEG-AAC, operate 
a significant information reduction (typically 10 times for mp3) without audible 
effects in broad sound classes, through the integration of psychoacoustic masking 
effects. This case illustrates once more the difficulty of setting up a straightforward 
mapping between the RLs and processing stages in the auditory system. 

- Symbolic representation formats. MIDI, the most widely spread standard for sym- 
bolic representations, combines the coding of various information types, including 
note events and continuous controllers, through various channels. Its low bit rate 
and value representation resolutions (semitone scale, velocities coded in 7 bits, 
etc.) present many limitations for coding musical events. More recent symbolic 
representation designs such the one used in IRCAM’s OpenMusic composition en- 
vironment [2], provide better abstractions. Eirst, they define data types through an 
object-oriented formalism, which enables a better data organization, in particular 
through multiple inheritance of basic types, shown in Figure 3. 

Second, they enable the formalization of rhythms as hierarchical structures through 
integer decompositions of a given pulsation, whereas symbolic representations found 
in sequencers only represent time as a linear and flat axis. As another interesting case, 
music notation formats as used in score editors, such as NIFF, are actually positioned at 
a higher level in the RL scale. Let aside all graphic layout information, notation formats 
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Fig. 3. Basic data types in OpenMusic, from which all music types are derived through multiple 
inheritance 



obviously combine two different kinds of information: on one side, discrete musical 
events (notes) and specifications (e.g. tempo), which are formalized through numerical 
data and are thus related to the symbolic level; on the other side, textual qualitative 
specifications which cannot be translated into numerical data, and are hence part of the 
knowledge level. So music notation formats are actually positioned in the RLs along 
the symbolic and knowledge levels. 

After targeted efforts, in MPEGl, MPEG2 and AAC, to audio compression tech- 
niques, recent evolutions of the MPEG standardization process illustrate the need for 
integrating new representation levels in audiovisual format standards. MPEG4 enables 
the representation of compound scenes made of various streamed data including com- 
pressed audio [8]; it includes, with SASL (Structured Audio Score Language) a format 
for specifying musical events; moreover, it also includes, in the Advanced AudioBIFS 
(Binary Format for Scene description), geometrical and perceptual descriptions of 3D 
audio scenes. Its position in the RL scale thus extends along the physical, signal and 
symbolic levels. 

The integration of data formats associated to the knowledge level is also developing 
in various standards, including, for example, UNIMARC for digital libraries, MPEG7 
[II], which is dedicated to descriptions of audiovisual contents, and MPEG2I, which 
aims at the identification of audiovisual contents and of their right owners. 

The SDIF format^ (Sound Description Interchange Format), developed by several 
research centers in music technology, is an open format for representing any kinds of 
audio analysis data (see 4.2). It fills a gap for such representations both within the 
signal level and at its boundary with the symbolic level. 

The respective positions of these standards in the RL grid is illustrated in Figure 4, 
which exhibits the lack of a performance-oriented control format which would extend 
MIDI and enable better representations of gestural control information, as part of the 
physical level, and mappings of these gestures to symbolic information (cf 3.4.3). 



^ http : / /www. ircam. fr/equipes/analyse- synthese/sdif/ index.html 
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Fig. 4. Mapping of Existing Standards into the RL Scale 



4 Analysis of Music Applications through the RL Grid 

Since the RL structure is built for providing an extensive view of the various kinds of 
representations found in music applications, it enables, at least theoretically, to analyze 
any of them through the grid it provides. This part aims at providing such analysis, 
through typical examples of music application functions. Therefore, it starts by analyz- 
ing usual applications and studying the way they combine the various music represen- 
tations they use. Then, current research issues in music technology are put into the fore 
as problems of conversion between various levels and through the integration of the 
physical and knowledge levels. 

4.1 Combination of Various RLs in Usual Musical Applications 

Usual musical applications, such as sequencers, score editors, audio processing mod- 
ules, synthesizers, are generally limited to the management of signal and symbolic rep- 
resentations. Moreover, they manage these representations separately, or with limited 
interactions. This is true with commercial sequencers, which combine audio and MIDI 
files. Sequencers provide editing and processing functions for each data type, but with 
interactions between them mainly limited on one side to the audio rendering of MIDI 
tracks (further referred as the Synthetic Performance function) using synthesizers, on 
the other side to the overall synchronization of all data on a single time reference, which 
is the basic function of these applications. As a more sophisticated example, the Max 
application, which results from research performed at IRCAM on real time interaction 
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Fig. 5. Example of visual programming patch in Max/MSR The signal and control processing 
graphs are respectively represented by dashed and plain lines 



[18], provides a dataflow processing architecture specifically designed for managing 
two kinds of musical information: messages, used in particular for transmitting sym- 
bolic information as discrete events, and audio signals. This architecture enables the 
synchronization of these two data types (Figure 5), through the use of a fixed-size sam- 
ple block processing architecture for audio signals (typically 64 samples per block), 
which provides a common clock for all data. 

Such an architecture for music information processing, which relies on the syn- 
chronization of two clocks, one for audio signals, the other one for discrete and control 
information, can be actually found in many musical applications. This is the case of 
DSP plug-ins, i.e. digital audio processing modules designed for commercial sequencer 
applications. 

Functionally, these modules perform the processing of audio signals, through the 
use of signal processing algorithms, controlled by parameters sampled at a lower fre- 
quency rate. This enables to develop sophisticated processing features, which rely not 
only on signal algorithms, but also on the processing of control parameters. This ap- 
proach is developed in particular in the GRM Tools processing module suite; each mod- 
ule combines two stages of processing algorithms, the one for audio signal algorithms, 
the other one for the algorithms parameters, through the systematic use of graphical 
interfaces [23] and high-level parameter controls. Another conceptual approach of sig- 
nal processing, developed at IRCAM by Xavier Rodet, relies on an Analysis/Synthesis 
architecture, through the use of parametric models. Two distinct model categories are 
considered: signal models, which describe relevant information through signal process- 
ing formalisms, and physical models, which provide acoustic models of sound sources 
and are hence focused on the causes of sound production, whereas signal formalisms 
model the effects. Depending on the model formalisms, analytical procedures can be 
associated to synthesis models. In that case, this enables to derive a specific processing 
architecture, based on the processing of the parameters, as shown in Figure 6. 
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Fig. 6. The Analysis/Synthesis Model Architecture 




Fig. 7. Time-Frequency Editor of the Audiosculpt 2 Application 



This architecture is used in particular in the IRCAM Audiosculpt'* software applica- 
tion, which is based on the Phase Vocoder model (Short Time Fourier Transform). The 
processing is specified through a graphical interface which displays the model param- 
eters in a time-frequency graphical representation (sonagram), on which the user can 
draw in order to define editing operations such as time-varying filters (Figure 7). 

In this example, the parameter space (short time Fourier coefficients) actually 
presents an information quantity of the same magnitude order as the original signal, or 
even greater. Other models, such as the sinusoidal, or additive model, which decompose 
an existing signal into a sum of slow-varying sinusoidal functions and a residual signal 
called noise, enable to have a more quantized parameter space. This space, which in- 
cludes low-bandwidth amplitude and frequency values of the sinusoidal functions, can 
be assimilated to the symbolic representation level. In that case, the processing func- 

http://www.ircam.fr/produits/logiciels/audiosculpt-e.html 
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Fig. 8. Audio Processing through Symbolic Information Processing 

tion relies on a dual signal to symbolic (analysis) and symbolic to signal (synthesis) 
conversion, and the processing is specified in the symbolic space (Figure 8). 

Such an architecture is widely used in contemporary music productions, which com- 
bine recorded audio and instrumental notation materials, through the same symbolic 
formalism. 

4.2 Signal Analysis Issues 

The processing scheme of Figure 8 relies on the assumption that an analysis model can 
be derived from the synthesis model, which is not always the case. Invertible Models, 
such as the Phase Vocoder, are actually an exception, and deriving analytical proce- 
dures from musical signals is currently the subject of many research projects on music 
technology [6]. Examples of current research issues are listed hereinafter. 

Frequency Domain Analysis. Various kinds of information related to the frequency 
domain can be derived from audio signals: fundamental frequency, spectral peaks, spec- 
tral envelopes, etc. In particular, the identification of a limited number of pitch values in 
a signal mixture provides a digitization from the audio to the symbolic levels. However, 
in current state of the art in signal analysis, it is still impossible to design robust algo- 
rithms capable of analyzing multiple fundamental frequencies present in a polyphonic 
recording [5]. 

Automatic Segmentation. The goal of automatic segmentation is to identify time oc- 
currences corresponding to the start and end of musical events. Various time scales can 
be considered, from the note level (symbolic level) [19] up to the part level in a piece 
of several minutes (knowledge level) [16]. Some analytical models do not provide only 
their results as a list of time-stamped events, but also rely on high-level models, such 
as Hidden Markov Model state sequences: this enables modeling events as compound 
structures, e.g notes as sequences of various states (Attack, Sustain, Release). However, 
the unsupervised extraction of musical events from audio signals can be difficult to 
achieve in some cases. Score alignment algorithms, which perform a synchronization 
of a reference score expressed in symbolic format with a recorded performance signal, 
provide more robust results in the general case [15]. 
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Source Separation. As a combination of both former problems, i.e. analysis of super- 
imposed pitches, and temporal analysis, the blind source separation problem aims at 
separating various sources from a mixture signal. Research in this field [22] is quiet 
recent and already produces promising results. The goal is to decompose a mixed poly- 
phonic signal into independently varying voices (e.g. instrument groups playing the 
same voice). 

Automatic Identification of Musical Events. The goal of automatic identification 
is to match information present in the signal with referenced musical events. These 
events are generally characterized, using machine learning procedures, through the val- 
ues taken by a vector of numerical descriptors automatically extracted from the signal. 
An usual form of identification is automatic classification, applied for example to the 
identification of sound sources (instruments) present in an audio signal, through learned 
classes characterizing each sound source. Flat and hierarchical automatic classification 
procedures enable the mapping of identified events to existing taxonomies and can thus 
be assimilated to automatic conversion functions from the signal level to the knowledge 
level. New applications, such as digital audio databases, use these automatic indexing 
features as a computer assistance for classifying sounds in the database [17]. 

Analysis from Symbolic Representations. Other approaches aim at extracting high- 
level musical structures from symbolic representations such as MIDI data. Existing 
research in this field includes automatic meter extraction [20], unsupervised style char- 
acterization [1], pattern analysis and matching of melodic, rhythmic and harmonic 
materials [12]. In the context of music information retrieval, these works, such as the 
popular query by humming application, generally rely on the analysis of music pat- 
terns, between which similarity metrics are applied. One could then wonder where such 
patterns are positioned in the RL scale, possibly at a missing position between the sym- 
bolic and knowledge levels or, like in OpenMusic, as compound structures inherited 
from basic symbolic objects (notes, chords, event sequences). However, as a specificity 
of music information, it appears that there is no objective way of producing such pat- 
terns from symbolic information; these patterns, such as melodic profiles or surfaces, 
or rhythmic patterns, only account for a certain aspect of music information, but are not 
standard elements of the musical syntax. In other words, if compared to language, music 
includes structural information at the grapheme level (individual notes can be assimi- 
lated to individual letters), but not at the lexeme level (there is no structural equivalent 
to words, as the elementary syntactic and semantic level). 

4.3 The Synthetic Performance Problem 

We saw in the former examples that a conversion from a low to a higher representation 
level is done through an analytical procedure, which reduces the information quantity by 
isolating the appropriate events. Inversely, a conversion between a higher and a lower 
level will require the generation of additional information, through specific synthesis 
models. This problem is illustrated through a generic music problem, called here the 
Synthetic Performance application, which aims at simulating the action of a performer 
and his instrument. In terms of information processing, the performer (plus instrument) 
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Fig. 9. Basic Performer as MIDI to Audio Function 




Fig. 10. Ideal Modeling of the Synthetic Performer 



function can be summed up as taking symbolic data in input (the score), and produc- 
ing a variable acoustic pressure at each point of the concert hall space. The computer 
simulation of this function thus corresponds to a data conversion from the symbolic 
to the physical levels. A usual way of managing this function in existing applications, 
generally referred as “MIDI to audio” function, is to assimilate, as shown in Figure 9, 
the score as a MIDI note sequence, and play it on a synthesizer. 

The synthesizer actually performs the symbolic to audio conversion function by 
taking symbolic information such as pitch, intensity, duration in input, and generating 
a signal which simulates a note played by a given instrument. The physical level is 
thus ignored, as well as most score nuances and indications, and the resulting timhre 
depends on the selected synthesizer program. A more accurate way of rendering for this 
Score to MIDI function is to use the General MIDI format, which also transmits, from a 
standardized instrument set, the instrument to be played to the synthesizer, which then 
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selects the program that best fits the corresponding timbre. A much more extensive view 
of various processing which should ideally be modeled is displayed in Figure 10. 

It takes into account the two representation levels present in the score, including 
some textual specihcations as part of knowledge level. It also takes into account im- 
plicit knowledge, such as cultural references, e.g. existing performances of the same 
piece. In some specihc cases, it also integrates gestural control information relating to 
the physical level, such as a dynamic model of the performer body, to be coupled with a 
physical model of the instrument. The physical level is also taken into account through 
a 3D audio rendering module, which models the instrument radiation, the way this ra- 
diation is controlled by the musical text, the simulation of the concert hall room effect, 
and finally the rendering of all of these spatial effects on the target reproduction system 
(headphones, stereo, multiple loudspeakers, etc.). This example illustrates the amount 
of progress to be made in order to better model human performance. Performance mod- 
eling is still at its infancy, and, in particular, few studies up to now provide advances in 
the way score parameters are modulated through the combination of implicit knowledge 
and explicit textual qualitative specifications. 

4.4 Physical Representations 

Physical Representations include two kinds of acoustic modeling approaches which 
have been handled separately up to now: source models and spatialization models, in- 
cluding room effects. Moreover, it also concerns the representation of gestural informa- 
tion for controlling musical processes (such as synthesis models). 



Physical Models of Sound Sources. Many research studies have been dedicated, in the 
last 20 years, to acoustic models of sound sources, in particular of musical instruments. 
These models provide powerful sound generation features for composers, such as the 
Modalys^ environment, which enables the user to assemble virtual instruments from 
a set of reference objects (strings, plates, tubes,?) and non-linear interactions (pluck, 
strike, bow, etc.) [21]. Commercial applications are also developing in the form of real 
time instrument synthesizers. As compared to signal models, physical models present 
several advantages: they produce richer and more realistic sounds; their input param- 
eters correspond to physical variables and are thus more meaningful to the user; the 
simulation of non-linear coupling functions between the various instrument parts en- 
able the reproduction of the instrument behaviour as a non-linear dynamic system, with 
possible chaotic output depending on input parameter conhgurations. However, for this 
reason, physical models are more difficult to control, and present the same kind of dif- 
ficulties novice performers experiments when starting to play with instruments with 
a non-linear behaviour such as winds. Therefore, specific research is done focusing on 
model inversion, i.e. with the aim of producing a given audio signal through appropriate 
generation of control parameter values over time. Other research projects are also dedi- 
cated to the modeling of instrument radiation, and to the way radiation varies according 
to played notes. 

^ http ; / /www. ircam. fr/produits/logiciels/modalys-e .html 
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Spatialization. Spatialization refers to a simulation function which actually includes 
two different kinds of parameters that had been handled separately in music technol- 
ogy: localization (sound sources positions), and room effect. Traditionally, these two 
functions have been simulated respectively using stereo panning (or multi-loudspeaker 
intensity panning) and artificial reverberation. More recent, physical models enable the 
complete simulation of the scene from a geometrical description of the room and of the 
positions of sources and listeners. However, such models, which rely on a convolution 
of the signal by an impulse response of possibly several seconds, are heavy to com- 
pute, and require the impulse response itself to be recomputed as soon as the source 
or the listener move. Another approach, developed in the IRCAM Spat project [9], 
is based on a perceptual description of the audio scene. It also combines the localiza- 
tion and room effect simulations, but the room acoustic quality is specified through 
a set of perceptual parameters. These parameters enable the user to specify the target 
acoustic quality regardless of the reproduction system, be it headphones (binaural cod- 
ing), stereophonic (transaural), multi-loudspeakers (intensity panning or Ambisonic), or 
Wavefield Synthesis. According to the RL grid, the Spat provides a synthesis function 
from the signal (input sound) and symbolic (target acoustic quality and source posi- 
tions) levels, to the physical level (reproduction system management). Another, dual 
approach of spatialization is based on the synthesis of radiation patterns through the 
control of multi-loudspeaker sources [13]. In the context of live performance and real 
time processing of acoustic instruments or voice, these sources can be configured in 
order to approximate the radiation of the processed instrument and thus better fuse with 
acoustic sounds. 

Gestural Control. The generalization of electronic instruments can be considered as 
a continuity of acoustic instrument building. However, electronic instruments bring a 
rupture for performers in terms of man-machine interaction: acoustic instruments pro- 
vide a direct energetic coupling between the gestural control and the produced sound, 
whereas electronic synthesizers get their energy from the electric power and thus bring 
a decoupling between the control gesture and the synthesized sound [3]. This enables 
building various kinds of “new instruments” through the combination of any kinds of 
gesture capture systems and audio synthesizers, and brings a new issue of defining ap- 
propriate mappings between gestural control information and the synthesizer control 
parameters, addressed by several authors [25]. Moreover, the state of the art in live 
interaction between performing instruments and real time processing systems relies in 
score following, i.e. real time music shape recognition from a reference score played 
live by a performer [21]. In order to go beyond the recognition of symbolic information 
in terms of expressivity, some composers are interested in integrating gestural control 
information as input signals of musical processes. These evolutions show the need of 
appropriate representations of musical gestures, as multidimensional signals resulting 
from captors or image analysis, characterized by a lower sampling rate than audio (typ- 
ically IkHz sampling), but also keeping track of cinematic information such as the tra- 
jectory, and position, speed and acceleration as functions of time. Beyond MIDI, there 
is also a need of a new standard for synthesis control, which would account for various 
representation levels including symbolic information, but also gestural information. 
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5 Conclusion 

This study has identihed four main kinds of music representations in existing and po- 
tential applications, and has shown that these four types can he organized in levels 
associated to the various information quantity they convey. These concepts provide a 
powerful grid for analyzing all kinds of musical applications according to the types of 
information they manipulate. They also exhibit the lack of a standard syntactic level 
corresponding to music patterns, even though such patterns are the only way of char- 
acterizing structural information between the note level and the high-level form. These 
concepts are also useful for understanding current issues in music technology research 
in terms of integration of the physical and knowledge levels and as problems of data 
conversion between various levels. From bottom up, analysis functions extract relevant 
information from complex inputs. Inversely, from top down, synthesis functions gener- 
ate missing information through dedicated models. In both cases, the various illustra- 
tions provided from current research show the gap which remains to be filled between 
functions that could be envisioned for solving basic musical problems and the current 
limits of our knowledge. 
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Abstract. This paper aims at describing an approach to the music performance 
situation as a laboratory for investigating interactivity. I would like to present 
“Legons pour un apprenti sourd-muet” [1], where the basic idea is that of two 
improvisers, a saxophonist and a computer, engaged in a series of musical ques- 
tions and responses. The situation is inspired from the Japanese shakuhachi tradi- 
tion, where imitating the master performer is a prime element in the apprentice’s 
learning process. Through listening and imitation, the computer’s responses get 
closer to that of its master for each turn. In this sense, the computer’s playing em- 
anates from the saxophonist’s phrases and the interactivity in “Lemons” happens 
on the level of the composition. 



1 Composition Process Formalised 

The architecture of “Le 9 ons” takes as point of departure the information exchange be- 
tween two agents in a conversation-like situation as described in linguistic theory [2]. 
Communication between a musician and a machine may be considered to have aspects 
of both natural and formal languages. 

As Noam Chomsky states, “In the study of any organism or machine, we may dis- 
tinguish between the abstract investigation of the principles by which it operates and 
the study of the physical realization of the processes and components postulated in 
the abstract investigation.” [3] Certainly, not all procedures of musical production allow 
themselves to be expressed formally. The composer’s (or improvising musician’s) mode 
of operation and level of creativity are neither constant nor continuous, but, allowing 
simplihcation, we can outline the borders between three of the sub-processes that are 
involved: analysis, composition, and diffusion. 

In a first phase, the musician internalises exterior stimuli through interpretation and 
creates models of various degree of formalisation. In the second phase, composition 
or “putting-together”, aspects of the material are negotiated through experiments, re- 
hearsals and so on. In the third phase, the internal representation is realised as sound, 
using an instrument. In poetic terms we may call these phases Listening, Composition 
and Playing. For an improvising musician the situation is similar. Implementing a model 
of the three processes in a computer program, we isolate two main parts: first a silent 
part characterised by analysis, and secondly, a sounding part, characterised by produc- 
tion. Linking the two parts is a transformation function, which is internal and may be 
invisible to an outside observer [4]. The nature of such a transformation is evasive in 
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PROCESSES OP COMMUNICATION (,fter Chomsky, 1980-1995) 

between two agents 



Agent 




the case of the composition process, and even more obscure in the case of a real-time 
improvisation performance. Ideally, a computer model to investigate music cognition 
should be capable of handling large numbers of parameters, of adapting given sets of 
performance activities to varying situations, and weighing the value of available strate- 
gies. “LeQons” in its present state implements a modest approach to the phenomenon 
of invention. The computer follows a performance script (see below) containing the 
actions defining a performance. It does not know any notes or phrases and throughout 
the performance, it listens to the saxophonist, analyses the audio and builds a database 
of material which allows it to improve its playing. The computer registers aspects of 
the style of a human improviser. The material is recombined using a statistical method 
(Markov chains) generating algorithmically its phrase responses (see below) which are 
played in real-time. The goal of “Le 9 ons” is to construct a situation where the music is 
created during the performance and where the two improvisers are compatible in terms 
of producing musically interesting material. 

I will now describe how the computer part works. The illustration above shows the 
three main processes: analysis, recomposition, and synthesis. The program is imple- 
mented in MaxMSP [5]. The global form, described in the performance script, is a set 
of variations, and connects back to the master - apprentice idea. Each variation consists 
of two parts: first, the saxophonist plays solo while the computer listens; then, the two 
play together. 

2 Audio Analysis and Categorisation 

In the Listening part, the computer performs automatic analysis on a continuous audio 
flow. Required here are methods for data reduction and storage efficiency. The analysis 
works simultaneously on three different time scales. Going from longer duration to 
shorter, the data is interpreted as Phrases, Note-categories and Note-models. The high- 
level musical phenomena are mapped to simple parameters in such a way that they 
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can be manipulated later, in the process of algorithmic composition that generates the 
computer’s phrase responses. 

- “Phrases”: an amplitude follower picks up the pattern of the sax player’s alterna- 
tions between playing and silence. The database stores an image of the phrase as 
a series of windows representing these alterations, which can be stretched and ap- 
plied to any phrase response. 

- “Note-categories”: the audio stream of the saxophone’s melodic playing is chopped 
up into Notes by detecting pitch [6] and attack (or rather “end-of-silence”). When 
certain time-related thresholds are passed (these have to be found during rehearsals 
through trial-and-error) the detection of a new note is triggered. It is defined by its 
duration, average amplitude and average pitch and these values are approximated 
in 22 pitch registers, 4 nuances of amplitude, and 7 durations (logarithmic), called 
“coding classes”. The coding class decide into which of the Note-categories^ the 
new note is stored, or rather, its (non-approximated) pitch-amplitude-duration val- 
ues (see detail of the user interface below). 

- “Consecutive-note-categories” is a register of the order of appearance of the Note- 
categories, providing the material for the statistical recombination of detected 
notes^. 

- The “Note-models” provide a notion of timbre. Over the duration of a detected 
note, however short, there are fluctuations of pitch and amplitude. These values are 
sampled and stored as pitch and amplitude curves. The Note-models are later fitted 
to the notes played by the lead granular synthesis instrument (see below). 



^ In this case, since 22 *7*4 = 616. 

^ During a 10-minute performance, around 600 notes are picked up, so the number of Note- 
categories seems reasonable. 
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3 Instantaneous Recomposition 

In the Playing part, the computer will choose the phrase image (picked up from the sax- 
ophonist) that is “richest”, i.e. has most changes between sound and silence. The phrase 
image is htted to the duration of the section (the remaining part of the variation.) When 
there is a “play” window in the Phrase, a “melodic phrase maker” is invoked. This is 
the core algorithm of the system, mapping the database material to play actions [7]. 
From the data in the Consecutive-note-categories register, a first-order Markov algo- 
rithm generates a sequence of Note-categories, which maintains statistically significant 
properties of the original material. For each of the Note-categories in the new sequence, 
one of the notes stored in the corresponding slot is chosen at random. The phrase is then 
passed on to the virtual instruments (see detail of the patcher below). 

4 Sound Synthesis 

The computer plays an ensemble of four virtual instruments. One takes on a lead role, 
while the three others are accompanying. The real-life musical metaphor would be that 
of a group of musicians, something of a cross between a traditional Japanese ensemble 
and a jazz combo. 
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- SashiGulenisu: the lead virtual player, playing a granular synthesis instrument with 
a hichiriki-liks timbre, plays the newly generated phrase and applies the Notemod- 
els to the notes to give it more pitch and amplitude liveliness. There is an automatic 
algorithm (Brownian motion) that changes the granularity in order to further enrich 
the timbre. 

The notes in the phrase reply are passed on to the accompanying instruments, which 
derive a notion of harmony by checking all the intervals^ The function takes into 
consideration not only the pitches, but weighs in their duration and amplitude as 
well (see detail of the patcher below). 

- There are two string instruments, both based on Karplus-Strong synthesis [9]. 
Here, I wanted some of the sound character of a Biwa. The KastroShami has an 
algorithm for different playing modes: either plucked or in a time- varying tremolo. 
In either case, it may introduce a glissando between notes. The KastroKoord plays 
three-note chords. 

- The MeksiBass [10] uses algorithms to create something of a jazz style walking- 
base. Pitches harmonically closer to the fundamental are favoured, in order to 
strengthen the harmonic unity of the virtual ensemble. 



5 Performance Script 



The performance script is the equivalent of a musical score. As an example of what the 
script looks like, consider the excerpt shown below. The fifth variationt has a total du- 
ration of 35 seconds (Listening and Playing parts together); all four instruments except 
MeksiBass will play; the KastroShami will play very slow-moving phrases (3 times 
longer than the others) ; the Markov phrase generator will use the most recent forth of 
the detected notes (the ’’memory area” is set to 90 120; having access to all the notes 
would be 0 127). 

[5, movementDuration 35 \, instrumentsActivity 1 0 3 1 \, setMemoryArea 90 120] 



^ Algorithm based on [8]. 
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6 Conclusion 

We may now consider the performance from a listener’s perspective. I refer to the sound 
examples (1: beginning, 2: towards end) taken from a live recording, When setting out, 
the computer knows nothing and will perform hesitantly. As it gathers more material, 
the playing is considerably enriched. “Le 9 ons” implements a procedural system, with- 
out attaching musical sense to the data it perceives [11]. When considering the nature 
of the musical interactivity, the role of the computer is determinant. In an Automatic 
system the machine consists of algorithms for the generation of music, and local unpre- 
dictability is often the wanted result. In a Reactive system, the computer is treated as an 
instrument to be performed on, and emphasis is on user interface and direct mapping 
of controller gesture to sound production. In an Interactive system there is a two-way 
exchange between musician and machine of information that transforms surface ele- 
ments and deeper structures of a performance in real time [12]. The interactivity in 
“Le 9 ons” is strong in that the composition is decided during the performance, result- 
ing from an automatic analysis of audio. The interactivity is automatic in that it relies 
on (prefabricated) algorithms to make musical sense. The computer improviser is not 
a reactive instrument, and the saxophonist needs to invest time to explore the kind of 
playing which works within the system’s technical limitations and ubiquitous musical 
setting. 
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Abstract. Interactive computer music proposes a number of consid- 
erations about what the audience experiences in relationship of what- 
is-going-on-on-stage and the overall musical result. While a traditional 
music instrument is a compact tool and “to play an instrument” has 
a precise meaning for everybody, the new electro-acoustic instrument 
is a system consisting of a number of spread out components: sensors 
and controllers, computer and electronic sound generators, amplifiers 
and loudspeakers. How to link information between the various parts of 
this exploded instrument is deeply correlated to new modalities of com- 
posing and performing in relationship with how the audience perceives 
and accepts these new paradigm. We here report our point of view and 
considerations about the role of “mapping” derived from our experience 
both in developing original controllers and in the realization of interac- 
tive electro-acoustic performances. 



1 Introduction 

A traditional music instrument is a compact tool which gathers together all 
the aspects (shape, ergonomics, mechanics and material) necessary for stating 
and determining the timbre and for controlling pitch and nuances of sound. 
For some instruments it is also possible to personalize the acoustic response by 
choosing specific interchangeable crucial elements: mouthpiece (and reeds) for 
wind instruments, material and size of strings for string instruments. Besides, 
the physical structure of the instruments reflects the alphabet and syntax of 
reference for the music played (which in the case of western music is the well 
tempered scale and Harmony) and reflects even the anatomic structure of the 
human body. 

A question now arises: is the term “instrument” still appropriate and cor- 
rect for the new equipment used in computer music? Compared to a traditional 
compact musical instrument the new one appears as an “exploded instrument” 
consisting of different elements: controller(s), audio-signal generator (the com- 
puter) and sound sources (loudspeakers) connected via different typologies of 
cables and signals. 

U.K. Will (Ed.): CMMR 2003, LNCS 2771, pp. 217-224, 2004. 
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There exist two main types of connections: the digital connection between 
controllers and computer and the analog connection between computer and loud- 
speakers. The analog path is related to rendering problems: regarding how to 
enjoy a video-clip or a film, it makes great difference whether using a simple 
home one-small- loudspeaker TV-set or a Stereo-surround equipment since it af- 
fects the quality of sound and fidelity to the original design together with the 
intentions of the composer and the players. 

The digital connections are more crucial. Controllers, or gesture recognition 
devices, produce data-flows used by the computer for producing sound [1]. The 
problem now consists in how to link, or better, how to map information coming 
from controllers to programs which generate complex musical structures and/or 
to synthesis algorithms which generate sound signals. 

1.1 The New Instrument 

The composer/performer sets up a software mechanism which uses data coming 
from a controller to produce sound events. The performer “plays” ... not precisely 
an instrument but rather a dynamic meta-instrument: this is the real novelty 
introduced by music performance. From the point of view of the audience things 
become more difficult to understand especially when original controllers based 
on different kinds of sensors (pressure, acceleration, heat, infra-red beams, ultra- 
sound, etc.) or gesture recognition systems based on realtime analysis of video 
captured images, are used by the performer. 

In the computer music field a great variety of very sophisticated and complex 
gesture interfaces have been designed and realized using almost any kind of 
sensor [2, 3,4, 5, 6, 7, 8, 9]. 

From our experience, in particular regarding impressions and questions com- 
ing from the audience after our concerts, we argue that people usually can appre- 
ciate and understand that what is going on musically comes from the presence 
and the movements of the performer, but in general are unable to understand 
the complex cause-effect relationships and usually think the controller is the 
instrument. And usually the audience is completely unaware about the crucial 
role of mapping and what actually the computer does during the performance for 
generating events in accordance with predefined music/ acoustic material com- 
bined with information coming from the controllers a performer is acting on. The 
simple one-to-one mapping rule valid for traditional instruments leaves room for 
a theoretically infinite range of mapping rules definable by the composer for a 
specific piece and even for each part of that piece. The mapping is a part of the 
composition. 

This approach has open a complete new and wide territory to explore for com- 
position, and especially, for live performance. It is no longer a matter of playing 
an instrument in the traditional sense but, rather, playing a specific piece of 
music in terms of activating and controlling during the live performance musi- 
cal/acoustic material and algorithms prepared during the compositional phase 
[ 10 , 11 ]. 
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2 The Mapping Paradigm as a Creative Tool 

We shall give here some very basic ideas we usually take into consideration when 
using mapping as an aesthetic and creative tool for live gesture-controlled com- 
puter music performances. We think it’s hard to formalize rules and/or strategies 
about mapping since we are here facing the realm of creativeness and it appears 
rather difficult to try to follow and/or fulfill a specific syntax while compos- 
ing. Anyway we give here an informal but usefull definition of mapping as “the 
possibility of implementing algorithmic mechanisms which dynamically put in 
relationship data coming from gesture recognition devices and algorithms which 
generate musical events and sound” . 

Consider a very simple example where the mouse is used as a gestural in- 
terface and a MAX-MSP [12] patch generates sound in accordance with these 
simple rules: vertical position of mouse sets pitch of sound, horizontal position 
controls harmonics content, button-down starts sound, button-released stops 
sound. Another situation could be: pitch is random, timbre is fixed in advance, 
vertical position controls the attack time, horizontal position controls the amount 
of reverberation. A further situation maybe ... maybe you, the reader, at this 
point has devised some different and smarter ideas. 

As a consequence of the many ideas and arrangements one can think of how 
to link the simple and standard functionality of the mouse, we can claim that 
mapping and composition make part of the same creative activity at both micro 
level of timbre and macro level of musical melodic and rhythmic patterns. 

In [13] Silviane Sapir wrote that “mapping should be neither too simple nor 
too complex since in the first case the real power of the computer turns out to 
be not so well used; in the second case the audience is not able to understand 
what is happening and cannot appreciate completely the artistic content of the 
performance”. Having direct experience of that, we strongly agree with this 
observation and, further, we think the rule can and must be extended as follows: 
we experienced that if a complex mapping situation is reached after a growing- 
up complexity started using simple (close to one-to-one) mapping, the audience 
willingly accepts it even if highly complex to be understood. It’s important 
however that the “training” phase has a per se aesthetical and musical meaning. 

After one or two episodes like that, it is possible to use the opposite path, 
that is from a very complex mapping situation to a simple one. This will be 
accepted by the audience because in some way people are faithful that some- 
thing will happen to “explain” (artistically speaking) what is going on; often 
it happens that someone starts the guess-the-riddle game in his/her mind. And 
after a number of episodes like those described, also sharp changes from simple 
to complex and vice-versa, mapping proves to be of interest and well accepted 
by the audience. 

3 The Importance of the Audience 

For us the mapping paradigm is the real novelty in live performed computer 
music. For that we take the audience into great consideration as the opposite 
pole of the composer/performer. 
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In an avant-garde concert executed with traditional musical instruments, the 
audience is requested to understand and taste the musical language and musical 
content proposed. A default for the audience is that musicians play musical 
instruments, that is that they use well known mechanical “tools” for producing 
sound, in the same manner a speaker is expected to use his/her mouth: attention 
is focused on the content. In a tape-electronic music concert, the artistic message 
is accepted as an opera prepared in studio, in the same manner as a film or a 
video-clip, no matter how the composer reached the result. 

But in a live computer music concert the visual component is of great im- 
portance when the new “exploded” instrument is used, because attention of the 
audience is also focused on the relationships between gesture of the performer 
and the music they are listening to. And people want to understand the rules of 
the new game, beside tasting and appreciating the musical result. 

It is important then to plan a storyboard of different situations each one 
characterized by well defined musical-acoustic micro-worlds inside of which well 
balanced amounts of simple and complex mapping arrangements between gesture 
and music are used. 

Our attention shifts now to technical problems and proper solutions related 
to gesture recognition systems and to mapping. 



4 Mapping and Aconstic Feedback 

In gesture controlled electro-acoustic musical performances a big role is played 
by the psychoacoustic feedback, that is the loop created by the performer’s move- 
ments upon the controllers and the generated sound the performer hears [14]. 
In traditional wind and bow instruments, feedback is related to the continuous 
control of sound characteristics (pitch, intensity, timbre, articulation etc.) during 
the generation by means of continuous modifications of the physical synthesis 
parameters. The importance of feedback can be easily experienced when it lacks 
i.e. by playing an instrument with the ears closed or while wearing headphones 
playing different sounds or music at an high volume; in these cases the into- 
nation and the timbre result differently from those desired because even tough 
the movements and postures of the body onto the instrument are close to the 
“correct” due physical values, little parameter differences cause audible sound 
differences. 

Acoustic feedback is equally important in realtime controlled computer gen- 
erated music; however, as seen before, the “new instrument” entails a completly 
new behaviour due to the number and the typology of elements involved. Ac- 
tually, since the new instrument is indeed a system, knowledge about System 
Theory [15] can be applied for a pertinent investigation and usage of the input 
and output data-flow. In this field we know that the typical concepts to take 
into consideration are: instability, controllability , linearity and, in presence of 
digital devices, sampling rate, quantization, latency and multiple triggering. 
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4.1 Instability and Low Controllability 

Instability means that a system under finite stimuli produces an infinite and non- 
decreasing response. Controllability indicates to what extent it’s simple or not 
to control the system states and the output by varying its input. Controllability 
can be low or high: low controllability, which for traditional instruments could 
be translated into “difficult to play” , typically consists of bad features in the 
direct path, that is: performer— controller— sound; if present, it will appear 
and will be heard by the performer whenever the instrument is played (reverse 
path: performer •<— sound). 

4.2 Linearity 

In many kind of controllers most of the sensors used are typically not linear. 
But after all non-linearity is present also in traditional musical instruments even 
if not known in these terms: in the violin it is much more difficult to get the 
correct pitch when the finger gets closer to the bridge due to the non-linear 
response of the pitch versus the finger position?and no violin player complains 
of that. Anyway when non-linearity is a problem, proper methodos can be used 
for linearization using mapping, otherwise, as it happens for volume or pitch 
controls, values can be directly used. Both behaviours can be avoided or used 
depending upon the artistic and creative needs: for example, discontinuity should 
be implemented in mapping with a “threshold crossing approach” when the 
desired output is a trigger and the input is “continuous” . 

4.3 Sampling and Quantization 

We can assume that all gesture controlled musical systems have a digital part; 
in order to convert analog into digital signals we know it is necessary to use 
two types of processing: sampling and quantization also called Analog-to-Digital 
conversion (A/D). The gesture capturing systems have low sampling rates, about 
some ten Hertz. If we try to directly control low level sound synthesis with such 
a low rate signal we will hear a lot of clicks; some precautions must then be 
taken into consideration in order to avoid them. 

The second step in A/D conversion is quantization, where a finite and limited 
number of bits are to be used, typically 8 or 10, for representing values coming 
from controllers. Even in this case it is usually unwise to directly control low level 
synthesis parameters, since the “steps” in sound signals can be heard, especially 
when controlling the pitch. 

Oversampling and related interpolation techniques are used to solve both of 
the above mentioned problems in order to increase the time and the amplitude 
resolutions [16]. 

The resulting signal is “more continuous” or, better, “less discrete” from a 
practical point of view since it amounts to an higher sampling frequency and 
uses a greater number of bits than the original. When necessary (for example 
in pitch or timbre variations) it’s so possible to control sound synthesis without 
audible clicks and steps. 
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4.4 Latency 

This is a well known concept in the computer music field and it is generally 
defined as “the delay between the stimulus and the response” . 

While in traditional instruments there is usually no latency since the ef- 
fect (sound) is emitted as soon as the stimulus (bow movement, key hit, etc) 
is started, in the new instrument two types of latency are present: the short 
time latency and the long time latency [17]. Short time latency (10 ms order of 
magnitude) depends on the audio-signal buffers size, on the sampling rate and 
on the different kind of data processing; this is always present in digital process- 
ing systems. When the delay between cause and effect is too high, the response 
is perceived in late and both the performer and the audience realize that the 
system does not respond promptly. 

On the other hand, the long time latency can be used as a specific composi- 
tional tool as many composers do for implementing specific sound effects or data 
processing. 



4.5 Triggering 

Another important point for mapping, especially when triggering sound samples, 
is the anti-bouncing algorithms. When a sound sample is triggered from a signal 
coming from the gestural recognition device, it can happen that instead of only 
one single trigger several of them come one after another. In this case the multiple 
triggering, if not filtered, will make the sample start many times and lots of 
“clicks” will be heard at audio level. In order to avoid multiple triggering it is 
necessary to filter out the triggering signal once the sample is started for a time 
depending upon the sample duration. This problem, called synchronisation, does 
not appear in musical interfaces only, but it is typical of the interfacing between 
analog and digital circuits; anti-bouncing hardware or algorithms are always 
implemented in the keyboards of calculators, computers, mobile phones etc.. 

While in specific technical application all these problems must be taken into 
account and must usually be solved in order that they work properly, in the 
creative artistic context the composer/performed is requested to be aware of 
them; they should be taken into consideration but it is not strongly requested to 
solve them since if sometimes they can cause unwanted results, at other times 
can be used for reaching specific artistic goals and often they must even be 
emphasized. 

5 Conslusion 

In this article we focused attention on mapping from three different and comple- 
mentary points of view and approaches: philosophical, technological and artistic. 
As said, it’s not a matter of formalizing mapping but, rather, it’s a matter of 
being aware as much as possible about the features mapping offers for expres- 
sive/artistic purposes. Since mapping also leaves space for improvisation [18] the 
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presence of the audience is extremely important for its usage as a new tool for 
making music. And direct human-to-human artistic communication gives back 
useful information for that. 

The MAX and MAX/MSP languages allows the philosophy of mapping as 
a new territory for creative activity to be put to work. While Max is a de 
facto standard, at the moment there do not exist standards for gesture tracking 
systems and it seems that the activity of designing and carrying out personal 
and original interfaces is particularly rich as that of composing and performing 
[ 18 ]. 

Technology per se is not enough for novelty: from the iconography point of 
view there are not crucial differences between a rockstar singing and playing 
an electric guitar on stage using the most recent and sophisticated electronic 
equipment and a renaissance or medieval menestrello playing his lute and singing 
love and war songs. Mapping could be the true novelty. 

We hope our considerations and results may be of some utility to some be- 
ginner in this fascinating territory of creative music. 
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Abstract. This paper addresses three different strategies to map real- 
time synthesis of sounds and controller events. The design of the corre- 
sponding interfaces takes into account both the artistic goals and the ex- 
pressive capabilities of these new instruments. Common to all these cases, 
as to traditional instruments, is the fact that their specificity influence 
the music which is written for them. This means that the composition 
already starts with the construction of the interface. As a first approach, 
synthesis models are piloted by completely new interfaces, leading to 
“sound sculpting machines” . An example of sound transformations using 
the Radio Baton illustrates this concept. The second approach consists 
in making interfaces that are adapted to the gestures already acquired by 
the performers. Two examples are treated in this case: the extension of a 
traditional instrument and the design of interfaces for disabled perform- 
ers. The third approach uses external events such as natural phenomena 
to influence a synthesis model. The Cosmophone, which associates sound 
events to the flux of cosmic rays, illustrates this concept. 



1 Introduction 

Nowadays computers can make sounds and musical sequences evolve in real- 
time. Musical interpretation make sense when such new digital instruments offer 
possibilities of expression. Unlike traditional instruments, an interface based on 
a digital device is not restrained by the mechanics of the instrument. These new 
interfaces naturally prepare for new gestures aiming at exploiting, as efficiently 
as possible, the possibilities offered by the computer. Nevertheless, these huge 
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possibilities of sound piloting can sometimes slow down the creative processes if 
they are not clearly thought through. Even worse, these new technologies might 
make the technician more valuable than the composer if the technology is used 
to impress the audience ignoring the importance of creativity and musical inten- 
tion. This can be the case if the interfaces are made without reflections about 
the musical context in which it is to be used. In our opinion, the design of an 
interface is already part of the creative and the compositional processes. In this 
paper we present four examples of the design of sound interfaces based on three 
different strategies: the piloting of synthesis parameters to perform intimate 
transformations on the sounds, the adaptation of interfaces to speciflc gestures, 
and the construction of controllers piloted by natural events. This work is the 
result of an active collaboration between scientists and musicians. It has mainly 
involved the group S2M (Synthese Sonore et Modelisation) of the Laboratoire 
de Mecanique et d’Acoustique, the Conservatoire National de Region and the 
association Les Pas Perdus all of which are located in Marseille (France). The 
first example is an attempt to control sound synthesis models by giving the 
musician a set of new tools to sculpt sounds. These new sound possibilities nat- 
urally ask for new interfaces. We found that the Radio Baton, initially designed 
by Max Matthews to conduct a musical sequence, can be used with great effect 
to pilot synthesis model parameters. Here the aim was to give the musician an 
intuitive and easy-to-use tool for improvised sound transformations. The second 
application points at a quite different issue. Here the problem is to give the 
musician the possibility of expanding his or her own instrument. Actually, even 
though a large number of new interfaces have been made, the most common 
digital instruments use keyboard interfaces. Even though these interfaces offer a 
lot of possibilities, the musical interpretation can not be the same as the inter- 
pretation obtained when playing a wind instrument or a string instrument, since 
the instrumental play is closely related to the physics of the instrument. This 
means that for example the linear structure of a keyboard is not easily adapted 
to the playing of a trumpet, and that the information given by a keyboard is 
poor compared to the possibilities that a flute player has when playing a sound. 
Several MIDI controllers with structures close to traditional instruments like 
wind or string instruments (Machover, 1992) have been proposed. In most cases 
these controllers are quite limited, since the sensors generally don’t give access 
to fine playing information (for example the lack of reed vibration information 
in the Yamaha WX7) and are not dedicated to a given synthesis model allow- 
ing for example natural sound transformations. Here we show how an interface 
based on a traditional flute equipped with sensors and a microphone would give 
the performer access to synthesized sounds through flute-like synthesis models, 
without modifying the traditional playing techniques obtained through years of 
practicing. Another example of interfaces suited to special gestures addresses 
the design of controllers adapted to a set of unconventional motions. This is an 
artistic project, which has been going on for about five years, with the participa- 
tion of four people with limited gestural faculties. The main features of this work 
lie in the fact that the technological realization is closely linked to the artistic 
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problems and the heavy conditions of the handicap itself. In particular, rather 
than setting ourselves a target leading to a conventional situation (e.g. ‘playing 
music’), and of imagining with the handicapped people the necessary technolog- 
ical methods with this target in view, we preferred to start from scratch and to 
adapt completely new tools for them. As we already mentioned, the last group 
of interfaces connects sound models to natural phenomena. This is a degenerate 
case where the “motion” can not even be learnt by the “player” but has to be 
taken as it is. The last example, which illustrates this approach, has been made 
possible thanks to collaboration with Claude Vallee and David Calvet of the 
Centre de Physique des Particules de Marseille. In this case a device, which we 
have called the Cosmophone has been designed to make the flux and properties 
of cosmic rays directly perceptible within a three dimensional space. This is done 
by coupling a set of elementary particle detectors to an array of loudspeakers 
by a real time data acquisition system and a real time sound synthesis system. 
Even thought the aim of the original installation was to make people aware of a 
physical phenomenon in an entertaining way, such a system can also be used in 
a musical context. 



2 Sculpting the Sounds Using the Radio Baton 

The conception of sensors detecting movements is an important part of Max 
Mathews’ current research work. One of his inventions, the Sequential Drum, 
consists of a surface equipped with sensors. When an impact is detected on this 
surface, the apparatus indicates the intensity and the position of the impact 
on the surface (Mathews and Abbot, 1980). A collaboration with Boie (Boie 
et al. 1989) led to the design of the Radio Drum which detects the motion 
even when there is no contact between the surface and the emitters. The Radio 
Drum is in fact able to continuously detect the position of the extremities of the 
two drumsticks (emitters). These first prototypes were connected to a computer 
containing an acquisition card piloted by a conductor program allowing a real- 
time control of the execution tempo of a partition already memorized by the 
computer (Mathews 1991a, 1991b 1997). The Radio Drum is also called the 
Radio Baton, since the drumsticks launching musical sequences can be used in 
the same way as a baton used by a conductor of an orchestra. Max Mathews 
designed the Radio Drum for two reasons: 

— to make it possible to actively listen to a musical play by releasing musical 
sequences and thus give a personal interpretation of a musical work. 

— to make it possible for a singer to control his or her own accompaniment. 

The Radio Drum comprises two sticks (batons) and a receiver (a 55 x 45 x 7 cm 
parallelepiped) containing the electronic parts. In a simplified way, each drum- 
stick can be considered as an antenna emitting radio frequency waves. A network 
with five receiving antennas is placed inside the drum. It measures the coordi- 
nates of the placement of the extremities of the drumsticks where the emitters 
are placed. The intensity of the signal received by one of the antennas depends 
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Fig. 1. Placement of the receiving antennas of the Radio Baton. 



on its distance from the emitter: it gets stronger as the emitter gets closer to the 
antenna. To evaluate the position of the extremity of the baton as a function of 
the x-axis, it is sufficient to calculate the difference in intensity between the an- 
tennas X and x’ (1). In the same way the antennas y and y’ give the position of the 
emitter as a function of the y-axis. In order to get information about the height 
of the baton (the z-coordinate), it is sufficient to add the intensities received 
by the five antennas. Since each baton emits signals with different frequencies, 
it is relatively easy to discriminate between the signals sent by the two batons 
to each antenna. The relation between the coordinates and the intensity of the 
received signals is not linear. A processing of these data is necessary so that the 
system gives information proportional to the coordinates of the batons. This op- 
eration is realized by a microprocessor making it possible to add other functions 
to the instrument. The latest version contains additional software either making 
it possible to transmit the coordinates of the batons (and information about the 
controllers) when requested from a computer, or to transmit the coordinates of 
one of the batons when it cuts a virtual plane parallel to the surface of the drum 
the same way as when one hits its surface. When the program detects the virtual 
plane, it calculates and transmits the velocity of the movement as a function of 
the z-axis. The height of the plane can of course be modified. This leads us back 
to the functioning of the Sequential Drum. These working modes (transmission 
of the data when there is an external request or strike detection) allow a dialog, 
between the instruments and the device to be controlled. The microprocessor 
of the Radio Baton makes the implementation of this communication possible 
by the use of the MIDI protocol and of a program like MAX (Puckette and 
Zicarelli 1990) to communicate with the Radio Baton. Thus the control possibil- 
ities with instruments that can be programmed are almost unlimited. Numerous 
musical applications of the Radio Baton have already been published (see e.g. 
(Boie et ah, 1989b), (Boulanger and Mathews, 1997), ( Gershenfeld and Paradiso, 
1997), (Jaffe and Schloss, 1994)) and most of them mainly exploit the drum-like 
structure of the device which is well adapted to the launching of sound events 
and to the conduction of their time evolution. We shall briefly describe how the 
Radio Baton can be diverted from its original aim and used to perform sound 
transformations with additive and physical synthesis techniques. A presentation 
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of the Radio Baton piloting sound synthesis models was given by our research 
group at an international colloquium on new expressions related to music orga- 
nized by GMEM (Groupe de Musique Experimental de Marseille) in Marseille 
(Kronland-Martinet et al.l999; Ystad, 1999). Intimate sound transformations us- 
ing the Radio Baton were demonstrated. The instrument has also been used in a 
musical context with the goal of performing improvised sound transformations. 

2.1 Radio Baton and Additive Resynthesis of Sounds 

The amplitude modulation laws of the sound components together with their 
frequency modulation laws give the parameters defining an additive synthe- 
sis model. When connected to analysis techniques, additive synthesis methods 
give resynthesized sounds of high quality (Kronland-Martinet et al. 1997). How- 
ever these models are difficult to manipulate because of the high number of 
parameters that intervenes. Mapping the Radio Baton to such a sound synthe- 
sis technique is closely linked to the compositional process since the choice of 
the parameters to be piloted is crucial to the way the instrument will respond 
and therefore determines the expressiveness offered by the instrument. We tried 
several mapping strategies, aiming at intimately control the sound by altering 
different parameters of the synthesis process. To pilot the sound of an additive 
synthesis model with the Radio Baton we chose to act on three parameters, i.e. 
the duration of the note, its fundamental frequency and its amplitude. In each 
case the manipulations can be done independently for each modulation law or 
globally on all the modulation laws. In our case the duration of the sound and the 
frequency manipulations are done in a global way. This corresponds to a simple 
acceleration or slowing down of a note when the duration is altered, and to a sim- 
ple transposition when the frequency is altered. The amplitude modulation laws 
have been modified differently, giving the possibility of effectuating a filtering or 
equalization on the sound. In 2, the control possibilities of the Radio Baton are 
illustrated. The sound is generated when one of the sticks cuts a virtual plane 
the height of which is predefined by the user. The x-coordinate is related to 
the duration of the generated sound and the y-coordinate to the transposition 
factor. The second stick is used to control the note after it has been trigged (af- 
tertouch) and uses the y coordinate to act on the frequency transposition (like 
for the first baton) and the z-coordinate to fix the slope of a straight equalization 
line. This slope is positive when the baton is over a predefined plane (0 point 
in 3) corresponding to an attenuation of low-frequency components and thus to 
a high-pass filtering. This is illustrated in 4. When the baton is below the zero 
point, the slope is negative, corresponding to a low-pass filtering. This allows a 
continuous modification of the brightness of the sound. The second stick could 
have controlled a third parameter corresponding to the x-coordinate, but since 
playing the Radio Baton was difficult, with the possibilities already described, 
this parameter was not used. 
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Fig. 2. Control of the additive synthesis instrnment. 
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Fig. 3. Equalization of the spectrum over the zero point. 



2.2 Radio Baton and Physical Modeling of Sounds 

In a way similar to the description in the previous section, we have used the Radio 
Baton to pilot a physical synthesis model. This application tends to prove that 
physical models are well adapted to sound transformations by providing a small 
amount of meaningful parameters making the mapping easier. Physical models 
describe the sound generation system using physical considerations. An interest- 
ing method consists in simulating the way the acoustical waves propagate in the 
instrument by using a looped system with a delay line and a linear filter (5). Such 
a model is called the digital waveguide and it has been widely used for synthesis 
purposes (Smith 1992). The delay is proportional to the length of the resonator 
and thus to the fundamental frequency of the note played, while the filter takes 
into account the dissipation and the dispersion phenomena. Analysis-synthesis 
techniques adapted to the digital waveguide can be designed, allowing the resyn- 
thesis and the manipulation of a given natural sound (Kronland-Martinet et al. 
1997; Ystad 2000). When the Radio Baton acts on a digital waveguide model 
the parameters to be modified have a physical significance. The parameters that 
are controlled by the sticks in this example only correspond to the delay and to 
the excitation of the model (the source), the filter being chosen once and for all. 
One of the batons acts on the choice of the excitation: each of the 4 corners of 
the receiver corresponds to a different excitation as shown in 6. In the middle of 
the plate, the source corresponds to a mixture of the four sources with weights 
depending on the distance from each corner. The second baton acts on the de- 
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Fig. 4. Physical synthesis model. 
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Fig. 5. Control of the instrument with a digital waveguide synthesis model. 



lay of the resonator (thus on the frequency of the note played) given by the 
y-coordinate. In addition it acts on the frequency of the excitation signal when 
a saw tooth source is used. In this chapter we gave an example of how to di- 
vert an interface from its initial aim. The piloting of both the additive synthesis 
model and the physical model showed that the Radio Baton was an interesting 
tool for pedagogic purposes, but that it was difficult to seriously play with it 
because of the lack of absolute reference in the 3D space. Therefore this kind 
of approach is more adapted to improvisation purposes, without expecting to 
exactly reproduce a sequence. (Schloss, 1990), (Boulanger and Mathews, 1997) 
showed that the Radio Baton also is well adapted to control percussive sound 
models, while (Kronland-Martinet et ah, 1999) successfully used it to generate 
new sounds that were not directly related to real instruments such as sounds 
produced by a FM synthesis model. 

3 Extending the Possibilities of a Traditional Instrument: 
The Flute Case 

The experience of the Radio Baton where new gestures had to be learned pushed 
us towards other types of interfaces, supposedly easier to use than the Radio Ba- 
ton, namely interfaces adapted to specific gestures. Two different examples of 
such interfaces are described in this paper. The first one is made using a tra- 
ditional flute connected to a computer by magnetic sensors detecting the finger 
position and a microphone at the embouchure level detecting the pressure varia- 
tions (Ystad and Voinier 2001). An earlier attempt to extend the possibilities of a 
traditional flute was made at IRCAM (Pousset, 1992). However, this instrument 
was mainly made to act as a MIDI controller. Other attempts in designing meta- 
instruments have been made and the reader can for example refer to (Bromwich, 
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1997), (Jensen, 1996), (Pierrot and Terrier, 1997). The interface we developed 
has been designed to pilot a so-called hybrid synthesis model made to resynthe- 
size and transform flute sounds (Ystad 2000), meaning that the mapping and 
the musical perspective were already set at the design stage. The resonator of 
the instrument is modeled with a physical model simulating the propagation of 
the acoustical waves in a tube (digital waveguide model), and the source is mod- 
eled using a non-linear signal synthesis model. The reason why a signal model 
has been used in this case is related to the fact that the physical phenomena 
observed at the embouchure of a flute are not fully understood. Even though 
some models describing the interaction between the air jet and the labium have 
been proposed (Verge 1995), most of the physical parameters intervening are 
difficult to measure, and the resolution of the equations is generally not com- 
patible with real-time implementations. The hybrid synthesis model makes it 
possible to “imitate” the traditional instrument and in addition make very sub- 
tle modifications on the sound by changing the model’s parameters. Hereby one 
can obtain physically meaningful sound transformations by acting on different 
parts of the model to simulate effects like exaggerated vibratos or change the 
properties of the source and/or the resonator. It is important to underline that 
the aim of such an interface is not to replace the traditional instrument, but to 
expand its possibilities. This augmented instrument will give musicians the pos- 
sibility of making use of already acquired playing techniques. The flute has been 
equipped with Hall effect sensors detecting the distance to magnets connected 
to each keypad. The sensors have been placed on an aluminum rail fastened to 
the flute, while the magnets are fastened to the support rods where the key- 
pads are fixed so that they approach the sensors when the keypads are closed 
as illustrated in 6 and 7. The state of the keypads is related to the frequency 
of the note played which means that the player’s Anger position will pilot the 
delay line of the resonator model and thus the frequency of the played note as 
shown in 8. The signal synthesis model which simulates the source of the instru- 
ment consists in two models - one which simulates the deterministic part of the 
source and one which simulates the stochastic part. The deterministic part of 
the model consists in a sine generator and a non-linear waveshaping function. 
The stochastic part of the model consists in a lowpass Altered white noise. These 
models are piloted by the pressure variations from the player’s mouth which are 
measured by a microphone situated inside the flute at the cork position near 
the embouchure. In addition the sine generator of the deterministic part of the 
source model is piloted by the player’s Anger position. This system does not rep- 
resent a complete way of characterizing the play, since for instance the angle at 
which the air jet hits the labium, or the position of the player’s lips, are not taken 
into account. However, these important features influence the internal pressure 
which is measured by the microphone and which acts on the generated sound. 
When the state of the keypads does not change when the same note is played 
in different registers, the measurements of the pressure level at the embouchure 
allows the determination of the frequency of the note played. The speed at which 
the keypad is closed can be calculated by continuously measuring the distance 
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Fig. 6. Schematic illustration of the connection between the keypad and the magnet. 




Fig. 7. Close view of a flute with magnets and sensors. 




Fig. 8. Flute with synthesis model. 



between the sensor and the magnet. Thus the keypadnoise, which represents 
an important part of the flute play, can be taken into account. Although the 
synthesis model is the most important part of the flute interface, it should be 
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mentioned that it also is MIDI compatible. Actually, the data from the sensors 
are processed to generate MIDI codes, which are sent to the real-time processor. 
The MIDI flute interface and the synthesis model are both implemented using 
the MAX/MSP development environment (Puckette et al. 1990). Since the flute 
interface generates MIDI codes to control the synthesis model, one can use these 
codes to pilot any kind of MIDI equipped instrument. Thus, the pressure varia- 
tions from the flute can for instance be used to pilot the tempo of an arpeggio on 
a MIDI piano. In the same way, since the real-time processor is also considered 
as a MIDI instrument, assigning arbitrary frequency values for a given key state 
can change the tune of the flute. At this point, the musical possibilities are only 
limited by the imagination. The parameters of the synthesis model can dramat- 
ically act on the sound itself. Since the digital flute model has been designed to 
respond to MIDI codes, one can act on the parameters of the model using MIDI 
controllers such as pedals, sliders, ...(Ystad and Voinier 2001). Cross synthesis 
effects can for instance be made this way by keeping the source model of the 
flute while replacing the tube model by a string model, or inversely, by injecting 
a voice signal or a source of another instrument into the resonator model of the 
flute. The last alternative would also allow the generation of the noises made 
by the flautist while playing. Actions on the non-linear source model make it 
possible to modify the spectral content of the sound so that clarinet-like sounds 
or brass effects can be obtained. The model we implemented also comprises a 
keypad noise generator, which can be altered by modifying the corresponding 
table. This keypad noise could for instance be replaced by any percussive sound. 
Finally, by acting on the characteristics of the physical model simulating the 
tube of the instrument, physically unrealizable instruments like a gigantic flute 
can be simulated. All these manipulations show the advantage of a hybrid sound 
model associated to a meta-instrument, which enables the modification of a nat- 
ural sound in the same way as synthetic sounds, while keeping the spirit of the 
traditional instrument. 

4 From Gesture to Sound: 

Adapting Technology to Disabled People 

The second example of interfaces adapted to already acquired gestures is related 
to an artistic project where four persons with limited gestural faculties are pilot- 
ing sound models. The notion of electronic instrument which is presented here 
is different from the one described in the previous section. The particularity of 
the electronic musical instrument lies in the absence of an acoustic mechanism 
system, which closely links a certain gesture to a certain sound event (the in- 
strumental tone). A musician has to learn to play the instrument, by mastering 
a gestural repertoire that enables him to produce sounds with the instrument 
and to tackle its musical range. The problem of the electronic instrument de- 
pends to a certain extent on how much the different stages of monitoring the 
sound phenomena are left in the hands of the user/creator (gestural abilities, 
sound synthesis device). Between gesture and sound, one does not necessarily 
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manipulate masses in movement (hammer, air column, string) but rather digital 
data. This concept has the effect of separating gesture and produced sound in 
their immediate (conventional) relationship, and new relationships between ges- 
ture, produced sound and musical creation therefore have to be invented. This 
project has been going on for about five years, with the participation of four 
persons with limited gesture faculties. The main features of this work (in con- 
tinual development) lies in the fact that the technological realization is closely 
linked to the artistic problems and the heavy conditions of the handicap itself. 
We did not wish to give ourselves a particular goal as to the final form, but 
work patiently on the development and awareness, creating visual, sound and 
technological methods that would shape the rather indefinable realization (nei- 
ther show nor installation) that we have called Un Bon Moment, A Sound and 
Vision Walk About. For the Australian Aboriginals, the notion of A Walk About 
denotes a short informal holiday period, far from work, when they can wander 
through the bush, visit relations, or go back to native life. Hence the project 
aims at offering the audience the idea of a walk about, where there is no longer 
a question of coherence with the idea of shape, but rather of an awareness of 
events that are about to happen in a space of time that belongs to the spectator 
himself, as he can go in and out of the performance area as he pleases. When 
designing interfaces for disabled persons it is important to be aware of the fact 
that it is the framework or the a priori concerning the results which creates 
the handicap rather than the person himself (if one considers him as such) . For 
example, it is obvious that traditional musical instruments are all made with ref- 
erence to specific gestural possibilities (movements and space between the arms, 
hands and fingers, the speed and precision of these movements, etc...). Even if 
the apprenticeship is long, an able-bodied person is able to play any traditional 
instrument. This is not the case for “someone with a handicap”, who will neither 
necessarily adapt the characteristics of his body (size, space, force and precision) 
to the instruments, nor in the music that has been composed with or for these 
instruments. Therefore, the idea consisted in conceiving an instrument, which is 
neither a device that imposes a gestural form, nor a device adapted to specific 
morphological and motor abilities (as opposed to a traditional acoustic instru- 
ment), but rather a device able to “learn” the player’s gestures. This means that 
the purpose of this project goes far beyond the question of “giving handicapped 
people access” to music (which in the long run relies on the instrumental capaci- 
ties of an able-bodied person), and tackles the question of musicality which does 
not depend on virtuosity. 

4.1 The Question of Time in Un Bon Moment 

One of the initial observations made during this project, concerned a completely 
unusual relationship with time. It takes more time for handicapped than for 
able-bodied people to communicate (linked notably to difficulties in articulat- 
ing), and therefore it takes more time to work together. The handicapped need 
some time between an idea and its expression, or a decision (to accomplish a 
gesture for example) and the moment when the decision really takes shape. Thus 
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it prevents us from synchronizing the sound events in a fixed, predetermined or- 
der, and therefore from planning a musical score in its usual way. Finally, the 
notion of time is felt differently according to each person. It is related to the 
interior rhythm, underlined by music through beat, figure, gesture and move- 
ment. One can imagine that the notion of time for someone who can only move 
in a wheelchair since birth, or who can only talk very few words at a time in 
an extreme state of tension, is very different to that for an able-bodied person. 
Thus it seemed essential to us to not only take into account these particular 
relationships with time, but also to bring them to the foreground, both when 
creating the instrument and when realizing the performance. 



4.2 The Gestures and the Music 

Obviously, the player’s gesture is no longer just the one of a performer involved 
in the mere production of a piece in which the organization of its constitutive 
elements has been preconceived. This gesture becomes a significant element in 
a sound production no longer thought in terms of organised objects but rather 
in terms of a sensitive sound experience set in time and space. The gesture, 
which consists in producing a sound, can therefore be considered as the origin 
of the shape which is afterwards gradually elaborated. A lot of work related 
to gestures and music has recently been published and we refer the reader for 
example to (Camurri et ah, 1998), ( Coutaz and Crowley, 1995), ( Azarbayejani 
et al., 1996), (Sawada et al., 1997) for the state of the art in this field. In Un Bon 
Moment, our main interest is precisely to use the gesture which produces and 
controls the audio-visual events as a source of creation. The gestural model is 
then free from any conventions (and particularly from musical ones). Again, the 
main purpose in Un Bon Moment is not to integrate these unexpected gestures 
into the framework of preexisting musical productions, but to use them in the 
implementation of specific musical means, as factors of artistic invention and 
reflection. In this context, impossibilities of determining time and synchronizing 
events become elements which could involve situations of sensitive creation. 



4.3 The Actual State of the Project 

So far, two public performances of “Un Bon Moment” over a period of about one 
month have been carried out. Four performers, having few and particular ges- 
tural possibilities were running moving machines (called “Mobil Home”), each 
one being a sculpture based on a wheelchair, equipped with instrumental de- 
vices. One of them was intended to record, transform and project images, and 
the three others were more specifically intended for playing sounds. The three 
instrumental sound devices were conceived with the same idea: a gesture sensor, 
a module which transforms information given by the sensor into MIDI data, a 
sound generating module and a video projector which projects the whole or a 
part of the computer screen. The three gesture sensors are: 
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— A Headmouse System (Origin Instruments), controlling the mouse pointer on 
the computer screen, by means of an optical sensor following the movements 
of a disc stuck on the operator’s forehead. 

— A lever, large-sized ( and large range), as a joystick. 

— A breath and lip-pressure sensor, which is part of a Yamaha WX7 wind 
controller. 

These three gesture sensors communicate with the MAX software, either directly 
in the case of the WX7, or through an I-Cube (Infusion Systems) in the case 
of the lever, or with a MAX object (the PAD object) especially created for this 
work. For the moment, the sound generating modules for the three instruments, 
are supplied by the audio section of the MAX (MSP) software. The computer 
screen is projected either on a surface which has been integrated into the mobile 
instrumental device, or on an outside one. It enables the visualization of texts 
which are heard and treated in a sonorous way, of images which have been 
transformed by MIDI data picked up by the gesture sensor (Imagine Software), 
and of the redesigned mouse pointer which will be described more precesely in 
section 4.4. An important part of the device is the so called PAD object which 
is an external rectangular graphical object. Like all the MAX objects, it can be 
moved on the patch while it keeps its intrinsic characteristics. It is resizable by 
a simple mouse click and slide. The PAD object analyzes the movements and 
actions of the pointer located in the screen zone that it covers, and sends back 
the mouse’s pointer position relative to the lower left hand corner (an offset and 
a multiplying factor can also be given), as well as the speed and acceleration of 
the pointer’s movement. In addition a message is given if the pointer enters the 
object or leaves it, if a click occurs when the pointer is inside the object or if 
the mouse button is held down when the pointer is inside the object and moves 
(click and drag). 



4.4 Rafika Sahli-Kaddour’s Instrument 

Rafika Sahli-Kaddour is one of the four performers. She has the ability and prac- 
tice to drive a computer mouse cursor with her head, using a HEADMOUSE 
system. This gesture sensor enables her by the use of the PAD object to act upon 
three instrumental devices working differently. The first device projects the com- 
puter screen on a surface or a space where visual indicators (images, objects, etc.) 
have been set up: Each of them corresponds to invisible PAD objects. In this 
way, Rafika can direct the mouse pointer (redesigned as a red circle) towards real 
objects in space, move it on to the objects and produce and control the sound 
events according to three visual indication points. The projected image can thus 
be considered as a “non-linear score”. The second device is fairly similar to the 
first, apart from the fact that a computer screen image is projected (it could be 
a film), and the objects that allow the control of sound events can correspond 
to certain zones of the image (or the film). The third device does not need a 
screen projection. It makes use of the speed information and the horizontal or 
vertical movement of the pointer given by the PAD object. The player controls 
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sound transmissions by the head movements and the speed of these movements. 
In this chapter we have described how devices able to ‘learn’ the player’s gestures 
can be made. Such interfaces allow new musical gestures outside the realism of 
conventional musical attitudes as well as the creation of other forms of musical 
script linked to imprecision and approximation. They also show the need of a 
reflection on musical choices simultaneously with the creation of instrumental 
devices confirming the fact that through the concept of an instrument, one has 
already started to compose the music with it. Finally, beyond the opposition 
between acousmatics and live instrumental music, the playing of an electronic 
musical instrument pushes us to put forward a more fundamental aspect - more 
innovative - which lies in the fact that the composer- musician (and/or impro- 
viser) directly can intervene on the sounds (sound phenomena), precisely at the 
moment when they develop, last, and establish themselves. In this way an idea 
or a musical form can be constructed and developed on the basis of the sensa- 
tion of duration, and of the modes of articulation, in contrast to a structure of 
logic and rhetoric. These playing techniques closely link sound matter and musi- 
cal composition together, (both are generated at the same time), and evidently 
question the relationships between organization - the implementation of rules- 
and sound material in a new way. Hence, this way of creating music implies 
that the work is considered as a living moment, whereas the music created for 
traditional instruments is considered as a constructed object. 

5 The “Particle Motion”: The Cosmophone 

So far the interfaces that have been described are to be piloted by people. In 
the last example we describe a device which is piloted by natural phenomena. 
Many composers have used random phenomena to compose music, from Mozart 
with his “Musical Dices Game” to John Cage with his piece “Reunion”, where 
the player moves on a specially equipped chessboard to trigger sounds. Natu- 
ral random-like phenomena have also been used, as in the piece entitled “The 
Earth’s Magnetic Field” by Charles Dodge for which a computer translated fluc- 
tuations in the magnetic held of the Earth into music. Many other concepts for 
sound generation from such a source of random events can be (and are actually) 
explored. The interface we have developed and which is called the “Cosmophone” 
was initially made to make people aware of the cosmic rays that collide with the 
earth’s atmosphere and fall on the surface of the earth. 



5.1 The Cosmic Rays 

Interstellar space is filled with a permanent flux of high-energy elementary parti- 
cles called “cosmic rays” . These particles have been created by violent phenom- 
ena somewhere in our galaxy, for example when an old massive star explodes 
into a supernova. The particles then stay confined in the galaxy for millions 
of years by the galactic magnetic fields before reaching our planet. When col- 
liding against the earth’s atmosphere, cosmic rays create showers of secondary 
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particles. Though partly absorbed by the atmosphere, these showers induce a 
large variety of phenomena, which are measurable at the sea level. The main 
phenomenon is a flux of muons, a kind of heavy electron absent from usual mat- 
ter because of its short lifetime. Muons are produced at a large rate in cosmic 
showers. Thanks to their outstanding penetrating properties, they are able to 
reach the ground. At the sea level, their flux is about hundred muons per second 
per square meter. Highly energetic cosmic rays produce bunches of muons, or 
multi-muons, having the same direction and a few meters apart from each other. 
The number of muons within a bunch is a function of the energy of the primary 
cosmic ray. Within an area of a hundred square meters, the rate of multi-muons 
bunches ranges from one per second (bunches of two or three muons) to one per 
minute (bunches of ten muons or more). Muon interaction within the matter is 
another phenomena. When muons pass close to atomic nuclei, electromagnetic 
showers composed of electron-antielectron pairs are created. This phenomenon 
can be observed for example inside buildings with metallic structures, at a rate 
of about one per minute per ten square meters. 



5.2 The Concept of Cosmophone 

Human beings are insensitive to particles passing through their body. The Cos- 
mophone is a device designed to make the flux and properties of cosmic rays 
directly perceptible within a three dimensional space. This is done by coupling 
a set of elementary particle detectors to an array of loudspeakers by a real time 
data acquisition system and a real time sound synthesis system. In that way, in- 
formation received from the detectors triggers the emission of sounds, depending 
on the parameters of the detected particles. These parameters and the rate of oc- 
currence of the different cosmic phenomena allow a large variety of sound effects 
to be produced. Because of the fluctuations in the occurrence of the phenomena, 
the set of detectors can be seen as a set of random number generators. 



5.3 Sound Generation and Spatialization in the Cosmophone 

According to the concept explained above, the synthesis system has to generate 
sounds when triggered by the particle detection system. To simulate a parti- 
cle rain, in which listeners are immersed, we have grouped the loudspeakers in 
two arrays; one above the listeners (placed above a ceiling), and the other one 
below them (placed under a specially built floor). The arrays of loudspeakers 
are disposed so that the ears of the listeners (who are supposed to be standing 
up and moving inside the installation), are located approximately at an equal 
distance from the two groups. Both ceiling and floor are acoustically transpar- 
ent, but the speakers are invisible to the listeners. A particle detector is placed 
close to each loudspeaker. When a particle first passes through a detector of the 
top group, then through a detector of the bottom group, a sound event is trig- 
gered. This sound event consists in a sound moving from the ceiling to the floor, 
“materializing” the trajectory of the particle. Because of the morphology of the 
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human ears, our hearing system can accurately localize moving sources in a hor- 
izontal plane, but is far less accurate in the vertical plane. Initial experiments 
have shown us that the use of a panpot to distribute the signal energy between 
two loudspeakers was not sufficient to create the illusion of a vertically moving 
sound source. To improve the illusion of a vertical movement, we have used the 
Doppler effect, which is perceivable when there is a relative movement between 
an acoustic source and a listener. It then leads to a modification of the pitch 
of the perceived sound during time, as well as a modification of its amplitude. 
This effect is very common in every day life, and our hearing system is used to 
recognizing it. Chowning (Chowning-71) has shown that this effect is essential 
for the realism of moving source simulation. Using a Doppler effect simulation 
along with the energy panpot between the ceiling and the floor speakers greatly 
improve the illusion of a vertical movement of the sound source. But the depar- 
ture and arrival points of the moving source in the space remain rather imprecise 
for listeners. To improve the localization, we have then added two short sounds 
as starting and ending cues. The first cue is emitted from the high loudspeaker 
at the beginning of the sound event; the second comes from the low loudspeaker, 
at the end of the event. Because they are chosen to be very precisely localizable, 
these two cues greatly improve the illusion, giving the impression of a sound 
crossing the ceiling, then hitting the floor. A particular Cosmophone installation 
has been made for the Cite des Sciences et de I’Industrie in Paris, and is part of 
an exposition area on particle physics called the “Thetre des Muons” (9). For this 
installation, two arrays of twelve speakers and detectors are in two concentric 
circles; the inner one comprises four speakers and detectors, the outer one the 
eight others. The outer circle is about five meters in diameter, allowing several 
listeners to stand in the installation. This installation is open to the public in 
the Cite des Sciences et de ITndustrie in Paris. A prototype composed of two 
arrays of four detectors and speakers is actually installed at L.M.A. in Marseille. 




Fig. 9. Picture of the Cosmophone installation in the Cite des Sciences et de I’lndustrie 
in Paris. 
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5.4 The Particle Detection System 

Each particle detector is composed of a slat of plastic scintillator associated 
to a photomultiplicator. A particle passing through the scintillator triggers the 
emission of a photon inside the scintillator. The photon is then guided into the 
scintillator until it reaches the photomultiplicator. An electrical impulse is then 
generated. This kind of detector is very sensitive to ambient light and radioac- 
tivity. We can easily protect it from ambient light, but to be sure to detect only 
particles generated by cosmic rays, a coincidence system is used. Such particles 
are first passing through a detector located in the ceiling, then through a detector 
located under the floor. Knowing that these particles travel at light speed, and 
knowing the distance between high and low detectors, the two events occurring 
in a given time (a few nanoseconds) is a signature of a cosmic induced particle. 
The coincidence triggers the readout of all the detector signals, which allows 
identifying the speakers in which the sound is to be produced. These signals are 
transmitted to a PC computer and processed to identify the kind of event de- 
tected, single particle, or bunch(es) of multi-muons. Depending on the energy of 
the cosmic rays and on their occurrence, it is possible to observe during a single 
event a combination of single muons and bunches of multi-muons. The program 
makes use of its knowledge of the geometrical arrangement of the detectors to 
recognize which phenomena were detected. Depending on the location of the 
installation, it is possible to observe a high rate of particle, which would gener- 
ate a high rate of sound events and make the listeners rather confused. We can 
therefore decide to ignore some of these events to avoid overloading the listeners 
auditory systems. Finally, the information is sent to the sound synthesis system 
through a MIDI interface, using a custom protocol. 

5.5 The Sound Synthesis System 

The sound synthesis system is built on an Apple Macintosh computer, running 
the MAX/MSP real time synthesis software. The computer is equipped with a 
MOTU (Mark Of The Unicorn) audio interface which is able to output simul- 
taneously twenty-four channels of audio signals, which are sent to the amplifiers 
and loudspeakers. The synthesis program is composed of a set of modules or 
instruments; each of them is able to generate sounds associated with one event. 
The more powerful the computer, the more instruments can be run at the same 
time, and the more events can be played simultaneously. As mentioned above, 
different phenomena are detectable. In particular three cases were distinguished: 
a single muon reaching a pair of detectors (high then low); a “small bunch”, 
where more than one pair of detectors hit simultaneously, but less than four, 
and a “big bunch”, when at least four pairs are hit. We decided that the three 
cases would be illustrated by different sound sequences. When using a lot of 
detectors, the three events may occur simultaneously, which means that one in- 
strument should be able to generate several sound sequences at the same time. 
A dynamic router has been implemented to allocate one sound event to one free 
instrument by passing the incoming MIDI data on to it. Therefore the instru- 
ment becomes busy during the sound generation process then returns to a free 
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state. An instrument consists in a scheduler that triggers the three successive 
sounds: the cue in the ceiling speaker, followed by the sound moving from the 
ceiling to the floor, and finally by the ending cue in the floor speaker. Depending 
on the event’s content, ups to three sequences are played simultaneously. The 
scheduler manages the appropriate timing of the sequences by sending start mes- 
sages to the appropriate sound players. Two kinds of sound players are used: the 
cue sound players and the moving sound player. The cue sound player is very 
simple: it reads a memory stored sound sample. The moving sound player is a 
little bit more complicated, as it has to apply the Doppler frequency shift and 
amplitude modification. It makes use of a variable speed sound sample player 
and pre-computed tables for frequency and amplitude modifications. The final 
part of the instrument is an audio signal router that feeds the appropriate output 
channel, according to the information received for the event. 

5.6 The Musical Potential 

The final sound quality of this installation mainly depends on the nature of the 
sounds associated with the detected events. Since real particles travel at light 
speed and do not generate audible sounds, the real phenomenon could not be 
reproduced. Sounds therefore had to be created to give a mental representation 
to the listener. The main difficulty consists in creating appropriate moving and 
cue sounds, to call to mind the image of a particle rain. A lot of sounds were cre- 
ated by different synthesis techniques, and about ten moving sounds and ten cue 
sounds were selected and submitted to a panel of listeners for final judgement. 
We have tested many associations of moving and cue sounds to obtain the final 
result. The synthesis system allows fine-tuning of the Doppler effect parameters, 
which has appeared to be very useful for the final “tuning” of the sound impres- 
sion. To help listeners concentrate on their auditive impressions when entering 
this installation, we have decided to diffuse some continuous background music 
through all the speakers. The installation has appeared to be a helpful tool for 
music spatialization. One of the authors has composed an original music score 
to be played in the Cosmophone, taking advantage of these possibilities. 

6 Conclusion 

The four developments that are presented in this article lead, by different ap- 
proaches, to a conclusion where we discuss the musical intention behind computer 
systems used as musical instruments. The creation of electronic instruments, 
which from our point of view is a part of the musical composition, inevitably 
puts forward questions about traditional relations between movements and sound 
production, thoughts and musical realizations. The main difference between elec- 
tronic and acoustic instruments seems to be the relation between the gestures 
and the sounds. What acoustic instruments are concerned, there is a one-to- 
one relation between these two aspects since a particular gesture generates a 
particular sound and since variations produced by muscular energy are closely 
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related to variations in timbre, intensity and pitch. When it comes to electronic 
instruments these relations no longer exist, and everything has to be invented. 
This leads to a new way of considering the interface as an element of the musical 
composition. Even though this article aims at describing different approaches 
of interface design, we always kept the relationship between music and events 
in mind. In the first example we used an already existing interface, the Radio 
Baton, to pilot different synthesis models. At an early stage we realized that this 
interface was restrained due to the fact that it, in the first place, was intended 
to conduct musical sequences or to be used as a drum-like instrument. Diverting 
this interface from its primary goal showed us the danger of rapidly falling into a 
“spectacular” use rather than a musical one. Nevertheless, its use for sound ma- 
nipulation in an improvising context was found interesting. The second approach 
related to interfaces adapted to specific gestures dealt with two different kinds of 
interfaces. In the first example we constructed an augmented flute to give already 
skilled musicians access to new technologies. These interfaces mainly are of inter- 
est when they are related to synthesis models which correspond to the behavior 
of the instrument. This makes such controllers well adapted to physical synthesis 
modeling which naturally increases the musical possibilities of the instrument. 
In the second example of adapted interfaces we showed how interfaces can be 
adapted to disabled persons. This is a good illustration of how both the gesture 
and the musical goal should be taken into account when constructing interfaces, 
since a different handicap imposes a different interface. The last approach con- 
cerns interfaces piloted by natural phenomena. As an example we describe the 
Cosmophone which represents an extreme case where no gestures are needed, 
and where natural phenomena generate a three dimensional sensation of the 
trajectories of cosmic rays. In this case a specific set of detectors associated to 
an adequate mapping directly creates this objective. These examples show that 
the musical dimension has to be part of the conception of an interface, and led us 
to the conclusion that: even though new technologies provide numerous devices 
which can be used to pilot sound processors, a genuine musical interface should 
go past the technical stage to integrate the creative thought. 
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